1999 chevy cavalier dashboard

Quick Links Download this manual. Table of Contents. The Chevrolet Cavalier Owner's Manual.
This section tells you how to use your seats and safety belts properly. It also explains the
"SRS" system. This section explains how to start and operate your vehicle. This section tells
you how to adjust the ventilation and comfort controls and how to operate your audio system.
Here you'll find helpful information and tips about the road and how to drive under different
conditions. This section tells you what to do if you have a problem while driving, such as a flat
tire or overheated engine, etc. Here the manual tells you how to keep your vehicle running
properly and looking good. This section tells you when to perform vehicle maintenance and
what fluids and lubricants to use. This section tells you how to contact Chevrolet for assistance
and how to get service and owner publications. It also gives you information on "Reporting
Safety Defects" on page 8. Here's an alphabetical listing of almost every subject in this manual.
You can use it to quickly find. Automobile Chevrolet Blazer Owner's Manual pages. Summary of
Contents for Chevrolet Cavalier Page 1 This section tells you when to perform vehicle
maintenance and what fluids and lubricants to use. Customer Assistance Information This
section tells you how to contact Chevrolet for assistance and how to get service and owner
publications. That year vehicles were produced. Page 4 The Chevrolet blend of value and
performance has become an American tradition -- whether bred for the racetrack like the
legendary Corvette and Camaro, or In Chevrolet introduced the Synchro Mesh transmission and
offered a host of accessories -- including Page 5 Camaro, and powerplants like the legendary
V8. The Chevy started a romance with the American public -- and was powered by an available
fuel Your new Chevrolet continues a tradition of quality and value. If you do this, it will help you
learn about the features and controls for your vehicle. In the notice area, we tell you about
something that can damage your vehicle. Many times, this damage would not be covered by
your warranty, and it could be costly. You can also learn about some things you should not do
with air bags and safety belts. Page Seats And Seat Controls Seats and Seat Controls This
section tells you about the seats adjust them and also about reclining seatbacks and head
restraints. Page 11 If your vehicle is not equipped with easy entry seats, your passenger seat
adjuster looks like this. Slide the seat to where you want it. Then release the lever and try to
move the seat with your body, to make sure the seat is locked into place. Page Reclining Front
Seatbacks Reclining Front Seatbacks To adjust the seatback, lift the lever on the outer side of
the seat and move the seatback to where you want it. Release the lever to lock the seatback.
Pull up on the lever and the seat will go to an upright position. Page 14 When you return the
seatback to its original position, make sure the seatback is locked. The latch must be down for
the seat to work properly. That could cause injury to the person sitting there. To close the seat,
push the seatback up to its original position. Check to ensure the seatback is in its original
position and securely latched by pulling forward on the top of the seatback. It also tells you
some things you should not do with safety belts. Page 18 yellowblue Put someone on it. Get it
up to speed. Then stop the vehicle. Page 19 yellowblue The person keeps going until stopped
by something. In a real vehicle, it could be the windshield With safety belts, you slow down as
the vehicle does. You get more time to stop. You stop over more distance, and your strongest
bones take the forces. Lap-Shoulder Belt The driver has a lap shoulder belt. Close and lock the
door. Page 23 yellowblue If the belt stops before it reaches the buckle, tilt 5. To make the lap
part tight, pull down on the buckle the latch plate and keep pulling until you can buckle end of
the belt as you pull up on the shoulder belt. Page 24 yellowblue The lap part of the belt should
be worn low and snug on the hips, just touching the thighs. In a crash, this applies force to the
strong pelvic bones. If you slid under it, the belt would apply force at your abdomen. Page 25
Shoulder Belt Height Adjuster 4 Before you begin to drive, move the shoulder belt adjuster to
the height that is right for you. Door Models To move it down, squeeze the release button and
move the height adjuster to the desired position. You can move the adjuster up just by pushing
up on the shoulder belt guide. The shoulder belt is too loose. In a crash, you would move
forward too much, which could increase injury. The belt is buckled in the wrong place. In a
crash, the belt would go up over your abdomen. The belt forces would be there, not at the pelvic
bones. The shoulder belt is worn under the arm. It should be worn over the shoulder at all times.
In a crash, your body would move too far forward, which would increase the chance of head and
neck injury. The belt is twisted across the body. If a belt is twisted, make it straight so it can
work properly, or ask your dealer to fix it. The belt should go back out of the way. Before you
close the door, be sure the belt is out of the way. If you slam the door on it, you can damage
both the belt and your vehicle. For pregnant women, as for anyone, the key to making safety
belts effective is wearing them properly. This is true even with Next Generation frontal air bags.
The path of an inflating air bag must be kept clear. Page 35 What makes an air bag inflate? In an
impact of sufficient severity, the air bag sensing system detects that the vehicle is in a crash.
The sensing system triggers a release of gas from the inflator, which inflates the air bag. The

inflator, air bag and related hardware are all part of the air bag modules inside the steering
wheel and in the instrument panel in front of the right front passenger. This dust could cause
breathing problems for people with a history of asthma or other breathing trouble. To avoid this,
everyone in the vehicle should get out as soon as it is safe to do so. Page Rear Seat Passengers
If your vehicle ever gets into a lot of water water up to the carpeting or higher your vehicle and
soaks the carpet, the air bag controller can be soaked and ruined. Pick up the latch plate and
pull the belt across you. The shoulder belt may lock if you pull the belt across you very quickly.
Page 39 yellowblue If the belt stops before it reaches the buckle, tilt the 3. To make the lap part
tight, pull down on the buckle latch plate and keep pulling until you can buckle it. Pull up on the
latch plate to make sure it is secure. Page 40 The lap part of the belt should be worn low and
snug on the hips, just touching the thighs. When installed on a shoulder belt, the comfort guide
pulls the belt away from the neck and head. Page 42 1. Pull the elastic cord out from between
the edge of the seatback and the interior body to remove the guide from its storage clip. Slide
the guide under and past the belt. The elastic cord must be under the belt. Then, place the guide
over the belt, and insert the two edges of the belt into the slots of the guide. Page 43 3. Be sure
that the belt is not twisted and it lies flat. The elastic cord must be under the belt and the guide
on top. Page Center Passenger Position yellowblue Center Passenger Position Lap Belt When
you sit in the center seating position, you have a lap safety belt, which has no retractor. To
make the belt longer, tilt the latch plate and pull it along the belt. Page Children To make the belt
shorter, pull its free end as shown until the belt is snug. Buckle, position and release it the same
way as the lap part of a lap shoulder belt. Make sure the release button on the buckle is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. The
instructions for the restraint will say whether it is the right type and size for your child. Page
Child Restraints Child Restraints Every time infants and young children ride in vehicles, they
should have protection provided by appropriate restraints. What are the different types of add
child restraints? Page 49 yellowblue A rear facing infant restraint B positions an infant to face
the rear of the vehicle. Rear facing infant restraints are designed for infants of up to about 20
lbs. Page 50 yellowblue A forward facing child restraint C E positions a child upright to face
forward in the vehicle. These forward facing restraints are designed to help protect children
who are from 20 to 40 lbs. Page 51 yellowblue A booster seat F, G is designed for children who
are about 40 to 60 lbs. Page Where To Put The Restraint When choosing a child restraint, be
sure the child restraint is designed to be used in a vehicle. If it is, it will have a label saying that
it meets federal motor vehicle safety standards. Then follow the instructions for the restraint.
You may find these instructions on the restraint itself or in a booklet, or both. Page Top Strap
Top Strap Canadian law requires that forward child restraints have a top strap, and that the
strap be anchored. If your child restraint has a top strap, it should be anchored. See the earlier
part about the top strap if the child restraint has one. Be sure to follow the instructions that
came with the child restraint. Page 55 4. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. To
tighten the belt, pull up on the shoulder belt while you push down on the child restraint. The
safety belt will move freely again and be ready to work for an adult or larger child passenger.
Page 57 4. To tighten the belt, pull its free end while you push down on the child restraint. Never
put a rear facing child restraint in this seat. Page 59 4. Tilt the latch plate to adjust the belt if
needed. Page Larger Children 6. You may find it helpful to use your knee to push down on the
child restraint as you tighten the belt. Page 61 Accident statistics show that children are safer if
they are restrained in the rear seat. But they need to use the safety belts properly. Here a child
is sitting in a seat that has a shoulder belt, but the shoulder part is behind the child. If the child
wears the belt in this way, in a crash the child might slide under the belt. When you go in to
order it, take the heaviest coat you will wear, so the extender will be long enough for you. Page
65 Section 2 Features and Controls Here you can learn about the many standard and optional
features on your vehicle, and information on starting, shifting and braking. Also explained are
the instrument panel and the warning systems that tell you if everything is working properly and
what to do if you have a problem. A child or others could be badly injured or even killed. They
could operate power windows or other controls or even make the vehicle move. If you need a
new key, contact your Chevrolet dealer who can obtain the correct key code. In an emergency,
Passengers especially children open the doors and fall out. Outsiders can easily enter through
an unlocked door when you slow down or stop your vehicle. Push the lower portion of the
switch to lock your doors. Push the upper portion of the switch to unlock your doors. Unlock
the door from the inside. Then open the door from the outside. Operation is subject to the
following two conditions: 1 this device may not cause harmful interference, and 2 this device
must accept any interference received, including interference that may cause undesired
operation. The interior lamps stay on for a few seconds after all of the doors are closed. Page

Battery Replacement Battery Replacement Under normal use, the battery in your remote keyless
entry transmitter should last about two years. Page 74 3. Read the instructions inside the case.
Put the two halves back together. Check the operation of the transmitter with your vehicle. If the
transmitter does not work, try resynchronizing the transmitter with the receiver. Theft Vehicle
theft is big business, especially in some cities. Although your vehicle has a number of theft
features, we know that nothing we put on it can make it impossible to steal. See your dealer for
service. Page 78 With the ignition key in the ignition switch, you can turn the switch to five
positions. Press in the ignition switch as you turn it toward you. This could cause a collision. If
you need to turn the engine off while the vehicle is moving, turn the key only to OFF. If you do,
you could damage the transaxle. If you add electrical parts or accessories, you could change
the way the engine operates. Before adding electrical equipment, check with your dealer. If you
ever have to have your vehicle towed, see the part of this manual that tells how to do it without
damaging your vehicle. Page 82 3. Try pushing your accelerator pedal all the way to the floor
and holding it there as you hold the key in START for a maximum of 15 seconds. Page 83 2.
Page Automatic Transaxle Operation 4. Before starting the engine, be sure to unplug and store
the cord as it was before to keep it away from moving engine parts. How long should you keep
the coolant heater plugged in? The answer depends on the outside temperature, the kind of oil
you have, and some other things. It can help control your speed as you go down steep
mountain roads, but then you would also want to use your brakes off and on. This might happen
if you were stuck in very deep sand or mud or were up against a solid object. You could damage
your transaxle. Page 90 This is your shift pattern. Then, slowly let up on the clutch pedal as you
press the accelerator pedal. Let up on the clutch pedal slowly while pressing the accelerator
pedal. To set the parking brake, hold the brake pedal down and pull up on the parking brake
lever. If the ignition is on, the brake system warning light will come on. Your vehicle can roll. If
you have left the engine running, the vehicle can move suddenly. Your vehicle could move
suddenly if the shift lever is not fully in PARK P with the parking brake firmly set. And, if you
leave the vehicle with the engine running, it could overheat and even catch fire. You or others
could be injured. But if you ever have to, here are some things to know. Page Manual Windows
Windows Manual Windows On a vehicle with manual windows, use the window crank to open
and close each window. Power Windows If Equipped With power windows, switches on the
center console control each of the windows when the ignition is on. In addition, on four door
models, each rear passenger door has a control switch for its own window. Page 99 Tilt Wheel If
Equipped A tilt steering wheel allows you to adjust the steering wheel before you drive. You can
also raise it to the highest level to give your legs more room when you exit and enter the
vehicle. To tilt the wheel, hold the steering wheel and pull the lever. These positions allow you
to signal a turn or a lane change. To signal a turn, move the lever all the way up or down. When
the turn is finished, the lever will return automatically. Page Windshield Wipers Windshield
Wipers You control the windshield wipers by moving the stalk with the windshield wiper symbol
on it up or down. For a single wiper cycle, push the stalk down to MIST, then release it. The
wipers will stop after one cycle. For more cycles, hold the wiper stalk down longer. Page
Windshield Washer Windshield Washer To wash your windshield, pull the stalk with the wiper
symbol on it toward you one time. When you release the stalk, the washers will stop. The wipers
continue wiping for approximately three cycles and will either stop or will resume the speed you
were using before. Cruise control can be dangerous on slippery roads. On such roads, fast
changes in tire traction can cause needless wheel spinning, and you could lose control. Page
Resuming a Set Speed Suppose you set your cruise control at a desired speed and then you
apply the brake or clutch pedal. This, of course, shuts off the cruise control. Page Exterior
Lamps Using Cruise Control on Hills How well your cruise control will work on hills depends
upon your speed, load and the steepness of the hills. When going up a steep hill, you may have
to step on the accelerator pedal to maintain your speed. When going downhill, you may have to
brake or shift to a lower gear to keep your speed down. Page A flashing DRL telltale indicates a
possible burned out headlamp, or that the vehicle may need service to repair a stuck DRL relay.
When the DRL are on, only your high will be on at reduced brightness. Page Illuminated Entry
Fog lamps will go off whenever the high headlamps come on. When the high beams go off, the
fog lamps will come on again. Interior Lamps Instrument Panel Intensity Control You can
brighten or dim the instrument panel lights by turning the dial up or down. Turn each one on
and off by pressing its switch. Map Lamps If Equipped These lamps are located forward of the
dome lamp. To turn the lamps on, press the switch. Press the switch again to turn them off.
Manual Remote Control Mirror The outside rearview mirror should be adjusted so you can just
see the side of your vehicle when you are sitting in a comfortable driving position. If you cut too
sharply into the right lane, you could hit a vehicle on your right. Check your inside mirror or
glance over your shoulder before changing lanes. That can make it overheat, damaging the

lighter and the heating element. To clean the center console ashtray, remove the entire ashtray
and empty it. Page Sunroof If Equipped Press and release the rear of the switch and the glass
panel will open to the vent position. Open the sunshade by hand when using the vent position.
Press and release the rear of the switch again to open the glass panel and the sunshade. Page
Lowering Your Convertible Top 1. Turn the ignition to RUN. Lower the side door windows
completely to avoid wear to the weatherstrips. Page 6. Rotate the latch handle up to the locked
position. Installing the Boot 1. From inside the vehicle, pull the tab on the rear seat to fold down
the seat. Open the trunk and remove both boot side covers. Leave the trunk open. Page 3.
Install the boot side cover by inserting the tab A on the underside of the cover into the slot B at
the top of the quarter trim panel. Place the rear flap of the boot side cover in the trunk lid
opening, aligning the eyelet C over the boot snap ball stud D. Page 5. Pull the boot center cover
from behind the rear seatback and place it over the inner sides of the boot side covers and the
lowered top. Go to the rear of the vehicle. Place the boot center cover along the trunk lid
opening. Align one snap on the corner of the boot to the ball stud and push forward. Page
Removing the Boot 1. Open the trunk and leave it open. From inside the vehicle, fold down the
rear seatback. Page yellowblue 5. Unsnap both boot side cover snaps E and F from 6. Lift the
side cover eyelet C at the rear of the side the side of the quarter trim panel. Raise the back of
the boot side cover to unhook the tab A from the slot B in the quarter trim panel. Page Raising
The Convertible Top 7. Store both boot side covers in the trunk. Close the trunk. Raise the rear
seatback to the up position. Push the seat back to make sure it is latched. Ensure that the rear
seatbelts do not become trapped behind the rear seats. Turn the latch handle up to lock the top.
Be sure the top is securely latched on both sides. Page 1. Turn the engine off. Push the button
in the latch handle and rotate the handle down. Open the trunk. Convertible Bypass Switch 4.
Page 8. Raise the top until it is all the way up. Line up the top so the pins are even with the
holes. Pull down on the top and rotate the latch handle up to lock the convertible top. Be sure
the top is latched securely on both sides. Page The main components of your instrument panel
are: A. Instrument Panel Intensity Control B. Hazard Warning Flashers Switch D. Ignition Switch
E. Audio System H. Page yellowblue Instrument Panel Clusters Your instrument panel cluster is
designed to let you know at a glance how your vehicle is running. Page yellowblue Optional
Cluster Your odometer shows how far your vehicle has been driven, in either miles used in the
United States or kilometers used in Canada. The pictures will help you locate them. Warning
lights and gages can signal that something is wrong before it becomes serious enough to cause
an expensive repair or replacement. The light tells you if there is an electrical problem. The
system check includes the air bag sensor, the air bag modules, the wiring and the crash
sensing and diagnostic module. For good braking, though, you need both parts working well. If
the warning light comes on, there is a brake problem. Have your brake system inspected right
away. If the light stays on, turn the ignition to OFF. With the ignition in RUN, this gage shows
the engine coolant temperature. If the gage pointer moves into the red area, your engine is too
hot! It means that your engine coolant has overheated. Page This system is called OBD II On
Board Diagnostics Second Generation and is intended to assure that emissions are at
acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Page This
light should come on, as a check to show you it is working, when the ignition is on and the
engine is not running. This light will also come on during a malfunction in one of two ways:
Light Flashing A misfire condition has been Page Oil Pressure Light If so, your electrical system
may be wet. The condition will usually be corrected when the electrical system dries out. A few
driving trips should turn the light off. Have you recently changed brands of fuel? If you do, your
engine can become so hot that it catches fire. You or others could be burned. Check your oil as
soon as possible and have your vehicle serviced. If the light comes on and stays on while you
are driving, check your various gages to see if they are in the warning zones or if you are low on
fuel. Fuel Gage When the ignition is on, your fuel gage tells you Be sure to read about the
particular systems supplied with your vehicle. Page Comfort Controls Comfort Controls This
section tells you how to make your air system work for you. The optional climate control system
with air conditioning uses ozone friendly R With these systems, you can control the ventilation
and heating in your vehicle. Your vehicle also has the flow through ventilation system described
later in this section. The rest comes out of the defroster and side window vents. DEFOG: This
setting allows half of the air to go to the floor ducts and half to the defroster and side window
vents. Page VENT: This setting brings in outside air and directs it through the instrument panel
outlets. Some air is directed through the instrument panel outlets. Most of the air is directed
through the floor ducts and a little to the defrost and side window vents. The system will bring
in outside air, heat it and send it to the floor ducts. Your vehicle has heat ducts that are directed
toward the rear seat. Ventilation System For mild outside temperatures when little heating or
cooling is needed, use VENT to direct outside air through your vehicle. Page Audio Systems

Audio Systems Your Delco Electronics audio system has been designed to operate easily and
give years of listening pleasure. You will get the most enjoyment out of it if you acquaint
yourself with it first. The display shows your selection. TUNE: Turn the lower knob to choose
radio stations. SEEK: Press the right or left arrow to go to the next higher or lower station and
stay there. To increase volume and turn the radio on, turn the knob clockwise. Turn it
counterclockwise to decrease volume and turn the radio off. Page In addition to the four
stations already set, up to three more stations may be preset on each band by pressing two
adjoining buttons at the same time. Just: 1. Tune in the desired station. Press SET. SET will
appear on the display. The radio will play. If you press the button when the ignition is off, the
clock will show for a few seconds. With SCV, your audio system adjusts automatically to make
up for road and wind noise as you drive. Page P. SCAN: Press this button to listen to each of
your favorite stations stored on your pushbuttons for a few seconds. The radio will scan
through each of the stations stored on your pushbuttons, except those stations with weak
reception. Page Playing a Cassette Tape Your tape player is built to work best with tapes that
are up to 30 to 45 minutes long on each side. Tapes longer than that are so thin they may not
work well in this player. Page REV 4 : Press this button to reverse the tape rapidly. Press it
again to return to playing speed. The radio will play the last selected station while the tape
reverses. Note that the double D symbol will appear on the display. To increase volume, turn the
knob clockwise. Turn it counterclockwise to decrease volume. The knob is capable of rotating
continuously. Use SCAN to listen to stations for a few seconds. The radio will go to a station,
stop for a few seconds, then go on to the next station. Page RDM 2 : Press this button to hear
the tracks in random, rather than sequential, order. Press RDM again to turn off random play.
RDM is reset to off when the disc is ejected. If your battery loses power for any reason, you
must unlock the radio with the secret code before it will operate. Activating the Theft Deterrent
Feature The instructions which follow explain how to enter your Page Understanding Radio
Reception 4. Press HR to make the first one or two digits agree with your code. Press AM FM
after you have confirmed that the code matches the secret code you have written down. The
display will show SEC, indicating the radio is now operable and secure. Tall buildings or hills
can interfere with FM signals, causing the sound to come and go. Tips About Your Audio
System Hearing damage from loud noise is almost undetectable until it is too late. Cassette
tapes should be stored in their cases away from contaminants, direct sunlight and extreme
heat. The tape symbol on the display will flash for two seconds. Insert the scrubbing action
cleaning cassette. When the cleaning cassette has been ejected, the cut tape detection feature
is active again. Please start with a very important safety device in your vehicle: Buckle up. Page
Drunken Driving Drunken Driving Death and injury associated with drinking and driving is a
national tragedy. Alcohol affects four things that anyone needs to drive a vehicle: Judgment
Muscular Coordination Vision A person who consumes food just before or during drinking will
have a somewhat lower BAC level. Page The body takes about an hour to rid itself of the alcohol
in one drink. No amount of coffee or number of cold showers will speed that up. A person with
even a moderate BAC might not be able to react quickly enough to avoid the collision. They are
the brakes, the steering and the accelerator. All three systems have to do their work at the
places where the tires meet the road. Some people drive in spurts heavy acceleration followed
by heavy braking rather than keeping pace with traffic. This is a mistake. Your brakes may not
have time to cool between hard stops. Your brakes will wear out much faster if you do a lot of
heavy braking. Suddenly an animal jumps out in front of you. You slam on the brakes. A
computer senses that wheels are slowing down. If one of the wheels is about to stop rolling, the
computer will separately work the brakes at each front wheel and at both rear wheels. Page
Steering In Emergencies Steering in Emergencies There are times when steering can be more
effective than braking. For example, you come over a hill and find a truck stopped in your lane,
or a car suddenly pulls out from nowhere, or a child darts out from between parked cars and
stops right in front of you. If the level of the shoulder is only slightly below the pavement,
recovery should be fairly easy. Ease off the accelerator and then, if there is nothing in the way,
steer so that your vehicle straddles the edge of the pavement. Keep trying to steer and
constantly seek an escape route or area of less danger. One reason is that some drivers are
likely to be impaired by alcohol or drugs, with night vision problems, or by fatigue. Drive
defensively. But as we get older these differences increase. A 50 driver may require at least
twice as much light to see the same thing at night as a 20 year old. Page Driving too fast
through large water puddles or even going through some car washes can cause problems, too.
The water may affect your brakes. Try to avoid puddles. Page City Driving Hydroplaning usually
happens at higher speeds. The best advice is to slow down when it is raining. Page Freeway
Driving Here are ways to increase your safety in city driving: Know the best way to get to where
you are going. Get a city map and plan your trip into an unknown part of the city just as you

would for a cross Try to use the freeways that rim and crisscross most large cities. Are all
windows clean inside and outside? Wiper Blades: Are they in good shape? Lamps: Are they all
working? Are the lenses clean? Tires: They are vitally important to a safe, trouble Your brakes
will have to do all the work of slowing down. You would then have poor braking or even none
going down a hill. You could crash. Page Driving On Snow Or Ice Include an ice scraper, a small
brush or broom, a supply of windshield washer fluid, a rag, some winter outer clothing, a small
shovel, a flashlight, a red cloth and a couple of reflective warning triangles. And, if you will be
driving under severe conditions, include a small bag of sand, a piece of old carpet or a couple
of burlap bags to help provide traction. But wet ice can be even more trouble because it may
offer the least traction of all. You should probably stay with your vehicle unless you know for
sure that you are near help and you can hike through the snow. Here are some things to do to
summon help and keep yourself and your passengers safe: Turn on your hazard flashers. This
can cause deadly CO carbon monoxide gas to get inside. CO could overcome you and kill you.
Clear away snow from around the base of your vehicle, especially any that is blocking your
exhaust pipe. Put the front wheels on a dolly. Set the parking brake. This will keep your battery
from draining while towing. Your vehicle could be badly damaged and the repairs would not be
covered by your warranty. The GVWR includes the weight of the vehicle, all occupants, fuel and
cargo. Put things in the trunk or rear area of your vehicle. In a trunk, put them as far forward as
you can. Page Weight Of The Trailer And, it can also depend on any special equipment that you
have on your vehicle. You can ask your dealer for our trailering information or advice, or you
can write us at: Chevrolet Motor Division Customer Assistance Center P. Box Troy, MI If you
have a weight hitch, the trailer tongue A should weigh 12 percent of the total loaded trailer
weight B. Cross the safety chains under the tongue of the trailer so that the tongue will not drop
to the road if it becomes separated from the hitch. Instructions about safety chains may be
provided by the hitch manufacturer or by the trailer manufacturer. Backing Up Hold the bottom
of the steering wheel with one hand. Then, to move the trailer to the left, just move that hand to
the left. Extended, higher than normal engine and transaxle temperatures may result and
damage your vehicle. Frequent stops are very important to allow the engine and transaxle to
cool. Apply your regular brakes and hold the pedal down while you: Start your engine; Shift into
a gear; and Release the parking brake. Let up on the brake pedal. They also let police know you
have a problem. Your front and rear turn signal lamps will flash on and off. Move the switch to
the right to make your front and rear turn signal lamps flash on and off. Page Other Warning
Devices Other Warning Devices If you carry reflective triangles, you can set one up at the side
of the road about feet m behind your vehicle. Jump Starting If your battery has run down, you
may want to use another vehicle and some jumper cables to start your vehicle. Page 2. People
have been hurt doing this, and some have been blinded. Use a flashlight if you need more light.
Be sure the battery has enough water. Keep your hands away from moving parts once the
engine is running. Now start the vehicle with the good battery and run the engine for a while.
Try to start the vehicle with the dead battery. Never tow faster than safe or posted speeds.
Never tow with damaged parts not fully secured. Never get under your vehicle after it has been
lifted by the tow truck. The costly repairs would not be covered by your warranty. Electric
Engine Cooling Fan 2. In addition, the engine coolant will require change sooner 30, miles 50 km
or 24 months, whichever occurs first. They are under pressure, and if you turn the coolant surge
tank pressure cap even a little they can come out at high speed. Never turn the cap when the
cooling system, including the coolant surge tank pressure cap, is hot. Plain water, or some
other liquid like alcohol, can boil before the proper coolant mixture will. You can remove the
coolant surge tank pressure cap when the cooling system, including the coolant surge tank
pressure cap and upper radiator hose, is no longer hot. Turn the pressure cap slowly
counterclockwise left about two or two and half turns. Page yellowblue 3. Then fill the coolant
surge tank with the proper 4. Watch out for the engine cooling fan. Then replace the pressure
cap. Be sure the pressure cap is hand Check the level in the surge tank when the cooling
system has cooled down. Turn on your hazard warning flashers. The vehicle can slip off the
jack and roll over you or other people. Turn the center retainer nut on the compact spare cover
counterclockwise to remove it. Using the wheel wrench, remove the plastic nut caps if
equipped. On some models, a cover plate must be removed to find the wheel nuts. Carefully use
the wedge end of the wheel wrench to pry it off. Then use the wheel wrench to loosen all the
wheel nuts. If the vehicle slips off the jack, you could be badly injured or killed. Never get under
a vehicle when it is supported only by a jack. Page 7. If you have a wheel cover, use your fingers
to carefully pull the wheel cover from the wheel. Then remove the flat tire. Remove any rust or
dirt from the wheel bolts, mounting surfaces and spare wheel. If you do, the nuts might come
loose. Your wheel could fall off, causing a serious accident. Place the spare on the wheel
mounting surface. Replace the wheel nuts with the rounded end of the nuts toward the wheel.

Page Tighten the wheel nuts firmly in a criss sequence, as shown. This could lead to an
accident. Be sure to use the correct wheel nuts. To avoid expensive brake repairs, evenly
tighten the wheel nuts in the proper sequence and to the proper torque specification. Page A.
Wrench E. Extension F. Wing Bolt B. Jack Extension Installed C. Flat Road Tire G. Cover D.
Adapter H. Nut Store the flat tire in the compact spare tire compartment and secure the adapter,
extension aluminum wheel only and wing bolt. Store the jack and wheel wrench in the foam tray.
Page Compact Spare Tire A. Jack F. Cover C. Spare Tire G. Nut D. Adapter Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. The compact spare can get caught on the
rails. That can damage the tire and wheel, and maybe other parts of your vehicle. If you spin the
wheels too fast while shifting your transaxle back and forth, you can destroy your transaxle.
Page Section 6 Service and Appearance Care Here you will find information about the care of
your vehicle. This section begins with service and fuel information, and then it shows how to
check important fluid and lubricant levels. There is also technical information about your
vehicle, and a part devoted to its appearance care. Page AAMA specification could provide
improved driveability and emission control system performance compared to other gasolines.
Be sure the posted octane is at least If the octane is less than 87, you may get a heavy knocking
noise when you drive. If this occurs, return to your authorized Chevrolet dealer for diagnosis to
determine the cause of failure. In the event it is determined that the cause of the condition is the
type of fuels used, repairs may not be covered by your warranty. Never use leaded gasoline or
any other fuel not recommended in the previous text on fuel. Page While refueling, hang the
tethered cap inside the fuel door by placing the fuel cap strap in the strap hanger. To remove
the cap, turn it slowly to the left counterclockwise. The cap has a spring in it; if you let go of the
cap too soon, it will spring back to the right. Page Filling A Portable Fuel Container When you
put the cap back on, turn it to the right clockwise until you hear a clicking sound. Make sure you
fully install the cap. The diagnostic system can determine if the fuel cap has been left off or
improperly installed. Keep hands, clothing and tools away from any underhood electric fan.
Page Then go to the front of the vehicle and lift up on the secondary hood release handle. To
make sure that the secondary hood release handle works properly, lubricate the hood latch at
least once a year. Coolant Surge Tank B. Power Steering Fluid Reservoir C. Brake Fluid
Reservoir E. Engine Oil Fill Cap C. Engine Oil Dipstick D. Power Steering Fluid Reservoir E.
Brake Fluid Reservoir F. In order to get an accurate reading, the oil must be warm and the
vehicle must be on level ground. Check the oil here if you have a 2. Page Checking Engine Oil
Checking Engine Oil Pull out the dipstick and clean it with a paper towel or cloth, then push it
back in all the way. Remove it again, keeping the tip down, and check the level. Be sure to fill it
enough to put the level somewhere in the proper operating range. These numbers on an oil
container show its viscosity, or thickness. Your dealer is ready to advise if you think something
should be added. To check or replace the filter, remove the screws that hold the cover on and
lift the cover. Be sure to reinstall the air cleaner filter and replace the cover tightly. The air
cleaner not only cleans the air, it stops flame if the engine backfires. Page How To Check How
to Check Because this operation can be a little difficult, you may choose to have this done at
the dealership service department. If you do it yourself, be sure to follow all the instructions
here, or you could get a false reading on the dipstick. Page Checking the Fluid Level Park your
vehicle on a level place. Keep the engine running. With your foot on the brake pedal, move the
shift lever through each gear range, pausing for about three seconds in each range. If the fluid
level is low, add only enough of the proper fluid to bring the level into the cross on the dipstick.
Page Manual Transaxle Fluid How to Check Because this operation can be a little difficult, you
may choose to have this done at your Chevrolet dealership Service Department. Page Then,
follow these steps: 1. The manual transaxle dipstick is located below the brake master cylinder,
near the rear of the transaxle case. Flip the handle up and then pull out the dipstick and clean it
with a rag or paper towel. Refer to the Maintenance Schedule to determine what kind of fluid to
use. Remove the dipstick by flipping the handle up and then pulling the dipstick out. Page
Engine Coolant How to Check You do not need to check the fluid level unless you suspect a
clutch problem. To check the fluid level, take the cap off. If the fluid reaches the step inside the
reservoir, the fluid level is correct. Too much water in the mixture can freeze and crack the
engine, radiator, heater core and other parts. Page CAUTION: Turning the surge tank pressure
cap when the engine and radiator are hot can allow steam and scalding liquids to blow out and
burn you badly. Never turn the surge tank pressure cap little when the engine and radiator are
hot. The vehicle must be on a level surface. Page Power Steering Fluid Power Steering Fluid
When to Check Power Steering Fluid It is not necessary to regularly check power steering fluid
unless you suspect there is a leak in the system or you hear an unusual noise. A fluid loss in
this system could indicate a problem. Add washer fluid until the tank is full. Water can cause the

solution to freeze and damage your washer fluid tank and other parts of the washer system. It is
filled with DOT There are only two reasons why the brake fluid level in the reservoir might go
down. The first is that the brake fluid goes down to an acceptable level during normal brake
lining wear. Use new brake fluid from a sealed container only. Always clean the brake fluid
reservoir cap and the area around the cap before removing it. Disc brake pads have built in wear
indicators that make a high pitched warning sound when the brake pads are worn and new pads
are needed. The sound may come and go or be heard all the time your vehicle is moving except
when you are pushing on the brake pedal firmly. Page Brake Adjustment Brake Pedal Travel See
your dealer if the brake pedal does not return to normal height, or if there is a rapid increase in
pedal travel. This could be a sign of brake trouble. Brake Adjustment Every time you make a
moderate brake stop, your disc brakes adjust for wear. Page Halogen Bulbs The following
procedures tell you how to replace the bulbs for your vehicle. Page Headlamps 1. Remove the
first bolt. Then remove the remaining plastic fasteners holding the shield. Use the end of a flat
head screwdriver to pull up the center of the fastener. Be careful not to break the fasteners that
hold the shield in place. Disconnect the bulb base from the socket by lifting the plastic locking
tab. Snap a new bulb into the socket. Replace the bulb assembly by reversing Steps 1 through
3, making sure the lower leg of the headlamp bracket is properly seated into the wedge shaped
retainer. Remove the fastener which holds down the trunk trim. On vehicles without a
convenience net, pry the fastener loose. On vehicles with a convenience net, remove the net
and unscrew the fastener. Then pull down the trunk trim. Page Back-Up Lamps To replace a
back up lamp, do the following: 1. Open the trunk lid and locate the back assembly on the trunk
lid. Gently remove the bulb from the socket by turning it counterclockwise and pulling it out.
Page Windshield Wiper Blade Replacement Your new vehicle comes with high a leading tire
manufacturer. If you ever have questions about your tire warranty and where to obtain service,
see your Chevrolet Warranty booklet for details. The resulting accident could cause serious
injury. Check all tires frequently to maintain the recommended pressure. Tire pressure should
be checked when your tires are cold. Overinflated tires are more likely to be cut, punctured or
broken by a sudden impact such as when you hit a pothole. It should be at 60 psi kPa. How to
Check Use a good quality pocket type gage to check tire pressure. The wheel could come off
and cause an accident. When you change a wheel, remove any rust or dirt from places where
the wheel attaches to the vehicle. Page Buying New Tires The tread or sidewall is cracked, cut
or snagged deep enough to show cord or fabric. The tire has a bump, bulge or split. This
applies only to vehicles sold in the United States. The grades are molded on the sidewalls of
most passenger car tires. Sustained high temperature can cause the material of the tire to
degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure. It
could affect the braking and handling of your vehicle, make your tires lose air and make you
lose control. You could have a collision in which you or others could be injured. Page
Appearance Care NOTICE: Continued Use another type of traction device only if its
manufacturer recommends it for use on your vehicle and tire size combination and road
conditions. Page Special Fabric Cleaning Problems Special Fabric Cleaning Problems Stains
caused by such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks, vomit,
urine and blood can be removed as follows: 1. Carefully scrape off excess stain, then sponge
the soiled area with cool water. Commercial cleaners may affect the surface finish. Care of
Safety Belts Keep belts clean and dry. If you do, it may severely weaken them. Page Finish Care
Weatherstrips Silicone grease on weatherstrips will make them last longer, seal better, and not
stick or squeak. Apply silicone grease with a clean cloth at least every six months. During very
cold, damp weather more frequent application may be required. Foreign materials such as
calcium chloride and other salts, ice melting agents, road oil and tar, tree sap, bird droppings,
chemicals from industrial chimneys, etc. Page Cleaning Aluminum Wheels To protect the
convertible top: After you wash the vehicle, make sure the top is completely dry before you
lower it. If you decide to go through an automatic car wash, ask the manager if the equipment
could damage your top. Page Chemical Paint Spotting Although no defect in the paint job
causes this, Chevrolet will repair, at no charge to the owner, the surfaces of new vehicles
damaged by this fallout condition within 12 months or 12, miles 20 km of purchase, whichever
occurs first. You can see it if you look through the windshield from outside your vehicle. Should
your headlamps fail to function, have your headlamp system checked right away. Windshield
Wiper Fuse The windshield wiper motor is protected by a circuit breaker and a fuse. If the motor
overheats due to heavy snow, etc. Page Instrument Panel Fuse Block The fuse panel is located
at the left end of the instrument panel. To open, push the tab on the access door to the left and
pull the door forward. Make sure to insert the tabs when replacing the cover. Fuse Usage
Exterior Lamps, Back Lift off the cover to check the fuses. Back Up Lamps Page Section 7
Maintenance Schedule This section covers the maintenance required for your vehicle. Your

vehicle needs these services to retain its safety, dependability and emission control
performance. The Plan supplements your new vehicle warranties. See your Warranty and Owner
Assistance booklet, or your dealer for details. Introduction Your Vehicle and the Environment
Proper vehicle maintenance not only helps to keep your vehicle in good working condition, but
also helps the environment. You may drive very short distances only a few times a week. Or you
may drive long distances all the time in very hot, dusty weather. This is particularly important
when outside temperatures are below freezing. Spark Plug Replacement. Every , Miles km :
Cooling System Service or every 60 months, whichever occurs first. These intervals only
summarize maintenance services. Be sure to follow the complete scheduled maintenance on
the following pages. The services shown at , miles km should be performed at the same interval
after , miles km. An Emission Control Service. Lubricate chassis components or every 6
months, whichever occurs first. See footnote. Rotate tires. Inspect fuel cap gasket for any
damage. Replace parts as needed. See footnote Rotate tires. Replace spark plugs. Change
automatic transaxle fluid and filter if the vehicle is mainly driven under one or more of these
conditions: â€” Lubricate chassis components or every 12 months, whichever occurs first. If
you do not use your vehicle under any of these conditions, the fluid and filter do not require
changing. Inspect engine accessory drive belt. Replace air cleaner filter. Inspect fuel tank, cap
and lines for damage or leaks. Page Part B: Owner Checks And Services Part B: Owner Checks
and Services Listed in this part are owner checks and services which should be performed at
the intervals specified to help ensure the safety, dependability and emission control
performance of your vehicle. Be sure any necessary repairs are completed at once. Whenever
any fluids or lubricants are added to your vehicle, make sure they are the proper ones, as
shown in Part D. A transaxle fluid leak is the only reason for fluid loss. Check for leaks. If a leak
occurs, take the vehicle to your Chevrolet dealership Service Department and have it repaired
as soon as possible. Hydraulic Clutch System Check Check the fluid level in the clutch
reservoir. Body Lubrication Service Lubricate all hood latch assemblies, secondary latch,
pivots, spring anchor, release pawl, hood and body door hinges, rear compartment and any
folding seat hardware. If it does, you or others could be injured. Follow the steps below. Before
you start, be sure you have enough room around the vehicle. You or others could be injured
and property could be damaged. Make sure there is room in front of your vehicle in case it
begins to roll. Page Part C: Periodic Maintenance Inspections Part C: Periodic Maintenance
Inspections Listed in this part are inspections and services which should be performed at least
twice a year for instance, each spring and fall. Page Throttle System Inspection Throttle System
Inspection Inspect the throttle system for interference or binding, and for damaged or missing
parts. Replace any components that have high effort or excessive wear. Do not lubricate
accelerator and cruise control cables. Brake System Inspection Inspect the complete system.
Page Part E: Maintenance Record Part E: Maintenance Record After the scheduled services are
performed, record the date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. Page Section 8 Customer Assistance Information Here
you will find out how to contact Chevrolet if you need assistance. This section also tells you
how to obtain service publications and how to report any safety defects. Page Customer
Satisfaction Procedure Customer Satisfaction Procedure Your satisfaction and goodwill are
important to your dealer and to Chevrolet. Sometimes, however, despite the best intentions of
all concerned, misunderstandings can occur. That is why we suggest you follow Step One first
if you have a concern. As the owner of a Chevrolet, membership in Roadside Assistance is free.
Roadside Assistance is available 24 hours a day, Page Canadian Roadside Assistance Courtesy
Transportation will be offered in conjunction with the coverage provided by the Bumper to
Bumper New Vehicle Limited Warranty to eligible purchasers of Chevrolet passenger cars and
light duty trucks. Please see your selling dealer for details. Page Courtesy Transportation
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait Chevrolet helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances, Page Section 9 Index ccessory Power
Outlet Adapter Kit, CD Page Brake Adjustment Fluid Master Cylinder. Page Interior Plastic
Components Outside of Your Vehicle Special Problems. Page Driving City Defensive. Page
Finish Damage Page Inspections Engine Cooling System. Page Interior Low Coolant Warning
Oil Pressure. Page dometer Odometer, Trip Road Recovery. Page Reclining Front Seatbacks
Page Seats Continued Restraint Systems Seat Controls Securing a Child Restraint. Page Third
Gear, Automatic Transaxle Page TTY Users Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL. The Chevrolet Cavalier is a line of small cars produced for the model years through by
Chevrolet , and then later reintroduced in for the Chinese Market. The Cavalier replaced the
Monza in North America. The Monza was available as a 2-door coupe , a 3-door hatchback and a

3-door wagon using the same body as the discontinued Vega wagon, the model it replaced. The
inexpensive Chevette was retained even as sales declined, and was formally replaced by even
smaller captive imports. Both previous platforms had rear-drive layouts while the new design
followed the front wheel drive trend, as in the Dodge Omni and Honda Civic. Ford and Chrysler
also introduced new front drive compacts. The small Cavalier even helped fill in lagging sales of
the compact Citation. The Cavalier first went on sale in May as a model with front-wheel-drive,
[2] a choice of two carbureted versions of the GM series four-cylinder pushrod engines, and 2
and 4-door sedan, hatchback, and station wagon body styles. Convertibles were added in ,
initial production totaling less than The Cavalier name originated from GM's then-British
subsidiary Vauxhall , who applied it to badge engineered variants of the Opel Ascona , the third
generation of which was the first J-body car to be released. The models received a mild facelift
featuring quad headlights. Z24 was introduced in for model year coupe and hatchback
configurations. The Cavalier was restyled in for the model year. The sedan and wagon were
unchanged from the doors back, while the coupe's exterior was completely redesigned. This
resulted in different trunk designs for the coupe and sedan. The convertible was only available
as a Z The VL and RS came standard with the 2. An electronic dashboard was available with the
RS and Z24 trims. For , the steering column was redesigned. The new self-aligning steering
wheel was designed so as to reduce injuries in a collision by bending to conform to the driver's
chest. Also, rear shoulder belts became standard on all models. RS and Z24 custom cloth
seating received a new style of front bucket seats with integral headrests. For , the base engine
was enlarged to a 2. Door-mounted automatic front seatbelts were added due to US passive
restraint legislation. The optional V6 engine was also upgraded to the 3. However, the Beretta
convertible was shelved at the eleventh hour, before a Cavalier convertible could be prepared.
The Cavalier got a more extensive restyling that involved a new hood, bumpers, headlights,
taillights, wheel covers and a redesigned interior, however with the body style remaining
unchanged. Most notably, the cooling system was redesigned to draw air from the bumper,
giving it a Ford Taurus -style bumper and grille-less nose. The new bumpers were unpainted,
with the option to have them colored grey, black or white; the latter only available on
white-colored models. The RS and the Z24 eschewed this for a color keyed body package. Z24
models also gained the options for a height adjustable driver's seat and a CD player. The
platform and trim lines were carried over, while the convertible was brought back mid-year in
the RS trim only with the V6 standard. Minor changes for also included the Alpha Tech ignition
lock cylinder, which incorporated a dual-bit key that was larger and thicker in size in
comparison to the old single-bit lock cylinder system that had been used for years. The lock
system was intended to be a stronger deterrent to vehicle theft, but constant problems were
reported with the lock jamming. It was dropped after an improved dual-bit single key system
was introduced for the model year and redesign. For , the 2. Antilock brakes were added as a
standard feature, as Delco Moraine had managed to develop a low-cost system. Power locks
were also standard, and were designed to automatically lock when the car is shifted out of park,
or if the car is traveling at least 8 miles per hour in manual transmission equipped Coupe
models. Model year brought minimal changes to the Cavalier line. The convertibles receive a
glass rear window, allowing rear window defrost as an option. The VL trim was dropped on the
wagon, while the 2. The Chevrolet Cavalier was introduced in Mexico in model year to replace
the Chevrolet Celebrity which has been until then the access to mexican GM lineup. The initial
offer consisted only in a 4 door sedan with a 2. For the mexican Cavalier continues unchanged.
For , the mexican Chevrolet Cavalier in addopts the aestethics from the Pontiac Sunbird. No
wagons and convertibles were offered in Mexico. The Cavalier received its first total redesign
for , with expanded dimensions and more aerodynamic styling, taking minor design cues from
the 4th generation Chevrolet Camaro. Some of the basic styling cues remained however, such
as the bumper-integrated grille, the coupes' dipped beltline, and the charcoal-colored bumpers
on some base model cars. Coupe, sedan, and convertible options were offered, however the
wagon model was discontinued. The car now had the available option of 15 and 16 inch wheels.
By , the Cavalier became the best selling car within the entire GM lineup. For the 3rd generation,
powertrain options were limited to inline-four engines. The option for a V6 engine , which had
been available in the first and second generation, was dropped and replaced by a new
four-cylinder of similar power output. Base and RS models still retained the 2. As of a new
4-speed automatic became available in any trim. The Z24 and LS convertible used the 2. This
engine could also be special ordered on a 4 door LS model. The 2. The Z24 only came in
two-door coupe models until and featured a sport-tuned suspension, inch tires, alloy wheels
and improved interior electronics. Aesthetically little changed from the other models other than
a ground effects kit and taller rear spoiler. In a 4-door Z24 Sedan debuted, featuring the same
mechanics but having a less sporty body. The Z24 trim also received several other upgrades

including a wider front sway bar and FE2 Sports Suspension for better handling characteristics,
and less aggressive ABS anti-lock braking system. In , the 3-speed automatic was dropped from
the base models equipped with the 2. These engines improved fuel economy, featuring the
same displacement as the GM Pushrod Engine 2. The supercharger kit was developed and
tested by General Motors and could only be installed at a GM dealer. This upgrade increased
performance considerably due to a pressure of 4. The third generation Cavalier had two
facelifts. There was a minor one in with new front and rear bumper fascias which included
revised headlamps and taillamps for models. Also, IIHS fatality risks statistics rated the Cavalier
among the "highest rates of driver deaths", with four-door to two-door driver deaths per million
registered vehicle years. Average for the Cavalier class small was four-door to two-door driver
deaths per million registered vehicle years. Aside from the fact that it was right hand drive, the
Toyota Cavalier also featured a leather-wrapped shift knob, steering wheel and park brake lever,
wider front fenders, amber turn signals for Japanese regulations, power folding side mirrors,
side turn signal repeater lights on the front fenders, and carpeting on the inside of the trunk lid.
Interior seats were often flecked with color, and the rear seat had a fold-down armrest. Vehicles
produced from February through December were available with a leather interior equipped with
an automatic transmission only. All models featured wheels borrowed from the Pontiac Sunfire.
The Toyota Cavalier was available in 2. TRD made a body kit and rear wing for the Cavalier,
available exclusively in Japan. The car was sold only at Toyota Store Japanese dealerships. The
Toyota Cavaliers came equipped with the 2. Prices for the coupe started at 2 million yen for the
coupe, and 1. The introduction of the Toyota Cavalier was not the first time the Cavalier was
sold in Japan. Yanase Co. When the decision was made to sell the Cavalier as a Toyota, this
disrupted operations at Yanase. Yanase also provides complete maintenance services for all
vehicles sold. Due to higher than typically average vehicle inspection costs, a fair number of
these vehicles are re-exported as Japanese used cars, most notably to Australia and New
Zealand. Production of the Toyota Cavalier ceased in June Despite Toyota making considerable
efforts to sell the Cavalier on the domestic market, the Japanese public perceived the quality of
workmanship to not be up to the standard typically expected of locally built cars. This car was
discontinued in , the last Cavalier rolled off the assembly line on October 6, It was developed on
the same platform as the first generation Cruze, the Delta II platform , and uses the 1. Its pricing
sets the Cavalier exactly between the smaller Sail and the more modern second generation
Cruze. Deliveries started in September, with almost 10, units sold in its first month, but there are
indications the Cavalier cannibalizes sales of the similarly priced first generation Cruze, which
continues to be sold in China. As of , the fourth generation Cavalier is also sold in Mexico with
the same name, replacing the Chevrolet Sonic. The Cavalier was updated for the model year for
Mexico with minor changes, adding three new colors, new alloy design, four airbags and ABS
brakes, three-point seatbelts, and stability control as well as minor changes to the interior for
the LT trim line including a 7" with Chevrolet myLink and Smartphone Integration for Apple
CarPlay. The Cavalier went on sale on 23 September From Wikipedia, the free encyclopedia. Not
to be confused with Vauxhall Cavalier. Motor vehicle. Car Body Design. Retrieved Decatur,
Illinois. First Coast News. Johnson Publishing Company. Nov MSN Autos. Archived from the
original on All Corvettes Are Red. Simon and Schuster. Poughkeepsie Journal. Archived from
the original PDF on The Truth About Cars. Al Volante. Retrieved May 2, Chevrolet vehicles.
Established in , a division of General Motors since Express N N Orlando Spin. Category
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Short description is different from Wikidata Commons category link from Wikidata. Namespaces
Article Talk. Views Read Edit View history. Help Learn to edit Community portal Recent changes
Upload file. Download as PDF Printable version. Wikimedia Commons. FF layout. Irvin Rybicki
[1]. Sedan: Irvin Rybicki [3]. August â€”October [12]. Chuck Jordan [13]. Chevrolet Cavalier
sedan China. Delta II platform. Chevrolet Sonic Mexico [21]. Chevrolet Monza China Chevrolet
Onix. Wikimedia Commons has media related to Chevrolet Cavalier. Monte Carlo. Sports car.
Sold as a Police Pursuit Vehicle. Chevrolet Cavalier owners have reported 17 problems related
to dashboard crack under the structure category. The most recently reported issues are listed
below. Also please check out the statistics and reliability analysis of Chevrolet Cavalier based
on all problems reported for the Cavalier. The whole front dash has many cracks in it and
appears to be danger since pieces are flying off as I drive. See all problems of the Chevrolet
Cavalier. The contact owns a Chevrolet Cavalier. The contact stated that the dashboard cracked
causing sharp edges. The contact also stated that there were cracks were near the air bags. The
vehicle was not diagnosed or repaired. The manufacturer was notified of the failure. The failure
mileage was 96, I own a Chevrolet Cavalier with severe strutural integrity problems relating to
the dash board body. The problem is not simply a crack in the front windshield panel which is
common on these cars , but the entire dash is cracking from within and throughout the body of

the dash. After recently removing the top part of the dash, it was discovered that even the
supporting structure around the passanger air bag unit is cracked and broken away. This could
result in a failure of the air bag system. All of the plastic within the body of the dash is
extremely brittle and pieces of plastic actually fall in to the floorboard while driving sometimes. I
am certain that the passanger air bag will not deploy properly since it is no longer secured
correctly and this could pose a serious safety concern for a passanger in the vehicle in the
event of a collision. The contact stated that the dashboard had three cracks in it which allowed
cold air to enter the vehicle. The failure also caused the windshield to become foggy making
visibility poor. There was a crack located on the passenger side vent on the dashboard and the
other two cracks were located in the middle of the dashboard by the defrost vent which failed to
minimize the fog. The manufacturer stated that the repair cost would be covered but later
notified the contact that since the case was closed, the cost would not be covered. The vehicle
was not repaired. The approximate failure mileage was 72, Windshield cracked without warningno outside forces eg. Rock in the middle about 12 months ago. Worried about safety bags
operating correctly. Know of many other Cavaliers with same dashboard problem. The
dashboard cracked and I still have not been able to get it fixed I have learned since then that
this is a common problem for the Chevrolet Cavaliers and I worry that if I get into an accident
that my airbags wont properly deploy because of the cracked dashboard. Now my windshield
fogs up causing visibility issues because of the leaks caused by the cracking. Dash board
cracked and was replaced once already and needs to be replaced again and dealers refused.
The dashboard is almost completely gone and it starts with a crack in the middle near
windshield and then the whole dash goes even around the heater and radio area. I firmly believe
that this is dangerous since none of the instruments are working properly now. There is plastic
falling off everytime you drive the car and hit the slightest bump in the road. The top of the dash
cracked where it joins into the windshield. The consumer is concerned that this may cause the
air bags to deploy. The dashboard developing cracks without warning. The dealer states the
dash material needs to be replaced. The consumer is concerned that the airbags will be
defected. Please provide additional information. The dashboard developed cracks without
warning. The dealer states the dash material needs be to replaced. The cause has yet to be
determined. The trim around my dashboard continues to crack in the same place. It has been
replaced twice already. Everyone that I know has the same problem with the same type of
vehicle. A friend has a Cavalier with the same damage. My son has a Cavalier, same damage. My
wife has a coworker and I have 2 coworkers that also own Cavaliers, same damage. I have been
told that it is a stress fracture. The consumer stated that the trim around the dashboard and
radio cracked and peeled off. The consumer was afraid that if there was an accident or if he hit
something, in addition to the air bags deploying, pieces of this plastic would come off, injuring
or harming him. The consumer stated he had never seen anything like it. The strip of plastic that
runs behind the dashboard, closest to the windshield cracked right down the middle. Took it to
the dealership and they stated it was probably because of temperature. In order to fix the crack
the entire dash would have to be replaced. I use a protectant on my interior and a windsheild
shade as well when I leave my car parked. The crack is very unsightly on such a new car and I
cannot afford to replace my entire dashboard. Dashboard is cracking near windshield in the
center. Contacted dealer, and dealer glued it into place, but remedy did not work for long,
problem reoccurred. The dash mount on Cavalier cracked in center. Gm dealer said I cracked it
,but there are 7 more Cavaliers in my work parking lot alone with the same center crack in the
dash mount. Gm treated me very poorly when I reported it, I am not very happy with the
run-a-round , since my father worked 30 years for gm in the willmington DE. Dashboard cracked
in middle about 6 months after I bought in and kept cracking. Called dealership , who said not a
safety issue. Dashboard board collapsed on my Chevrolet Cavalier ,and I have since other cars
with the same defect. Can you please look in to this matter thank you in advance. Car Problems.
Dashboard Crack problem of the Chevrolet Cavalier 1. Dashboard Crack problem of the
Chevrolet Cavalier 2. Dashboard Crack problem of the Chevrolet Cavalier 3. Dashboard Crack
problem of the Chevrolet Cavalier 4. Dashboard Crack problem of the Chevrolet Cavalier 5.
Dashboard Crack problem of the Chevrolet Cavalier 6. Dashboard Crack problem of the
Chevrolet Cavalier 7. Dashboard Crack problem of the Chevrolet Cavalier 8. Dashboard Crack
problem of the Chevrolet Cavalier 9. Dashboard Crack problem of the Chevrolet Cavalier Other
Common Structure related problems of Chevrolet Cavalier. Problem Category Number of
Problems Body problems Body problems. Structure problems. Door problems. Frame And
Members problems. Trunk Lid problems. Underbody Shield problems. Frame Rust problems.
Door Hinge problems. Roof And Pillar problems. Quick Links Download this manual. Table of
Contents. The Chevrolet Cavalier Owner's Manual. This section tells you how to use your seats
and safety belts properly. It also explains the "SRS" system. This section explains how to start

and operate your vehicle. This section tells you how to adjust the ventilation and comfort
controls and how to operate your audio system. Here you'll find helpful information and tips
about the road and how to drive under different conditions. This section tells you what to do if
you have a problem while driving, such as a flat tire or overheated engine, etc. Here the manual
tells you how to keep your vehicle running properly and looking good. This section tells you
when to perform vehicle maintenance and what fluids and lubricants to use. This section tells
you how to contact Chevrolet for assistance and how to get service and owner publications. It
also gives you information on "Reporting Safety Defects" on page 8. Here's an alphabetical
listing of almost every subject in this manual. You can use it to quickly find. Automobile
Chevrolet Blazer Owner's Manual pages. Summary of Contents for Chevrolet Cavalier Page 1
This section tells you when to perform vehicle maintenance and what fluids and lubricants to
use. Customer Assistance Information This section tells you how to contact Chevrolet for
assistance and how to get service and owner publications. That year vehicles were produced.
Page 4 The Chevrolet blend of value and performance has become an American tradition -whether bred for the racetrack like the legendary Corvette and Camaro, or In Chevrolet
introduced the Synchro Mesh transmission and offered a host of accessories -- including Page
5 Camaro, and powerplants like the legendary V8. The Chevy started a romance with the
American public -- and was powered by an available fuel Your new Chevrolet continues a
tradition of quality and value. If you do this, it will help you learn about the features and controls
for your vehicle. In the notice area, we tell you about something that can damage your vehicle.
Many times, this damage would not be covered by your warranty, and it could be costly. You
can also learn about some things you should not do with air bags and safety belts. Page Seats
And Seat Controls Seats and Seat Controls This section tells you about the seats adjust them
and also about reclining seatbacks and head restraints. Page 11 If your vehicle is not equipped
with easy entry seats, your passenger seat adjuster looks like this. Slide the seat to where you
want it. Then release the lever and try to move the seat with your body, to make sure the seat is
locked into place. Page Reclining Front Seatbacks Reclining Front Seatbacks To adjust the
seatback, lift the lever on the outer side of the seat and move the seatback to where you want it.
Release the lever to lock the seatback. Pull up on the lever and the seat will go to an upright
position. Page 14 When you return the seatback to its original position, make sure the seatback
is locked. The latch must be down for the seat to work properly. That could cause injury to the
person sitting there. To close the seat, push the seatback up to its original position. Check to
ensure the seatback is in its original position and securely latched by pulling forward on the top
of the seatback. It also tells you some things you should not do with safety belts. Page 18
yellowblue Put someone on it. Get it up to speed. Then stop the vehicle. Page 19 yellowblue The
person keeps going until stopped by something. In a real vehicle, it could be the windshield
With safety belts, you slow down as the vehicle does. You get more time to stop. You stop over
more distance, and your strongest bones take the forces. Lap-Shoulder Belt The driver has a lap
shoulder belt. Close and lock the door. Page 23 yellowblue If the belt stops before it reaches the
buckle, tilt 5. To make the lap part tight, pull down on the buckle the latch plate and keep pulling
until you can buckle end of the belt as you pull up on the shoulder belt. Page 24 yellowblue The
lap part of the belt should be worn low and snug on the hips, just touching the thighs. In a
crash, this applies force to the strong pelvic bones. If you slid under it, the belt would apply
force at your abdomen. Page 25 Shoulder Belt Height Adjuster 4 Before you begin to drive,
move the shoulder belt adjuster to the height that is right for you. Door Models To move it
down, squeeze the release button and move the height adjuster to the desired position. You can
move the adjuster up just by pushing up on the shoulder belt guide. The shoulder belt is too
loose. In a crash, you would move forward too much, which could increase injury. The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be
worn over the shoulder at all times. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. The belt is twisted across the body. If a belt
is twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should
go back out of the way. Before you close the door, be sure the belt is out of the way. If you slam
the door on it, you can damage both the belt and your vehicle. For pregnant women, as for
anyone, the key to making safety belts effective is wearing them properly. This is true even with
Next Generation frontal air bags. The path of an inflating air bag must be kept clear. Page 35
What makes an air bag inflate? In an impact of sufficient severity, the air bag sensing system
detects that the vehicle is in a crash. The sensing system triggers a release of gas from the
inflator, which inflates the air bag. The inflator, air bag and related hardware are all part of the
air bag modules inside the steering wheel and in the instrument panel in front of the right front
passenger. This dust could cause breathing problems for people with a history of asthma or

other breathing trouble. To avoid this, everyone in the vehicle should get out as soon as it is
safe to do so. Page Rear Seat Passengers If your vehicle ever gets into a lot of water water up to
the carpeting or higher your vehicle and soaks the carpet, the air bag controller can be soaked
and ruined. Pick up the latch plate and pull the belt across you. The shoulder belt may lock if
you pull the belt across you very quickly. Page 39 yellowblue If the belt stops before it reaches
the buckle, tilt the 3. To make the lap part tight, pull down on the buckle latch plate and keep
pulling until you can buckle it. Pull up on the latch plate to make sure it is secure. Page 40 The
lap part of the belt should be worn low and snug on the hips, just touching the thighs. When
installed on a shoulder belt, the comfort guide pulls the belt away from the neck and head. Page
42 1. Pull the elastic cord out from between the edge of the seatback and the interior body to
remove the guide from its storage clip. Slide the guide under and past the belt. The elastic cord
must be under the belt. Then, place the guide over the belt, and insert the two edges of the belt
into the slots of the guide. Page 43 3. Be sure that the belt is not twisted and it lies flat. The
elastic cord must be under the belt and the guide on top. Page Center Passenger Position
yellowblue Center Passenger Position Lap Belt When you sit in the center seating position, you
have a lap safety belt, which has no retractor. To make the belt longer, tilt the latch plate and
pull it along the belt. Page Children To make the belt shorter, pull its free end as shown until the
belt is snug. Buckle, position and release it the same way as the lap part of a lap shoulder belt.
Make sure the release button on the buckle is positioned so you would be able to unbuckle the
safety belt quickly if you ever had to. The instructions for the restraint will say whether it is the
right type and size for your child. Page Child Restraints Child Restraints Every time infants and
young children ride in vehicles, they should have protection provided by appropriate restraints.
What are the different types of add child restraints? Page 49 yellowblue A rear facing infant
restraint B positions an infant to face the rear of the vehicle. Rear facing infant restraints are
designed for infants of up to about 20 lbs. Page 50 yellowblue A forward facing child restraint C
E positions a child upright to face forward in the vehicle. These forward facing restraints are
designed to help protect children who are from 20 to 40 lbs. Page 51 yellowblue A booster seat
F, G is designed for children who are about 40 to 60 lbs. Page Where To Put The Restraint When
choosing a child restraint, be sure the child restraint is designed to be used in a vehicle. If it is,
it will have a label saying that it meets federal motor vehicle safety standards. Then follow the
instructions for the restraint. You may find these instructions on the restraint itself or in a
booklet, or both. Page Top Strap Top Strap Canadian law requires that forward child restraints
have a top strap, and that the strap be anchored. If your child restraint has a top strap, it should
be anchored. See the earlier part about the top strap if the child restraint has one. Be sure to
follow the instructions that came with the child restraint. Page 55 4. Buckle the belt. Make sure
the release button is positioned so you would be able to unbuckle the safety belt quickly if you
ever had to. To tighten the belt, pull up on the shoulder belt while you push down on the child
restraint. The safety belt will move freely again and be ready to work for an adult or larger child
passenger. Page 57 4. To tighten the belt, pull its free end while you push down on the child
restraint. Never put a rear facing child restraint in this seat. Page 59 4. Tilt the latch plate to
adjust the belt if needed. Page Larger Children 6. You may find it helpful to use your knee to
push down on the child restraint as you tighten the belt. Page 61 Accident statistics show that
children are safer if they are restrained in the rear seat. But they need to use the safety belts
properly. Here a child is sitting in a seat that has a shoulder belt, but the shoulder part is behind
the child. If the child wears the belt in this way, in a crash the child might slide under the belt.
When you go in to order it, take the heaviest coat you will wear, so the extender will be long
enough for you. Page 65 Section 2 Features and Controls Here you can learn about the many
standard and optional features on your vehicle, and information on starting, shifting and
braking. Also explained are the instrument panel and the warning systems that tell you if
everything is working properly and what to do if you have a problem. A child or others could be
badly injured or even killed. They could operate power windows or other controls or even make
the vehicle move. If you need a new key, contact your Chevrolet dealer who can obtain the
correct key code. In an emergency, Passengers especially children open the doors and fall out.
Outsiders can easily enter through an unlocked door when you slow down or stop your vehicle.
Push the lower portion of the switch to lock your doors. Push the upper portion of the switch to
unlock your doors. Unlock the door from the inside. Then open the door from the outside.
Operation is subject to the following two conditions: 1 this device may not cause harmful
interference, and 2 this device must accept any interference received, including interference
that may cause undesired operation. The interior lamps stay on for a few seconds after all of the
doors are closed. Page Battery Replacement Battery Replacement Under normal use, the
battery in your remote keyless entry transmitter should last about two years. Page 74 3. Read
the instructions inside the case. Put the two halves back together. Check the operation of the

transmitter with your vehicle. If the transmitter does not work, try resynchronizing the
transmitter with the receiver. Theft Vehicle theft is big business, especially in some cities.
Although your vehicle has a number of theft features, we know that nothing we put on it can
make it impossible to steal. See your dealer for service. Page 78 With the ignition key in the
ignition switch, you can turn the switch to five positions. Press in the ignition switch as you
turn it toward you. This could cause a collision. If you need to turn the engine off while the
vehicle is moving, turn the key only to OFF. If you do, you could damage the transaxle. If you
add electrical parts or accessories, you could change the way the engine operates. Before
adding electrical equipment, check with your dealer. If you ever have to have your vehicle
towed, see the part of this manual that tells how to do it without damaging your vehicle. Page 82
3. Try pushing your accelerator pedal all the way to the floor and holding it there as you hold the
key in START for a maximum of 15 seconds. Page 83 2. Page Automatic Transaxle Operation 4.
Before starting the engine, be sure to unplug and store the cord as it was before to keep it away
from moving engine parts. How long should you keep the coolant heater plugged in? The
answer depends on the outside temperature, the kind of oil you have, and some other things. It
can help control your speed as you go down steep mountain roads, but then you would also
want to use your brakes off and on. This might happen if you were stuck in very deep sand or
mud or were up against a solid object. You could damage your transaxle. Page 90 This is your
shift pattern. Then, slowly let up on the clutch pedal as you press the accelerator pedal. Let up
on the clutch pedal slowly while pressing the accelerator pedal. To set the parking brake, hold
the brake pedal down and pull up on the parking brake lever. If the ignition is on, the brake
system warning light will come on. Your vehicle can roll. If you have left the engine running, the
vehicle can move suddenly. Your vehicle could move suddenly if the shift lever is not fully in
PARK P with the parking brake firmly set. And, if you leave the vehicle with the engine running,
it could overheat and even catch fire. You or others could be injured. But if you ever have to,
here are some things to know. Page Manual Windows Windows Manual Windows On a vehicle
with manual windows, use the window crank to open and close each window. Power Windows If
Equipped With power windows, switches on the center console control each of the windows
when the ignition is on. In addition, on four door models, each rear passenger door has a
control switch for its own window. Page 99 Tilt Wheel If Equipped A tilt steering wheel allows
you to adjust the steering wheel before you drive. You can also raise it to the highest level to
give your legs more room when you exit and enter the vehicle. To tilt the wheel, hold the
steering wheel and pull the lever. These positions allow you to signal a turn or a lane change.
To signal a turn, move the lever all the way up or down. When the turn is finished, the lever will
return automatically. Page Windshield Wipers Windshield Wipers You control the windshield
wipers by moving the stalk with the windshield wiper symbol on it up or down. For a single
wiper cycle, push the stalk down to MIST, then release it. The wipers will stop after one cycle.
For more cycles, hold the wiper stalk down longer. Page Windshield Washer Windshield Washer
To wash your windshield, pull the stalk with the wiper symbol on it toward you one time. When
you release the stalk, the washers will stop. The wipers continue wiping for approximately three
cycles and will either stop or will resume the speed you were using before. Cruise control can
be dangerous on slippery roads. On such roads, fast changes in tire traction can cause
needless wheel spinning, and you could lose control. Page Resuming a Set Speed Suppose you
set your cruise control at a desired speed and then you apply the brake or clutch pedal. This, of
course, shuts off the cruise control. Page Exterior Lamps Using Cruise Control on Hills How
well your cruise control will work on hills depends upon your speed, load and the steepness of
the hills. When going up a steep hill, you may have to step on the accelerator pedal to maintain
your speed. When going downhill, you may have to brake or shift to a lower gear to keep your
speed down. Page A flashing DRL telltale indicates a possible burned out headlamp, or that the
vehicle may need service to repair a stuck DRL relay. When the DRL are on, only your high will
be on at reduced brightness. Page Illuminated Entry Fog lamps will go off whenever the high
headlamps come on. When the high beams go off, the fog lamps will come on again. Interior
Lamps Instrument Panel Intensity Control You can brighten or dim the instrument panel lights
by turning the dial up or down. Turn each one on and off by pressing its switch. Map Lamps If
Equipped These lamps are located forward of the dome lamp. To turn the lamps on, press the
switch. Press the switch again to turn them off. Manual Remote Control Mirror The outside
rearview mirror should be adjusted so you can just see the side of your vehicle when you are
sitting in a comfortable driving position. If you cut too sharply into the right lane, you could hit a
vehicle on your right. Check your inside mirror or glance over your shoulder before changing
lanes. That can make it overheat, damaging the lighter and the heating element. To clean the
center console ashtray, remove the entire ashtray and empty it. Page Sunroof If Equipped Press
and release the rear of the switch and the glass panel will open to the vent position. Open the

sunshade by hand when using the vent position. Press and release the rear of the switch again
to open the glass panel and the sunshade. Page Lowering Your Convertible Top 1. Turn the
ignition to RUN. Lower the side door windows completely to avoid wear to the weatherstrips.
Page 6. Rotate the latch handle up to the locked position. Installing the Boot 1. From inside the
vehicle, pull the tab on the rear seat to fold down the seat. Open the trunk and remove both boot
side covers. Leave the trunk open. Page 3. Install the boot side cover by inserting the tab A on
the underside of the cover into the slot B at the top of the quarter trim panel. Place the rear flap
of the boot side cover in the trunk lid opening, aligning the eyelet C over the boot snap ball stud
D. Page 5. Pull the boot center cover from behind the rear seatback and place it over the inner
sides of the boot side covers and the lowered top. Go to the rear of the vehicle. Place the boot
center cover along the trunk lid opening. Align one snap on the corner of the boot to the ball
stud and push forward. Page Removing the Boot 1. Open the trunk and leave it open. From
inside the vehicle, fold down the rear seatback. Page yellowblue 5. Unsnap both boot side cover
snaps E and F from 6. Lift the side cover eyelet C at the rear of the side the side of the quarter
trim panel. Raise the back of the boot side cover to unhook the tab A from the slot B in the
quarter trim panel. Page Raising The Convertible Top 7. Store both boot side covers in the
trunk. Close the trunk. Raise the rear seatback to the up position. Push the seat back to make
sure it is latched. Ensure that the rear seatbelts do not become trapped behind the rear seats.
Turn the latch handle up to lock the top. Be sure the top is securely latched on both sides. Page
1. Turn the engine off. Push the button in the latch handle and rotate the handle down. Open the
trunk. Convertible Bypass Switch 4. Page 8. Raise the top until it is all the way up. Line up the
top so the pins are even with the holes. Pull down on the top and rotate the latch handle up to
lock the convertible top. Be sure the top is latched securely on both sides. Page The main
components of your instrument panel are: A. Instrument Panel Intensity Control B. Hazard
Warning Flashers Switch D. Ignition Switch E. Audio System H. Page yellowblue Instrument
Panel Clusters Your instrument panel cluster is designed to let you know at a glance how your
vehicle is running. Page yellowblue Optional Cluster Your odometer shows how far your vehicle
has been driven, in either miles used in the United States or kilometers used in Canada. The
pictures will help you locate them. Warning lights and gages can signal that something is wrong
before it becomes serious enough to cause an expensive repair or replacement. The light tells
you if there is an electrical problem. The system check includes the air bag sensor, the air bag
modules, the wiring and the crash sensing and diagnostic module. For good braking, though,
you need both parts working well. If the warning light comes on, there is a brake problem. Have
your brake system inspected right away. If the light stays on, turn the ignition to OFF. With the
ignition in RUN, this gage shows the engine coolant temperature. If the gage pointer moves into
the red area, your engine is too hot! It means that your engine coolant has overheated. Page
This system is called OBD II On Board Diagnostics Second Generation and is intended to
assure that emissions are at acceptable levels for the life of the vehicle, helping to produce a
cleaner environment. Page This light should come on, as a check to show you it is working,
when the ignition is on and the engine is not running. This light will also come on during a
malfunction in one of two ways: Light Flashing A misfire condition has been Page Oil Pressure
Light If so, your electrical system may be wet. The condition will usually be corrected when the
electrical system dries out. A few driving trips should turn the light off. Have you recently
changed brands of fuel? If you do, your engine can become so hot that it catches fire. You or
others could be burned. Check your oil as soon as possible and have your vehicle serviced. If
the light comes on and stays on while you are driving, check your various gages to see if they
are in the warning zones or if you are low on fuel. Fuel Gage When the ignition is on, your fuel
gage tells you Be sure to read about the particular systems supplied with your vehicle. Page
Comfort Controls Comfort Controls This section tells you how to make your air system work for
you. The optional climate control system with air conditioning uses ozone friendly R With these
systems, you can control the ventilation and heating in your vehicle. Your vehicle also has the
flow through ventilation system described later in this section. The rest comes out of the
defroster and side window vents. DEFOG: This setting allows half of the air to go to the floor
ducts and half to the defroster and side window vents. Page VENT: This setting brings in
outside air and directs it through the instrument panel outlets. Some air is directed through the
instrument panel outlets. Most of the air is directed through the floor ducts and a little to the
defrost and side window vents. The system will bring in outside air, heat it and send it to the
floor ducts. Your vehicle has heat ducts that are directed toward the rear seat. Ventilation
System For mild outside temperatures when little heating or cooling is needed, use VENT to
direct outside air through your vehicle. Page Audio Systems Audio Systems Your Delco
Electronics audio system has been designed to operate easily and give years of listening
pleasure. You will get the most enjoyment out of it if you acquaint yourself with it first. The

display shows your selection. TUNE: Turn the lower knob to choose radio stations. SEEK: Press
the right or left arrow to go to the next higher or lower station and stay there. To increase
volume and turn the radio on, turn the knob clockwise. Turn it counterclockwise to decrease
volume and turn the radio off. Page In addition to the four stations already set, up to three more
stations may be preset on each band by pressing two adjoining buttons at the same time. Just:
1. Tune in the desired station. Press SET. SET will appear on the display. The radio will play. If
you press the button when the ignition is off, the clock will show for a few seconds. With SCV,
your audio system adjusts automatically to make up for road and wind noise as you drive. Page
P. SCAN: Press this button to listen to each of your favorite stations stored on your
pushbuttons for a few seconds. The radio will scan through each of the stations stored on your
pushbuttons, except those stations with weak reception. Page Playing a Cassette Tape Your
tape player is built to work best with tapes that are up to 30 to 45 minutes long on each side.
Tapes longer than that are so thin they may not work well in this player. Page REV 4 : Press this
button to reverse the tape rapidly. Press it again to return to playing speed. The radio will play
the last selected station while the tape reverses. Note that the double D symbol will appear on
the display. To increase volume, turn the knob clockwise. Turn it counterclockwise to decrease
volume. The knob is capable of rotating continuously. Use SCAN to listen to stations for a few
seconds. The radio will go to a station, stop for a few seconds, then go on to the next station.
Page RDM 2 : Press this button to hear the tracks in random, rather than sequential, order.
Press RDM again to turn off random play. RDM is reset to off when the disc is ejected. If your
battery loses power for any reason, you must unlock the radio with the secret code before it will
operate. Activating the Theft Deterrent Feature The instructions which follow explain how to
enter your Page Understanding Radio Reception 4. Press HR to make the first one or two digits
agree with your code. Press AM FM after you have confirmed that the code matches the secret
code you have written down. The display will show SEC, indicating the radio is now operable
and secure. Tall buildings or hills can interfere with FM signals, causing the sound to come and
go. Tips About Your Audio System Hearing damage from loud noise is almost undetectable until
it is too late. Cassette tapes should be stored in their cases away from contaminants, direct
sunlight and extreme heat. The tape symbol on the display will flash for two seconds. Insert the
scrubbing action cleaning cassette. When the cleaning cassette has been ejected, the cut tape
detection feature is active again. Please start with a very important safety device in your
vehicle: Buckle up. Page Drunken Driving Drunken Driving Death and injury associated with
drinking and driving is a national tragedy. Alcohol affects four things that anyone needs to drive
a vehicle: Judgment Muscular Coordination Vision A person who consumes food just before or
during drinking will have a somewhat lower BAC level. Page The body takes about an hour to
rid itself of the alcohol in one drink. No amount of coffee or number of cold showers will speed
that up. A person with even a moderate BAC might not be able to react quickly enough to avoid
the collision. They are the brakes, the steering and the accelerator. All three systems have to do
their work at the places where the tires meet the road. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes. A computer senses that wheels are slowing down. If one of the wheels is about
to stop rolling, the computer will separately work the brakes at each front wheel and at both rear
wheels. Page Steering In Emergencies Steering in Emergencies There are times when steering
can be more effective than braking. For example, you come over a hill and find a truck stopped
in your lane, or a car suddenly pulls out from nowhere, or a child darts out from between parked
cars and stops right in front of you. If the level of the shoulder is only slightly below the
pavement, recovery should be fairly easy. Ease off the accelerator and then, if there is nothing
in the way, steer so that your vehicle straddles the edge of the pavement. Keep trying to steer
and constantly seek an escape route or area of less danger. One reason is that some drivers are
likely to be impaired by alcohol or drugs, with night vision problems, or by fatigue. Drive
defensively. But as we get older these differences increase. A 50 driver may require at least
twice as much light to see the same thing at night as a 20 year old. Page Driving too fast
through large water puddles or even going through some car washes can cause problems, too.
The water may affect your brakes. Try to avoid puddles. Page City Driving Hydroplaning usually
happens at higher speeds. The best advice is to slow down when it is raining. Page Freeway
Driving Here are ways to increase your safety in city driving: Know the best way to get to where
you are going. Get a city map and plan your trip into an unknown part of the city just as you
would for a cross Try to use the freeways that rim and crisscross most large cities. Are all
windows clean inside and outside? Wiper Blades: Are they in good shape? Lamps: Are they all
working? Are the lenses clean? Tires: They are vitally important to a safe, trouble Your brakes

will have to do all the work of slowing down. You would then have poor braking or even none
going down a hill. You could crash. Page Driving On Snow Or Ice Include an ice scraper, a small
brush or broom, a supply of windshield washer fluid, a rag, some winter outer clothing, a small
shovel, a flashlight, a red cloth and a couple of reflective warning triangles. And, if you will be
driving under severe conditions, include a small bag of sand, a piece of old carpet or a couple
of burlap bags to help provide traction. But wet ice can be even more trouble because it may
offer the least traction of all. You should probably stay with your vehicle unless you know for
sure that you are near help and you can hike through the snow. Here are some things to do to
summon help and keep yourself and your passengers safe: Turn on your hazard flashers. This
can cause deadly CO carbon monoxide gas to get inside. CO could overcome you and kill you.
Clear away snow from around the base of your vehicle, especially any that is blocking your
exhaust pipe. Put the front wheels on a dolly. Set the parking brake. This will keep your battery
from draining while towing. Your vehicle could be badly damaged and the repairs would not be
covered by your warranty. The GVWR includes the weight of the vehicle, all occupants, fuel and
cargo. Put things in the trunk or rear area of your vehicle. In a trunk, put them as far forward as
you can. Page Weight Of The Trailer And, it can also depend on any special equipment that you
have on your vehicle. You can ask your dealer for our trailering information or advice, or you
can write us at: Chevrolet Motor Division Customer Assistance Center P. Box Troy, MI If you
have a weight hitch, the trailer tongue A should weigh 12 percent of the total loaded trailer
weight B. Cross the safety chains under the tongue of the trailer so that the tongue will not drop
to the road if it becomes separated from the hitch. Instructions about safety chains may be
provided by the hitch manufacturer or by the trailer manufacturer. Backing Up Hold the bottom
of the steering wheel with one hand. Then, to move the trailer to the left, just move that hand to
the left. Extended, higher than normal engine and transaxle temperatures may result and
damage your vehicle. Frequent stops are very important to allow the engine and transaxle to
cool. Apply your regular brakes and hold the pedal down while you: Start your engine; Shift into
a gear; and Release the parking brake. Let up on the brake pedal. They also let police know you
have a problem. Your front and rear turn signal lamps will flash on and off. Move the switch to
the right to make your front and rear turn signal lamps flash on and off. Page Other Warning
Devices Other Warning Devices If you carry reflective triangles, you can set one up at the side
of the road about feet m behind your vehicle. Jump Starting If your battery has run down, you
may want to use another vehicle and some jumper cables to start your vehicle. Page 2. People
have been hurt doing this, and some have been blinded. Use a flashlight if you need more light.
Be sure the battery has enough water. Keep your hands away from moving parts once the
engine is running. Now start the vehicle with the good battery and run the engine for a while.
Try to start the vehicle with the dead battery. Never tow faster than safe or posted speeds.
Never tow with damaged parts not fully secured. Never get under your vehicle after it has been
lifted by the tow truck. The costly repairs would not be covered by your warranty. Electric
Engine Cooling Fan 2. In addition, the engine coolant will require change sooner 30, miles 50 km
or 24 months, whichever occurs first. They are under pressure, and if you turn the coolant surge
tank pressure cap even a little they can come out at high speed. Never turn the cap when the
cooling system, including the coolant surge tank pressure cap, is hot. Plain water, or some
other liquid like alcohol, can boil before the proper coolant mixture will. You can remove the
coolant surge tank pressure cap when the cooling system, including the coolant surge tank
pressure cap and upper radiator hose, is no longer hot. Turn the pressure cap slowly
counterclockwise left about two or two and half turns. Page yellowblue 3. Then fill the coolant
surge tank with the proper 4. Watch out for the engine cooling fan. Then replace the pressure
cap. Be sure the pressure cap is hand Check the level in the surge tank when the cooling
system has cooled down. Turn on your hazard warning flashers. The vehicle can slip off the
jack and roll over you or other people. Turn the center retainer nut on the compact spare cover
counterclockwise to remove it. Using the wheel wrench, remove the plastic nut caps if
equipped. On some models, a cover plate must be removed to find the wheel nuts. Carefully use
the wedge end of the wheel wrench to pry it off. Then use the wheel wrench to loosen all the
wheel nuts. If the vehicle slips off the jack, you could be badly injured or killed. Never get under
a vehicle when it is supported only by a jack. Page 7. If you have a wheel cover, use your fingers
to carefully pull the wheel cover from the wheel. Then remove the flat tire. Remove any rust or
dirt from the wheel bolts, mounting surfaces and spare wheel. If you do, the nuts might come
loose. Your wheel could fall off, causing a serious accident. Place the spare on the wheel
mounting surface. Replace the wheel nuts with the rounded end of the nuts toward the wheel.
Page Tighten the wheel nuts firmly in a criss sequence, as shown. This could lead to an
accident. Be sure to use the correct wheel nuts. To avoid expensive brake repairs, evenly
tighten the wheel nuts in the proper sequence and to the proper torque specification. Page A.

Wrench E. Extension F. Wing Bolt B. Jack Extension Installed C. Flat Road Tire G. Cover D.
Adapter H. Nut Store the flat tire in the compact spare tire compartment and secure the adapter,
extension aluminum wheel only and wing bolt. Store the jack and wheel wrench in the foam tray.
Page Compact Spare Tire A. Jack F. Cover C. Spare Tire G. Nut D. Adapter Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. The compact spare can get caught on the
rails. That can damage the tire and wheel, and maybe other parts of your vehicle. If you spin the
wheels too fast while shifting your transaxle back and forth, you can destroy your transaxle.
Page Section 6 Service and Appearance Care Here you will find information about the care of
your vehicle. This section begins with service and fuel information, and then it shows how to
check important fluid and lubricant levels. There is also technical information about your
vehicle, and a part devoted to its appearance care. Page AAMA specification could provide
improved driveability and emission control system performance compared to other gasolines.
Be sure the posted octane is at least If the octane is less than 87, you may get a heavy knocking
noise when you drive. If this occurs, return to your authorized Chevrolet dealer for diagnosis to
determine the cause of failure. In the event it is determined that the cause of the condition is the
type of fuels used, repairs may not be covered by your warranty. Never use leaded gasoline or
any other fuel not recommended in the previous text on fuel. Page While refueling, hang the
tethered cap inside the fuel door by placing the fuel cap strap in the strap hanger. To remove
the cap, turn it slowly to the left counterclockwise. The cap has a spring in it; if you let go of the
cap too soon, it will spring back to the right. Page Filling A Portable Fuel Container When you
put the cap back on, turn it to the right clockwise until you hear a clicking sound. Make sure you
fully install the cap. The diagnostic system can determine if the fuel cap has been left off or
improperly installed. Keep hands, clothing and tools away from any underhood electric fan.
Page Then go to the front of the vehicle and lift up on the secondary hood release handle. To
make sure that the secondary hood release handle works properly, lubricate the hood latch at
least once a year. Coolant Surge Tank B. Power Steering Fluid Reservoir C. Brake Fluid
Reservoir E. Engine Oil Fill Cap C. Engine Oil Dipstick D. Power Steering Fluid Reservoir E.
Brake Fluid Reservoir F. In order to get an accurate reading, the oil must be warm and the
vehicle must be on level ground. Check the oil here if you have a 2. Page Checking Engine Oil
Checking Engine Oil Pull out the dipstick and clean it with a paper towel or cloth, then push it
back in all the way. Remove it again, keeping the tip down, and check the level. Be sure to fill it
enough to put the level somewhere in the proper operating range. These numbers on an oil
container show its viscosity, or thickness. Your dealer is ready to advise if you think something
should be added. To check or replace the filter, remove the screws that hold the cover on and
lift the cover. Be sure to reinstall the air cleaner filter and replace the cover tightly. The air
cleaner not only cleans the air, it stops flame if the engine backfires. Page How To Check How
to Check Because this operation can be a little difficult, you may choose to have this done at
the dealership service department. If you do it yourself, be sure to follow all the instructions
here, or you could get a false reading on the dipstick. Page Checking the Fluid Level Park your
vehicle on a level place. Keep the engine running. With your foot on the brake pedal, move the
shift lever through each gear range, pausing for about three seconds in each range. If the fluid
level is low, add only enough of the proper fluid to bring the level into the cross on the dipstick.
Page Manual Transaxle Fluid How to Check Because this operation can be a little difficult, you
may choose to have this done at your Chevrolet dealership Service Department. Page Then,
follow these steps: 1. The manual transaxle dipstick is located below the brake master cylinder,
near the rear of the transaxle case. Flip the handle up and then pull out the dipstick and clean it
with a rag or paper towel. Refer to the Maintenance Schedule to determine what kind of fluid to
use. Remove the dipstick by flipping the handle up and then pulling the dipstick out. Page
Engine Coolant How to Check You do not need to check the fluid level unless you suspect a
clutch problem. To check the fluid level, take the cap off. If the fluid reaches the step inside the
reservoir, the fluid level is correct. Too much water in the mixture can freeze and crack the
engine, radiator, heater core and other parts. Page CAUTION: Turning the surge tank pressure
cap when the engine and radiator are hot can allow steam and scalding liquids to blow out and
burn you badly. Never turn the surge tank pressure cap little when the engine and radiator are
hot. The vehicle must be on a level surface. Page Power Steering Fluid Power Steering Fluid
When to Check Power Steering Fluid It is not necessary to regularly check power steering fluid
unless you suspect there is a leak in the system or you hear an unusual noise. A fluid loss in
this system could indicate a problem. Add washer fluid until the tank is full. Water can cause the
solution to freeze and damage your washer fluid tank and other parts of the washer system. It is
filled with DOT There are only two reasons why the brake fluid level in the reservoir might go
down. The first is that the brake fluid goes down to an acceptable level during normal brake

lining wear. Use new brake fluid from a sealed container only. Always clean the brake fluid
reservoir cap and the area around the cap before removing it. Disc brake pads have built in wear
indicators that make a high pitched warning sound when the brake pads are worn and new pads
are needed. The sound may come and go or be heard all the time your vehicle is moving except
when you are pushing on the brake pedal firmly. Page Brake Adjustment Brake Pedal Travel See
your dealer if the brake pedal does not return to normal height, or if there is a rapid increase in
pedal travel. This could be a sign of brake trouble. Brake Adjustment Every time you make a
moderate brake stop, your disc brakes adjust for wear. Page Halogen Bulbs The following
procedures tell you how to replace the bulbs for your vehicle. Page Headlamps 1. Remove the
first bolt. Then remove the remaining plastic fasteners holding the shield. Use the end of a flat
head screwdriver to pull up the center of the fastener. Be careful not to break the fasteners that
hold the shield in place. Disconnect the bulb base from the socket by lifting the plastic locking
tab. Snap a new bulb into the socket. Replace the bulb assembly by reversing Steps 1 through
3, making sure the lower leg of the headlamp bracket is properly seated into the wedge shaped
retainer. Remove the fastener which holds down the trunk trim. On vehicles without a
convenience net, pry the fastener loose. On vehicles with a convenience net, remove the net
and unscrew the fastener. Then pull down the trunk trim. Page Back-Up Lamps To replace a
back up lamp, do the following: 1. Open the trunk lid and locate the back assembly on the trunk
lid. Gently remove the bulb from the socket by turning it counterclockwise and pulling it out.
Page Windshield Wiper Blade Replacement Your new vehicle comes with high a leading tire
manufacturer. If you ever have questions about your tire warranty and where to obtain service,
see your Chevrolet Warranty booklet for details. The resulting accident could cause serious
injury. Check all tires frequently to maintain the recommended pressure. Tire pressure should
be checked when your tires are cold. Overinflated tires are more likely to be cut, punctured or
broken by a sudden impact such as when you hit a pothole. It should be at 60 psi kPa. How to
Check Use a good quality pocket type gage to check tire pressure. The wheel could come off
and cause an accident. When you change a wheel, remove any rust or dirt from places where
the wheel attaches to the vehicle. Page Buying New Tires The tread or sidewall is cracked, cut
or snagged deep enough to show cord or fabric. The tire has a bump, bulge or split. This
applies only to vehicles sold in the United States. The grades are molded on the sidewalls of
most passenger car tires. Sustained high temperature can cause the material of the tire to
degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure. It
could affect the braking and handling of your vehicle, make your tires lose air and make you
lose control. You could have a collision in which you or others could be injured. Page
Appearance Care NOTICE: Continued Use another type of traction device only if its
manufacturer recommends it for use on your vehicle and tire size combination and road
conditions. Page Special Fabric Cleaning Problems Special Fabric Cleaning Problems Stains
caused by such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks, vomit,
urine and blood can be removed as follows: 1. Carefully scrape off excess stain, then sponge
the soiled area with cool water. Commercial cleaners may affect the surface finish. Care of
Safety Belts Keep belts clean and dry. If you do, it may severely weaken them. Page Finish Care
Weatherstrips Silicone grease on weatherstrips will make them last longer, seal better, and not
stick or squeak. Apply silicone grease with a clean cloth at least every six months. During very
cold, damp weather more frequent application may be required. Foreign materials such as
calcium chloride and other salts, ice melting agents, road oil and tar, tree sap, bird droppings,
chemicals from industrial chimneys, etc. Page Cleaning Aluminum Wheels To protect the
convertible top: After you wash the vehicle, make sure the top is completely dry before you
lower it. If you decide to go through an automatic car wash, ask the manager if the equipment
could damage your top. Page Chemical Paint Spotting Although no defect in the paint job
causes this, Chevrolet will repair, at no charge to the owner, the surfaces of new vehicles
damaged by this fallout condition within 12 months or 12, miles 20 km of purchase, whichever
occurs first. You can see it if you look through the windshield from outside your vehicle. Should
your headlamps fail to function, have your headlamp system checked right away. Windshield
Wiper Fuse The windshield wiper motor is protected by a circuit breaker and a fuse. If the motor
overheats due to heavy snow, etc. Page Instrument Panel Fuse Block The fuse panel is located
at the left end of the instrument panel. To open, push the tab on the access door to the left and
pull the door forward. Make sure to insert the tabs when replacing the cover. Fuse Usage
Exterior Lamps, Back Lift off the cover to check the fuses. Back Up Lamps Page Section 7
Maintenance Schedule This section covers the maintenance required for your vehicle. Your
vehicle needs these services to retain its safety, dependability and emission control
performance. The Plan supplements your new vehicle warranties. See your Warranty and Owner
Assistance booklet, or your dealer for details. Introduction Your Vehicle and the Environment

Proper vehicle maintenance not only helps to keep your vehicle in good working condition, but
also helps the environment. You may drive very short distances only a few times a week. Or you
may drive long distances all the time in very hot, dusty weather. This is particularly important
when outside temperatures are below freezing. Spark Plug Replacement. Every , Miles km :
Cooling System Service or every 60 months, whichever occurs first. These intervals only
summarize maintenance services. Be sure to follow the complete scheduled maintenance on
the following pages. The services shown at , miles km should be performed at the same interval
after , miles km. An Emission Control Service. Lubricate chassis components or every 6
months, whichever occurs first. See footnote. Rotate tires. Inspect fuel cap gasket for any
damage. Replace parts as needed. See footnote Rotate tires. Replace spark plugs. Change
automatic transaxle fluid and filter if the vehicle is mainly driven under one or more of these
conditions: â€” Lubricate chassis components or every 12 months, whichever occurs first. If
you do not use your vehicle under any of these conditions, the fluid and filter do not require
changing. Inspect engine accessory drive belt. Replace air cleaner filter. Inspect fuel tank, cap
and lines for damage or leaks. Page Part B: Owner Checks And Services Part B: Owner Checks
and Services Listed in this part are owner checks and services which should be performed at
the intervals specified to help ensure the safety, dependability and emission control
performance of your vehicle. Be sure any necessary repairs are completed at once. Whenever
any fluids or lubricants are added to your vehicle, make sure they are the proper ones, as
shown in Part D. A transaxle fluid leak is the only reason for fluid loss. Check for leaks. If a leak
occurs, take the vehicle to your Chevrolet dealership Service Department and have it repaired
as soon as possible. Hydraulic Clutch System Check Check the fluid level in the clutch
reservoir. Body Lubrication Service Lubricate all hood latch assemblies, secondary latch,
pivots, spring anchor, release pawl, hood and body door hinges, rear compartment and any
folding seat hardware. If it does, you or others could be injured. Follow the steps below. Before
you start, be sure you have enough room around the vehicle. You or others could be injured
and property could be damaged. Make sure there is room in front of your vehicle in case it
begins to roll. Page Part C: Periodic Maintenance Inspections Part C: Periodic Maintenance
Inspections Listed in this part are inspections and services which should be performed at least
twice a year for instance, each spring and fall. Page Throttle System Inspection Throttle System
Inspection Inspect the throttle system for interference or binding, and for damaged or missing
parts. Replace any components that have high effort or excessive wear. Do not lubricate
accelerator and cruise control cables. Brake System Inspection Inspect the complete system.
Page Part E: Maintenance Record Part E: Maintenance Record After the scheduled services are
performed, record the date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. Page Section 8 Customer Assistance Information Here
you will find out how to contact Chevrolet if you need assistance. This section also tells you
how to obtain service publications and how to report any safety defects. Page Customer
Satisfaction Procedure Customer Satisfaction Procedure Your satisfaction and goodwill are
important to your dealer and to Chevrolet. Sometimes, however, despite the best intentions of
all concerned, misunderstandings can occur. That is why we suggest you follow Step One first
if you have a concern. As the owner of a Chevrolet, membership in Roadside Assistance is free.
Roadside Assistance is available 24 hours a day, Page Canadian Roadside Assistance Courtesy
Transportation will be offered in conjunction with the coverage provided by the Bumper to
Bumper New Vehicle Limited Warranty to eligible purchasers of Chevrolet passenger cars and
2005 f150 motor
9000 ford tractor
subru legacy
light duty trucks. Please see your selling dealer for details. Page Courtesy Transportation
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait Chevrolet helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances, Page Section 9 Index ccessory Power
Outlet Adapter Kit, CD Page Brake Adjustment Fluid Master Cylinder. Page Interior Plastic
Components Outside of Your Vehicle Special Problems. Page Driving City Defensive. Page
Finish Damage Page Inspections Engine Cooling System. Page Interior Low Coolant Warning
Oil Pressure. Page dometer Odometer, Trip Road Recovery. Page Reclining Front Seatbacks
Page Seats Continued Restraint Systems Seat Controls Securing a Child Restraint. Page Third
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