2001 dodge caravan engine diagram

Wiring Diagram. Variety of dodge caravan wiring diagram. A wiring diagram is a simplified
traditional photographic depiction of an electrical circuit. It reveals the parts of the circuit as
simplified forms, and the power and signal links between the gadgets. A wiring diagram
typically provides info about the loved one setting as well as setup of devices as well as
terminals on the tools, in order to help in structure or servicing the device. A photographic
layout would certainly show much more detail of the physical appearance, whereas a wiring
diagram uses an extra symbolic symbols to highlight interconnections over physical look. A
wiring diagram is frequently utilized to fix troubles and also to earn sure that the links have
actually been made and also that everything is existing. Collection of dodge caravan wiring
diagram. Click on the image to enlarge, and then save it to your computer by right clicking on
the image. Building electrical wiring representations show the approximate places as well as
affiliations of receptacles, lighting, and also irreversible electric solutions in a building.
Adjoining cord routes could be revealed approximately, where certain receptacles or fixtures
have to be on a typical circuit. Electrical wiring layouts utilize typical symbols for wiring tools,
normally various from those used on schematic diagrams. The electrical symbols not only show
where something is to be mounted, yet likewise just what sort of tool is being installed. For
instance, a surface area ceiling light is shown by one symbol, a recessed ceiling light has a
different sign, and also a surface fluorescent light has another icon. Each sort of button has a
various icon and also so do the different outlets. There are symbols that show the place of
smoke alarm, the buzzer chime, and thermostat. On big tasks symbols may be numbered to
reveal, for instance, the panel board and also circuit to which the device links, as well as
additionally to recognize which of a number of kinds of fixture are to be mounted at that area. A
set of wiring layouts could be required by the electric inspection authority to authorize link of
the house to the public electric supply system. Wiring diagrams will certainly likewise consist of
panel routines for circuit breaker panelboards, and riser layouts for special solutions such as
fire alarm or closed circuit tv or other unique solutions. Facebook 0 Tweet 0 Pin 0. Slideshare
uses cookies to improve functionality and performance, and to provide you with relevant
advertising. If you continue browsing the site, you agree to the use of cookies on this website.
See our User Agreement and Privacy Policy. See our Privacy Policy and User Agreement for
details. Published on Nov 15, It is this level of detail, along with hundreds of photos and
illustrations, that guide the reader through each service and repair procedure. Complete
download comes in pdf format which can work under all PC based windows operating system
and Mac also, All pages are printable. Using this repair manual is an inexpensive way to keep
your vehicle working properly. SlideShare Explore Search You. Submit Search. Home Explore.
Successfully reported this slideshow. We use your LinkedIn profile and activity data to
personalize ads and to show you more relevant ads. You can change your ad preferences
anytime. Upcoming SlideShare. Like this document? Why not share! Embed Size px. Start on.
Show related SlideShares at end. WordPress Shortcode. Published in: Automotive. Full Name
Comment goes here. Are you sure you want to Yes No. Mohammad Al-Bayati. Mario Tremblay.
No Downloads. Views Total views. Actions Shares. No notes for slide. When it is necessary to
contact the manufacturer regarding service or warranty, the information on the Vehicle Safety
Certification Label would be required. The VIN consists of 17 characters in a combination of
letters and numbers that provide spe- cific information about the vehicle. To protect the
consumer from theft and possible fraud the manufacturer is required to include a Check Digit at
the ninth position of the Vehicle Identification Number. The check digit is used by the
manufacturer and government agencies to verify the authenticity of the vehicle and official
documentation. The formula to use the check digit is not released to the general public.
Chrysler permanently attaches the label in the engine compartment. It cannot be removed
without defacing information and destroying the label. All hoses must be connected and routed
according to the label. There are seven lines of information on the body code plate. Lines 4, 5, 6,
and 7 are not used to define service information. Information reads from left to right, starting
with line 3 in the center of the plate to line 1 at the bottom of the plate. When two plates are
required, the last code space on the first plate will indicate CTD When a second plate is
required, the first four spaces of each line will not be used due to overlap of the plates. The
symbols correspond to the controls and displays that are located on the instrument panel. The
higher the grade number, the greater the bolt strength. Identification is determined by the line
marks on the top of each bolt head. The actual bolt strength grade corresponds to the number
of line marks plus 2. The most commonly used metric bolt strength classes are 9. The metric
strength class identification number is imprinted on the head of the bolt. The higher the class
number, the greater the bolt strength. Some metric nuts are imprinted with a single-digit
strength class on the nut face. Figure art, specifications and torque references in this Service
Manual are identified in metric and SAE format. During any maintenance or repair procedures, it

is important to salvage all fasteners nuts, bolts, etc. If the fastener is not salvageable, a fastener
of equivalent specification must be used. The following chart will assist in converting metric
units to equivalent English and SAE units, or vise versa. Also, use the chart to convert between
millimeters mm and inches in. Refer to the Standard Torque Specifica- tions Chart for torque
references not listed in the individual torque charts. The symbols correspond to the controls
and dis- plays that are located on the instrument panel. To protect the consumer from theft and
possible fraud the manufacturer is required to include a Check Digit at the ninth position of the
Vehicle Iden- tification Number. The check digit is used by the manufacturer and government
agencies to verify the authenticity of the vehicle and official documenta- tion. Turbo Diesel 9
Check Digit See explanation in this section. Automatic Transaxle - Service Fill 3. Power Steering
1. Engine oils also have multiple viscosities. These are specified with a dual SAE vis- cosity
grade which indicates the cold-to-hot tempera- ture viscosity range. Daim- lerChrysler only
recommends multiple grade engine oils. Refer to Group 9, Engine for gasoline engine oil
specification. These engine oils are preferred for use in Flexible Fuel engines. In addition, API
classification defines the lubricants usage. At the bottom NLGI sym- bol is the usage and
quality identification letters. The letter following the usage letter indicates the quality of the
lubricant. The following symbols indi- cate the highest quality. Mopar pro- vides the best
engineered products for servicing DaimlerChrysler Corporation vehicles. When replacing coolant the complete system flush must be performed before using the replacement coolant. This
sec- tion only covers those subjects that are unique to these vehicles. Please refer to the other
sections of this manual for information on features that are common between Flexible Fuel and
gasoline only powered vehicles. Never have any smoking materials lit in or near the vehi- cle
when removing the fuel filler tube cap gas cap or filling the tank. Do not use E as a cleaning
agent and never use it near an open flame. For best results, a refueling pattern that alternates
between E and unleaded gasoline should be avoided. Use only engine oils with multi- ple
viscosities such as 5W or 10W These are specified with a dual SAE viscosity grade which indicates the cold-to-hot temperature viscosity range. Select an engine oil that is best suited to your
par- ticular temperature range and variation Fig. The identifying notations are located on the
label of engine oil plastic bottles and the top of engine oil cans Fig. This symbol on the front of
an oil container means that the oil has been certified by the American Petro- leum Institute API
to meet all the lubrication requirements specified by DaimlerChrysler. These engine oils may be
satisfactory if they meet the DaimlerChrysler Stan- dard. Filling the transaxle accommodates the
differential as well. Substitute fluids can induce torque converter clutch shudder. The ATF is
dyed red so it can be identified from other fluids used in the vehicle such as engine oil or
antifreeze. The red color is not permanent and is not an indicator of fluid condition. As the
vehicle is driven, the ATF will begin to look darker in color and may eventually become brown.
This is normal. Exceptions to this policy are the use of special dyes to aid in detecting fluid
leaks. These additives and others also claim to improve converter clutch operation and inhibit
overheating, oxidation, varnish, and sludge. These claims have not been sup- ported to the
satisfaction of DaimlerChrysler and these additives must not be used. The use of premium
gasoline is not recommended. The use of premium gasoline will provide no benefit over high
quality reg- ular gasoline, and in some circumstances may result in poorer performance. Light
spark knock at low engine speeds is not harmful to your engine. However, continued heavy
spark knock at high speeds can cause damage and immediate service is required. Engine
damage result- ing from operation with a heavy spark knock may not be covered by the new
vehicle warranty. Poor quality gasoline can cause problems such as hard starting, stalling and
hesitations. If you experi- ence these symptoms, try another brand of gasoline before
considering service for the vehicle. Over 40 auto manufacturers world-wide have issued and
endorsed consistent gasoline specifications the Worldwide Fuel Charter, WWFC to define fuel
properties necessary to deliver enhanced emissions, performance and durability for your
vehicle. We rec- ommend the use of gasolines that meet the WWFC specifications if they are
available. Reformulated gasoline contain oxygen- ates, and are specifically blended to reduce
vehicle emissions and improve air quality. We strongly supports the use of reformulated gasoline. Properly blended reformulated gasoline will provide excellent performance and durability
for the engine and fuel system components. Oxygenates are required in some areas of the
country during the winter months to reduce carbon monoxide emissions. Fuels blended with
these oxygenates may be used in your vehicle. Gasoline containing methanol may damage
critical fuel system components. Gasoline blended with MMT reduce spark plug life and reduce
emission system performance in some vehicles. We recommend that gasolines free of MMT be
used in your vehicle. MMT is prohibited in Federal and California refor- mulated gasoline. If such
fuels are not available in states adopting California emission standards, your vehicles will
operate satis- factorily on fuels meeting federal specifications, but emission control system

performance may be adversely affected. We recommend that you try a dif- ferent brand of
unleaded gasoline having lower sulfur to determine if the problem is fuel related prior to
returning your vehicle to an authorized dealer for service. Use of additional detergents or other
additives is not needed under normal conditions. Using leaded gasoline can impair engine
perfor- mance, damage the emission control system, and could result in loss of warranty
coverage. If you notice a pungent burning odor or some light smoke, your engine may be out of
tune or malfunctioning and may require immediate service. Contact your dealer for service
assistance. If spark knock persists, lighten the load, or engine piston damage may result. Most
of these products contain high concentrations of methanol. Fuel system damage or vehicle
perfor- mance problems resulting from the use of such fuels or additives is not the
responsibility of Daimler- Chrysler Corporation and may not be covered under the new vehicle
warranty. NOTE: Intentional tampering with emissions control systems can result in civil
penalties being assessed against you. The cooling system is designed around the coolant. The
coolant must accept heat from engine metal, in the cylinder head area near the exhaust valves
and engine block. The use of aluminum cylinder blocks, cylinder heads, and water pumps
requires special corrosion protection. If it loses color or becomes contaminated, drain, flush,
and replace with fresh properly mixed coolant solution. Doing so will reduce the corrosion
protection and may result in premature water pump seal failure. If non-HOAT coolant is
introduced into the cooling system in an emergency, it should be replaced with the specified
coolant as soon as possible. Only lubricants bearing designations defined by the following
organization should be used to service a Chrysler Corporation vehicle. These are specified with
a dual SAE viscosity grade which indicates the cold-to-hot temperature viscosity range.
DaimlerChrysler Corporation only recommends multiple grade engine oils. At the bottom NLGI
symbol is the usage and quality identification letters. First is Schedule â€” A. Second is
Schedule â€” B. Add fluid as required. These, and all other maintenance services included in
this manual, should be done to provide the best vehicle performance and reliability. More
frequent mainte- nance may be needed for vehicles in severe operating conditions such as
dusty areas and very short trip driving. This maintenance is not required if the belt was
previously replaced. Not required if previously changed. Not required if replaced at 75,, 90, or ,
miles. NOTE: Inspection and service should also be per- formed anytime a malfunction is
observed or sus- pected. Retain all receipts. Replace as necessary. See the note at the end of
Schedule â€” B. This maintenance is not required if belt was previously replaced. Per- form
these services if vehicle usually operates under these conditions. This main- tenance is not
required if belt was previously replaced. Inspection and service should also be performed
anytime a malfunction is observed or suspected. This main- tenance is not required if the belt
was previously replaced. Perform these services if vehicle usually operate under these conditions. CAUTION: Do not position hoisting device on any suspension component, including the
front suspen- sion crossmember, the rear leaf springs, and the rear axle. Do not hoist on the
front and rear bumpers, the lower liftgate crossmember, the lower radiator crossmember, the
down standing flanges on the sill or the front engine mount. The hoisting points are identified
by S. The front hoisting points are at the bottom of the font rail below the hoisting symbol
approximately mm behind the front suspension crossmember. When using outboard lift hoists,
verify that the hoist lift pads have been properly adjusted to eliminate con- tact between the
hoist arm and the down standing flange on the sill. The rear hoisting points are the leaf spring
front mounting brackets. The hoist pad must be positioned to pick up the flanges on the
bracket, not the leaf spring. When servicing the leaf springs or the leaf spring mounting
brackets, special provisions are required to support the rear of the vehicle. Place a soft pad
between the hoist and the painted surface on the sill to avoid scratching the fin- ish. Turn off all
accessories, set the parking brake, place the automatic transmission in PARK or the manual
Fig. Turn off all accesso- ries. BLACK clamp to neg- ative terminal -. DO NOT allow clamps at
opposite end of cables to touch, electrical arc will result. Review all warnings in this procedure.
If engine does not start within 15 sec- onds, stop cranking engine and allow starter to cool 15
minutes , before cranking again. Disconnect RED cable clamp from battery positive terminal.
CAUTION: Do not damage brake lines, exhaust sys- tem, shock absorbers, sway bars, or any
other under vehicle components when attaching towing device to vehicle. Do not secure vehicle
to towing device by the use of front or rear suspension or steering components. Remove or
secure loose or protruding objects from a damaged vehicle before towing. Refer to state and
local rules and regulations before towing a vehicle. Do not allow weight of towed vehicle to bear
on lower fascia, air dams, or spoilers. When using a wheel lift towing device, be sure the
disabled vehicle has at least mm 4 in. If minimum ground clearance cannot be reached, use a
towing dolly. If a flat bed device is used, the approach angle should not exceed 15 degrees. A
towed vehicle should be raised until the lifted wheels are a minimum mm 4 in. Be sure there is

at least mm 4 in. If necessary, remove the wheels from the lifted end of the vehicle and lower the
vehicle closer to the ground, to increase the ground clearance at the rear of the vehicle. Install
lug nuts on wheel attaching studs to retain brake drums or rotors. The steering col- umn must
be unlocked and gear selector in neutral. The steering column must be unlocked and gear
selector in neutral. The vehicle can be tied to a flat bed device using the two pair of front slots
on the bottom surface of the rails, behind the front wheels. The two pair of rear slots on the
bottom of the rail between the bumper extension bolts and on the bottom of the rail just
rearward of the jounce bumper. Vehicles equipped with a rear sway bar have brackets at this
location. Use towing dollies at unlifted end of vehicle. Fuel Tank Diesel 75 L 20 gal. Manual
Transaxle T 5-speed 2. AWD Rear Carrier 0. Only lubricants bearing designations defined by the
following organization should be used. The identifying notations are located on the front label
of engine oil plastic bottles and the top of engine oil cans Fig. Use Mopar or an equivalent oil
meeting the specification MS In addition, API classification defines the lubri- cants usage. Consult the appropriate sections in this manual for the correct application of these lubricants. If it
loses color or becomes contaminated, drain, flush, and replace with fresh properly mixed
coolant solu- tion. Use good quality diesel fuel from a reputable sup- plier. For most year-round
service, number 2 diesel fuel meeting ASTM specification D will provide good performance. This
will provide better protection from fuel gelling or wax plugging of the fuel filters. Diesel fuel is
seldom completely free of water. If you buy good quality fuel and follow
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the cold weather advice above, fuel conditioners should not be required in your vehicle.
Standard engine oil identification notations have been adopted to aid in the proper selection of
engine oil. The identifying notations are located on the label of engine oil plastic bottles and the
top of engine oil cans. SAE 15Wâ€”40 specifies a multiple viscosity engine oil. When choosing
an engine oil, consider the range of temperatures the vehicle will be operated in before the next
oil change. For diesel engines, refer to Fig. It is a schedule for vehi- cles that are operated under
the conditions listed at the beginning of the schedule. Use the schedule that best describes the
driving conditions. Where time and mileage are listed, follow the interval that occurs first. You
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