2002 ford ranger starter solenoid

The Ranger returned to the U. It serves as an alternative to full-sized pickups for drivers who
want a maneuverable truck with off-road ability that can capably haul and tow. The Ranger is
distinguished by its strong powertrain and standard automatic emergency braking AEB. Under
its tough, rugged appearance we found a relatively quiet and fuel-efficient machine
compromised by a punishing ride, clumsy handling, and a few ill-designed controls. In most
cases, automotive warranties are based on the vehicle identification number VIN , and the
warranty will be valid regardless of ownership. The dealership can tell you exactly how much
warranty is left. The Reliability score is based on our latest subscriber survey of Ford Ranger
owners. The owner comments describe problems respondents experienced with this vehicle.
Didn't fix it properly the first time. Over a week in the shop. Part had to come from the east
coast". Paint fading, chalking, cracking, or peeling , loose interior and exterior trim or moldings,
rust. Alternator, starter, hybrid battery and related systems, regular battery, battery cables,
engine harness, coil, ignition switch, electronic ignition, distributor or rotor failure, spark plugs
and wires failure. Accessory belts and pulleys, engine computer, engine mounts, engine knock
or ping, oil leaks. Engine rebuild or replacement, cylinder head, head gasket, turbo or
supercharger, timing chain or timing belt. Gear selector or linkage, leaks, transmission
computer, transmission sensor or solenoid, clutch adjustment, rough shifting, slipping
transmission. Transmission rebuild or replacement, torque converter, clutch replacement.
Cruise control, clock, warning lights, body control module, keyless entry, wiper motor or
washer, tire pressure monitor, interior or exterior lights, horn, gauges, 12V power plug, remote
engine start, alarm or security system. Muffler, pipes, catalytic converter, exhaust manifold,
leaks. Antilock system ABS , parking brake, master cylinder, calipers, rotors, pulsation or
vibration, squeaking, brake failure or wear. Radiator, cooling fan, antifreeze leaks, water pump,
thermostat, overheating. Power or manual windows, locks and latches, tailgate, hatch or trunk,
doors or sliding doors, mirrors, seat controls, safety belts, sunroof, convertible top. Shocks or
struts, ball joints, tie rods, wheel bearings, alignment, steering linkage includes rack and pinion
, power steering pumps and hoses, leaks , wheel balance, springs or torsion bars, bushings,
electronic or air suspension. Bluetooth , voice control commands, steering wheel controls,
portable music device interface e. Reactivate now to get the information you were looking for! If
you feel you have received this message in error, please view our customer care FAQs or
access your account information here. Sign In. Become a Member. Remember Me. Not a
member? Need further assistance? Please call Member Services at Unlock Ratings. New Used
Ford Ranger Change Vehicle. There are 2 recalls on this vehicle. Learn More. See All. Owner
Satisfaction. Crash and Rollover Tests. Road Test Results. Performance Performance.
Acceleration Acceleration Acceleration tests are conducted on a smooth, flat pavement
straightaway at the track. The time in seconds that a vehicle takes to reach 60 mph from a
standstill with the engine idling. Transmission Transmission Transmission performance is
determined by shifting smoothness, response, shifter action, and clutch actuation for manual
transmissions. Fuel Economy Fuel Economy We perform our own fuel-economy tests,
independent of the government's often-quoted EPA figures and the manufacturers' claims.
Using a precise fuel-flow measuring device spliced into the fuel line, we run two separate
circuits to represent city and highway consumption. CR's Overall Mileage CR's Overall Mileage
CR's overall mileage is a composite of measured fuel usage on a prescribed city course and
highway cruising; and CR's mile test trip of mixed driving, if tested. In recent road tests, we've
discontinued the mile trip test. Braking Braking The braking rating is a composite of wet and dry
stopping distances and pedal feel. Braking distance is from 60 mph, with no wheels locked.
Emergency Handling Emergency Handling Several factors go into the rating, including the
avoidance maneuver speed and confidence, as well as how the vehicle behaves when pushed to
its limit. Ride Ride Our expert judgment of how well the suspension isolates and absorbs road
imperfections and how steady it keeps the body on various road surfaces. Noise Noise Our
expert judgment of the vehicle's interior noise level in everyday driving. Front Seat Comfort
Front Seat Comfort Our judgment of how comfortable the front seat is for drivers of various
heights. Rear Seat Comfort Rear Seat Comfort Our judgment of how comfortable the rear seat is
for two passengers to sit across. Emissions Emissions. Greenhouse Gas Greenhouse Gas The
Greenhouse Gas Rating represents the amount of carbon dioxide the vehicle emits compared to
other vehicles of the same model year. This score from the EPA ranges from 1 worst to 10 best.
Smog Rating Smog Rating The Smog Rating represents the amount of health-damaging and
smog-forming airborne pollutants the vehicle emits compared to other vehicles of the same
model year. Owner Reports. Worse Better. Reliability History Reliability History The reliability
charts are based on responses on hundreds of thousands of vehicles from our latest Annual
Auto Survey. Consumer Reports subscribers reported on any serious problems they had with
their vehicles during the past 12 months that they considered serious because of cost, failure,

safety, or downtime, in any of the trouble spots included in the table below. The results are
presented relative to the average model that year. Extra weight is given to the more serious
areas such as major engine or transmission problems. Based on this data and further analysis,
we predict reliability for the latest year. An X indicates that the vehicle was not manufactured for
a specific year. Engine Major Engine Major Engine rebuild or replacement, cylinder head, head
gasket, turbo or supercharger, timing chain or timing belt. Engine Minor Engine Minor
Accessory belts and pulleys, engine computer, engine mounts, engine knock or ping, oil leaks.
Engine Cooling Engine Cooling Radiator, cooling fan, antifreeze leaks, water pump, thermostat,
overheating. Transmission Major Transmission Major Transmission rebuild or replacement,
torque converter, clutch replacement. Transmission Minor Transmission Minor Gear selector or
linkage, leaks, transmission computer, transmission sensor or solenoid, clutch adjustment,
rough shifting, slipping transmission. View all Reliability. Owner Satisfaction Owner Satisfaction
To learn about satisfaction, CR has collected survey data from our annual survey on more than
half a million vehicles. Our subscribers provide great insights into their satisfaction by
answering one simple question: If they had it to do all over again, would they definitely buy or
lease the same model? In addition, respondents also rate their cars in six categories: driving
experience, comfort, value, styling, audio, and climate systems. Driving Experience Driving
Experience Includes acceleration and handling. Comfort Comfort Includes seats, climate
control, noise, and ride. Value Value Did you get what you wanted relative to the price you paid?
Styling Styling How it looks inside and out. View all Owner Satisfaction. Safety Equipment. ABS
available, standard from ESC and side air bags standard from Drive Wheels. Coverage varies
among versions of this vehicle. Read more about extended warranties. Body Styles.
Transmissions Available. Engines Available. What Owners Say. Blower fan motor "took it in
twice. See All Trouble Spots. Change Vehicle. Ready to Shop Local Inventory? Select Another
Vehicle. More From Consumer Reports. Make a Donation Newsletters Give a Gift. You no longer
have digital access to ratings and reviews. The Ranger returned to the U. It serves as an
alternative to full-sized pickups for drivers who want a maneuverable truck with off-road ability
that can capably haul and tow. The Ranger is distinguished by its strong powertrain and
standard automatic emergency braking AEB. Under its tough, rugged appearance we found a
relatively quiet and fuel-efficient machine compromised by a punishing ride, clumsy handling,
and a few ill-designed controls. In most cases, automotive warranties are based on the vehicle
identification number VIN , and the warranty will be valid regardless of ownership. The
dealership can tell you exactly how much warranty is left. The Reliability score is based on our
latest subscriber survey of Ford Ranger owners. The owner comments describe problems
respondents experienced with this vehicle. Bluetooth , voice control commands, steering wheel
controls, portable music device interface e. This seems really slow to me. Dealership says "turn
off automatic updates". Even so, there is no way to fix corrupted settings without disconnecting
the battery - how lame is that? Also could not use touchscreen to control various apps.
Experienced it about a month after I purchased vehicle. Experienced it all the time. It just
stopped working. It took about two weeks to find the circuit board that was not working. The
mechanics at the Ford dealership eventually called an expert at Ford and were able to find the
problem. They worked hard to find the problem. When they did, I was happy. One was a known
issue with a tsb and was fixed. This last one was an 02 sensor. Seems strange on a brand new
vechile with only miles. Took 5 days to get and install part". I brought it to dealer service after
the weekend, but the light reset. There was a generic drive train fault code, which they cleared.
It happens at all steady speeds and is not the result of a hard shift or hunting for gears. It also
occurs in 4WD. The dealer claimed they reprogrammed the PCM after the 2nd week of purchase,
with no affect. The dealer had the vehicle for ten more days to resolve the issue, the service
advisor lied to me about them reprogramming the computers again, the paperwork from the
tech indicated they thought the ride was normal. On the way home, the vehicle exhibited the
same jerky ride as before. As an experiment, I put the transmission in sport mode and
aggressively drove through the gears, holding the shift until high rpms, up to 35 mph. At the
next light, I shifted back to drive and the shaking was gone. The vehicle is not going back to
that dealer for anything. Gear selector or linkage, leaks, transmission computer, transmission
sensor or solenoid, clutch adjustment, rough shifting, slipping transmission. Muffler, pipes,
catalytic converter, exhaust manifold, leaks. Neither Ford nor the dealer told me that this feature
was available but not included. Power or manual windows, locks and latches, tailgate, hatch or
trunk, doors or sliding doors, mirrors, seat controls, safety belts, sunroof, convertible top.
Dealership diagnosed a cable clip is missing. Still waiting for the broken part to be delivered
and installed". Paint fading, chalking, cracking, or peeling , loose interior and exterior trim or
moldings, rust. Shocks or struts, ball joints, tie rods, wheel bearings, alignment, steering
linkage includes rack and pinion , power steering pumps and hoses, leaks , wheel balance,

springs or torsion bars, bushings, electronic or air suspension. Will be taking truck in for oil
and filter change and will then have it checked. Upon delivery, the dealership said that they
fixed the issue. The Service Dept found a lead in one of the tubes. Actually replaced 2 tubes.
There have been no issues since the repair. Unlocatable water leak. Door side panels easily
dented. Radiator, cooling fan, antifreeze leaks, water pump, thermostat, overheating. Engine
rebuild or replacement, cylinder head, head gasket, turbo or supercharger, timing chain or
timing belt. Transmission rebuild or replacement, torque converter, clutch replacement.
Accessory belts and pulleys, engine computer, engine mounts, engine knock or ping, oil leaks.
Cruise control, clock, warning lights, body control module, keyless entry, wiper motor or
washer, tire pressure monitor, interior or exterior lights, horn, gauges, 12V power plug, remote
engine start, alarm or security system. Alternator, starter, hybrid battery and related systems,
regular battery, battery cables, engine harness, coil, ignition switch, electronic ignition,
distributor or rotor failure, spark plugs and wires failure. Antilock system ABS , parking brake,
master cylinder, calipers, rotors, pulsation or vibration, squeaking, brake failure or wear.
Reactivate now to get the information you were looking for! If you feel you have received this
message in error, please view our customer care FAQs or access your account information
here. Sign In. Become a Member. Remember Me. Not a member? Need further assistance?
Please call Member Services at Unlock Ratings. New Used Ford Ranger Change Vehicle. There
are 6 recalls on this vehicle. Learn More. See All. Owner Satisfaction. Crash and Rollover Tests.
Road Test Results. Performance Performance. Acceleration Acceleration Acceleration tests are
conducted on a smooth, flat pavement straightaway at the track. The time in seconds that a
vehicle takes to reach 60 mph from a standstill with the engine idling. Transmission
Transmission Transmission performance is determined by shifting smoothness, response,
shifter action, and clutch actuation for manual transmissions. Fuel Economy Fuel Economy We
perform our own fuel-economy tests, independent of the government's often-quoted EPA
figures and the manufacturers' claims. Using a precise fuel-flow measuring device spliced into
the fuel line, we run two separate circuits to represent city and highway consumption. CR's
Overall Mileage CR's Overall Mileage CR's overall mileage is a composite of measured fuel
usage on a prescribed city course and highway cruising; and CR's mile test trip of mixed
driving, if tested. In recent road tests, we've discontinued the mile trip test. Braking Braking The
braking rating is a composite of wet and dry stopping distances and pedal feel. Braking
distance is from 60 mph, with no wheels locked. Emergency Handling Emergency Handling
Several factors go into the rating, including the avoidance maneuver speed and confidence, as
well as how the vehicle behaves when pushed to its limit. Ride Ride Our expert judgment of how
well the suspension isolates and absorbs road imperfections and how steady it keeps the body
on various road surfaces. Noise Noise Our expert judgment of the vehicle's interior noise level
in everyday driving. Front Seat Comfort Front Seat Comfort Our judgment of how comfortable
the front seat is for drivers of various heights. Rear Seat Comfort Rear Seat Comfort Our
judgment of how comfortable the rear seat is for two passengers to sit across. Emissions
Emissions. Greenhouse Gas Greenhouse Gas The Greenhouse Gas Rating represents the
amount of carbon dioxide the vehicle emits compared to other vehicles of the same model year.
This score from the EPA ranges from 1 worst to 10 best. Smog Rating Smog Rating The Smog
Rating represents the amount of health-damaging and smog-forming airborne pollutants the
vehicle emits compared to other vehicles of the same model year. Owner Reports. Worse Better.
Reliability History Reliability History The reliability charts are based on responses on hundreds
of thousands of vehicles from our latest Annual Auto Survey. Consumer Reports subscribers
reported on any serious problems they had with their vehicles during the past 12 months that
they considered serious because of cost, failure, safety, or downtime, in any of the trouble
spots included in the table below. The results are presented relative to the average model that
year. Extra weight is given to the more serious areas such as major engine or transmission
problems. Based on this data and further analysis, we predict reliability for the latest year. An X
indicates that the vehicle was not manufactured for a specific year. Engine Major Engine Major
Engine rebuild or replacement, cylinder head, head gasket, turbo or supercharger, timing chain
or timing belt. Engine Minor Engine Minor Accessory belts and pulleys, engine computer,
engine mounts, engine knock or ping, oil leaks. Engine Cooling Engine Cooling Radiator,
cooling fan, antifreeze leaks, water pump, thermostat, overheating. Transmission Major
Transmission Major Transmission rebuild or replacement, torque converter, clutch replacement.
Transmission Minor Transmission Minor Gear selector or linkage, leaks, transmission
computer, transmission sensor or solenoid, clutch adjustment, rough shifting, slipping
transmission. View all Reliability. Owner Satisfaction Owner Satisfaction To learn about
satisfaction, CR has collected survey data from our annual survey on more than half a million
vehicles. Our subscribers provide great insights into their satisfaction by answering one simple

question: If they had it to do all over again, would they definitely buy or lease the same model?
In addition, respondents also rate their cars in six categories: driving experience, comfort,
value, styling, audio, and climate systems. Driving Experience Driving Experience Includes
acceleration and handling. Comfort Comfort Includes seats, climate control, noise, and ride.
Value Value Did you get what you wanted relative to the price you paid? Styling Styling How it
looks inside and out. View all Owner Satisfaction. Safety Equipment. ABS available, standard
from ESC and side air bags standard from Drive Wheels. Coverage varies among versions of
this vehicle. Read more about extended warranties. Body Styles. Transmissions Available.
Engines Available. What Owners Say. Display screen freezes up "Touch inputs take a long time
to register about 1. Fuel injection system "There was a known issue with a TSB to fix this.
Rough shifting "Over revs when starting out. Doors or sliding doors "The passenger door will
not open from the inside. Steering wheel vibration "2 weeks after bought. Wind noise
"Horrendous engine and wind noise at low ROM. See All Trouble Spots. Change Vehicle. Ready
to Shop Local Inventory? Select Another Vehicle. More From Consumer Reports. Make a
Donation Newsletters Give a Gift. You no longer have digital access to ratings and reviews.
Today, drivers rely on their cars more than ever before. The system that starts your car is filled
with many different components, each of which has a specific role to play in the process.
Turning the key in the ignition sends a signal to the battery, and the battery then sends a charge
to the spark plugs, which ignite the gasoline and oxygen in the engine cylinders. Once that has
been accomplished, the starter is responsible for initiating the rotational motion in the engine
that allows the motor to power itself once the process has begun. Try our newly added TYC
starter replacement. Most come with no core charge. A car is only as good as the parts it uses,
like the Beck Arnley starter. Your car or truck is outstanding because it has great performance
and terrific style, and to have it running in its best shape you need the best in top-notch parts
and accessories. To add to the power of your vehicle's power plant, think about a selection of
these optional add-ons that are specifically built to raise performance. You bought a
high-performance car or truck to take advantage of its excellent power and performance, protect
that investment by using first rate aftermarket parts and accessories. Your starter initiates the
crankshaft, the primary action needed to start the automobile. Starters draw on electrical power
from your battery to start the vehicle. Your vehicle's starter is an electric motor that sends out a
small piston to connect with a vehicle's flywheel to crank the engine. The car or truck's
crankshaft is moved by the starter, which sets off ignition. Starters are the devices that connect
the vehicle battery to the crankshaft. Our specialists here at PartsGeek. Looking for a
dependable source of quality parts like a Bosch starter? Whether you race your vehicle or just
take joy in driving a high-performance vehicle, the highest quality auto parts are crucial.
Successful automobile manufacturers know the inherent importance of great performance.
Support your car or truck's critical components by buying only the ultimate in high quality
engine components. Starters are the components that connect your car or truck battery to your
crankshaft. Starters draw energy from the car battery to start the automobile. An automobile's
starter is an electrical motor that pops out a small piston-like device to connect with your
vehicle's flywheel to turn the motor and start the vehicle. A starter initiates the crankshaft, the
first action needed to start the car or truck. Your car or truck's crankshaft is turned by the
starter, which begins engine ignition. Hunting for an honest source for trustworthy parts such
as a Bosch starter? Any car requires components from time to time, so when you need a Denso
starter, PartsGeek. The When you own a high-performance vehicle it needs top quality
replacement parts. Your high-performance vehicle definitely requires the most top-notch
replacement parts that you can find. If you purchased that high-performance car to enjoy its
outstanding power and performance, protect that decision by using outstanding replacement
parts and accessories. Your car's crankshaft is rotated by your starter, which sets off engine
ignition. A starter turns over the engine, the primary step necessary to start an automobile.
Starters draw electricity stored in your battery to turn on the car or truck. A car's starter is an
electrical motor that throws out a piston to turn your vehicle's flywheel to crank the motor.
Starters are the parts that link your vehicle battery to your crankshaft. Every vehicle will need
components every so often, so when you need a Denso starter, PartsGeek. Trying to find a
reliable source for outstanding parts like a Motorcraft starter? Take your vehicle to a superlative
level of power by using performance equipment. Your vehicle is outstanding because of its high
performance and terrific style, and to have it purring along in its best condition you'll need the
best in replacement parts. Superior motoring is a snap with optional parts manufactured to
function with the fuel system and front end components. A starter is an electrical motor that
pops out a small piston to move your vehicle's flywheel to start the vehicle. The car's crankshaft
is rotated by a starter, which commences engine combustion. Starters utilize electricity from the
battery to start the vehicle. A starter turns over the crankshaft, the first step needed to start a

car. Starters are the devices that link a battery to your crankshaft. Hunting for a reliable source
for the best parts such as a Motorcraft starter? An automobile is only as good as its parts, such
as the Valeo starter. No matter if you race or just appreciate driving a high-performance vehicle,
the highest quality parts are crucial. Your car is special due to its excellent performance and
awesome style, and to have it going in its best shape you need the ultimate in high-quality parts
and accessories. Superb engine power and automotive performance come from great
components and accessories. Starters are the parts that unite a vehicle battery to a crankshaft.
The car's crankshaft is turned by your starter, which commences ignition. Starters utilize
energy stored in the battery to turn on the automobile. Your automobile's starter is an electrical
motor that throws out a piston-like device to turn your vehicle's flywheel to start the motor. The
starter turns the engine, the primary step required to start the car or truck. A vehicle is really
only as good as the parts it uses, such as the Valeo starter. You can take charge of matters by
having the problem properly evaluated and taking appropriate action to remedy the situation,
helping to prevent further damage. It is engaged by the ignition key and is integral to getting the
engine operating so that the vehicle can be put in motion. This rotating sequence is performed
by starters. Determining the price of a new one depends on several factors such as the year,
make, and model of the vehicle. At PartsGeek. We make finding the exact items you need fast
and simple. Our convenient website features millions of products and is designed for easy
navigation and order placement. Each part plays a key role in starting your car or truck. They
are comprised of numerous units that cooperate with each other to accomplish this task. They
include the following:. Some common warning signals include the following:. Received product
on time, was exact fit. It worked perfectly, solved the problem that I had. I am totally satisfied
with both the service and product. The starter will be used in a engine rebuild that is in the
works, I am sure it will work like all the other parts I have gotten from the Parts Geek folks, just
fine. Could not be more satisfied, this is the best online parts site for price and availability.. Skip
to main content Menu. Close X. Call To Order: To return a part, simply submit a support ticket
within 30 days of ordering and we will issue you an RMA number to return your product. See
customer service page for refund and return details. We scour the web to make sure PartsGeek
always has low prices. You can buy with confidence! Alfa Romeo. Land Rover. AM General.
American Motors. Austin Healey. Blue Bird. Mitsubishi Fuso. Sterling Truck. Western Star. AC
Delco. DIY Solutions. Pure Energy. WAI Global. Auto 7. BBB Industries. Beck Arnley. Hi Torque.
Magneti Marelli. Mitsubishi Electric. OE Supplier. Original Equipment. USA Industries.
Distributor Cap. Ignition Coil. Knock Sensor. Spark Plug Wires. Spark Plugs. Variable Timing
Solenoid. Click to Enlarge. Replacement Starter. Important Product Info: 2. Shipping Options:
Free Ground Shipping. Pure Energy SN Starter. Bosch SRX Starter. Core Price [? Features: Built
for extremes! TYC Starter. Product SKU: Denso Starter. Product Note: Remanufactured Starter -1. Remy Starter. Valeo W Starter. Product SKU: W Features: OE-equivalent and direct fit
application. Designed to provide durability and performance. Pure Energy N Starter.
Manufacturer Nippondenso. Product Note: Starter Motor -- V8 5. Your Beck Arnley Starter turns
on the vehicle by turning over the crankshaft. What Is a Starter? How Much Does One Cost?
What Are the Various Parts of One? Some common warning signals include the following: The
sight or odor of smoke when the automobile starts is observed. The sound of abrasive rubbing
is noted when starting. Read more reviews. Fast shipping, Great parts. That is what I expect and
receive from PartsGeek. Catalog: E. Vehicle Transmission Nissan Altima. Catalog: B. Vehicle
Engine Ford F Vehicle Engine BMW i. Vehicle Engine Chevrolet Silverado Vehicle Engine
Chevrolet Cobalt. Catalog: P. Vehicle Engine Honda Accord. Vehicle Engine Mitsubishi
Outlander. Vehicle Transmission Honda Accord. Catalog: F. Vehicle Engine Ford Galaxie
Catalog: A. Vehicle Audi S4. Catalog: G. Vehicle Engine Jaguar XF. Catalog: H. Vehicle Engine
Toyota 4Runner. Catalog: C. Vehicle BMW iL. Catalog: T. Catalog: Q. Catalog: S. Vehicle Engine
Dodge Ram Catalog: N. Not everyone wants a big truck. Some people like smaller trucks much
better, mostly because they use less gas and are easier to maneuver. If you don't have a lot of
hauling and towing to do, and you don't have a big family that you need to drive around, the
Ford Ranger might be just the truck for you. It's small and compact, most women think it's cute,
and most guys know that it still has a lot to offer where horsepower and capabilities are
concerned. If you have a Ford Ranger you'll want to take good care of it. There are many ways
to do that, but one of the best is keeping up with routine repair and maintenance. To do that the
right way, make sure you use high-quality parts. You'll be glad you did. People would only have
to read Ford Ranger reviews to know the Ford Ranger pickup truck has been a favorite for truck
buyers since its introduction in At this time, Ford released the truck as an early model. It was
introduced in response to an influx of Japanese pickup trucks flooding the American market at
the time. The Ford Ranger was the successor to the Ford Courier, and the first model was only a
two-wheel drive. However, a four-wheeled drive version of the Ford Ranger was released in the

autumn of The Ford Ranger was designed using inspiration from other truck models by Ford.
Ford Rangers were manufactured with similar grille designs as trucks within the Ford F-Series,
which are predecessors to the Ford Ranger. The Ford Ranger had two models in the beginning:
a inch wheelbase with a 6-ft bed and a inch wheelbase with a 7-ft bed. The earlier designs were
believed to be an improvement on previous Ford trucks, as Ford stated the Ford Ranger was a
proven choice because the truck provided more space in its interior, and could safely carry
large pieces of 4x8 lumber. The Ford Ranger series has progressed dramatically since its
introduction. The original engine was only a 2. The original engine has a maximum of 80
horsepower. This is also similar to the engines found inside some earlier models of the Ford
Pinto. The 2. However, this more powerful engine was optional for truck buyers. The original
Ford Ranger transmission options consisted of a three-speed automatic, four-speed manual
and five-speed manual. The three-speed automatic and five-speed manual transmissions were
also optional choices for buyers. There were some upgrades to the Ford Ranger transmission in
with the five-speed manual becoming the standard feature on trucks. Ford did not introduce
major changes in the Ford Ranger design until During this time, Ford launched what was to be
known as the Super Cab, an expansion of the truck's body-style. The Ford Ranger SuperCab
was created with an extended cab body-style, and the SuperCab boasted a 6-ft bed with a inch
wheelbase. It also had jump seats which could fit up to five passengers. Anyone who would like
to view the design and functionality of the original SuperCab would only have to look at the 4x2
Ford Ranger Super Cab to do so. Owners of Ford Ranger trucks received sad news in when
Ford announced it would discontinue the Ford Ranger series on December 22, More than one
factor was instrumental in Ford ceasing production within North America. Industry analysts saw
this as a response to the decrease in compact pickup sales. The discontinuation of the Ford
Ranger was also thought to be a result in an overall decrease in truck sales due to the
recession. Even though the Ford Ranger discontinued in , there is a Ford Ranger model
available. Ford Rangers are still produced and sold globally outside of the United States. The
part was just as portrayed in the description, shipping was in time allotted and packed securely.
Great service! Skip to main content Menu. Close X. Call To Order: To return a part, simply
submit a support ticket within 30 days of ordering and we will issue you an RMA number to
return your product. See customer service page for refund and return details. We scour the web
to make sure PartsGeek always has low prices. You can buy with confidence! Clutch Kit.
Control Arm and Ball Joint Assembly. Door Handle. Expansion Tank. Fuel Pump Hanger
Assembly. Grille Assembly. Headlight Assembly. Leaf Spring Hanger. Shock Absorber. Tail
Light Assembly. Tailgate Handle. ABS Control Unit. ABS Hydraulic Unit. ABS Relay. ABS Relay
Connector. ABS Speed Sensor. Accessory Belt Idler Pulley. Accessory Belt Tensioner.
Accessory Belt Tensioner Assembly. Accessory Drive Belt. Air Charge Temperature Sensor
Connector. Air Cleaner Bracket. Air Cleaner Mounting Gasket. Air Control Valve Relay. Air Filter.
Air Flap Actuator. Air Lift Leveling Kit. Air Management Valve. Air Mass Meter. Air Mass Sensor.
Air Pump Check Valve. Air Temperature Sensor. Alignment Camber Adjusting Eccentrics.
Alignment Camber Kit. Alignment Caster Camber Bushing. Alignment Caster Camber Bushing
Kit. Alignment Caster Camber Kit. Alignment Caster Kit. Alternator Adapter Plug. Alternator
Brush Assembly. Alternator Brush Set. Alternator Diode. Alternator Pulley. Alternator Rectifier
Set. Anti-Rattle Clip. Ash Tray Light Bulb. Assembly Lubricant. Auto Trans Bushing. Auto Trans
Dipstick Tube Seal. Auto Trans Indicator Light Bulb. Auto Trans Manual Shaft Seal. Auto Trans
Master Repair Kit. Auto Trans Oil Cooler Hose. Auto Trans Oil Pump Seal. Auto Trans Overdrive
Button Kit. Auto Trans Seal Kit. Auto Trans Shift Shaft Seal. Auto Trans Shift Tube. Auto Trans
Shift Tube Bushing. Auto Trans Shift Tube Clamp. Auto Trans Torque Converter. Automatic
Transmission Brake Band. Automatic Transmission Control Shaft Seal. Automatic Transmission
Filter. Automatic Transmission Filter Kit. Automatic Transmission Modulator Valve. Automatic
Transmission Oil Cooler. Automatic Transmission Pan. Automatic Transmission Pan Gasket.
Automatic Transmission Rear Seal. Automatic Transmission Seal. Automatic Transmission Shift
Linkage Bushing. Automatic Transmission Solenoid. Auxiliary Fan Assembly. Auxiliary Fan
Control Unit. Auxiliary Shaft Bearing Set. Auxiliary Shaft Repair Sleeve. Auxiliary Shaft Seal.
Axle Assembly. Axle Differential Bearing. Axle Differential Bearing and Seal Kit. Axle Differential
Race. Axle Housing Cover Gasket. Axle Output Shaft Seal. Axle Pivot Bushing. Axle Seal. Axle
Shaft. Axle Shaft Bearing. Axle Shaft Seal. Axle Spindle Bearing. Axle Spindle Seal. Back Up
Lamp Connector. Back Up Lamp Socket. Back Up Light Bulb. Back Up Light Switch. Back Up
Light Switch Connector. Backing Plate Dust Hole Cover. Balance Shaft Belt. Balance Shaft
Chain Kit. Balance Shaft Repair Sleeve. Ball Joint. Barometric Pressure Sensor. Battery Cable.
Battery Hold Down. Battery Saver Relay. Bed Mat. Bed Side Rail Protector. Blower Control
Switch. Blower Motor. Blower Motor Relay. Blower Motor Resistor. Body Mount Set. Brake
Bleeder Screw. Brake Booster. Brake Caliper. Brake Caliper Bracket. Brake Drum. Brake Fluid

Level Sensor. Brake Fluid Level Sensor Connector. Brake Hardware Kit. Brake Hose. Brake
Hose Lock. Brake Hydraulic Hose to Caliper Bolt. Brake Light Bulb. Brake Light Connector.
Brake Light Switch. Brake Master Cylinder. Brake Master Cylinder Bleeding Tool. Brake Master
Cylinder Cap. Brake Master Cylinder Cap Gasket. Brake Master Cylinder Reservoir. Brake Pad
Set. Brake Pedal Pad. Brake Pressure Switch Connector. Brake Rotor. Brake Rotor and Hub
Assembly. Brake Shoe Set. Brake Shoes Hold Down Kit. Brake Spring Hold Down Pin. Brake
Switch Harness. Bug Shield. Bulb - Headlight. Bulb Socket. Bumper Bracket. Bumper Cover.
Bumper Face Bar. Bumper Filler. Bumper Impact Strip. Bumper Mounting Kit. Bypass Hose. CV
Boot Kit. Caliper Bolt. Caliper Bracket Mounting Bolt. Caliper Piston. Caliper Repair Kit. Cam
Plug. Camshaft Bearing Set. Camshaft Gear. Camshaft Position Sensor. Camshaft Repair
Sleeve. Camshaft Seal. Camshaft Synchronizer. Camshaft Synchronizer Alignment Tool Kit.
Canister Vent Solenoid Connector. Car Cover. Carbon Canister. Carburetor Accelerator Pump
Diaphragm. Carburetor Base Gasket. Carburetor Choke Pull Off. Carburetor Choke Thermostat.
Carburetor Float. Carburetor Repair Kit. Catalytic Converter. Catalytic Converter Gasket.
Catalytic Converter Pipe. Center Console. Central Lock Switch. Check Engine Light Bulb.
Cigarette Lighter Socket Connector. Circuit Breaker. Clock Connector. Clutch Alignment Tool.
Clutch Disc. Clutch Friction Disc. Clutch Hose. Clutch Hydraulic Line. Clutch Master Cylinder.
Clutch Master Cylinder and Line Assembly. Clutch Pedal Bushing. Clutch Pedal Pad. Clutch
Slave Cylinder. Clutch Slave Repair Kit. Clutch Starter Safety Switch. Coil Spring Insulator. Coil
Spring Set. Cold Air Intake. Combination Switch Connector. Computer Chip Programmer.
Computer Control Relay. Connecting Rod Bearing Set. Console Armrest Repair Kit. Control
Arm. Control Arm Bushing. Control Arm Bushing Kit. Conversion Gasket Set. Coolant Recovery
Tank Hose. Coolant Water Outlet Housing Kit. Cooling System Tester Adapter. Cornering Light.
Courtesy Lamp Switch Connector. Courtesy Light Bulb. Courtesy Light Relay. Courtesy Light
Switch. Crank Position Sensor. Crankcase Breather Cap. Crankshaft Gear. Crankshaft Pulley.
Crankshaft Repair Sleeve. Crankshaft Seal. Crankshaft Seal Kit. Cruise Control Actuator
Connector. Cruise Control Cutout Switch. Cruise Control Relay. Cruise Control Release Switch.
Cruise Control Switch. Cruise Control Switch Connector. Cruise Vacuum Pump. Cylinder Head
Dowel Pin. Cylinder Head Plug. Cylinder Head Temperature Sensor. Damper Cylinder. Daytime
Running Lamp Module Connector. Daytime Running Light Module. Differential Bearing.
Differential Bearing Kit. Differential Bearing Set. Differential Cover. Differential Cover Gasket.
Differential Crush Sleeve. Differential Gasket. Differential Gear Install Kit. Differential Mount.
Differential Pinion Race. Differential Pinion Repair Sleeve. Differential Pinion Shaft Lock Bolt.
Differential Race. Differential Ring and Pinion. Differential Spool. Direct Ignition Coil Boot Kit.
Disc Brake Pad Installation Kit. Distributor Cap. Distributor Cap and Rotor Kit. Distributor Check
Valve. Distributor Drive Gear. Distributor Gasket. Distributor Rotor. Distributor Spacer. Dome
Lamp Connector. Dome Light Bulb. Door Contact Switch. Door Hinge. Door Hinge Roller. Door
Hinge Spring. Door Jamb Switch Connector. Door Latch Cable Repair Kit. Door Lock Actuator.
Door Lock Actuator Connector. Door Lock Actuator Motor. Door Lock Kit. Door Lock Relay
Connector. Door Lock Rod Clip. Door Lock Striker. Door Lock Striker Plate Bolt. Door Lock
Switch Connector. Door Mirror Connector. Door Mirror Cover. Door Mirror Glass. Door Open
Warning Switch. Door Sill Plate. Door Sill Plate Set. Door Speaker Connector. Drag Link. Drive
Belt Idler Assembly. Drive Belt Tensioner Pulley. Drive Shaft CV Joint. Drive Shaft Center
Support Bearing. Driveshaft Support. Drum Brake Adjusting Lever. Drum Brake Adjusting Screw
Assembly. Drum Brake Adjusting Spring Kit. Drum Brake Hardware Kit. Drum Brake Return
Spring Kit. Drum Brake Self Adjuster Cable. EGR Line. EGR Pressure Sensor. EGR Sensor
Connector. EGR Tube. EGR Vacuum Solenoid. EGR Valve. EGR Valve Gasket. Electric Fuel
Pump. Electronic Control Unit. Electronic Engine Control Relay Connector. Engine Camshaft
Position Sensor Connector. Engine Compartment Light Bulb. Engine Control Module Harness
Connector. Engine Coolant Temperature Sensor Connector. Engine Coolant Temperature
Switch. Engine Coolant Thermostat and Housing Assembly. Engine Cooling Fan. Engine
Cooling Fan Spacer Kit. Engine Crankcase Breather Element. Engine Crankshaft Position
Sensor Connector. Engine Gasket Set. Engine Harmonic Balancer. Engine Kit Gasket Set.
Engine Mount. Engine Mount Set. Engine Oil Filter Adapter. Engine Seal Kit. Engine Timing
Chain Kit. Engine Water Pump Relay. Exhaust Bracket. Exhaust Clamp. Exhaust Flange Stud
and Nut. Exhaust Gasket. Exhaust Hanger. Exhaust Header Kit. Exhaust Manifold. Exhaust
Manifold Gasket. Exhaust Manifold Gasket Set. Exhaust Pipe. Exhaust Pipe Spout. Exhaust
Spring. Exhaust System. Exhaust Valve. Exhaust Y Pipe. Expansion Plug. Expansion Plug Kit.
Expansion Tank Cap. Extension Housing Bushing. Fader Control Switch. Fan Blade. Fan Clutch.
Fan Shroud. Flex Fuel Sensor. Flex Plate. Floor Mat Set. Flywheel Shim. Fog Light. Fog Light
Bulb. Fog Light Connector. Fog Light Kit. Friction Modifier. Front Bed Cap. Fuel Cap Tester
Adapter. Fuel Filler Neck. Fuel Filter. Fuel Injection Harness Connector. Fuel Injection Nozzle

O-Ring. Fuel Injection Plenum Gasket Set. Fuel Injector. Fuel Injector Connector. Fuel Injector
O-Ring. Fuel Injector O-Ring Kit. Fuel Injector Seal. Fuel Injector Seal Kit. Fuel Level Sending
Unit. Fuel Line Bracket. Fuel Line Clip. Fuel Line Connector. Fuel Lock Ring. Fuel Pressure
Damper. Fuel Pressure Regulator. Fuel Pressure Relief Valve Cap. Fuel Pump. Fuel Pump
Assembly. Fuel Pump Connector. Fuel Pump Cutoff Switch. Fuel Pump Flange Gasket. Fuel
Pump Lock Ring. Fuel Pump Mounting Gasket. Fuel Pump Relay Connector. Fuel Pump Tank
Seal. Fuel Pump and Sender Assembly. Fuel Pump and Strainer Set. Fuel Rail Pressure Relief
Valve. Fuel Screen. Fuel Sender Gasket. Fuel Tank. Fuel Tank Cap. Fuel Tank Pressure Sensor.
Fuel Tank Pressure Switch Connector. Fuel Tank Selector Valve. Fuel Tank Sender Assembly.
Fuel Tank Strap. Generator Bearing. Glove Box Lamp Connector. Glove Box Light Bulb. Glow
Plug. Grille Bracket. Grille Insert. Grille Mounting Panel. Hazard Flasher Switch. Hazard Warning
Flasher. Hazard Warning Flasher Connector. Head Bolt. Head Bolt Set. Head Gasket. Head
Gasket Set. Header Gasket. Header Panel. Headlamp Socket. Headlight Bulb. Headlight Bulb
Retainer. Headlight Connector. Headlight Dimmer Switch. Headlight Dimmer Switch Connector.
Headlight Retainer. Headlight Set. Headlight Switch. Headlight Switch Connector. Headlight
Switch Knob. Headlight Wiring Harness. Heater Control Knob. Heater Core. Heater Hose. Heater
Hose Connector. Heater Hose Set. Heater Valve. High Beam Indicator Light Bulb. Hood Release
Cable. Hood Scoop. Horn Connector. I-Beam Axle Pivot Bushing. Idle Air Control Valve. Idle Air
Control Valve Connector. Idle Control Valve. Idle Valve Gasket. Ignition Coil. Ignition Coil
Connector Kit. Ignition Control Module Connector. Ignition Control Relay. Ignition Control Unit.
Ignition Distributor. Ignition Lock Cylinder. Ignition Relay. Ignition Relay Connector. Ignition
Reluctor. Ignition Switch. Ignition Switch Connector. Ignition Warning Relay. Inertia Switch.
Inertia Switch Connector. Inner Fender. Input Shaft Seal. Instrument Lamp Connector.
Instrument Panel Lamp Socket. Instrument Panel Light Bulb. Intake Manifold. Intake Manifold
Gasket. Intake Manifold Gasket Set. Intake Manifold Runner Valve. Intake Manifold Temperature
Sensor. Intake Plenum Gasket. Intake Valve. Interior Door Handle. Intermediate Pipe.
Intermediate Shaft Seal. Keyless Remote Case. Knock Sensor. Knock Sensor Connector. Leaf
Helper Spring. Leaf Helper Spring Mount Kit. Leaf Spring. Leaf Spring Bracket. Leaf Spring
Bushing. Leaf Spring Hanger Kit Rear. Leaf Spring Shackle. Leaf Spring Shackle Kit Rear.
License Lamp Connector. License Lamp Lense. License Lamp Socket. License Light Bulb.
License Plate Bracket. Light Bar. Load Leveler Relay. Lug Nut. Luggage Compartment Light
Bulb. MAP Sensor. Main Bearing Gasket Set. Main Bearing Set. Manifold Absolute Pressure
Sensor Connector. Manual Trans Countershaft Bearing. Manual Trans Shifter Repair Kit. Manual
Trans Upshift Relay. Manual Transmission Gasket Set. Map Light Bulb. Mass Air Flow Sensor.
Mass Air Flow Sensor Adapter. Mass Air Flow Sensor Connector. Mass Air Flow Sensor Relay.
Message Center Switch Connector. Mirror Glass. Mirror Switch. Mixture Control Solenoid
Connector. Muffler Heatshield. Muffler Strap. Multi Function Switch. Multi Purpose Relay
Connector. Multi Rib Belt. Multi-Port Tune-up Kit. Nerf Bars. Neutral Safety Switch. Neutral
Safety Switch Connector. Oil Cooler. Oil Cooler Hose. Oil Cooler Mounting Kit. Oil Drain Plug.
Oil Drain Plug Gasket. Oil Filler Cap. Oil Filter. Oil Filter Mounting Bolt Seal. Oil Filter Mounting
O-Ring. Oil Filter Remote Mounting Kit. Oil Filter Stand Gasket. Oil Level Sender. Oil Level
Sensor Connector. Oil Pan. Oil Pan Bolt Set. Oil Pan Gasket. Oil Pan Gasket Set. Oil Pressure
Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump Chain. Oil Pump Drain Plug. Oil
Pump Gasket. Oil Pump Intermediate Shaft. Oil Pump Sprocket. Output Shaft Bearing. Output
Shaft Seal. Overdrive Kickdown Switch. Overdrive Relay. Oxygen Sensor. Oxygen Sensor
Connector. PCV Hose. PCV T Fitting. PCV Valve. PCV Valve Grommet. Paper Repair Manual.
Parking Brake Cable. Parking Brake Hardware Kit. Parking Brake Indicator Light Bulb. Parking
Brake Pad Set. Parking Brake Pedal Pad. Parking Brake Release Relay. Parking Brake Strut.
Parking Brake Strut Spring. Parking Brake Switch Connector. Parking Light Assembly. Parking
Light Bulb. Parking Light Bulb Socket. Parking Light Relay. Parking and Turn Signal Light
Connector. Passenger Air Bag Disable Switch. Pickup Cab Corner. Pickup Coil. Pilot Bearing.
Pilot Bushing. Pinion Seal. Piston Ring Set. Piston Set. Pitman Arm. Ported Vacuum Switch.
Power Antenna Module Connector. Power Brake Booster Vacuum Pump. Power Steering Cooler.
Power Steering Cooler Bracket. Power Steering Cooling Line. Power Steering Filter. Power
Steering Fluid. Power Steering Pressure Hose. Power Steering Pressure Sensor Connector.
Power Steering Pressure Switch Connector. Power Steering Pump. Power Steering Pump
Pulley. Power Steering Pump Repair Kit. Power Steering Pump Seal Kit. Power Steering Pump
Shaft Bearing. Power Steering Pump Washer. Power Steering Reservoir. Power Steering
Reservoir Cap. Power Steering Reservoir Line Hose. Power Steering Return Hose. Power
Steering Seal. Power Window Motor Connector. Power Window Motor Gear. Power Window
Motor Gear Kit. Power Window Relay. Power Window Switch Connector. Powertrain Control
Module Relay. Pre Heat Hose. Pressure Plate. Purge Flow Sensor. Purge Valve. Push Rod. R12

Refrigerant Oil. RA Refrigerant Oil. Rack and Pinion Mount Bushing. Radiator Cap. Radiator Cap
Tester Adapter. Radiator Drain Petcock. Radiator Fan Assembly. Radiator Hose. Radiator Hose
Inlet Extension. Radiator Support. Radio Amplifier Connector. Radio Display Light Bulb. Radio
Knob. Radius Arm Bracket. Radius Arm Bushing Kit Chassis. Radius Arm Hardware Kit. Radius
Arm Heat Shield. Radius Arm Insulator. Radius Rod Bushing. Radius Rod Bushing Kit. Reading
Lamp Connector. Rear Lamp Harness Connector. Rear Window Deflector. Rear Window
Defogger Relay Connector. Reference Sensor. Release Bearing. Ring Gear. Rocker Arm. Rod
Bearing. Rod Bearing Set. Running Board Mount Kit. Running Boards. Seat Back Recliner
Adjustment Handle. Seat Belt Light Bulb. Seat Cover. Secondary Air Injection Pump. Service
Interval Reset Switch Connector. Shift Interlock Actuator. Shift Interlock Solenoid. Shift
Interlock Solenoid Connector. Shock Absorber Air Hose Kit. Shock Absorber Set. Shock
Bellows. Shock Mount. Shock Mount Insulator. Shock Mounting Kit. Side Marker Assembly. Side
Marker Lamp Connector. Side Marker Light Assembly. Side Marker Light Bulb. Single Lead
Spark Coil Wire. Sliding Window Latch. Spark Plug. Spark Plug Non-Fouler. Spark Plug Wire.
Spark Plug Wire Set. Speaker Connector. Speedometer Cable. Speedometer Cable Make Up Kit.
Speedometer Drive Gear. Speedometer Transmitter. Spindle Lock Nut Kit. Spindle Nut. Spindle
Nut Retainer. Spindle Nut Washer. Stabilizer Bar Link. Stainless Steel Fender Trim. Starter
Brush Set. Starter Bushing. Starter Cable. Starter Clutch Internal Switch. Starter Drive. Starter
Motor Relay Connector. Starter Solenoid. Starter Solenoid Switch. Steering Column Lock
Actuator. Steering Cover Seal. Steering Damper. Steering Damper Kit. Steering Gear. Steering
Gear Seal Kit. Steering Gearbox. Steering Knuckle. Steering Rack. Steering Rack Boot Kit.
Steering Stabilizer Bracket. Step Bumper. Step Nerf Bar Mount Kit. Stop Light Switch. Strut
Bellows. Suspension Air Compressor Kit. Sway Bar Bushing Kit. Sway Bar Link. Sway Bar Link
Bolt. Sway Bar Link Bushing. Sway Bar Link Nut. Sway Bar Link Sleeve. T-Belt Tensioner
Spring. TPMS Sensor. Tail Lamp Socket. Tail Light Bulb. Tail Light Covers. Tail Light Repair
Harness Connector. Tail Light Set. Tail Pipe. Tailgate Cable. Tailgate Cap Protector. Tailgate
Hinge Kit. Tailgate Hinge Set. Tailgate Latch. Tailgate Light. Tailgate Net. Tailgate Release
Cable. Tailgate Support Cable. Temperature Control Relay. Thermostat Assembly. Thermostat
Gasket. Thermostat Housing. Thermostat Housing Gasket. Thermostat O-Ring. Third Brake
Light. Throttle Body Gasket. Throttle Body Mounting Gasket Set. Throttle Cable. Throttle
Position Sensor. Throttle Position Sensor Connector. Tie Rod. Tie Rod End. Tie Rod End
Adjuster Sleeve. Tie Rod End Adjusting Sleeve. Tie Rod End Boot. Timing Belt. Timing Belt Kit.
Timing Belt Tensioner. Timing Camshaft Sprocket. Timing Chain. Timing Chain Kit. Timing
Chain Tensioner. Timing Cover. Timing Cover Gasket. Timing Cover Gasket Set. Timing Cover
Harmonic Balancer Sleeve. Timing Cover Repair Sleeve Tool. Timing Crankshaft Sprocket.
Timing Gear Kit. Timing Guide Rail. Timing Set. Tonneau Cover. Torque Converter Seal. Tow
Hook. Trailer Connector Kit. Trailer Hitch Plug. Trailer Tow Relay. Trailer Tow Relay Connector.
Transfer Case Extension Housing Seal. Transfer Case Motor. Transfer Case Shift Motor
Connector. Transfer Case Shift Shaft Seal. Transmission Case Bearing. Transmission Case
Shaft Seal. Transmission Case Shift Shaft Seal. Transmission Drive Chain. Transmission
Gasket. Transmission Mount. Transmission Oil Cooler. Transmission Range Sensor.
Transmission Range Sensor Connector. Truck Bed Mounting Hardware. Truck Cab Mount. Turn
Signal Assembly. Turn Signal Flasher. Turn Signal Indicator Light Bulb. Turn Signal Light Bulb.
Turn Signal Light Connector. Turn Signal Relay. Turn Signal Relay Connector. Turn Signal
Switch. Turn Signal Switch Connector. U Joint. U Joint Strap Kit. U Joint U-Bolt Kit. Under Hood
Lamp Connector. Universal Joint. Vacuum Control Valve. Vacuum Hose. Vacuum Motor.
Vacuum Pump. Vacuum Switching Valve. Valve Cover Gasket. Valve Cover Gasket Set. Valve
Cover Grommet Set. Valve Cover O-Ring. Valve Cover Seal Washer. Valve Guide. Valve Lifter.
Valve Spring Retainer Keeper. Valve Stem Seal. Valve Stem Seal Kit. Vapor Canister Purge
Solenoid. Vapor Canister Purge Solenoid Connector. Vapor Canister Vent Solenoid. Vehicle
Speed Sensor Connector. Voltage Regulator. Voltage Regulator Connector. Washer Pump.
Washer Reservoir. Water Distribution Pipe. Water Outlet O-Ring. Water Pump. Water Pump
Gasket. Water Pump O-Ring. Water Pump Pulley. Water Temperature Sender. Water
Temperature Sensor. Wheel Bearing. Wheel Bearing Dust Cap. Wheel Bearing Race. Wheel
Bearing Retaining Ring. Wheel Bearing and Seal Kit. Wheel Cylinder. Wheel Hub Assembly.
Wheel Hub Repair Kit. Wheel Lock Set. Wheel Seal. Wheel Stud. Window Crank Handle. Window
Motor. Window Regulator. Window Regulator Hardware Kit. Window Switch. Window Vent
Visors. Window Washer Pump Motor Connector. Windshield Washer Fluid Reservoir Cap.
Windshield Washer Nozzle. Windshield Washer Pump Connector. Windshield Wiper Arm.
Windshield Wiper Motor. Windshield Wiper Motor Connector. Windshield Wiper Switch
Connector. Wiper Blade. Wiper Blade Insert. Wiper Relay. Wiper Switch. Body Electrical. Climate
Control. Cooling System. Engine Electrical. Fuel Delivery. Fuel Injection. Air Intake. Body Sheet

Metal. Chemicals and Fluids. Diesel Injection. Drive Belts. Engine Mechanical. Tools and
Hardware. Action Crash. Spectra Premium. Standard Motor Products. A1 Cardone. AC Delco.
AMP Research. AP Exhaust. AUS Injection. Air Lift. Anchor Doan. Atlantic Automotive. Atlantic
Automotive Eng. Austin Baker. Auto Meter. Auto Ventshade. BAK Industries. BBB Industries.
BWD Automotive. BWD CQ. Banks Power. Beck Arnley. Blue Ox. Brute Power. Competition
Cams. DIY Solutions. DNJ Rock. Dee Zee. Dynamic Friction. E3 Spark Plugs. Eagle Eyes.
Eastern Catalytic. Edge Products. Eibach Springs. Energy Suspension. FCS Automotive. Fab
Fours. Firestone Ride-Rite. First Equipment Quality. Ford Racing. Four Seasons. Fox Shox. Fuel
Injection Corp. GB Remanufacturing. GT Styling. Global Parts Distributors. Go Rhino. Hedman
Hedders. Husky Liner. Ishino Stone. JBA Exhaust. JLC Fuel Products. Jet Chips. KYB old box.
Koyo Cooling. Mile Marker. Mobil 1. Motive Gear. Motorad UltraStats. Mr Gasket. N Fab. Nippon
Reinz. OSC Automotive. Original Equipment. Pace Edwards. Performance Accessories.
Performance Friction. Pioneer Cables. Power Stop. Premium Guard. Pro Comp Suspension.
Pure Energy. Quick Steer. Rain X. Rhino Pac. Richmond Gear. Rugged Liner. Rugged Ridge.
Russell Performance. Sankei Sankei Switches. Schrader Valves. Sealed Power. Specialty
Products. Spectre Performance. Trail Ridge. Trans Dapt. Tuff Country. US Motor Works. USA
Industries. United Automotive. VNE Automotive. VR Gaskets. Exc DI 7. Merkur 2. Aspire, Capri 1.
MCU System. Idle Speed Control motor or Air Bypass not controlling idle properly generally idle
too high. SPOUT circuit failure, timing defaulted to 10 degrees â€” follow code diagnosis. Idle
speed system not controlling idle properly generally idle too high â€” ISC. Idle speed system
not controlling idle properly generally idle too low â€” ISC. Much experience,but admittedly not
a certified Ford mechanic. It seems to be counting off There seem to be several OBD-1 Ford
connectors on this vehicle, on each side of the engine compartment. Any suggestions how to
decode, and reset, or get the car to ignore whatever problem to put an end to the distraction?
Been driving it for over a year and able to use the jumper wire method to get codes with no
problem. Been like this for about 2 months now. Your email address will not be published. Save
my name, email, and website in this browser for the next time I comment. This site uses Akismet
to reduce spam. Learn how your comment data is processed. Skip to content. Accessing
diagnostic trouble codes. Use the Analog voltmeter or Test light method, not both. If such a
fault occurs, the EEC-IV processor will substitute a value or values and continue operating. In
some cases this action may result in a slight change in vehicle driveability. The instrument
panel Check Engine lamp will remain on when a hard fault is present. It will represent itself as a
flash on the Check Engine lamp display on the instrument panel. A single digit number of three
will be reported by three flashes. However, as previously stated, a DTC is represented by a two
digit number, such as 2â€”3. As a result, DTC 2â€”3 will appear on the Check Engine lamp
display as two flashes, then after a two second pause, the lamp will flash three times. DTC
interpretation. Accessing DTCs. Remove jumper wire and reconnect DTC. Using Message
Center Continental Using electronic instrument cluster, hold in all three buttons select,
checkout and reset buttons at same time. On 87â€”90 models, a base readout of indicates
engine running self test has been entered. Service pass code is On 91â€”97 models, DTCs will
be displayed on message center. On all models, to exit Self test, turn ignition Off. The lamp
stays off when OSC is toggled once to indicate vehicle can attain overdrive gear position. The
lamp stays on when OSC is toggled to prevent vehicle from shifting into overdrive position. If
the battery ground cable was disconnected to clear DTCs, the vehicle may operate rough for the
first few miles until adaptive values are relearned. Perform KOEO self test. When DTCs begin to
display, deactivate self test as follows: a. STAR tester, position center button in up position.
Check engine lamp, remove jumper wire from self test input connector and signal return pin of
self test connector. Message center, remove jumper wire from self test input connector and
signal return pin of self test connector. OCIL, remove jumper wire from self test connector and
signal return pin of self test connector. Continuous DTCs should now be erased. Keep Alive
Memory KAM To clear keep alive memory, disconnect and isolate negative battery cable for a
minimum of five minutes. After clearing memory, it is necessary to drive vehicle a minimum of
10 miles to allow processor time to relearn value. Initiate KOEO self test. Remove jumper wire
from self test input terminal as soon as first diagnostic trouble code is received even if an 11 is
the first DTC. Repeat self test with jumper wire to verify DTCs have been erased. Disconnect
and isolate battery ground cable, then depress brake pedal for 5â€”10 seconds. Conduct self
test to ensure DTCs have been erased. Disconnect battery ground cable, DTCs will be erased
from back-up memory after 24 hours. Malfunction Indicator Lamp 1. Activate diagnostic test
mode. Disconnect DTC. Wait about two seconds. Ford Trouble Codes By Year 1. Thank you.
Please I need help to solve p in my ford ranger pick-up Leave a Reply Cancel reply Your email
address will not be published. EEC Villager. KAM pin 1 was interrupted was battery
disconnected? Throttle sensor out of range or throttle set too high â€” TPS. Knock sensor not

tested ignore if not pinging â€” KS. Transmission Torque Converter clutch not engaging â€”
Transmissions. System was lean for 15 seconds or more no HO2S switching â€” Fuel control.
System was rich for 15 seconds or more no HO2S switching â€” Fuel control. Was lean at WOT
for 3 seconds or more â€” Fuel control. Electronic Ignition â€” coil primary circuit failure â€”
Ignition Systems. Electronic Ignition â€” primary circuit failure coil 2 â€” Ignition Systems. High
flow unmetered air check for large vacuum leak, inlet hoses etc. Electronic Ignition â€” spout
signal circuit problem â€” Ignition Systems. Transmission Oil Temperature sensor too high â€”
Transmissions. E4OD excessive converter clutch slippage â€” Transmissions. Was brake
depressed after engine ID was received? Exhaust Heat Control heat riser solenoid circuit â€”
Solenoids. ISC needs to learn Let idle for 2 minutes, Erase memory and retest. EI primary circuit
failure â€” ignition coil 4 â€” Ignition Systems. Octane jumper installed information only code to
notify you if it is installed. Memory power PCM pin 1 was interrupted â€” Was battery
disconnected? Aerostar 3. Aerostar 4. Aspire 1. Bronco 5. Contour 2. Crown Victoria 4. Edge 3.
Escape 2. Escort 1. Escort 2. Excursion 5. Excursion 6. Excursion 7. Expedition 4. Expedition 5.
Explorer 4. Explorer 5. Five Hundred 3. Flex 3. Focus 2. Freestar 3. Freestyle 3. F-Series 4.
F-Series 5. F-Series 6. F-Series 7. Fusion 2. Mustang 2. Mustang 3. Mustang 4. Mustang Cobra 4.
Mustang Cobra 5. Mustang GT 4. Probe 2. Ranger 2. Ranger 3. Ranger 4. Taurus 3. Tempo 2.
Tempo 3. Thunderbird 3. Thunderbird 4. Thunderbird 5. Thunderbird SC 3. Windstar 3. If
electrical parts in your vehicle are not working, the system may have been overloaded and
blown a fuse. Before you replace or repair any electrical parts, check the appropriate fuses. The
following charts tell you which fuses protect each electrical part of your vehicle. If a fuse blows,
all the parts of your vehicle that use that circuit will not work. Once you have determined which
fuses to check, follow the procedures under Checking and Replacing Fuses further down this
page. The power distribution box is located in the engine compartment on the drivers side near
the fender. Find the fuse panel, which is located in the left end of the instrument panel. The
power distribution box described earlier in this section is found in the engine compartment,
mounted on a bracket attached to the drivers side fender apron. To access the fuse panel,
remove the fuse panel cover by inserting your finger in the divot and pulling on the cover. The
underside of the cover contains four spare fuses. A fuse pulling tool is located in the lower right
corner of the fuse panel in case you need to replace a blown fuse. On the fuse panel cover, find
the number of the fuse you want to check. The diagram on the cover tells you where to locate
the fuse on the panel. Check the fuse to see if it is blown. Look through the clear side of the
fuse to see if the metal wire inside is separated. If it is, the fuse is blown and should be
replaced. Another method for testing fuses is to use a Bussmann fuse tester. You simply adjust
the prong width on the tester to line up with the bare metal spots on the end of the fuse, and
then watch for the indicator light to glow signaling that the fuse is good. Using a fuse with a
higher amperage rating can cause severe wire damage and could start a fire. Even after you
replace a fuse, it will continue to blow if you do not find what caused the overload. If the fuse
continues to blow, have your electrical system checked. More Articles:. Quick Links. Table of
Contents. Automobile Ford Ranger Owner's Manual pages. Summary of Contents for Ford
Ranger Page 1 Ford may change the contents without notice and without incurring obligation.
Page 5: Introduction â€” Special handling may apply for service or vehicle end of life disposal.
See Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle, the greater the safety and pleasure you will
derive from driving it. Page 6 Do not add friction modifier compounds or special break-in oils
since these additives may prevent piston ring seating. See Engine oil in the Maintenance and
Specifications chapter for more information on oil usage. To access this information, special
equipment must be directly connected to the recording modules. Ford Motor Company and Ford
of Canada do not access event data recorder information without obtaining consent, Page 9
Your vehicle is not equipped with a snowplowing package. Using your vehicle as an ambulance
Do not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Cell phone use The use of Mobile Communications Equipment has
become increasingly important in the conduct of business and personal affairs. Features or
equipment listed as standard may be different on units built for Export. Normal braking is still
functional unless the brake warning light also is illuminated. Stop the vehicle as soon as
possible , switch off the engine and let cool. Refer to Engine coolant in the Maintenance and
Specifications chapter. Refer to the Driving chapter for more information. To toggle between trip
and odometer, press and release the control. Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. Ford strongly recommends that drivers use
extreme caution when using any device that may take their focus off the road. The drivers
primary responsibility is the safe operation of their vehicle. To tune a preset station, press the
desired memory preset. Page 23 You can save up to 20 songs. If there are less than six strong

stations, the system will store the last one in the remaining presets. Press and hold to hear a
brief sampling of the next channels. Press and hold again to stop Page 29 Categories Pop,
Rock, News, etc. Press SEEK or preset 6 when the desired category appears in the display. In
MP3 directory mode, press to play the tracks within the current directory in random order. Press
and hold LOAD to autoload up to six discs. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Do
not use any irregular shaped CDs or discs with a scratch protection film attached. Ford Motor
Company shall not be responsible for any such programming changes. Page 39 The system is
working properly. The system is working properly. Do not place objects on top of the instrument
panel as these objects may become projectiles in a collision or sudden stop. High beams Push
the lever toward the instrument panel to activate. Pull the lever towards you to deactivate. Move
the control to the full upright position, past detent, to turn on the interior lamps. Locate the
horizontal adjuster for each headlamp. Turn it clockwise or counterclockwise, to place the left
edge of the high intensity area even with the vertical line corresponding to the headlamp under
adjustment. The correct bulbs will not damage the lamp assembly or void the lamp assembly
warranty and will provide quality bulb burn time. Replacing the interior bulbs Check the
operation of all bulbs frequently. Replacing exterior bulbs Check the operation of all the bulbs
frequently. The oil from your hand could cause the bulb to break the next time the headlamps
are operated. Install the new bulb s in reverse order. Carefully pull bulb straight out of socket
and push in the new bulb. Install the bulb socket in lamp assembly by turning clockwise. Install
the new bulb in reverse order. Make sure the headlamp switch is in the OFF position and
remove the bulb socket from the fog lamp by turning counterclockwise. Disconnect the
electrical connector. Twist the socket counterclockwise and remove. Carefully pull the bulb
straight out of the socket. In freezing weather, be sure the wiper blades are not frozen to the
windshield before operating the wipers. Improper use of the power outlet can cause damage not
covered by your warranty. Improper use of the lighter can cause damage not covered by your
warranty. Do not adjust the mirror while the vehicle is in motion. Do not use the speed control in
heavy traffic or on roads that are winding, slippery or unpaved. Disengaging the speed control
will not erase previous set speed. Note: When you use the clutch pedal to disengage the speed
control, the engine speed may briefly increase, this is normal. Lower tailgate. Pull the lever on
each side of the bed extender to release it from the pickup box. Lift the bed extender over onto
the tailgate. To install the bed extender, follow the removal procedure in reverse order. Press
again or turn the ignition to the 4 ON position to deactivate, or wait for the alarm to timeout in 3
minutes. Snap the two halves back together. Note: Replacement of the battery will not cause the
remote transmitter to become deprogrammed from your vehicle. The remote transmitter should
operate normally after battery replacement. The doors will lock, then unlock, to confirm that the
programming mode has been exited. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. To program additional new unprogrammed key s , repeat this
procedure from Step 1 for each additional key. Refer to Front passenger sensing system section
for additional details. Failure to follow these instructions may interfere with the front passenger
seat sensing system. Do not install a child seat in the center facing jump seats as there are no
child restraints recommended for use in this seating position. Refer to Safety belt usage
sensors later in this chapter. Unless serviced, the system may not function properly in the event
of a collision. Do not attempt to open the rear door when the rear safety belt is buckled as
damage to the belt may occur. Refer to Safety restraints for children or Safety seats for children
later in this chapter. In addition, all safety belts should be checked for proper function. Adjust
the height of the shoulder belt so the belt rests across the middle of your shoulder. All safety
belt assemblies, including retractors, buckles, front safety belt buckle assemblies, buckle
support assemblies slide bar-if equipped , shoulder belt height adjusters if equipped , shoulder
belt guide on seatback if Ranger ran Owners Guide postfmt USA fus Page 83 Seating and Safety
Restraints equipped , child safety seat tether anchors, and attaching hardware, should be
inspected after a collision. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. However, if the collision was minor and an
authorized dealer finds that the belts do not show damage and continue to operate properly,
they do not need to be replaced. See your authorized dealer. To reduce the risk of injury, make
sure children sit where they can be properly restrained. Several airbag system components get
hot after inflation. Do not touch them after inflation. Page Child Restraints Moving the child
closer to the center of the vehicle may help provide a good shoulder belt fit. Do not leave
children, unreliable adults, or pets unattended in your vehicle. Booster seats position a child so
that safety belts fit better. They lift the child up so that the lap belt rests low across the hips and

the knees bend comfortably. Install the child safety seat in a seating position with a tether
anchor. For more information on top tether straps, refer to Attaching child safety seats with
tether straps. Page 6. Allow the belt to retract. The belt will click as it retracts to indicate it is in
the automatic locking mode. The tether anchors in your vehicle are located on the back of the
front seat cushion. Position the child safety seat on the front seat cushion. Route the child
safety seat tether strap over the back of the seat. Locate the correct anchor for the selected
seating position. The tether anchor is located on the rear lower portion of the passenger seat.
Clip the tether strap to the anchor. If the safety seat is not anchored properly, the risk of a child
being injured in a collision greatly increases. This increases traction which may enable you to
safely drive over terrain and road conditions that a conventional two-wheel drive vehicle cannot.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. Page The temperature grade for this tire is established for a tire that
is properly inflated and not overloaded. Excessive speed, underinflation, or excessive loading,
either separately or in combination, can cause heat buildup and possible tire failure. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than
a stick-type tire pressure gauge. Visually inspect the tires to make sure there are no nails or
other objects embedded that could poke a hole in the tire and cause an air leak. Check the
sidewalls to make sure there are no gouges, cuts or bulges. Tires can be damaged during
off-road use, so inspection after off-road use is also recommended. Tire replacement
requirements Your vehicle is equipped with tires designed to provide a safe ride and handling
capability. Page The tire pressure sensors mounted in the wheels originally installed on your
vehicle are not designed to be used in aftermarket wheels. Page Sometimes irregular tire wear
can be corrected by rotating the tires. Note: If your tires show uneven wear ask an authorized
dealer to check for and correct any wheel misalignment, tire imbalance or mechanical problem
involved before tire rotation. The next two numbers or letters are the plant code designating
where it was manufactured, the next two are the tire size code and the last four Ranger ran
Owners Guide postfmt USA fus Page The cold inflation pressure should never be set lower than
the recommended pressure on the vehicle label. The tire suppliers may have additional
markings, notes or warnings such as standard load, radial tubeless, etc. Maximum Load Single
lb. Refer to the payload description and graphic in the Vehicle loading â€” with and without a
trailer section. Always check the TPMS malfunction telltale after replacing one or more tires or
wheels on your vehicle to ensure that the replacement or alternate tires and wheels allow the
TPMS to continue to function properly. If any tire is under-inflated, carefully drive the vehicle to
the nearest location where air can be added to the tires. Inflate all the tires to the recommended
inflation pressure. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page Overloading or improperly loading your vehicle
can contribute to loss of vehicle control and vehicle rollover. Measuring the inside of the vehicle
with the rear seat folded down, you have room for lb. Inspect these components carefully after
any towing operation. Certain states require electric trailer brakes for trailers over a specified
weight. The Ranger vehicle electrical system is not equipped to accommodate electric trailer
brakes. This will also assist in transmission cooling. For additional information, refer to the
Driving with a 5â€”speed automatic transmission section in the Driving chapter. Note: This
system meets all Canadian Interference-Causing Equipment standard requirements regulating
the impulse electrical field strength of radio noise. Make sure all occupants buckle their safety
belts. For more information on safety belts and their proper usage, refer to the Seating and
Safety Restraints chapter. Make sure the headlamps and electrical accessories are off. The ABS
will be activated immediately, allowing you to retain steering control during hard braking and on
slippery surfaces. However, the ABS does not decrease stopping distance. Turn the ignition to
the LOCK position and remove the key whenever you leave your vehicle. Always come to a
complete stop before shifting into and out of R Reverse. These actions will reduce the life of the
clutch. Parking your vehicle 1. Apply the brake and shift into the neutral position. Fully apply
the parking brake, then shift into 1 First. This is normal and should be no reason for concern.
The tires may fail and injure a passenger or bystander. Information on transfer case
maintenance can be found in the Maintenance and Specifications chapter. You should become
thoroughly familiar with this information before you operate your vehicle. If the transmission,
transfer case or front axle are submerged in water, their fluids should be checked and changed,
if necessary. Page Never drive with chains on the front tires of 4WD vehicles without also
putting them on the rear tires. This could cause the rear to slide and swing around during
braking. This program is separate from the New Vehicle Limited Warranty. Page 1â€”â€”â€”;

Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require roadside
assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount for towing to the nearest dealership within 35
miles. To obtain reimbursement information, U. Page Fuel Pump Shut-Off Switch This device
stops the electric fuel pump from sending fuel to the engine when your vehicle has had a
substantial jolt. After an accident, if the engine cranks but does not start, this switch may have
been activated. Using a fuse with a higher amperage rating can cause severe wire damage and
could start a fire. Always disconnect the battery before servicing high current fuses. Replace
the spare tire with a road tire as soon as possible. If the dissimilar spare tire or wheel is
damaged, it should be replaced rather than repaired. Assemble the jack handle to the lug
wrench as shown in the illustrations. To assemble, slide parts together. To disconnect, depress
button and pull apart. Turn the handle counterclockwise until tire is lowered to the ground and
the cable is slightly slack. Pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. Block the diagonally opposite wheel. The jack is only
meant for changing the tire. Failure to properly stow the spare tire may result in failure of the
winch cable and loss of the spare tire. Use only Ford recommended replacement fasteners.
When a wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that
contacts the wheel. Page Jump Starting Ensure that vent caps are tight and level. Turn the
heater fan on in both vehicles to protect from any electrical surges. Turn all other accessories
off. Start the engine of the booster vehicle and run the engine at moderately increased speed.
Start the engine of the disabled vehicle. Remove the jumper cable from the ground metal
surface. Note: In the illustrations, lightning bolts are used to designate the assisting boosting
battery. After the disabled vehicle has been started and the jumper cables removed, allow it to
idle for several minutes so the engine computer can relearn its idle conditions. Do not tow with
a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. On 4x2
vehicles, it is acceptable to tow the vehicle with the front wheels on the ground and the rear
wheels off the ground. Away from home If you own a Ford or Mercury vehicle and are away from
home when your vehicle needs service, or if you need more help than the authorized dealer
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle
and are away from home when your vehicle needs service, or if you need more help than the
authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states.
Page You are not bound by the decision but may choose to accept it. If the arbitrator has
decided in Page Customer Assistance If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this
information is subject to change, please ask your authorized dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting
Safety Defects U. These quality products have been specifically engineered to fulfill your
automotive needs; Set the parking brake and shift to P Park. Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in N Neutral. Go to the front of the vehicle and
release the auxiliary latch that is located under the front center of the hood. Lift the hood and
support it with the prop rod. Transmission fluid dipstick automatic transmission 5. Engine oil
filler cap 6. Brake fluid reservoir 7. Power distribution box 8. Clutch fluid reservoir manual
transmission 9. Battery Power steering fluid reservoir Automatic transmission fluid dipstick if
equipped 5. Engine oil dipstick 6. Clutch fluid reservoir if equipped 9. Engine oil dipstick 5.
Brake fluid reservoir 6. Power distribution box 7. Clutch fluid reservoir if equipped 8. Battery 9.
Air filter assembly Turn the engine off and wait a few minutes for the oil to drain into the oil pan.
Set the parking brake and ensure the gearshift is securely latched in P Park automatic
transmission or 1 First manual transmission. Open the hood. Protect yourself from engine heat.
Locate and carefully remove the engine oil level dipstick. Some oil must be removed from the
engine by an authorized dealer. Put the dipstick back in and ensure it is fully seated. Page
Change your engine oil according to the appropriate schedule listed in the scheduled
maintenance information. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
Battery Maintenance and Specifications Ford production and aftermarket Motorcraft oil filters
are designed for added engine protection and long life. Page Recycled engine coolant Ford
Motor Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling

process is not yet available. Page Replace the fuel filter with an authorized Motorcraft part. The
customer warranty may be void for any damage to the fuel system if an authorized Motorcraft
fuel filter is not used. Inhaling too much fuel vapor of any kind can lead to eye and respiratory
tract irritation. In severe cases, excessive or prolonged breathing of fuel vapor can cause
serious illness and permanent injury. On restarting, cranking time will take a few seconds
longer than normal. Page 2. Poor fuel quality or water in the fuelâ€”the engine may misfire or
run poorly. The fuel cap may not have been securely tightened. See Fuel filler cap in this
chapter. Driving through deep waterâ€”the electrical system may be wet. Refer to Maintenance
product specifications and capacities in this chapter for the proper fluid type. Use only a DOT 3
brake fluid designed to meet Ford specifications. Refer to Maintenance product specifications
and capacities in this chapter. Carefully read cautionary information on product label. Page Add
enough fluid through the filler opening so that the fluid level is at the bottom of the opening.
Install and tighten the fill plug securely. Refer to the Maintenance product specifications and
capacities section in this chapt
1998 toyota corolla radio fuse
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er. Clean the filler plug. Remove the filler plug and inspect the fluid level. Page Note: Failure to
use the correct air filter element may result in severe engine damage. The customer warranty
may be void for any damage to the engine if the correct air filter element is not used. Replace
the PCV valve with one that meets Ford material and design specifications for your vehicle,
such as a Motorcraft or equivalent replacement part. The customer warranty may be void for
any damage to the emissions system if such a PCV valve is not used. The following table tells
you which transmission or transaxle each code represents. These quality accessories have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. This manual is also suitable
for: Ranger. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

