2003 ford explorer manual

Do you have a question about the Ford Explorer Sport Trac or do you need help? Ask your
question here. Provide a clear and comprehensive description of the issue and your question.
The more detail you provide for your issue and question, the easier it will be for other Ford
Explorer Sport Trac owners to properly answer your question. View the manual for the Ford
Explorer Sport Trac here, for free. This manual comes under the category Cars and has been
rated by 1 people with an average of a 8. This manual is available in the following languages:
Engels. Below, you will find the most frequently asked questions about the Ford Explorer Sport
Trac Is your question not listed? We use cookies to ensure that we give you the best experience
on our website. If you continue to use this site we will assume that you are happy with it.
Introduction 4. Instrument Cluster W arning and control lights Entertainment Systems Rear seat
controls Climate Controls Manual heating and air conditioning Driver Controls Power windows
Speed control Cruise control Locks and Security Anti-theft system T able of Contents. Ask a
question. Minerva, No comments 0. Can a bad EGr valve cause my truck not to crank over.
Answer this question Send. Where do I add brake fluid? Frank Goletz, No comments 0. Keyless
entry. About the Ford Explorer Sport Trac Ford Explorer Sport Trac specifications. Related
product manuals. How do I convert miles into kilometres? The location of the VIN number of the
car differs per brand and type of car. The code may be stamped on the frame of the car or
mounted on a plate. What is a VIN number? The VIN number of a car is an identification number
unique to each car. When does my Ford need maintenance? Regular maintenance is necessary
for every car. How often the car needs maintenance and what exactly needs to be done can be
found in the maintenance instructions. For major periodic service, this should generally be
done every 2 years or after 30, kilometres. When should I change the brake fluid of my Ford? It
is recommended to change the brake fluid every two years. What is the difference between E10
and E5 petrol? E10 petrol consists of up to ten per cent ethanol while E5 petrol will contain less
than five per cent ethanol. As a result, the percentage of E10 petrol is lower than that of E5
petrol, making it less bad for the environment. One or more doors won't open from the inside.
Now what? The lock is most likely set to the child safety lock so it cannot be opened from the
inside. How to unset the child safety lock differs per brand and type. My car radio does not turn
on, now what? If your car radio does not turn on, it will not receive any power. Check that the
red wire is connected to the contact power supply and the yellow wire to the constant power
supply. Read more. Visually inspect for obvious signs of mechanical and electrical damage.
Refer to the following chart:. If an obvious cause for an observed or reported concern is found,
correct the cause if possible before proceeding to the next step. If the concern is not visually
evident, determine the symptom. GO to. Single power window is inoperative â€” driver front
window. Single power window is inoperative â€” passenger front. Single power window is
inoperative â€” driver rear window. Single power window is inoperative â€” passenger rear
window. The one touch down feature is inoperative â€” driver window. The back window
defroster will not shut off automatically. REFER to. Ford motor company automobile quick
reference guide 2 pages. Ford motor company ford taurus owner's guide pages. Refer to Wiring
Diagrams Cell for schematic and connector information. Greater than 10 volts when passenger
front window control switch is depressed in the UP position with the key ON. The driver window
control switch is grounded through circuit BK. Possible Causes Fuses. TEST the system for
normal operation. Is the resistance less than 5 ohms? GO to J4. The window should operate in
the up direction. Does the window operate correctly? GO to K4. The window should operate in
the upward direction. GO to L2. Ignition ON. GO to M2. Measure the voltage between rear
window defrost relay socket pin 85 and pin 30 harness side and ground. Is the voltage greater
than 10 volts? This manual is also suitable for: Mountaneer Mountaineer Print page 1 Print
document 17 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. See also: Workshop Manual ,
Owner's Manual. Instrument Cluster. Entertainment Systems. Climate Controls. Manual heating
and air conditioning. Electronic automatic temperature control. Driver Controls. Power
windows. Speed control. Message center. Locks and Security. Anti-theft system. Ford motor
company automobile quick reference guide 2 pages. Ford motor company ford taurus owner's
guide pages. Page 3 Ford Motor Company. Ford may change the contents without notice and
without incurring obligation. Page 4: Introduction State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. Page 6 This
information may be stored during regular operation or in a crash or near crash event. Page 7
Using your vehicle as an ambulance Do not use this vehicle as an ambulance. Your vehicle is
not equipped with the Ford Ambulance Preparation Package. Page 8: Vehicle Symbol Glossary

Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. If the light is blinking,
engine misfire is occurring which could damage your catalytic converter. Drive in a moderate
fashion avoid heavy acceleration and deceleration and have your vehicle serviced immediately.
Page 12 Instrument Cluster Air bag readiness: If this light fails to illuminate when ignition is
turned to ON, continues to flash or remains on, have the system serviced immediately. A chime
will also sound when a malfunction in the supplemental restraint system has been detected. If
the light remains on, have the system serviced immediately. Four wheel drive low if equipped :
Illuminates when four-wheel drive low is engaged. Page 15 Instrument Cluster Engine coolant
temperature gauge: Indicates engine coolant temperature. If it enters the red section, the engine
is overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Page 16 Instrument Cluster Tachometer: Indicates the engine speed in revolutions
per minute. Driving with your tachometer pointer continuously at the top of the scale may
damage the engine. Battery voltage gauge: Indicates the battery voltage when the ignition is in
the ON position. If the pointer moves and stays outside the normal operating range as indicated
by arrows , have the Page 18 Entertainment Systems 1. Seek: Works in radio ro CD mode. Page
19 Entertainment Systems 6. Page 20 Entertainment Systems CD: Press to select CD mode.
Page 21 Entertainment Systems Disc tune: Radio: Press to manually tune down or up the radio
frequency band. CD: Press to select the previous track or to select the next track on the CD.
Page 22 Entertainment Systems 3. Cassette door: Insert the cassette with the opening to the
right. The radio will resume playing. Tape: Press to start tape play. Page 23 Entertainment
Systems Page 24 Entertainment Systems Tune: Works in radio mode only. Page 26 Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection
film attached, and CDs with homemade paper adhesive labels should not be inserted into the
CD player. Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. See the following for a brief
description on each control. Select 2. Modulate the temperature control to maintain comfort. Set
the fan speed to HI 5. Direct the outer instrument panel vents towards the side windows To
increase airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. Page 29 Climate Controls 3. Passenger side temperature control: Controls the
temperature on the passenger side of the vehicle when in dual zone mode. To enter dual zone,
press the passenger temperature control or DUAL. The passenger temperature will appear in
the display. Page 30 Climate Controls Manual override controls: Allows you to manually
determine where airflow is directed. To return to fully automatic control, press AUTO. Fan
Speed: Used to manually enable or disable the fan speed. Page 32 Climate Controls 3. Fan
control: Determines fan speed levels. Turn to REAR to give rear seat passengers control of the
rear auxiliary controls. Otherwise, the front controls will determine the settings for the entire
vehicle cabin. If set to OFF, the front and rear auxiliary controls will not function. Rear auxiliary
controls if equipped : Once the front auxiliary control is set to REAR, the rear seat passengers
may use the rear auxiliary controls in the overhead console to make the Press the rear defroster
control to clear the rear window of thin ice and fog. The ignition must be in the ON position to
operate the rear window defroster. Turns on the parking lamps, instrument panel lamps, license
plate lamps and tail lamps. Turns the headlamps on. Autolamp delay system The autolamp
system sets the headlamps to turn on and off automatically. Page 35 Lights Always remember
to turn on your headlamps at dusk or during inclement weather. The Daytime Running Light
DRL System does not activate your tail lamps and generally may not provide adequate lighting
during these conditions. Failure to activate your headlamps under these conditions may result
in a collision. Page 36 Lights Move the control to the full down position past detent to prevent
interior lamps from illuminating when the doors are opened. If your vehicle is involved in an
accident or if you have problems fixing the alignment of your headlamps, have them checked by
a qualified service technician. Page 37 Lights 5. Locate the vertical adjuster for each headlamp.
Adjust the aim by turning the adjuster control either clockwise to adjust down or
counterclockwise to adjust up. Note: Use a 4 mm socket or box wrench to turn the vertical
adjuster control. Page 38 Lights NOTE: If your vehicle is equipped with the Remote Keyless
Entry feature, the courtesy lamp will remain on for 25 seconds after the door is shut or until the
ignition is turned to the ON position. Turn off the headlamps and open the hood. Pry up the two
retainer pins until they stop to release the headlamps assembly from the vehicle, then pull
headlamp forward. Turn off the headlamp switch to off. Remove headlamp screw from the bulb
assembly. Disengage lamp assembly. Rotate the bulb socket counterclockwise and remove it
from the lamp assembly. Page 42 Lights Replacing foglamp bulbs 1. Make sure the headlamp
switch is in the OFF position and then remove the plastic splash shield, by removing the two

screws on the front of the fenderwell. Remove the bulb socket from the foglamp by turning it
counterclockwise. Speed dependent wipers: When the wiper control is on, the speed of the
wipers will automatically adjust with the vehicle speed. Page 44 Driver Controls Changing the
wiper blades 1. Pull the wiper arm away from the vehicle. Turn the blade at an angle from the
wiper arm. Push the lock pin manually to release the blade and pull the wiper blade down
toward the windshield to remove it from the arm. Page 48 Driver Controls Illuminated visor
mirror if equipped Lift the mirror cover to turn on the visor mirror lamps. Do not hang any type
of accessory or accessory bracket from the plug. Improper use of the power outlet can cause
damage not covered by your warranty. Press and hold the bottom part of the rocker switch to
open the window. Press and hold the top part of the rocker switch to close the window. To
adjust your mirrors: 1. Rotate the control clockwise to adjust the right mirror and rotate the
control counterclockwise to adjust the left mirror. Press and hold the rocker control to adjust
accelerator and brake pedal toward you or away from you. Page 52 Driver Controls 3. Take your
foot off the accelerator pedal. The indicator light on the instrument cluster will turn on. This will
not erase your vehicles previously set speed. Note: When you turn off the speed control or the
ignition, your speed control set speed memory is erased. To open the moon roof: The moon
roof is equipped with an automatic, one-touch, express opening feature. Page 57 Driver
Controls Do not let children play with the moon roof. They may seriously hurt themselves. Page
58 Driver Controls 1. Press and hold the two outside buttons releasing only when the red light
begins to flash after 20 seconds. Do not repeat step one to program additional hand-held
transmitters to the remaining two HomeLink buttons. This will erase previously programmed
hand-held transmitter signals into HomeLink. Page 59 Driver Controls Note: There are 30
seconds in which to initiate step eight. Return to the vehicle and firmly press, hold for two
seconds and release the HomeLink button. Activation will now occur for the trained product
garage door, gate operator, security system, entry door lock, or home or office lighting etc. For
convenience, the hand-held transmitter of the device may also be used at any time. To turn the
display off or change the display from English to metric see your dealer. Page 62 Driver
Controls 3. Locate compass sensor mounted at base of mirror. Press the button on the top of
the compass module until ZONE appears in the instrument cluster display. Release pressure on
the button and then slowly press it down again. You may select display features on the
message center for a display of status preceded by a brief indicator chime. Page 64 Driver
Controls Compass display The compass reading may be affected when you drive near large
buildings, bridges, power lines and powerful broadcast antenna. Magnetic or metallic objects
placed in, on or near the vehicle may also affect compass accuracy. Usually, when something
affects the compass readings, the compass will correct itself after a few days of operating your
vehicle in normal conditions. Page 65 Driver Controls 6. Press the SETUP control repeatedly
until the correct zone setting for your geographic location is displayed on the message center.
Page 66 Driver Controls Average fuel economy for FFV-equipped vehicles Upon refueling, your
vehicle must determine the percentage of Ethanol in the fuel. The correct fuel economy will
appear within approximately five miles of driving. Page 68 Driver Controls Language 1. Page 69
Driver Controls The sequence of the system check report and how it appears in the message
center is as follows: 1. Page 70 Driver Controls Warning display Status Warning-tire very low if
Warning returns every minute equipped Check engine temperature Warning returns after 10
minutes Transmission overheated Check transmission Low fuel level Check fuel cap Check
charging system Low brake fluid level Low oil pressure Check tire pressure if Warning returns
after the ignition key equipped Page 71 Driver Controls cool. Refer to Transmission fluid in the
Maintenance and specifications chapter. If the warning stays on or continues to come on,
contact your dealer for transmission service as soon as possible. Indicates the transmission is
not operating properly. Indicates the washer fluid reservoir is less than one quarter full. Check
the washer fluid level. Refer to Windshield washer fluid in the Maintenance and specifications
chapter. Displayed when the AdvanceTrac system is not operating properly. Page 73 Driver
Controls 3. Your oil life is now reset. Page 75 Driver Controls To lock the liftgate and the liftgate
window, use the power door locks or press the door lock switch on the left side of the cargo
area. To manually lock or unlock the liftgate, move the button located below the window down
or up. Page 76 Driver Controls Cargo management system The cargo management system
consists of storage compartments located in the floor of the rear cargo area. To open, lift the
release handle and the lid. To close, lower the lid, lift the release handle and press down on the
lid. Page 77 Driver Controls To adjust cross-bar position if equipped : 1. Loosen the
thumbwheel at both ends of the cross-bar both cross-bars are adjustable. Slide the cross-bar to
the desired location. Tighten the thumbwheel at both ends of the cross-bar. Vehicles with a
higher center of gravity such as utility and four-wheel drive vehicles handle differently than
vehicles with a lower center of gravity. Always carry a spare key with you in case of an

emergency. Your keys are programmed to your vehicle; using a non-programmed key will not
permit your vehicle to start. If you lose your dealer supplied keys, replacement keys are
available through your authorized dealer. The childproof locks are located on rear edge of each
rear door and must be set separately for each door. Page 80 Locks and Security If there is any
potential remote keyless entry problem with your vehicle, ensure ALL remote entry transmitters
are brought to the dealership, to aid in troubleshooting. Unlocking the doors 1. Note: The
interior lamps will illuminate. Page 81 Locks and Security Memory seat feature if equipped The
remote entry system can also control the memory seat feature. Press to automatically move the
seat to the desired memory position the seat position corresponds to the transmitter being
used. Activating the memory seat feature To activate this feature: 1. Page 82 Locks and Security
To replace the battery: 1. Twist a thin coin between the two halves of the remote entry
transmitter near the key ring. Remove the old battery. Page 83 Locks and Security 4. Note: The
eighth turn must end in the 3 ON position. The doors will lock, then unlock, to confirm that the
programming mode has been activated. Page 85 Locks and Security 2. This must be done within
five seconds of completing step 1. This must be done within five seconds of completing step 2.
Use of these systems may result in vehicle starting problems and a loss of security protection.
Note: Large metallic objects, electronic devices that are used to purchase gasoline or similar
items, or a second coded key on the same key chain may cause vehicle starting issues. Page 87
Locks and Security engine. If a problem occurs, turn the ignition off, remove all objects on the
key chain away from the coded key and restart the engine. Theft indicator The theft indicator is
located on top of the instrument panel. Page 88 Locks and Security Programming spare keys
You can program your own coded keys to your vehicle. Please read and understand the entire
procedure before you begin. Page 89 Locks and Security 9. Remove the newly programmed
coded key from the ignition. Do not pile cargo higher than the seatbacks to reduce the risk of
injury in a collision or sudden stop. Page 93 Seating and Safety Restraints Push control to lower
head restraint. Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. Lift handle to move seat forward or backward. Page 94 Seating and Safety
Restraints Adjusting the front power seat if equipped The control is located on the outboard
side of the seat cushion. Press front to raise or lower the front portion of the seat cushion.
Press rear to raise or lower the rear portion of the seat cushion. The memory seat control is
located on the driver door. Page 96 Seating and Safety Restraints Using the manual lumbar
support For more lumbar support, turn the lumbar support control toward the front of vehicle.
For less lumbar support, turn the lumbar support control toward the rear of vehicle. Press the
lower release control downward to unlatch the seatback. Page 98 Seating and Safety Restraints
For assistance, refer to the label located on the lower position of the opening. Locate handle on
the side of the seat cushion by the door. Push the handle up and push the seatback toward the
front of the vehicle. Page 99 Seating and Safety Restraints 3. To return the seat to a seating
position, flip the seat into the upright position. Make sure the seat is latched to the floor. To exit
the 3rd row seat, pull the red access control lever up releasing the seat from the floor and rotate
the seat up towards the front seat. Locate the lever on the side of the seatback. Pull the lever up
and push the seatback toward the front of the vehicle. Press down on the top outboard area of
the seatback until a click is heard. Page Seating and Safety Restraints To put seat in stowed
position: 1. Pull the seat release lever located on top of the seatback while pushing the seatback
down onto the seat cushion. The seatback will latch into place. Push the closeout panel forward
over the space between the seats. Pull the seat release lever located on top of the seatback
while lifting the seatback into the upright position. The third row seat is equipped with
combination lap and shoulder belts in both seating positions. The fact that the pretensioners or
air bags did not activate for both front seat occupants in a collision does not mean that
something is wrong with the system. Page Seating and Safety Restraints effectiveness of the
safety belts and helps properly position the occupant relative to the air bag to improve
protection. The safety belt pretensioners can be either activated alone or, if the collision is of
sufficient severity, together with the air bags. Front safety belt energy management retractors
The front safety belt energy management retractors allow webbing to be pulled out of the
retractor in a gradual and controlled manner in Page Seating and Safety Restraints Never let a
passenger hold a child on his or her lap while the vehicle is moving. The passenger cannot
protect the child from injury in a collision. All occupants of the vehicle, including the driver,
should always properly wear their safety belts, even when an air bag SRS is provided. Page
Seating and Safety Restraints All safety restraints in the vehicle are combination lap and
shoulder belts. All of the passenger combination lap and shoulder belts have two types of
locking modes described below: Vehicle sensitive mode This is the normal retractor mode,
which allows free shoulder belt length adjustment to your movements and locking in response
to vehicle movement. As the belt retracts, you will hear a clicking sound. This indicates the

safety belt is now in the automatic locking mode. Page Seating and Safety Restraints When the
Safety Canopy system or the front airbags are activated, the safety belt pretensioners for the
driver and right front passenger seating positions will be activated when the respective seatbelt
is properly buckled. Page Seating and Safety Restraints Do not use extensions to change the fit
of the shoulder belt across the torso. Safety belt warning light and indicator chime The safety
belt warning light illuminates in the instrument cluster and a chime sounds to remind the
occupants to fasten their safety belts. Conditions of operation If Page Seating and Safety
Restraints If Page Seating and Safety Restraints Reasons given BeltMinder reminds us to take a
few seconds to buckle up. Page Seating and Safety Restraints One time disable Any time the
safety belt is buckled and then unbuckled during an ignition ON cycle, the BeltMinder will be
disabled for that ignition cycle only. Page if equipped , shoulder belt guide on seatback if
equipped , child safety seat LATCH and tether anchors, and attaching hardware, should be
inspected after a collision. Ford Motor Company recommends that all safety belt assemblies
used in vehicles involved in a collision be replaced. Page Do not attempt to service, repair, or
modify the air bag supplemental restraint systems or its fuses. See your Ford or Lincoln
Mercury dealer. Modifications to the front end of the vehicle, including frame, Page Seating and
Safety Restraints Children and air bags Children must always be properly restrained. Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in the front seating position. Failure to follow these instructions may increase the risk of
injury in a collision. Page Seating and Safety Restraints The air bags inflate and deflate rapidly
upon activation. After air bag deployment, it is normal to notice a smoke-like, powdery residue
or smell the burnt propellant. This may consist of cornstarch, talcum powder to lubricate the
bag or sodium compounds e. Refer to Safety canopy system later in this chapter. Page Do not
attempt to service, repair, or modify the Safety Canopy system, its fuses, the A, B, or C pillar
trim, or the headliner on a vehicle containing a Safety Canopy. All occupants of the vehicle
including the driver should always The design and development of the Safety Canopy system
included recommended testing procedures that were developed by a group of automotive safety
experts known as the Side Airbag Technical Working Group. Page Seating and Safety Restraints
The Safety Canopy is mounted to the roof side-rail sheet metal, behind the headliner, above the
first and second row seats. In certain lateral collisions or rollover events, the Safety Canopy
system will be activated, regardless of which seats are occupied. The Safety Canopy designed
to inflate between the side window area and occupants to further enhance protection provided
in side impact collisions and rollover events. The tone pattern will repeat periodically until the
problem and light are repaired. If any of these things happen, even intermittently, have the SRS
serviced at your dealership or by a qualified technician immediately. Unless serviced, the
system may not function properly in the event of a collision or rollover event. Page To improve
the fit of both the lap and shoulder belt on children who have outgrown child safety seats, Ford
Motor Company recommends use of a belt-positioning booster. Booster seats position a child
so that safety belts fit better. They lift the child up so that the lap belt rests low across the hips
and the knees bend comfortably. Page Seating and Safety Restraints Follow all instructions
provided by the manufacturer of the booster seat. Never use pillows, books, or towels to boost
a child. Page passenger side front and outboard rear seating positions if equipped section in
this chapter. Ford recommends the use of a child safety seat having a top tether strap. Install
the child safety seat in a seating position with a tether anchor. Page Seating and Safety
Restraints Installing child safety seats with combination lap and shoulder belts Air bags can kill
or injure a child in a child seat. NEVER place a rear-facing child seat in front of an active air bag.
If you must use a forward-facing child seat in the front seat, move the seat all the way back.
Page Seating and Safety Restraints 3. Be sure the belt webbing is not twisted. Insert the belt
tongue into the proper buckle the buckle closest to the direction the tongue is coming from for
that seating position until Page Seating and Safety Restraints 7. Pull the lap belt portion across
the child seat toward the buckle and pull up on the shoulder belt while pushing down with your
knee on the child seat. Allow the safety belt to retract to remove any slack in the belt. Page
Seating and Safety Restraints Attaching child safety seats with tether straps Most new
forward-facing child safety seats include a tether strap which goes over the back of the seat and
hooks to an anchoring point. Tether straps are available as an accessory for many older safety
seats. Contact the manufacturer of your child seat for information about ordering a tether strap.
Locate the correct anchor for the selected rear seating position. When placing a child safety
seat in the 2nd row center seating position of the 5 passenger vehicle, the tether straps may be
attached to either of the tether anchors located at the rear of the cargo area. Page Seating and
Safety Restraints 4. Clip the tether strap to the anchor. If the tether strap is clipped incorrectly,
the child safety seat may not be retained properly in the event of a collision. Refer to the
Installing child safety seats in combination lap and shoulder belt seating positions section of

this chapter for further instructions to secure the child safety seat. In a crash, one anchor may
not be strong enough to hold two child safety seat attachments and may break, causing serious
injury or death. They snap onto the LATCH lower anchors in the seat to help attach a child seat
with rigid attachments. Page Seating and Safety Restraints Each time you use the safety seat,
check that the seat is properly attached to the lower anchors and tether anchor. Try to move the
child seat from side to side. Also try to tug the seat forward. Check to see if the anchors hold
the seat in place. ACC, allows the electrical accessories such as the radio to operate while the
engine is not running. Page Driving Make sure the corresponding lights illuminate or illuminate
briefly. If a light fails to illuminate, have the vehicle serviced. Starting the engine 1. Page Brakes
Driving If the engine fails to start using the preceding instructions flexible fuel vehicles only 1.
When the engine starts, release the key, then gradually release the accelerator pedal as the
engine speeds up. This system helps you maintain steering control during emergency stops by
keeping the brakes from locking. Noise from the ABS pump motor and brake pedal pulsation
may be observed during ABS braking; any pulsations or mechanical noise you may feel or hear
is normal. Always set the parking brake fully and make sure that the gearshift is securely
latched in P Park. The parking brake is not recommended to stop a moving vehicle. Page
Driving to cool down. A limited AdvanceTrac function using only engine power reduction will
still help control the wheels from over-spinning. When the brakes have cooled down, the system
will again function normally. Anti-lock braking is not affected by this condition and will function
normally during the cool-down period. Page Driving Aggressive driving in any road conditions
can cause you to lose control of your vehicle increasing the risk of severe personal injury or
property damage. The occurrence of an AdvanceTrac event is an indication that at least some of
the tires have exceeded their ability to grip the road; Page Transmission Operation Driving
Vehicles with a higher center of gravity such as utility and four-wheel drive vehicles handle
differently than vehicles with a lower center of gravity. Utility and four-wheel drive vehicles are
not designed for cornering at speeds as high as passenger cars any more than low-slung sports
cars are designed to perform satisfactorily under off-road conditions. Page Driving 2. Locate the
access cover plate to the brake-shift interlock override. It is located on the underside of the
steering column. Rotate the access panel counterclockwise with a flat head screw driver until it
is lined up to the access hole in the open position. Page Driving 5. Return the cover plate rotate
clockwise to the closed position. Start the vehicle. Page Driving P Park This position locks the
transmission and prevents the rear wheels from turning. Used for improved traction on slippery
roads. As you move closer to the obstacle, the rate of the tone increases. Under normal
conditions, the limited slip axle functions like a standard rear axle. Not intended for use on dry
pavement. Page Driving 4. Press the desired 4WD position. Page Driving pavement only after
reducing your speed. Do not turn the steering wheel too sharply while returning to the road
surface. You may lose control if you do not slow down or if you turn the steering wheel too
sharply or abruptly. The tires may fail and injure a passenger or bystander. This increases
traction, enabling you to drive over terrain and road conditions that a conventional two-wheel
drive vehicle cannot. Power is supplied to all four wheels through a transfer case. Page Ford
Motor Company joins the U. Page Driving possibly rolling over. Whenever driving on a hill,
determine beforehand the route you will use. Do not drive over the crest of a hill without seeing
what conditions are on the other side. Do not drive in reverse over a hill without the aid of an
observer. When climbing a steep slope or hill, start in a lower gear rather than downshifting to a
lower gear from a Page If you nevertheless decide to equip your 4WD for off-road use with tires
larger than what Ford Motor Company recommends, you should not use these tires for highway
driving. Page Failure to follow tire pressure recommendations can adversely affect the way your
vehicle handles. Do not exceed the Ford Motor Company recommended pressure even if it is
less than the maximum pressure allowed for the tire. Page Driving Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Failure to maintain your vehicle properly may void the
warranty, increase your repair cost, reduce vehicle performance and operational capabilities
and adversely affect driver and passenger safety. Page Driving Maintain steering wheel control
at all times, especially in rough terrain. Since sudden changes in terrain can result in abrupt
steering wheel motion, make sure you grip the steering wheel from the outside. Do not grip the
spokes. Drive cautiously to avoid vehicle damage from concealed objects such as rocks and
stumps. Page Driving If your vehicle gets stuck If your vehicle gets stuck in mud or snow it may
be rocked out by shifting between forward and reverse gears, stopping between shifts, in a
steady pattern. Press lightly on the accelerator in each gear. Do not rock the vehicle if the
engine is not at normal operating temperature or damage to the transmission may occur. Page
Driving Vehicles with a higher center of gravity such as utility and four-wheel drive vehicles
handle differently than vehicles with a lower center of gravity. Page Do not use a size and type

of tire and wheel other than that originally provided by Ford Motor Company because it can
affect the safety and performance of your vehicle, which could lead to loss of vehicle control or
rollover and serious injury. Page Ford Motor Company recommends that caution be used with
any vehicle equipped with a high load or device such as ladder racks or pickup box cover.
Loaded vehicles may handle differently than unloaded vehicles. Extra precautions, such as
slower speeds and increased stopping distance, should be taken when driving a heavily loaded
vehicle. Do not exceed the maximum loads listed on the Safety Compliance Certification label.
Contact your local Ford dealership for assistance in proper trailer tow wiring installation.
Additional electrical equipment may be required. Servicing after towing If you tow a trailer for
long distances, your vehicle will require more frequent service intervals. Refer to your
scheduled maintenance guide for more information. This program is separate from the New
Vehicle Limited Warranty. Page Hazard Flasher Switch Roadside Emergencies Canadian
customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Use the following procedure to reset the fuel pump shut-off switch.
Turn the ignition to the OFF position. Check the fuel system for leaks. Page Roadside
Emergencies Note: Always replace a fuse with one that has the specified amperage rating.
Using a fuse with a higher amperage rating can cause severe wire damage and could start a fire.
To remove a fuse use the fuse puller tool provided on the fuse panel box. Page Roadside
Emergencies Passenger compartment fuse panel top side These relays are located on the
reverse side of the passenger compartment fuse panel. See your dealer or a certified technician
for service of this relay box. Page Roadside Emergencies Power distribution box The power
distribution box is located in the engine compartment. Always disconnect the battery before
servicing high current fuses. To reduce risk of electrical shock, always replace the cover to the
Power Distribution Box before reconnecting the battery or refilling fluid reservoirs. The use of
tire sealants is not recommended and may compromise the integrity of your tires. Page
Roadside Emergencies When one of the rear wheels is off the ground, the transmission alone
will not prevent the vehicle from moving or slipping off the jack, even if the transmission is in P
Park. Note: Passengers should not remain in the vehicle when the vehicle is being jacked. Page
Roadside Emergencies Removing the jack and tools 1. Open liftgate and remove the carpeted
floor lid and jack cover. Turn jack screw eyelet counterclockwise and remove the jack from the
bracket. Remove the tools from the provided bag. Rotate the wrench socket out from the
handle. Page Roadside Emergencies Removing the spare tire Do not use an impact wrench on
the winch drive nut. This will damage the spare tire winch. Open the cover from the carpeting on
cargo floor to expose the winch drive nut. Page Roadside Emergencies 3. Turn the wrench
counterclockwise until the tire is lowered to the ground and the cable has slack. When turning
the wrench, make sure that it does not scuff the kick plate. Slide the tire rearward, lift one side
and remove the retainer from the spare tire. Assemble the jack handle extension on the lug nut
wrench by sliding the square end of the jack handle through the plastic grommet on the lug nut
wrench and into the square hole on the other side. If equipped with a two-piece extension,
assemble the two-piece extension by sliding the two halves Page Roadside Emergencies To
lessen the risk of personal injury, do not put any part of your body under the vehicle while
changing a tire. Do not start the engine when your vehicle is on the jack. The jack is only meant
for changing the tire. The spare tire carrier will not allow you to overtighten. If the spare tire
carrier ratchets or slips with little effort, take the vehicle to your dealer for assistance at your
earliest convenience. Page Roadside Emergencies Preparing your vehicle When the battery is
disconnected or a new battery is installed, the transmission must relearn its shift strategy. This
operation is considered normal and will not affect function or durability of the transmission.
Page Roadside Emergencies 2. Connect the negative - cable to the negative - terminal of the
assisting battery. Make the final connection of the negative - cable to the provided jumpstarting
bolt. Page Roadside Emergencies 4. Page Roadside Emergencies 5. Ensure that the cables are
clear of fan blades, belts, moving parts of both engines, or any fuel delivery system parts. Jump
starting 1. Start the engine of the booster vehicle and run the engine at moderately increased
speed. After the disabled vehicle has been started and the jumper cables removed, allow it to
idle for several minutes so the engine computer can relearn its idle conditions. Page Wrecker
Towing It is recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do
not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure.
Away from home If you own a Ford or Mercury vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealership to help you. Page P. If you did not take advantage of the Ford Extended

Service Plan at the time of purchasing your vehicle, you may still be eligible. Please contact
your dealer for further information. Since this information is subject to The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. Telephone: FAX: If you
are in another foreign country, contact the nearest Ford dealership. If the dealership employees
cannot help you, they can direct you to the nearest Ford affiliate office. If you buy your vehicle
in North America and then relocate outside of the U. Page Reporting Safety Defects U. ENGINE
Engines are more efficient when they are clean because grease and dirt buildup keep the engine
warmer than normal. Page Use only approved products to clean plastic parts. These products
are available from your dealer. These quality products have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Inside the vehicle, pull the hood release handle located under the
bottom left corner of the instrument panel. Page Maintenance and Specifications 2. Go to the
front of the vehicle and release the auxiliary latch that is located under the front center of the
hood. Lift the hood. Engine coolant reservoir 2. Engine oil filler cap 3. Engine oil dipstick 4.
Brake fluid reservoir 5. Power distribution box 6. Battery 7. Power steering fluid reservoir 8.
Page Maintenance and Specifications 4. Engine oil dipstick 3. Brake fluid reservoir 4. Power
distribution box 5. Battery 6. Power steering fluid reservoir 7. Engine oil filler cap 8. Air filter
assembly 9. Windshield washer fluid reservoir Page Add fluid to fill the reservoir if the level is
low. In very cold weather, do not fill the reservoir completely. Refer to Lubricant specifications
in the Capacities and specifications chapter. Make sure the vehicle is on level ground. Turn the
engine off and wait a few minutes for the oil to drain into the oil pan. Wipe the indicator clean.
Insert the indicator fully, then remove it again. Some oil must be removed from the engine by a
service technician. Put the indicator back in and ensure it is fully seated. Adding engine oil 1.
Page Ford production and aftermarket Motorcraft oil filters are designed for added engine
protection and long life. If a replacement oil filter is used that does not meet Ford Material and
design specifications, start-up engine noises or knock may be experienced. However, for severe
usage or in high temperature climates, check the battery electrolyte level. Refer to the
scheduled maintenance guide for the service interval schedules. Lift the battery with a battery
carrier or with your hands on opposite corners. Page Maintenance and Specifications If the
battery has been disconnected or a new battery has been installed, the clock and the preset
radio stations must be reset once the battery is reconnected. Follow your local authorized
standards for disposal. Page Maintenance and Specifications When the engine is cold, check
the level of the engine coolant in the reservoir. For vehicles with overflow coolant systems with
a non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. Page Operating an engine with a low level of coolant can
result in engine overheating and possible engine damage. Recycled engine coolant Ford Motor
Company recommends the use of a recycled engine coolant produced by Ford-approved
processes in vehicles originally equipped with Motorcraft Premium Engine Coolant
green-colored. Page Maintenance and Specifications What you should know about fail-safe
cooling 4. Page Fuel Information Maintenance and Specifications 3. If this is not possible, wait a
short period for the engine to cool. Check the coolant level and replenish if low. Never remove
the coolant reservoir cap while the engine is running or hot. Fuels such as gasoline and ethanol
are highly toxic and if swallowed can cause death or permanent injury. Page Maintenance and
Specifications and sugar cane. When ethanol is used in the making of motor fuels, a small
amount of a bad tasting chemical is added to discourage beverage use. The use of leaded fuel
is prohibited by law and could damage your vehicle. Gasolines that meet the World-wide Fuel
Charter should be used when available. Page The customer warranty may be void for any
damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is
not used. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. Page
Maintenance and Specifications If you do not use the proper fuel filler cap, excessive pressure
or vacuum in the fuel tank may damage the fuel system or cause the fuel cap to disengage in a
collision, which may result in possible personal injury. Page Maintenance and Specifications
during summer and winter will show how temperature impacts fuel economy. In general, lower
temperatures give lower fuel economy. Driving style â€” good driving and fuel economy habits
Give consideration to the lists that follow and you may be able to change a number of variables
and improve your fuel economy. Page If other than Ford, Motorcraft or Ford-authorized parts are
used for maintenance replacements or for service of components affecting emission control,
such non-Ford parts should be equivalent to genuine Ford Motor Company parts in
performance and durability. This OBD-II system protects the environment by ensuring that your
vehicle continues to meet government emission standards. Page Use only fluid that meets Ford

specifications. Refer to Lubricant Specifications in this chapter. Page 10 to 12 inches or limited
production tires as defined in Title 49 Code of Federal Regulations Part Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page
Maintenance and Specifications The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Make sure that all replacement tires are of
the same size, type, load-carrying capacity and tread design as originally offered by Ford. Page
Low Tire Warning System Maintenance and Specifications Tire pressure monitoring system
TPMS if equipped The tire pressure monitoring system provides the driver with a warning
message indicating when tire pressure is severely low or high. This system is a supplement to
normal tire maintenance including regular manual inspections. Page The tires on your vehicle
have all-weather treads to provide traction in rain and snow. However, in some climates, using
snow tires or traction devices may be necessary. See your dealer or qualified service technician
for more information on tire
cadillac tank engine
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cables for your vehicle. If a spark plug needs to be replaced, use only spark plugs with the
service number suffix letter as shown on the engine decal. Refer to your scheduled
maintenance guide to determine the correct service interval. Page Maintenance and
Specifications 6. Model year 7. Assembly plant 8. Production sequence number Engine number
The engine number the last eight numbers of the vehicle identification number is stamped on
the engine block, transmission, frame and transfer case if equipped. These quality accessories
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Index Index acid,
treating emergencies.. Page Index Engine oil Page Index Hood Page Index Pedals see Power
adjustable belt minder Page Index treadwear Print page 1 Print document pages. Cancel Delete.
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URL.

