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Quick Links. See also: Workshop Manual. Table of Contents. Before driving. Controls and
features. Seating and safety restraints. Roadside emergencies. Maintenance and care.
Capacities and specifications. Customer assistance. Reporting safety defects. All rights
reserved. Reproduction by any means, electronic. Automobile Ford Taurus Workshop Manual
47 pages. Reproduction by any means, electronic or mechanical including photocopying,
recording or by any information storage and retrieval system or translation in whole or part is
not permitted without written authorization from Ford Motor Company. Copyright Contents Ford
Motor Company Read the following section on Warnings. Indicates vehicle information related
to recycling and other environmental concerns will follow. Correct vehicle usage and the
authorized disposal of waste cleaning and lubrication materials are significant steps towards
protecting the environment. Ford may change the contents without notice and without incurring
obligation. Page 4: Instrumentation Instrumentation Headlamp control pg. Page 5 Electronic
sound system pg. Page 7 Instrumentation Safety belt Momentarily illuminates when the ignition
is turned to the ON position to remind you to fasten your safety belts. For more information,
refer to the Seating and safety restraints chapter. Page 8 Instrumentation Temporary
malfunctions may cause your Service Engine Soon light to illuminate. Examples are: 1. The
vehicle has run out of fuel. The engine may misfire or run poorly. Poor fuel quality or water in
the fuel. The fuel cap may not have been properly installed and securely tightened. Page 9
Instrumentation of a tank indicated on the fuel gauge refer to Fuel gauge in this chapter for
more information. The ignition must be in the ON position for this lamp to illuminate. The lamp
will also illuminate for several seconds after the ignition is turned to the ON position regardless
of the fuel level. It turns off when the speed control OFF control is pressed, the brake is applied
or the ignition is turned to the OFF position. If the light fails to illuminate, continues to flash or
remains on, have the system serviced immediately. Safety belt warning chime Chimes to remind
you to fasten your safety belts. For information on the safety belt warning chime, refer to the
Seating and safety restraints chapter. Page 13 Optional instrument cluster Tachometer Indicates
the engine speed in revolutions per minute. Standard instrument cluster Optional instrument
cluster Driving with your tachometer pointer in the red zone may damage the engine. Engine
coolant temperature gauge Indicates the temperature of the engine coolant. Page 14
Instrumentation overheating. Stop the vehicle as soon as safely possible, switch off the engine
immediately and let the engine cool. Refer to Engine coolant in the Maintenance and care
chapter. Never remove the coolant reservoir cap while the engine is running or hot. This gauge
indicates the temperature of the engine coolant, not the coolant level. Page 15 Instrumentation
Fuel gauge Displays approximately how much fuel is in the fuel tank when the key is in the ON
position. The fuel gauge may vary slightly when the vehicle is in motion. The ignition should be
in the OFF position while the vehicle is being refueled. Rotate to the second position to also
turn on the headlamps. Daytime running lamps DRL if equipped Turns the headlamps on with a
reduced output. Page 17 Flash to pass Pull toward you to activate and release to deactivate.
Rotate up to brighten. Rotate down to dim. Rotate to full up position past detent to turn on
interior lamps. Page 18 Controls and features To turn autolamps on, rotate the control up. The
preselected time lapse is adjustable up to approximately three minutes by continuing to rotate
the control upward. To turn autolamps off, rotate the control down until it clicks. Page 19
Temperature control knob Controls the temperature of the airflow inside the vehicle. Mode
selector control Controls the direction of the airflow to the inside of the vehicle. The air
conditioning compressor will operate in all modes except VENT. For short periods of time only,
use this mode to prevent undesirable odors from entering the vehicle. Panel and floor
-Distributes outside air through the instrument panel registers and the floor ducts. Page 21
Controls and features Operating tips In humid weather, select before driving. This will prevent
your windshield from fogging. After a few minutes, select any desired position. Page Electronic
Automatic Temperature Control Controls and features Do not place objects on top of the
instrument panel, as these objects may become projectiles in a collision or sudden stop. The
selected temperature and the word AUTO will appear in the display window. You can override
fan speed at any time. To control fan speed manually, press the fan control to cancel automatic
fan speed operation. Press the control up for higher fan speed or down for lower fan speed.
Page 26 Controls and features Since the air conditioner removes considerable moisture from
the air during operation, it is normal if clear water drips on the ground under the air conditioner
drain while the system is working and even after you have stopped the vehicle. Page 27
-Distributes outside air through the instrument panel registers and the floor ducts. Heating and
air conditioning capabilities are provided in this mode. The air will be heated or cooled based on
the temperature selection. For added customer comfort, the air distributed through the floor
ducts will be slightly warmer than the air sent to the instrument panel registers. Page 28
Controls and features Operating tips In humid weather, select F This will reduce your

windshield from fogging. Page 29 Do not place objects on top of the instrument panel, as these
objects may become projectiles in a collision or sudden stop. If you wish to maintain your
preset volume level, turn the audio system off with the power control before switching off the
ignition. Page 31 Seek function in radio mode Press to find the next listenable station down the
frequency band. Press to find the next listenable station up the frequency band. Scan function
The scan function works in radio mode. Scan function in radio mode Press the SCAN control to
hear a brief sampling of all listenable stations on the frequency band. Page 32 Controls and
features 3. Press and hold a memory preset control until the sound returns, indicating the
station is held in memory on the control you selected. Page Setting The Clock To set the
minute, press and hold the minute m control. When the desired minute appears, release the
control. You can switch from CD play to tape play by simply inserting a tape into the cassette
deck. Tune adjust The tune control works in radio or CD mode. Page 36 Controls and features
Press to find the next listenable station up the frequency band. Seek function in tape mode
Press to listen to the previous selection on the tape. Press to listen to the next selection on the
tape. Seek function in CD mode Press to seek to the previous track of the current disc. Page 37
direction, wrapping back to the first track at the end of the CD. To stop on a particular selection,
press the control again. Radio station memory preset The radio is equipped with six station
memory preset controls. Speaker sound can be adjusted between the front and rear speakers.
Press the button during rewind or fast forward to stop the rewind or fast forward function. The
first track of the first disc will begin playing. Page 40 Controls and features Dolby noise
reduction Dolby noise reduction operates only in tape mode. Dolby reduces the amount of hiss
and static during tape playback. Press the button to activate and deactivate Dolby noise
reduction. The noise reduction system is manufactured under license from Dolby Laboratories
Licensing Corporation. Page 41 Controls and features Setting the clock To set the hour, press
and hold the hour h control. When the desired hour appears, release the control. To set the
minute, press and hold the minute m control. Page 42 Controls and features Make sure only one
disc is inserted in each slot. Each disc must be inserted with the label surface upward.
Depending on your system, you may insert up to six or ten CDs. The magazine does not need to
be full for the changer to operate. Page 43 The disc is dusty or defective. Allow the player to
cool down before operating. A disc with format and dimensions not within industry standards is
inserted. Cleaning compact discs Inspect all discs for contamination before playing. If
necessary, clean discs only with an approved CD cleaner and wipe from the center out to the
edge. Page 44 Controls and features Do not leave tapes in the cassette player for a long time
when not being played. If service is necessary, see your dealer or a qualified technician. Page
46 Controls and features Do not use the speed control in heavy traffic or on roads that are
winding, slippery, or unpaved. Do not shift the gearshift lever into N Neutral with the speed
control on. This is normal. Do not use the speed control in heavy traffic or on roads that are
winding, slippery, or unpaved. Page 48 Controls and features Depress the brake pedal. To
disengage speed control Depress the brake pedal. Disengaging the speed control will not erase
the previously programmed set speed. Pressing OFF will erase the previously programmed set
speed. Page 50 Controls and features Mist Function To operate the Mist function of the
windshield wipers, O F F push and release the windshield washer control quickly. The wipers
will cycle one or two times. Rear window wiper and washer wagon only The rear wiper control is
located under the headlamp controls Hold the control while adjusting the wheel to the desired
position, then release the control. Never adjust the steering wheel when the vehicle is moving.
Page 52 Controls and features The map lamps and controls are located on the dome lamp.
Press the controls on either side of each map lamp to activate the lamps. If equipped with a
moon roof, the map lamps are located on the moon roof control panel. Press the top portion of
the rocker switch to close. Press the bottom portion of the rocker switch to open. Page 54
Controls and features Accessory delay if equipped With accessory delay, the window switches
may be used for up to ten minutes after the ignition switch is turned to the OFF position or until
any door is opened. Page 55 Controls and features Heated outside mirrors if equipped Both
mirrors are heated automatically to remove ice, mist and fog when the rear window defrost is
activated. Do not remove ice from the mirrors with a scraper or attempt to readjust the mirror
glass if it is frozen in place. These include: utility compartment cupholders coin holder slots
cellular phone if equipped Use only soft cups in the cupholder. Hard objects can injure you in a
collision. If your vehicle is equipped with the column shift and a bench seat, it has a center
console in the center front seating position. To open the entire liftgate, pull the release handle
hidden under the exterior trim panel just An additional compartment is in the rear trim panel on
the right. Always put the load you are carrying as far forward as possible. Cargo net if equipped
The cargo net secures lightweight objects in the cargo area. Page 59 Cargo cover if equipped
Your vehicle may be equipped with a cargo area shade that covers the luggage compartment of

your vehicle. To install the shade: 1. Fasten the cover into the mounting brackets make sure the
cover is right side up. Page 60 Controls and features 2. Wrap the vinyl around the roller tube
twice. Tuck the edges of the vinyl inside the end cap with each wrap. Fold the edges of the vinyl
towards the center, making sure that the edges clear the end cap slots. Page 61 Controls and
features remote entry transmitters are brought to the dealership, to aid in troubleshooting. The
interior lamps will illuminate. Press the control a second time within five seconds to unlock all
doors. Page 62 Controls and features Sounding a panic alarm Press this control to activate the
alarm. If you purchase additional transmitters up to four may be programmed , perform the
following procedure: To reprogram the transmitters yourself, place the key in the ignition and
turn from OFF to ON eight times in rapid succession within 10 seconds ending in ON. Page 64
Controls and features To replace the battery: 1. Twist a thin coin between the two halves of the
transmitter near the key ring. Page 65 Press the remote entry lock control doors opened or
closed. Open a door and press the power door lock control to lock the doors. Page 66 Controls
and features Disarming the system You can disarm the system by any of the following actions:
Unlock the doors by using your remote entry transmitter. Unlock the doors by using your
keyless entry pad. Unlock the doors or liftgate with a key. Turn the key full travel toward the
front of the vehicle to make sure the alarm disarms. Page 67 Your vehicle has a factory-set
5â€”digit code that operates the keyless entry system. You can also program your own
5â€”digit personal entry code. Page 68 Controls and features If you wish to erase your personal
code, use the following instructions: Erasing personal code 1. Enter the factory-set code. This
can be done at any time. Autolock Autolock is a feature that will automatically lock all doors
when: all vehicle doors, liftgate and liftgate window are fully closed the ignition key is in the ON
position you shift into or through R Reverse Page 70 Controls and features 1. Page 71 The
SecuriLock passive anti-theft system is not compatible with aftermarket remote start systems.
Use of these systems may result in vehicle starting problems and a loss of security protection.
Large metallic objects or devices such as the Mobil Speedpass on the same key ring as your
SecuriLock key may cause vehicle starting problems. Page 72 Controls and features
Programming spare SecuriLock Spare SecuriLock your dealership and programmed to your
SecuriLock passive anti-theft system up to a total of 8 keys. Your dealership can program your
new SecuriLock key s to your vehicle or you can do it yourself using the following simple
procedure. Page 73 4. The purpose of these head restraints is to help limit head motion in the
event of a rear collision. To properly adjust your head restraints, lift the head restraint so that it
is located directly behind your head or as close to that position as possible. Page 75 Seating
and safety restraints Lift handle to move seat forward or backward. Pull lever up to adjust
seatback. Do not pile cargo higher than the seatbacks to avoid injuring people in a collision or
sudden stop. Page 76 Seating and safety restraints Press to raise or lower the rear portion of
the seat cushion. Press the control to move the seat forward, backward, up or down. Using the
power lumbar support if equipped The power lumbar control is located on the outboard side of
the seat. Page 77 Seating and safety restraints 3rd seat wagon only The third seat faces the rear
of the vehicle. For height and weight limits, see the label on the seat cushion. When the seat is
down, the back of your wagon has a flat surface for carrying cargo. To open up the seat: 1. To
reduce the risk of injury, make sure children sit where they can be properly restrained. Page 79
Seating and safety restraints Each seating position in your vehicle has a specific safety belt
assembly which is made up of one buckle and one tongue that are designed to be used as a
pair. Page 80 Seating and safety restraints Energy Management Feature This vehicle has a seat
belt system with an energy management feature at the front outboard seating positions to help
further reduce the risk of injury in the event of a head-on collision. This seat belt system has a
retractor assembly that is designed to pay out webbing in a controlled manner. Automatic
locking mode In this mode, the shoulder belt is automatically pre-locked. Page 82 Seating and
safety restraints Allow the belt to retract. As the belt retracts, you will hear a clicking sound.
This indicates the safety belt is now in the automatic locking mode. Page 83 Seating and safety
restraints Front safety belt height adjustment Your vehicle has safety belt height adjustments
for the driver and front passenger. Adjust the height of the shoulder belt so the belt rests across
the middle of your shoulder. To lower the shoulder belt height, push the button and slide the
height control down. Page 84 Seating and safety restraints To attach the shoulder belt to the lap
belt, pull the shoulder belt out from the retractor in the seatback and insert into the lap belt
connecting pin into the wide end of the key slot on the shoulder belt. Page 85 Seating and
safety restraints Shorten and fasten the belt when not in use. Safety belts for rear-facing
occupants wagon only Never use child safety seats in the third seat of a wagon. Your vehicle is
equipped with safety belts containing an adjust tongue at the rear-facing seating positions.
Page 86 Seating and safety restraints The lap belts should fit snugly and as low as possible
around the hips, not around the waist. Front and rear seat occupants, including pregnant

women, should wear safety belts for optimum protection in an accident. Each seating position
in your vehicle has a specific safety belt assembly which is made up of one buckle and one
tongue that are designed Page 87 Seating and safety restraints extension assembly part number
C Safety belt extension assemblies can be obtained from your dealer at no cost. Use only
extensions manufactured by the same supplier as the safety belt. Manufacturer identification is
located at the end of the webbing on the label. Page 88 if equipped , child safety seat tether
bracket assemblies if equipped , and attaching hardware, should be inspected after a collision.
Ford recommends that all safety belt assemblies used in vehicles involved in a collision be
replaced. However, if the collision was minor and a Page 89 Seating and safety restraints
Important supplemental restraint system SRS precautions The supplemental restraint system is
designed to work with the safety belt to help protect the driver and right front passenger from
certain upper body injuries. Air bags DO NOT inflate slowly or gently and the risk of injury from
a deploying air bag is greatest close to the trim See your Ford or Lincoln-Mercury dealer.
Children and air bags For additional Page 91 Seating and safety restraints Air bags can kill or
injure a child in a child seat. NEVER place a rear-facing child seat in front of an active air bag. If
you must use a forward-facing child seat in the front seat, move the seat all the way back. Page
92 Seating and safety restraints amounts of sodium hydroxide may be present which may
irritate the skin and eyes, but none of the residue is toxic. While the system is designed to help
reduce serious injuries, contact with a deploying air bag may also cause abrasions, swelling or
temporary hearing loss. Page 93 Seating and safety restraints Determining if the system is
operational The SRS uses a readiness light in the instrument cluster or a tone to indicate the
condition of the system. Refer to the Air bag readiness section in the Instrumentation chapter.
Routine maintenance of the air bag is not required. Page 94 Seating and safety restraints
Important child restraint precautions You are required by law to use safety restraints for
children in the U. If small children ride in your vehicle generally children who are four years old
or younger and who weigh 18 kg [40 lbs] or less , you must put them in safety seats made
especially for children. Page 95 Do not leave children, unreliable adults, or pets unattended in
your vehicle. To improve the fit of lap and shoulder belts on children who have outgrown child
safety seats, Ford recommends use of a belt-positioning booster seat that is labelled as
conforming to all Federal motor vehicle safety standards. Page 96 Put the safety belt in the
automatic locking mode. Refer to Automatic locking mode. Ford recommends the use of a child
safety seat having a top tether strap. Install the child safety seat in a seating position which is
capable of providing a tether anchorage. If you do not install and use the safety seat properly,
the child may be injured in a sudden stop or collision. Installing child safety seats in
combination lap and shoulder belt seating positions 1. Page 98 Seating and safety restraints 3.
Be sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle
closest to the direction Page 99 Seating and safety restraints 8. Allow the safety belt to retract
to remove any slack in the belt. Before placing the child in the seat, forcibly tilt the seat forward
and back to make sure the seat is securely held in place. Page part number D74 including
instructions, may be obtained at no charge from any Ford or Lincoln-Mercury dealer. All
vehicles built for sale in Canada include a tether anchor hardware kit. Page Seating and safety
restraints 2. Use a screwdriver or coin to snap the covers off the anchor in a rearward and
upward direction. Remove the covers completely. Snap the tether strap hook onto the U-shaped
tether anchor. This system meets all Canadian Interference-Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a
fuel-injected engine, avoid pressing the accelerator before or during starting. Only use the
accelerator when you have difficulty starting the engine. When the engine starts, the idle RPM
runs faster to warm the engine. If the engine idle speed does not slow down automatically, have
the vehicle checked. Do not allow the vehicle to idle for more than ten minutes at the higher
engine RPM. If a light fails to illuminate, have the vehicle serviced. Page Using the engine block
heater if equipped An engine block heater warms the engine coolant, which improves starting,
warms up the engine faster and allows the heater-defroster system to respond quickly. Page
Starting Engine exhaust, some of its constituents, and certain vehicle components contain or
emit chemicals known to the State of California to cause cancer, and birth defects or other
reproductive harm. Important ventilating information If the engine is idling while the vehicle is
stopped in an open area for long periods of time, open the windows at least 2. Refer to the
scheduled maintenance guide for scheduled maintenance. In normal operation, automotive
brake systems may emit occasional or intermittent squeal or groan noises when the brakes are
applied. Page Driving The ABS operates by detecting the onset of wheel lockup during brake
applications and compensating for this tendency. The wheels are prevented from locking even
when the brakes are firmly applied. The accompanying illustration depicts the advantage of an
ABS equipped vehicle on bottom to a non-ABS equipped vehicle on top during hard braking

with loss of front braking traction. Page stopping distance. Always leave enough room between
your vehicle and the vehicle in front of you to stop. We recommend that you familiarize yourself
with this braking technique. However, avoid taking any unnecessary risks. Parking brake Apply
the parking brake whenever the vehicle is parked. Page Driving Pull the release lever to release
the brake. Driving with the parking brake on will cause the brakes to wear out quickly and
reduce fuel economy. Power steering uses energy from the engine to help steer the vehicle. If
you cannot move the gearshift out of P Park with the brake pedal depressed: 1. Page Driving If
the parking brake is fully released, but the brake warning lamp remains illuminated, the brakes
may not be working properly. See your dealer or a qualified service technician. Driving with an
automatic overdrive transaxle Your automatic transaxle electronically controls the shift feel by
using an adaptive learning strategy. Page To put your vehicle in gear, start the engine, depress
the brake pedal, then move gearshift out of P Park. Hold the brake pedal down while you move
the gearshift lever from P Park to another position. If you do not hold the brake pedal down,
your vehicle may move unexpectedly and injure someone. You should always come to a
complete stop before shifting into and out of R Reverse. Page Driving fourth gear will increase
your fuel economy when you travel at cruising speeds. Overdrive may not be appropriate for
certain terrains. If the transaxle shifts back and forth between third and fourth gears while you
are driving hilly roads or if your vehicle requires additional power for climbing hills, shift into D
Drive. Page Driving When parking, do not use the gearshift in place of the parking brake. Always
set the parking brake fully and make sure that the gearshift is securely latched in Park P. Turn
off the ignition whenever you leave your vehicle. Never leave your vehicle unattended while it is
running. The GCWR indicates the maximum loaded weight that the vehicle is designed to tow.
Maximum Trailer Weight Rating: Maximum weight of a trailer the vehicle is permitted to tow.
Additional frontal weight may be added to the front axle reserve capacity provided you limit
your payload in other ways i. Page Your vehicle does not come from the factory fully equipped
to tow. Do not tow a trailer until your vehicle has been driven at least km miles. If towing with a
station wagon, inflate the rear tires to 35 psi. Page Driving 3. If you use a rental trailer, follow the
instructions that the rental agency gives to you. Page Driving When towing a trailer: Use D Drive
or a lower gear when towing up or down steep hills. This will eliminate excessive downshifting
and upshifting for optimum fuel economy and transaxle cooling. Anticipate stops and brake
gradually. Servicing after towing If you tow a trailer for long distances, your vehicle will require
more frequent service intervals. Page Before you have your vehicle towed: Release the parking
brake. Turn the key in the ignition to OFF. Move the gearshift to N Neutral. Unlock the steering
wheel. The hazard flashers can be operated when the ignition is off. The hazard lights control is
located on top of the steering column. Page Roadside emergencies If your vehicle is a wagon,
the fuel pump shut-off switch is located behind the service panel on the right side of the cargo
area. Use the following procedure to reset the fuel pump shut-off switch. Turn the ignition to the
OFF position. Page Roadside emergencies The fuses are coded as follows. Page Roadside
emergencies If the battery has been disconnected and reconnected, refer to the Battery section
of the Maintenance and Care chapter. The high-current fuses are coded as follows. Page
Roadside emergencies Relays Relays are located in the power distribution box and should be
replaced by qualified technicians. Instead, gradually decrease your speed. Hold the steering
wheel firmly and slowly move to a safe place on the side of the road. Page Roadside
emergencies When one of the front wheels is off the ground, the transaxle alone will not prevent
the vehicle from moving or slipping off the jack, even if the vehicle is in P Park. To prevent the
vehicle from moving when you change a tire, be sure the parking brake is set, then block in both
directions the wheel that is diagonally opposite other side and end of Page Roadside
emergencies 3. Remove the center ornament or wheel cover from the wheel with the tapered
end of the wheel nut wrench that came with your vehicle. Insert and twist the handle, then pry
against the wheel. Loosen each wheel lug nut one-half turn counterclockwise but do not remove
them Page Roadside emergencies Return the flat tire, jack and lug wrench to their proper
storage locations. Make sure the jack is fastened so it does not rattle when you drive. Unblock
the wheels. Page Roadside emergencies not touch. Set the parking brake on both vehicles and
stay clear of the engine cooling fan and other moving parts. Check all battery terminals and
remove any excessive corrosion before you attach the battery cables. Ensure that vent caps are
tight and level. Connect the negative - cable to the negative - terminal of the assisting battery.
Make the final connection of the negative - cable. For the 3. Page Roadside emergencies 5. Be
sure that the cables are clear of fan blades, belts and other moving parts of both engines. Jump
starting 1. Start the engine of the booster vehicle and run the engine at moderately increased
speed. Start the engine of the disabled vehicle. After the disabled vehicle has been started and
the jumper cables removed, allow it to idle for several minutes so the engine computer can
relearn its idle conditions. Page It is recommended that your vehicle be towed with a wheel lift

or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. If your vehicle is to be towed from the rear using We provide a
Scheduled Maintenance Guide which makes tracking routine service easy. If your vehicle
requires professional service, your dealership can provide necessary parts and service. Page
Maintenance and care 3. Block the wheels to prevent the vehicle from moving unexpectedly.
Working with the engine on 1. Set the parking brake and ensure the gearshift is securely latched
in P Park. Automatic transmission fluid dipstick 2. Brake fluid reservoir 3. Air filter assembly 4.
Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power steering fluid reservoir 8. Engine
coolant reservoir 8. Windshield washer fluid reservoir 9. Engine oil dipstick 6. Engine oil filler
cap 7. Set the parking brake and ensure the gearshift is securely latched in P. Open the hood.
Protect yourself from engine heat. Locate and carefully remove the engine oil indicator dipstick.
Wipe the indicator clean. Insert the indicator fully, then remove it again. Do not use
supplemental engine oil additives, oil treatments or engine treatments. They are Page Ford
material and design specifications, startup engine noises or knock may be experienced. It is
recommended you use the appropriate Motorcraft oil filter or another brand meeting Ford
specifications for your engine application. Page If you use a brake fluid that is not DOT 3, you
will cause permanent damage to your brakes. Do not let the reservoir for the master cylinder run
dry. This may cause the brakes to fail. Page Maintenance and care Checking and adding washer
fluid for the liftgate if equipped The opening for the reservoir is located on the passenger side
under the tail lamp. Refill this reservoir with the same fluid you use for your windshield. Page
Change your engine coolant according to the appropriate schedule listed in the Scheduled
Maintenance Guide. Recycled engine coolant Ford Motor Company recommends that Ford and
Lincoln-Mercury dealers use recycled engine coolant produced by Ford-approved processes.
Have your dealer check the engine cooling system for leaks if you have to add more than 1.
Page Maintenance and care temperature gauge indicator will be near the center of the normal
area between H and C. While the engine idles, turn the steering wheel left and right several
times. Turn the engine off. Perform steps 4 and 5 following the procedure for your engine. Your
transaxle does not consume fluid. However, the fluid level should be checked if the transaxle is
not working properly, i. Page Maintenance and care If you see any corrosion on the battery or
terminals, remove the cables from the terminals and clean with a wire brush. You can neutralize
the acid with a solution of baking soda and water. Batteries normally produce explosive gases
which can cause personal injury. Page 2. Put the gearshift in P Park , turn off all accessories
and start the engine. Let the engine idle for at least one minute. The relearning process will
automatically complete as you drive the vehicle. The vehicle may need to be driven 16 km 10
miles or more to relearn the idle and fuel trim strategy. Page Maintenance and care blades, do
not use fuel, kerosene, paint thinner or other solvents. Changing the wiper blades To replace
the wiper blades: 1. Pull the wiper arm away from the windshield and lock into the service
position. Turn the blade at an angle from the wiper arm. Page U. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it.
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Page Maintenance
and care temperature can lead to sudden tire failure. The grade C corresponds to a level of
performance which all passenger car tires must meet under the Federal Motor Vehicle Safety
Standard No. Grades B and A represent higher levels of performance on the laboratory test
wheel than the minimum required by law. Page If you do not follow these precautions, your
vehicle may not drive properly and safely. Make sure that all replacement tires are of the same
size, type, load-carrying capacity and tread design e. Maintenance and care Page Maintenance
and care Failure to follow these precautions may adversely affect the handling of the vehicle
and make it easier for the driver to lose control and roll over. Page The suspension insulation
and bumpers will help prevent vehicle damage. Do not remove these components from your
vehicle when using snow tires and chains. The pressure in an overfilled tank may cause leakage
and lead to fuel spray and fire. Page Maintenance and care Observe the following guidelines
when handling automotive fuel: Extinguish all smoking materials and any open flames before
fueling your vehicle. Always turn off the vehicle before fueling. Automotive fuels can be harmful
or fatal if swallowed. Fuel such as gasoline is highly toxic and if swallowed can cause death or
permanent injury. Page on the skin, promptly wash skin thoroughly with soap and water.
Consult a physician immediately if you experience an adverse reaction. When refueling always
shut the engine off and never allow sparks or open flames near the filler neck. Never smoke
while refueling. Fuel vapor is extremely hazardous under certain conditions. Page The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford
or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. Page Octane

recommendations 3. Running out of fuel Avoid running out fuel because this situation may have
an adverse affect on powertrain components. You must gather information as accurately and
consistently as possible. Fuel expense, frequency of fillups or fuel gauge readings are NOT
accurate as a measure of fuel economy. Page Maintenance and care Use a known quality
gasoline, preferably a national brand. Use the same side of the same pump and have the vehicle
facing the same direction each time you fill up. Have the vehicle loading and distribution the
same every time. Page Driving style â€” good driving and fuel economy habits Give
consideration to the lists that follow and you may be able to change a number of variables and
improve your fuel economy. Page Maintenance and care Combine errands and minimize
stop-and-go driving. Maintenance Keep tires properly inflated and use only recommended size.
Operating a vehicle with the wheels out of alignment will reduce fuel economy. Use
recommended engine oil. Refer to Lubricant Specifications. Perform all regularly scheduled
maintenance items. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and care Do not park, idle, or drive your vehicle in dry grass or
other dry ground cover. The emission system heats up the engine compartment and exhaust
system, which can start a fire. Grasp the bulb only by its plastic base and do not touch the
glass. The oil from your hand could cause the bulb to break the next time the headlamps are
operated. Page Maintenance and care To install the new bulb: 1. Install the electrical connector
into the rear of the plastic base until it snaps, locking it into position. Page Maintenance and
care 5. To complete installation, follow the removal procedure in reverse order. License plate
lamp bulbs To change the license plate bulbs: Sedan 1. Remove two screws and the license
plate lamp assembly from the rear bumper. Remove bulb socket by turning counterclockwise.
The headlamps on your vehicle are properly aimed at the assembly plant. Repeat the above
procedures to the other headlamp, if necessary. Page Maintenance and care Washing your
vehicle Wash your vehicle regularly with cold or lukewarm water. Never use strong detergents
or soap. If your vehicle is particularly dirty, use a quality car wash detergent. Always use a clean
sponge, washing glove or similar device and plenty of water for best results. Page Maintenance
and care Cover the highlighted areas to prevent water damage when cleaning the engine. Page
3. Cleaning plastic exterior parts Use vinyl cleaner for routine cleaning. Clean with a tar remover
if necessary. Do not clean plastic parts with thinners, solvents or petroleum-based cleaners.
Page Dry with a soft cloth. This mild cleaner and special pad, cleans the leather and maintains
its natural beauty. Follow the instructions on the cleaner label. Page Maintenance and care
Cleaning and maintaining the safety belts Clean the safety belts with a mild soap solution
recommended for cleaning upholstery or carpets. Do not bleach or dye the belts, because these
actions may weaken the belt webbing. Check the safety belt system periodically to make sure
there are no nicks, wear or cuts. Refer to Adding engine coolant, in the Maintenance and Care
chapter. Application Capacity 3. Page Capacities and specifications Engine 3. Page Capacities
and specifications Page Certification Label Certification Label may be located. Engine number
The engine number the last eight numbers of the vehicle identification number is stamped on
the engine block, transmission, frame and transfer case if equipped. Page Customer Assistance
80, km 50, miles on Lincoln vehicles In the United States, you may purchase additional roadside
assistance coverage beyond this period through the Ford Auto Club by contacting your Ford or
Lincoln-Mercury dealer. Roadside assistance will cover: changing a flat tire Page There are
several plans available in various time, distance and deductible combinations which can be
tailored to fit your own driving needs. Ford ESP also offers reimbursement benefits for towing
and rental coverage. In Hawaii, rules vary. See your dealer for details. Page Ford. At Ford Motor
Company and Ford of Canada, we are dedicated to providing Ford, Lincoln and Mercury vehicle
owners with programs that will enhance your ownership experience and protect you from
unexpected repair bills. Page In most cases, your concern will be resolved at this level. Ford
Motor Company and Ford of Canada dealerships also carry genuine Ford parts and accessories,
providing you with original equipment reliability. Away from home The dealership Board
member is chosen from Ford and Lincoln-Mercury dealership management, recognized for their
business leadership qualities. To properly review your case, the Board needs the The decisions
of the Board are binding on Ford and, in some cases, on the dealer but not on consumers who
are free to pursue other remedies available to them under state or federal law. In the United
States, using leaded fuel may also result in difficulty importing your vehicle back into the U. For
best results, use the following or products of equivalent quality Ford accessories are warranted
for up to 12 months or 20, km 12, miles on all cars and light trucks and 12 months with unlimited
distance on Page Customer assistance Travel equipment Console Console armrest Daytime
running lights Factory luggage rack Factory luggage rack adaptors Fog lights Framed luggage

covers Heavy-duty battery Neutral towing transfer case kit Explorer 4. Page Customer
assistance Carpet floor mats Cleaners, waxes and polishes Flat splash guards Front end covers
full and mini Hood deflectors Locking gas cap Lubricants and oils Molded splash guards
Molded vinyl floor mats Rallye bars Rear air deflectors Rear decklid spoilers Side window air
deflectors Spare tire lock Step bumpers Ford cannot assume responsibility for any adverse
effects or damage that may result from the use of such equipment. Page Monday-Friday a.
Service Publications P. If NHTSA receives similar complaints, it may open an investigation, and
if it finds that a safety defect exists in a group of vehicles, it may order a recall and remedy
campaign. Page Index Index Accessory delay Page Page Index capacity Page Jump-starting
your vehicle Page Index fluid, refill capacity Page lubricant specifications Page Filling Station
Information 87 octane Unleaded fuel only - 91 octane Page AX4S Ensure the correct automatic
transmission fluid is used. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links.
See also: Workshop Manual , Owner's Manual. Table of Contents. Automobile Ford Taurus
Workshop Manual 47 pages. Summary of Contents for Ford Mustang Page 1 Ford may change
the contents without notice and without incurring obligation. Page 6 Try not to drive
continuously at the same speed for the first 1, km 1, miles of new vehicle operation. Vary your
speed to allow parts to adjust themselves to other parts. If any light remains on after starting
the vehicle, have the respective system inspected immediately. If the brake system warning
light does not illuminate at this time, seek service immediately from your dealership. Refer to
Fuel gauge in this chapter. Press and hold the button for three seconds to reset. If the oil level
is correct, have your vehicle checked at your dealership or by a qualified technician. The fuel
gauge may vary slightly when the vehicle is in motion or on a grade. Refer to Filling the tank in
the Maintenance and Specifications chapter for more information. EJ eject : Press to eject a CD.
Repeat: Press to repeat the current track. CD Fast forward : Press and hold until the desired
selection point is reached. This function is not enabled in MP3 mode. Such as, data discs
containing no. Press and hold to eject all loaded discs. Compression: Brings soft and loud CD
passages together for a more consistent listening level. Press and hold to load up to six discs
at once. Due to technical incompatibility, certain recordable and re-recordable compact discs
may not function correctly when used in Ford CD players. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. Page Climate Controls : Distributes outside air through the floor
vents. The defroster turns off automatically after 10 minutes or when the ignition is turned OFF.
To manually turn off the defroster before 10 minutes, push the control again. Failure to activate
your headlamps under these conditions may result in a collision. Close the hood and turn off
the lamps. Pull headlamp assembly forward and disconnect the electrical connector from the
bulb by pulling rearward. Remove the bulb retaining ring by rotating it counterclockwise and
slide off the plastic base. Pull the bulb straight out from the socket and push in the new bulb.
Install the new bulb in reverse order. Pull the bulb straight out of the socket. Attach the new
wiper to the wiper arm and press it into place until a click is heard. Replace wiper blades every 6
months for optimum performance. Improper use of the power outlet can cause damage not
covered by your warranty. Move the control in the direction you wish to tilt the mirror. Return
the control to the center position. Press and release this control to decrease the vehicle set
speed in small amounts by 1. Push the convertible top switch on the console in front of the
armrest and hold until the top is completely stored. Disengage the parking brake. Insert boot
tongue into groove located on rear of seat. To remove, unfasten the snaps or pivot latches and
the boot tongue. Pull forward and lift off. Raise the front and rear side windows. Small children
are particularly at risk. Note: The SecuriLock passive anti-theft system is not compatible with
non-Ford aftermarket remote start systems. Use of these systems may result in vehicle starting
problems and a loss of security protection. Turn the ignition to the 3 OFF position, and remove
the coded key from the ignition. To program additional new unprogrammed key s , repeat this
procedure from step 1 for each additional key. Do not pile cargo higher than the seatbacks to
avoid injuring people in a collision or sudden stop. Press the control to move the seat forward,
backward, up or down. When raising the seatback s , make sure you hear the seat latch into
place. Make sure the tongue is securely fastened in the buckle. Children 12 years old and under
should be properly restrained in the rear seat whenever possible. Refer to Safety restraints for
children or Safety seats for children later in this chapter. How to disengage the automatic
locking mode Ford Motor Company recommends that all safety belt assemblies and attaching
hardware should be inspected by a qualified technician after any collision. Page 70 Safety belt
warning light and indicator chime The safety belt warning light illuminates in the instrument
cluster and a chime sounds to remind the occupants to fasten their safety belts. Within seven
seconds of the safety belt warning light turning off, buckle then unbuckle the safety belt. All

safety belt assemblies, including retractors, buckles, front seat belt buckle assemblies, buckle
support assemblies slide bar-if equipped , shoulder belt height adjusters if equipped , shoulder
belt guide Mustang mus Owners Guide postfmt USA English fus Page Air Bags Seating and
Safety Restraints on seatback if equipped , child safety seat LATCH and tether anchors, and
attaching hardware, should be inspected after a collision. Ford Motor Company recommends
that all safety belt assemblies used in vehicles involved in a collision be replaced. See your
Ford or Lincoln Mercury dealer. Modifying or adding equipment to the front end of the vehicle
including frame, bumper, Routine maintenance of the air bag is not required. Accident statistics
suggest that children are safer when properly restrained in the rear seating positions than in the
front seating position. Booster seats position a child so that safety belts fit better. Ford
recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position with a tether anchor. For more information on top tether straps, refer to
Attaching child safety seats with tether straps in this chapter. Page 87 1. Position the child
safety seat in a seat with a combination lap and shoulder belt. Children 12 and under should be
properly restrained in the rear seat whenever possible. To put the retractor in the automatic
locking mode, grasp the shoulder portion of the belt and pull downward until all of the belt is
extracted and a click is heard. Contact the manufacturer of your child seat for information about
ordering a tether strap. Locate the correct anchor for the selected seating position as shown
previously. Access tether anchors located behind the seatback and pull away vinyl flap to
expose anchors. Clip the tether strap to the anchor as shown. See Attaching safety seats with
tether straps in this chapter. In a crash, one anchor may not be strong enough to hold two child
safety seat attachments and may break, causing serious injury or death. They snap onto the
LATCH lower anchors in the seat to help attach a child seat with rigid attachments. Page Driving
This system meets all Canadian Interference-Causing Equipment standard requirements
regulating the impulse electrical field strength of radio noise. Make sure all occupants buckle
their safety belts. For more information on safety belts and their proper usage, refer to the
Seating and Safety Restraints chapter. Make sure the headlamps and electrical accessories are
off. Make sure the parking brake is set. Push the clutch pedal to the floor. If a light fails to
illuminate, have the vehicle serviced. Take precautions to avoid its dangerous effects. If you
smell exhaust fumes inside your vehicle, have your dealer inspect your vehicle immediately. Do
not drive if you smell exhaust fumes. If your BRAKE warning lamp illuminates with the parking
brake released, have your brake system serviced immediately. Refer to Fuses and relays in the
Roadside emergencies chapter. Additionally, whenever the battery is disconnected or a new
battery installed, the strategy must be relearned. Once you place the gearshift lever securely
into position, gradually release the brake pedal and use the accelerator as necessary. Turn the
ignition to the LOCK position and remove the key whenever you leave your vehicle. Do not rock
the vehicle if the engine is not at normal operating temperature or damage to the transmission
may occur. Parking your vehicle 1. Apply the brake and shift into the neutral position. Fully
apply the parking brake, then shift into 1 First. Turn the ignition off. Have the fluid checked and,
if water is found, replace the fluid. If no leaks are apparent, reset the switch by pushing in on the
reset button. Turn the ignition ON. Wait a few seconds and return the key to OFF. Make another
check of leaks. The use of tire sealants is not recommended and may compromise the integrity
of your tires. Set the parking brake. Turn off the ignition. To change the tire: Note: Passengers
should not remain in the vehicle when the vehicle is being jacked. Put the jack in the jack notch
next to the tire you are changing. Turn the jack handle clockwise until the wheel is completely
off the ground. Put flat tire, wheel ornament if equipped , jack and lug wrench away. Make sure
jack is fastened so it does not rattle when you drive. Unblock the wheels. Do not use an impact
wrench with the anti-theft key. Page Ensure the vent caps are tight and level. Turn the heater fan
on in both vehicles to protect any electrical surges. Turn all other accessories off. Connect the
negative - cable to the negative - terminal of the assisting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Do not tow with slingbelt or wheel lift
equipment. Ford Motor Company has not approved a slingbelt or wheel lift equipment towing
procedure. If the vehicle is towed by other means or incorrectly, vehicle damage may occur.
Away from home If you own a Ford or Mercury vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could Page Ford Customer
Relationship Center to find an authorized dealership to help you. In the United States Page In
some states in the U. Ford is also allowed a final repair attempt in some states. In the United
States, a warranty dispute must be Page Customer Assistance dealer. There are several plans
available in various time, distance and deductible combinations which can be tailored to fit your
own driving needs. Ford ESP also offers reimbursement benefits for towing and rental
coverage. The dealership Board member is chosen from Ford and Lincoln Mercury dealership

management, recognized for their business leadership qualities. Your dealership and a Ford
Motor Company representative will then be asked to submit statements. The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. In the United States,
using leaded fuel may also result in difficulty importing your vehicle back into the U. Page
Reporting Safety Defects U. The dull finish in this area helps protect the driver from undesirable
windshield reflection. Dry the area with a soft cloth. These quality products have been
specifically engineered to fulfill your automotive needs; Set the parking brake and shift to P
Park. Turn off the engine and remove the key. Block the wheels. Inside the vehicle, pull the hood
release handle located under the bottom left corner of the instrument panel. Go to the front of
the vehicle and release the auxiliary latch that is located under the front center of the hood. Lift
the hood and secure it with the prop rod. Power distribution box 5. Windshield washer fluid
reservoir 6. Battery 7. Power steering fluid reservoir 8. Engine coolant reservoir 9. Air filter
assembly Windshield washer fluid reservoir 5. Battery 6. Engine coolant reservoir 7. Engine oil
filler cap 9. Engine coolant reservoir 8. Power steering fluid reservoir 9. Turn the engine off and
wait 5 to 10 minutes for the oil to drain into the oil pan. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmissions or 1 First manual transmissions.
Wipe the indicator clean. Insert the indicator fully, then remove it again. Some oil must be
removed from the engine by a service technician. Put the indicator back in and ensure it is fully
seated. Page Battery If a replacement oil filter is used that does not meet Ford material and
design specifications, start-up engine noises or knock may be experienced. It is recommended
you use the appropriate Motorcraft oil filter or another brand meeting Ford specifications for
your engine application. Page Wash hands after handling. When the Mustang mus Owners
Guide postfmt USA English fus Page If the battery has been disconnected or a new battery has
been installed, the clock and the preset radio stations must be reset once the battery is
reconnected. Page 3. Step back while the pressure releases. When you are sure that all the
pressure has been released, use the cloth to turn it counterclockwise and remove the cap.
Reinstall the radiator cap. Check the coolant level in the reservoir before you drive your vehicle
the next few times with the engine cool. After any coolant has been added, check the coolant
concentration see Checking Engine Coolant section. Fuel such as gasoline is highly toxic and if
swallowed can cause death or permanent Mustang mus Owners Guide postfmt USA English fus
Page Care should be taken to avoid inhaling excess fumes. The flow of fuel through a fuel pump
nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. Ask your fuel supplier about gasolines that meet the World-wide
Fuel Charter. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. Your results will be most accurate if your filling
method is consistent. Do not park, idle, or drive your vehicle in dry grass or other dry ground
cover. Page Warning lights and chimes section of the Instrument cluster chapter. Start the
engine and let it run until it reaches normal operating temperature the engine coolant
temperature gauge indicator will be near the center of the normal area between H and C. If the
fluid is low, add fluid in small amounts, continuously checking the level until it reaches the
correct operating range. Be sure to put the cap back on the reservoir. However, the fluid level
should be checked if the transmission is not working properly, i. The normal operating
temperature can be reached after approximately 30 km 20 miles of driving. If an overfill occurs,
excess fluid should be removed by a qualified technician. Add enough fluid through the filler
opening to bring the fluid up to the recommended levels. Install and tighten the fill plug
securely. Use only fluid that meets Ford specifications. Refer to Lubricant Specifications in this
chapter. Grades B and A represent higher levels of performance on the laboratory test wheel
than the minimum required by law. If you notice that the tires wear unevenly, have them
checked. If you do not follow
ford ranger manual door lock problems
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these precautions, your vehicle may not drive properly and safely. Page Part Numbers If a
spark plug needs to be replaced, use only spark plugs with the same service part number suffix
letter as shown on the engine decal. Add ml 4 oz. Ensure the correct automatic transmission
fluid is used. Transmission fluid requirements are indicated on the dipstick or on the dipstick
handle. Ford design rear axles contain a synthetic lubricant that does not require changing
unless the axle has been submerged in water. Page Please note that in the graphic XXXX is
representative of your vehicle identification number. Following is a list of several Ford Genuine
Accessory products. Not all accessories are available for all models. To find out what

accessories are available for your vehicle, please contact your dealer or visit our online store at:
Page Index. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

