2005 ford five hundred engine diagram

Where the ECT is locater in Ford 3. I need to change the ECT sensor, don't know where is it in
the Ford can you please help me. Thank Sincerely Luis Davila Do you. It is located at the top
rear of the motor. I included a diagram of location. Image Click to enlarge. Was this answer.
Thaks I want to donate but I do not want to give my card number if I can get Address, I will send
my donation, I do want, check or money order or what ever work. Thank you again Luis Was this
answer. Your very welcome and we really appreciate your donation! It is just what we need to
keep the information out to those who need it. I am going to have my Boss get in touch with you
about donating. He will reply to this post and give you an adress to send your donation in.
Again, thanks very much and come back anytime you need anything. Take care. C Was this
answer. Thank you for considering us for a donation. Please login or register to post a reply.
Related Coolant Temperature Sensor Content. The engine coolant sensor is a high failure item
which is replaced regularly at any repair garage. This sensor is responsible for causing a
computer malfunction which can But Where Do Sponsored links. Ask a Car Question. It's Free!
Quick Links. Table of Contents Introduction. Instrument Cluster. Warning and control lights.
Entertainment Systems. Climate Controls. Manual heating and air conditioning. Automatic
temperature control. Rear window defroster. Turn signal control. Bulb replacement. Driver
Controls. Steering wheel adjustment. Power windows. Speed control. Message center. Locks
and Security. Anti-theft system. Owners Guide postfmt. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction State of California to cause cancer
and birth defects or other reproductive harm. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle,
the greater the safety and pleasure you will derive from driving it. Page 5 kilometers of
operation, since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, Page 7 By referring to the pages in the provided supplement, you can
properly identify those features, recommendations and specifications that are unique to your
vehicle. A chime will also sound when a malfunction in the supplemental restraint system has
been detected. Low fuel if equipped : Illuminates when the fuel level in the fuel tank is at or near
empty refer to Fuel gauge in this chapter. Never remove the coolant reservoir cap while the
engine is running or hot. Your oil life is now reset. Bass: Press to adjust the bass setting.
Repeat: Press to repeat the current CD track. CD eject: Press to eject a CD. If there are less than
six strong stations, the system will store the last one in the remaining presets. Scan: Press for a
brief sampling of radio stations or CD tracks. Press again to stop. Irregular shaped CDs, CDs
with a scratch protection film attached, and CDs with homemade paper adhesive labels should
not be inserted into the CD player. Page Climate Controls Engages automatically. Fan speed
adjustment: Controls the volume of air circulated in the vehicle. Direct the outer instrument
panel vents towards the side windows. Do not place objects on top of the instrument panel as
these objects may become projectiles in a collision or sudden stop. Note: You may notice a
small amount of air flowing from the demister and defroster vents. Use with recirculated air to
improve cooling performance and efficiency. Turn the headlamp switch to 3. Turn the headlamp
switch to the autolamp position. The headlamps will turn on. Failure to activate your headlamps
under these conditions may result in a collision. If your vehicle has been in an accident the
alignment of your headlamps should be checked by a qualified service technician. Close the
hood and turn off the lamps. Using the right bulbs Replacement bulbs are specified in the chart
below. Make sure headlamp switch is in the OFF position, then open the hood. Reach in behind
the headlamp assembly to access the bulbs and connectors. The oil from your hand could
cause the bulb to break the next time the headlamps are operated. Install the new bulb s in
reverse order. Carefully pull the carpet away to expose the backside of the tail lamp assembly.
Remove the nut and washer assemblies, then pull the lamp assembly away from the vehicle.
Remove the two screws from the license plate lamp assembly. Remove bulb socket by turning
counterclockwise. Carefully pull the bulb out from the socket. Install new bulb s in reverse
order. Make sure the foglamp switch is in the OFF position. Remove the bulb socket from the
foglamp by turning counterclockwise. Disconnect the electrical connector. Install the new bulb
in reverse order. Pull the steering wheel release control up. This will lock the steering wheel in
position. Never adjust the steering wheel when the vehicle is moving. Press the control to open
the storage compartment. Do not block the sensor on the backside of the inside rear view mirror
since this may impair proper mirror performance. CNCL 1. Press the ON control and release 2.
Accelerate to the desired speed. Position the end of your hand-held transmitter 1â€”3 inches
2â€”8 cm away from the HomeLink button you wish to program located on your visor while
keeping the indicator light in view. For questions or comments, please contact HomeLink at In

the event that there are still programming difficulties, contact HomeLink at This may take up to
3 circles to complete calibration. This will take up to three circles to complete calibration. The
compass is now calibrated. If the warning stays on or continues to come on, contact your dealer
as soon as possible. Indicates the washer fluid reservoir is less than one quarter full. Check the
washer fluid level. Refer to Windshield washer fluid in the Maintenance and Specifications
chapter. Wait until it is safe to operate Mobile Communications Equipment. Do not put more
than 50 lbs. This net is not designed to restrain objects during a collision. You must complete
Steps 1â€”5 within 30 seconds or the procedure will have to be repeated. Small children are
particularly at risk. Unlocking the doors 1. Note: The interior lamps will illuminate. Twist a thin
coin between the two halves of the remote entry transmitter near the key ring. To reprogram the
remote entry transmitters: 1. Ensure the vehicle is electronically unlocked. Enter the factory set
code. Refer to Programming spare keys for instructions on how to program the coded key. Use
of these systems may result in vehicle starting problems and a loss of security protection. Note:
Large metallic objects, electronic devices that are used to purchase gasoline or similar items, or
a second coded key on the same key chain may cause vehicle starting issues. The turn signal
lamps will flash once when all doors, the hood or the trunk are closed indicating the vehicle is
locked and entering the 20 second countdown. The head restraints can be moved up by pulling
up on the head restraint. Push release button to lower head restraint. An unlatched seat may
become dangerous in the event of a sudden stop or collision. Always drive and ride with your
seatback upright and the lap belt snug and low across the hips. To lower the seatback s from
inside the vehicle, pull the strap located on the outboard side of the seatback to release it, and
then fold seatback down. Front crash severity sensor The front crash severity sensor enhances
the ability to detect the severity of an impact. The tone pattern will repeat periodically until the
problem and warning light are repaired. How to disengage the automatic locking mode Ford
Motor Company recommends that all passenger safety belt assemblies and attaching hardware
should be inspected by a qualified technician after any collision to verify that the automatic
locking retractor feature for child seats is still working properly. Page To avoid activating the
BeltMinder feature for objects placed in the front passenger seat, warnings will only be given to
large front seat occupants as determined by the passenger occupant classification sensor. Wait
until the safety belt warning light turns off. Ford Motor Company recommends that all safety
belt assemblies in use in vehicles involved in a collision be replaced. However, if the collision
was minor and a qualified technician finds that the belts do not show damage and continue to
operate properly, they do not need to be replaced. Page Do not put anything on or over the air
bag module. Placing objects on or over the air bag inflation area may cause those objects to be
propelled by the air bag into your face and torso causing serious injury. The front passenger air
bag is not designed to offer protection to an occupant in the center front seating position. Page
Thus, it is extremely important that occupants be properly restrained as far away from the air
bag module as possible while maintaining vehicle control. These recommended testing
procedures help reduce the risk of injuries related to the deployment of side air bags. Do not
touch them after inflation. They can slide around and increase the likelihood of injury or death
in a collision. Ford recommends the use of a child safety seat having a top tether strap. Page
Children 12 and under should be properly restrained in the rear seat whenever possible.
Position the child safety seat in a seat with a combination lap and shoulder belt. If the retractor
is not locked, unbuckle the belt and repeat Steps 2 through 9. Check to make sure the child seat
is properly secured before each use. Locate the correct anchor for the selected seating
position. For forward-facing child seats, the tether strap must also be attached to the proper
tether anchor. See Attaching safety seats with tether straps in this chapter. Check to see if the
anchors hold the seat in place. If the safety seat is not anchored properly, the risk of a child
being injured in a crash greatly increases. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford to give you the following information about
tire grades exactly as the government has written it. Inflate all tires to the inflation pressure
recommended by Ford Motor Company. You are strongly urged to buy a reliable tire pressure
gauge, as automatic service station gauges may be inaccurate. Ford recommends the use of a
digital or dial type tire pressure gauge rather than a stick type tire pressure gauge. Page 6.
Visually inspect the tires to make sure there are no nails or other objects embedded that could
poke a hole in the tire and cause an air leak. Check the sidewalls to make sure there are no
gouges, cuts or bulges. Use of any tire or wheel not recommended by Ford can affect the safety
and performance of your vehicle, which could result in an increased risk of loss of vehicle
control, vehicle rollover, personal injury and death. If the dissimilar spare tire or wheel is
damaged, it should be replaced rather than repaired. Page When one of the front wheels is off
the ground, the transaxle alone will not prevent the vehicle from moving or slipping off the jack,
even if the vehicle is in P Park. Remove wheel cover if equipped with the lug wrench tip and

loosen each wheel lug nut one-half turn counterclockwise but do not remove them until the
wheel is raised off the ground. Install the wheel cover if equipped. Use only Ford recommended
replacement fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign
materials present on the mounting surfaces of the wheel or the surface of the front disc brake
hub and rotor that contacts the wheel. Page These speed ratings may need to be adjusted for
the difference in conditions. These ratings are listed in the following chart. Maximum Load
Single lb. Refer to the payload description and graphic in the Vehicle loading â€” with and
without a trailer section. Page Unless otherwise specified, rotate the tires approximately every
5, miles 8, km. When towing, trailer tongue load or king pin weight is also part of cargo weight.
Maximum Loaded Trailer Weight â€” is the highest possible weight of a fully loaded trailer the
vehicle can tow. You decide to go golfing. Inspect these components carefully after towing.
Make sure all running lights, brake lights, turn signals and hazard lights are working. See your
dealer or trailer rental agency for proper instructions and equipment for hooking up trailer
lamps. It is recommended to tow your vehicle using a car-hauling trailer. Extended idling at high
engine speeds can produce very high temperatures in the engine and exhaust system, creating
the risk of fire or other damage. Make sure vehicle accessories are off. If a light fails to
illuminate, have the vehicle serviced. Even when the ABS is disabled, normal braking is still
effective. Remove the trim ring around the gearshift lever. See your dealer or a qualified service
technician. Understanding the gearshift positions of the 6â€”speed automatic transaxle if
equipped P Park This position locks the transaxle and prevents the front wheels from turning.
Inclement weather may also affect the function of the RSS; this may include reduced
performance or a false activation. Once the system detects an object approaching, the tone will
sound again. Again, avoid these abrupt inputs. Even AWD vehicles can lose traction in slick
mud. Too much power will cause the tires to slip, spin or lose traction, resulting in loss of
vehicle control. Refer to the Brakes section of this chapter for additional information on the
operation of the anti-lock brake system. Ford Motor Company recommends that caution be used
with any vehicle equipped with a high load or device such as ladder or luggage racks. Page
Roadside Emergencies 50, miles 80, km on Lincoln vehicles. Page Hazard Flasher Switch
Roadside Emergencies Canadian customers who require roadside assistance, call 1â€”â€”â€” If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount. To obtain reimbursement information, U. Ford or Mercury vehicles
customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page Fuses And Relays Note:
Always replace a fuse with one that has the specified amperage rating. Using a fuse with a
higher amperage rating can cause severe wire damage and could start a fire. The fuses are
coded as follows. Always disconnect the battery before servicing high current fuses. Turn the
heater fan on in both vehicles to protect any electrical surges. Turn all other accessories off.
Start the engine of the booster vehicle and run the engine at moderately increased speed. Start
the engine of the disabled vehicle. Remove the jumper cable from the ground metal surface.
Note: In the illustrations, lightning bolts are used to designate the assisting boosting battery.
Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. If the vehicle is being towed using wheel lift equipment, the wheels being raised
should be brought to a height of 12 inches 30 cm above the non-raised wheels to prevent
damage to the vehicle. Page If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page If you own a Lincoln
vehicle and are away from home when your vehicle needs service, or if you need more help than
the dealership could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealership to help you. Page If you still
have a complaint involving a warranty dispute, you may wish to contact the Dispute Settlement
Board U. In some states in the U. Ford is also allowed a final repair attempt in some states. The
Dispute Settlement Board may not be available in all states. The decisions of the Board are
binding on Ford and, in some cases, on the dealer but not on consumers who are free to pursue
other remedies available to them under state or federal law. Page Customer Assistance If you
did not take advantage of the Ford Extended Service Plan at the time of purchasing your
vehicle, you may still be eligible. Since this information is subject to change, please ask your
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page Reporting Safety Defects U. Be sure to replace wiper blades when
they appear worn or do not function properly. Keep body and door drain holes free from packed

dirt. These quality products have been specifically engineered to fulfill your automotive needs;
they are custom designed to complement the style and appearance of your vehicle. Page
Maintenance And Specifications 2. Block the wheels to prevent the vehicle from moving
unexpectedly. Note: Do not start your engine with the air cleaner removed and do not remove it
while the engine is running. Lift the hood and support it with the prop rod. Lift the prop rod by
the sleeve and not the bare metal. Power distribution box 7. Air filter assembly 8. Engine oil
dipstick Engine oil filler cap Turn the engine off and wait a few minutes for the oil to drain into
the oil pan. Set the parking brake and ensure the gearshift is securely latched in P Park. Open
the hood. Protect yourself from engine heat. Fully install the engine oil filler cap by turning the
filler cap clockwise until it stops. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Page Battery Therefore, do not allow flames, sparks or lighted substances to come
near the battery. When working near the battery, always shield your face and protect your eyes.
Always provide proper ventilation. Add the mixture to the coolant reservoir, when the engine is
cool, until the appropriate fill level is obtained. Replace the cap. Turn until tightly installed. Cap
must be tightly installed to prevent coolant loss. Pull off metal pin and remove coolant bleed
plug from the thermostat housing. Inhaling too much fuel vapor of any kind can lead to eye and
respiratory tract irritation. In severe cases, excessive or prolonged breathing of fuel vapor can
cause serious illness and permanent injury. The fuel system may be under pressure. If the fuel
filler cap is venting vapor or if you hear a hissing sound, wait until it stops before completely
removing the fuel filler cap. Page Gasolines that meet the World-wide Fuel Charter should be
used when available. Ask your fuel supplier about gasolines that meet the World-wide Fuel
Charter. Do not park, idle, or drive your vehicle in dry grass or other dry ground cover. The
emission system heats up the engine compartment and exhaust system, which can start a fire.
However, the fluid must be re-checked at the proper fluid temperature. The use of these
materials may affect transmission operation and result in damage to internal transmission
components. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Use of synthetic or synthetic blend motor oil is not mandatory. Using any
transmission fluid other than those that meet the recommended specification may cause
internal transaxle damage. Please note that in the graphic XXXX is representative of your
vehicle identification number. The following table tells you which transmission or transaxle
each code represents. Ford Motor Company will repair or This manual is also suitable for: five
hundred. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. Ad vertisements. The full-size
sedan Ford Five Hundred Ford was produced from
2008 holden barina tk
1986 mustang headlight wiring diagram
how to change track rod end
to In this article, you will find fuse box diagrams of Ford Five Hundred , , and , get information
about the location of the fuse panels inside the car, and learn about the assignment of each
fuse fuse layout and relay. The power distribution box PDB is located in the engine
compartment. How to check the fuses? How to replace a blown fuse? Why do car fuses blow?
Types of automotive fuses. Table of Contents. Passenger compartment fuse panel. Engine
compartment fuse box. Learn more: How to check the fuses? We use cookies to ensure that we
give you the best experience on our website. If you continue to use this site we will assume that
you are happy with it. Ok Privacy policy. Interior lamps Courtesy and demand lamps , Delayed
accessory Power windows and moonroof. Delayed accessory Driver window motor logic,
Moonroof, Audio, Driver door lock switch illumination. Delayed accessory Front passenger
window, Rear passenger windows [via window switch], Window switch illumination,
Backlighting.

