2005 tahoe mass air flow sensor

The symptoms of a bad mass air flow sensor include low engine power, poor fuel economy, an
engine that won't start, a check engine light on the dash and a gas smell from the exhaust
fumes. The job of the mass air flow sensor is to keep track of the amount of air coming in
through the air filter, so that the ECU can adjust the amount of fuel getting into the engine. If the
mass air flow sensor isn't working properly then you will be faced with one or more symptoms
such as lack of power and bad fuel economy. Of course, there are many other reasons why your
car might not be running properly, so today I'm going to explain how to diagnose a bad or
failing air flow meter and see what's involved in fixing it. The mass air flow sensor MAF data is
vital for fuel delivery control. The amount of air entering the engine through the air filter is going
to fluctuate depending on how fast the engine is running. If you push down on the accelerator,
the engine will need more fuel to increase the rate at which the pistons are moved. In order to
increase speed, more fuel and air is needed. The amount of fuel must be kept in line with the
amount of air coming in. This is why the mass air flow sensor is important. It must be able to
accurately measure the air flow and send this information to the ECU in real time. Therefore the
most common signs of a bad mass air flow sensor usually appear in the form of an engine that
is performing badly. Here are some of the most common bad mass air flow symptoms that you
will typically come across. A bad mass air flow sensor will usually trigger a check engine light.
This is because the ECU will detect an out of range value coming from the MAF sensor and the
check engine light is its way of letting you know that something is wrong. Most ECUs will revert
to a default air mass value range to keep the engine running. This is not an accurate value and
will result in more fuel being fed into the engine than is required. Depending on the vehicle year
and maker the ECU may not compensate for this failure during idle. This might cause a rough
idle or even an engine dying occasionally while idling. A bad mass air flow sensor won't reliably
measure the amount of air coming in through the air filter, resulting in a delay in the fuel
delivery during sudden acceleration and a temporary lack of power. In such a scenario, the ECU
will sense the drop in engine vacuum first and then using other sensors, will decide if more fuel
is required. That process could take half a second to a second, more than enough to perceive
the hesitation. This condition will be worse under wide open throttle acceleration. A failure to
deliver the exact amount of fuel to the engine, will affect the fuel to air ratio in the combustion
chambers. If there is too much fuel getting into the engine, this can end up in the exhaust fumes
and could cause a noticeable gas smell coming from your exhaust pipe. It can also cause
premature failure of the catalytic convertor if left un-repaired. It's job is to report, in real time,
the mass of air entering the engine. This information is used by the Electronic Controller Unit
ECU to determine the amount of fuel needed to achieve the stoichiometric ratio consisting of
This calculation is then adjusted after analyzing the data from the rest of sensors, especially the
oxygen sensor feedback that is used as a key input for the corrections of the next computing
cycle. Depending on the year and make of the vehicle, you may find different types of mass air
flow sensors, from the old-style vane air flow meter to the modern era hot-wire mass air flow
meter. Since hot-wire technology is the most widely used today, we'll assume that your MAF is
using that design. The filament is usually inside a cavity that is part of the MAF sensor. The
theory behind this technology is quite simple, the amount of current required to keep the
filament at its preset temperature is directly proportional to the air volume entering the engine.
There are variations of hot-wire technology too. In order to know the air mass, you do need air
volume but also air temperature and barometric pressure. The combination of the three sensors
provides the necessary information for calculating the air mass flow in real time. Another
important factor to consider is the MAF signal output. The main difference between an analog
mass air flow sensor and a digital one is its output. Depending on the mass air flow sensor
installed on your vehicle, you may need one or more of the following tools:. A professional
grade automotive scanner with live data graphing capabilities is not essential for testing the
MAF sensor but certainly would speed up the process no matter what kind of sensor is
installed. Always refer to the appropriate OEM literature when possible. Original manufacturer
diagnostic procedures should always have precedence over a generic workflow. For doing so
you only need to connect your code reader and turn the ignition key on engine off , a state
usually known as KOEO. If the Check Engine Light turns on then stop the engine and continue
with the diagnostic. If the Check Engine Light remains off then drive the vehicle for 5 to 10
minutes. If the light remains off you may have an intermittent problem. If the light lit during your
driving cycle then continue with the diagnostic process. Look for burnt, damaged, corroded or
deteriorated wires. Pay special attention to possible shorts to ground or open circuits produced
by a faulty insulation. Ensure that the ignition key is switched off and unplug the MAF sensor
harness connector. Look for bent terminal pins, loosely connections, corrosion or any other
possible indication of a bad connection. Air entering the engine may have oil particles as well
as dust and other pollutants that decrease the MAF sensibility over time. An exhaustive visual

inspection to discard this condition is a must before going any further. Refer to the appropriate
wiring diagram to identify your connector signals. The intake air temperature sensor is analog,
meaning it needs a reference voltage of 5V coming from the ECU. Now place one multimeter
probe in a known ground battery negative is a good one and the other probe tip in the terminal
of the MAF sensor wiring harness corresponding to the ECU reference. If there is no voltage or
is below 4V then you must check the continuity and electrical resistance of the wire from the
terminal all the way to the ECU itself. Repeat this test for each of the MAF ground signals. The
integrated MAF controller uses a 12V supply voltage to power itself but also to operate the
hot-wire filament. Without this power line, the MAF would shut-off immediately. Optional tools: a
professional automotive diagnostic scanner with live data graphing ability. Depending on your
vehicle and scan tool maker you may have several items to check. Focus on the calculated MAF
output, many times expressed in grams per second. Once you are ready start the engine to
enter KOER mode. If your scan tool has a graphing ability turn it on. Gently accelerate and
decelerate the engine. The resulting lines should be similar, increasing and decreasing
simultaneously. The greater the difference between them the greater the probability that you
have a bad mass air flow sensor. Replacing a mass air flow sensor is fairly straight forward, so
most of the cost comes from the cost of the part, and not the labor. It will probably cost more,
but it will last longer. I've tried cheap aftermarket sensors from lesser known manufacturers and
they always fail within 6 months to a year. Depending on your vehicle, you may be able to
replace the inner 'sensor part' of the MAF, and this can be cheaper than buying the entire part.
Here's a table of popular vehicles, with the approximate cost of replacing the mass air flow
sensor. The MAF sensor is usually located between the throttle body and the air filter housing.
It's not a difficult job to replace the sensor as it usually only involves removing the air filter box
and some air pipes. Sometimes you may be able to extend the life of the mass air flow sensor
by cleaning it. As explained above, the sensor can become covered in grease and dirt and this
can affect its performance. In my experience, if the engine is performing very badly, then the
sensor may be worn as well as dirty. A dirty MAF sensor will affect things like fuel economy and
may cause a delay in acceleration, but usually won't cause a misfire or engine cut out. If the
check engine light comes on, then it usually points to a sensor that is broken and cleaning it
won't make any difference. Here are the basic steps involved in cleaning a mass air flow sensor.
They may differ from vehicle to vehicle, so it's a good idea to refer to a service manual if
possible. I usually clean the sensor whilst it is still fitted to the car, as there is usually no need
to remove it, but some people prefer to remove it, both approaches work fine. Locate the air
filter box and loosen the connection between the mass airflow sensor and the air filter box. You
may need to remove the air filter box completely. You need clear access to the mass air flow
sensor housing without removing it from the vehicle. Remove the mass air flow sensor. Once
you have access to the mass air flow sensor, carefully remove any larger pieces of dirt such as
leaves or small stones etc. There shouldn't be any dirt on this side of the air filter, but
sometimes if the air filter is dirty and has not been changed in a long time then dirt can
accumulate here. Remove the sensor from the air filter box or from the vehicle. Clean the
surface of the MAF sensor. Try not to touch the sensor surface with your hands as grease and
dirt from your hands can damage it. Refit the mass air flow sensor to the car. Refit everything
carefully, and be sure to reconnect the wiring harness to the MAF sensor housing. If necessary,
replace the air filter with a new one. Here's a video that explains the process. You can drive with
a bad mass airflow sensor, but you shouldn't as it can lead to the damage of other engine
components and your vehicle will use a lot more fuel than it should, especially at higher speeds.
On most modern vehicles, if the ECU receives no signal or an out of range signal from the MAF,
then it will try to compensate by adjusting things like the fuel delivery and the engine timing.
The ECU will effectively use a default airflow value that is related to the position of the throttle
body. This is an inaccurate, approximate value and is used to keep the engine running. Usually,
a car will continue to run indefinitely with a bad MAF sensor, but it will experience the
symptoms as outlined above. It is ok to slowly drive a short distance to a repair shop, or to your
house if you know that the MAF sensor is faulty, but you should really change or clean the MAF
as soon as possible to avoid damage to the engine. Sometimes a mass airflow sensor can start
to fail and even trigger engine error codes such as P and P, without triggering a check engine
light. There must be a problem with the mass airflow sensor circuit for the check engine light to
illuminate. Most of the time, the MAF sensor itself will not fail completely, and instead, will just
stop sending an accurate air flow reading to the ECU. If the sensor does fail completely, or there
is damage to the sensor wiring or connector then the check engine light will usually stay on.
Most of the time, a mass air flow sensor will fail because it loses its sensitivity over time due to
a build up of dirt or grease. It will also be affected by the high temperature of the engine. Due to
its location in the engine, the mass airflow sensor can regularly be exposed to a wide range of

temperatures from freezing to well over degrees. This will affect the electronic properties of the
hot-wire sensors, causing them to degrade and become desensitised. A performance air filter
attached to the mass air flow sensor. If the air filter is not changed regularly, or if a low quality
aftermarket filter is used, the MAF sensor won't be properly protected from incoming impurities.
If your vehicle has a performance air filter fitted, these too can shorten the lifespan of the MAF
sensor. Most performance air filters work by letting more air in than an OEM air filter. This is
achieved by making the filter material more permeable. Unfortunately, if more air is getting
through then more dirt can get through also, and this can find it's way to the surface of the MAF
sensor. To compensate for the bigger holes in a performance air filter, it's important to regularly
apply oil to the filter. If the filter runs dry for a lengthy period, this can have a negative affect on
the MAF sensor. It's also important not to use too much oil and to allow the filter to dry before
fitting, so as not to contaminate the MAF sensor with the oil. The symptoms of a bad mass air
flow sensor include a car that is difficult to start, bad fuel economy, a rough idle, lack of power
especially when accelerating and sometimes a fuel smell from the exhaust fumes. A properly
functioning MAF sensor is vital for an engine to run efficiently. If you suspect your car has a
bad MAF sensor then you should check it out as soon as possible. Bad Mass air Flow Sensor
Symptoms. A bad mass air flow sensor is often the likely culprit if your car isn't running as it
should. Cost of replacing mass air flow sensor. How to clean a mass air flow sensor. Related
Questions - Bad mass air flow sensor. Summary - symptoms of a bad mass air flow sensor.
Check Engine Light appearing on the dashboard A bad mass air flow sensor will usually trigger
a check engine light. Engine hesitation during acceleration A bad mass air flow sensor won't
reliably measure the amount of air coming in through the air filter, resulting in a delay in the fuel
delivery during sudden acceleration and a temporary lack of power. Summing up, before going
any further you should understand the following key concepts: Most mass air flow sensors use
hot-wire technology. Keep that in mind during diagnostics Some air flow meters have digital
outputs. Digital outputs can only be measured using frequency meters DVOM or oscilloscope or
an automotive scan tool. Depending on the mass air flow sensor installed on your vehicle, you
may need one or more of the following tools: OBD2 Code Reader Digital multimeter DMM
Automotive diagnostic scanner with live data capabilities Digital Oscilloscope A professional
grade automotive scanner with live data graphing capabilities is not essential for testing the
MAF sensor but certainly would speed up the process no matter what kind of sensor is
installed. A mass air flow meter removed from it's housing. Preliminary Steps. Visual
Inspection. Electrical Tests. Scan Tool Tests. Recommended tools: automotive scan tool with
live data capabilities. Detaching the negative terminal is usually enough. Generally speaking,
the connector has a plastic tab that you should push down while you pull out the harness. But
in many cases, there is a small security clip sometimes plastic, sometimes metallic that must be
removed first using an adequate screwdriver. Loose both clamps using the adequate
screwdriver and remove the sensor. Be cautious while doing so. You will need entering in
KOEO mode for doing so. Try to accelerate as you would normally do. Let the sensor surface
dry completely before refitting it to the vehicle. Can you drive with a bad mass air flow sensor?
Bad mass air flow sensor with no check engine light? What causes a mass air flow sensor to go
bad? Summary - symptoms of a bad mass air flow sensor The symptoms of a bad mass air flow
sensor include a car that is difficult to start, bad fuel economy, a rough idle, lack of power
especially when accelerating and sometimes a fuel smell from the exhaust fumes. You'll find the
whole MAF sensor cleaning process explained step by step in plain english and with photos,
making this job as easy and as pain free as possible. There are several conditions that can
cause the MAF sensor to get dirty. Let's explore them a bit since knowing this will help you to
avoid a repeat of the problem. If any of the above apply to your car or truck, your MAF sensor's
hot-wires are probably dirty and in need of cleaning. We can't just use any type of solvent to
clean the MAF sensor with. Here are a couple of very important guidelines on what to use:. All
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sensors fail and require replacement. As air, dirt and other debris get into the sensor, the parts
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sure enough I had another bad maf, but with only miles on this one. Oem maf had , miles,
replacement had Not exactly worth the wasted time and money IMO. Got this one this time and
right away I can see the quality different in the exposed components alone. Only been on for a
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cruising speed was very harsh, almost like a street shift kit in an old Chevy TH The new airflow
meter has created harmony and all those issues are now gone. One person found this helpful.
Item arrived very quickly and in proper packaging. Despite it not being listed as fitting my
Avalanche Z71, the part number did cover the replacement of the part number on my truck. I
first ended up changing out the intake manifold gasket to eliminate that possibility since it is a
known issue with these trucks, and cause the codes I was getting. If your intake gasket has a
vacuum leak, your vehicle is getting more air than it thinks it is, causing the ECU to adjust fuel
trim levels and resulting in the lean codes. It also will shoot the P MAF code because the
computer is reading more air coming in than what the maf is sensing so it triggers the code P
meaning that the readings from the maf were out of range for a period of time, usually four
seconds, though there are other time ranges as well. Changing the intake gasket only got rid of
my P lean bank two code. So I ordered this AF after seeing that the part 's actually crossed. It
took all of five minutes to change out. All you need to change these are an 8mm driver or
socket, loosen the large hose clamps that attach the intake tube to the throttle body connection,
the intake tube to maf connection, and the maf to air box connection. Unplug the maf sensor
wire by simply pressing the clip and pulling away from the maf. If you have the double stage
clip, there is a small shielding clip that slides over the tab of the maf so it wont accidentally get
disconnected. To get the protecting clip off take a small flat head or pick I used a transmission
line pick tool , get under each side of the tab and it pulls straight up, the clip will actually slide
completely off exposing the tab to unhook the maf sensor. All of my CEL codes are now gone
thanks to this product. I have verified my maf readings with my Bluetooth obd-II dongle in real
time, and all are in proper ranges. I would recommend this product to anyone needing a new
maf and I would buy again if I needed to. See all reviews. Top reviews from other countries.
Fixed my problems, truck runs smoother, mileage has improved, and no more check engine
light since install after clearing the codes. This is the OEM part and is really the best option. I
wouldn't recommend the cheaper alternatives as they will fail prematurely, my only complaint is
that it was shipped in bubble wrap loose with my other Amazon orders in a large box, it really
should have it's own box as some of the honeycomb mesh on the unit had some dents but
doesn't affect the performance of the unit. The MAF was a fair price and the same that was on
the truck. Cheers happy buying! I reset the engine code and it hasn't returned after some
operation. Truck seems to idle smoother and has shown no signs of any problems. I was having
trouble getting the horse power out of my truck so I found some info on how to get back what
was originally there so if you bough a scanner from amazon or else ware what you do is run
your venial under as much load as possible for a short burst and take note of the grams or
pounds of air taken in by the engine and divide that by eighty percent and you will get the horse
power. I did this and was only getting only half and there was no cod saying the maf was bad so
I put on the new one from amazon and soon as I left the front of the house I could feel the
difference so took on hway and floored it and it took off like a bullet even thoe I had a camper
on my truck. Make sure the part is the right one for your car or truck. Replaced the old MAF
sensor on my Silverado classic with the 5. Quick easy swap. Didn't notice any difference in
engine performance. Seems good quality though. Pages with related products. See and
discover other items: air temperature sensor , , chevy tahoe , gmc , chevy avalanche , chevy
suburban , chevy hd. There's a problem loading this menu right now. Learn more about Amazon
Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon Payment
Products. English Choose a language for shopping. GWA Auto Parts. Based seller. This item is
available for shipping in the U. This item can be shipped to select countries outside of the U.
Learn More. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.

DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy
Simplified. Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it
on, trade it in, give it a second life. For more information go to Since , Standar Engineered to
exact OE specifications,
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t Established in , ACDelco manufactures origina We've Made a Site Update. Refresh to the
latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Mass Air Flow Sensor part.
Returns Policy. Showing 1 - 10 of 10 results. Sort by:. Guaranteed to Fit. Core Charge. Add to
cart. Part Number: WKP Part Number: A Part Number: AC Page 1 of 1 Showing 1 - 10 of 10
results. Featured Brands. Reviews Questions, Answers. Feb 02, Great parts at a low price. It was
a great part went on with no problems. Glen martin. Purchased on Jan 17, Dec 13, Received my
part 3 days early. Installed and have no problems. Micheal Vasquez. Purchased on Dec 07, Oct
29, Very good. Only took ten min to put i. Will tell others. Lee Henninger. Purchased on Jul 30,
Show More. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of
Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

