2006 ford f150 front wheel bearing torque specs

If you are planning on installing a wheel on your Ford, it is important to be aware of the
manufacturer's recommended torque settings. Using the proper torque helps ensure that the
wheel assembly is securely installed. This table contains wheel lug nut torque specs for Ford
vehicles up to For newer models please scroll down to the links under the table. When removing
and installing a wheel on your vehicle, always follow these generic instructions, but for more
information please refer to your owner's manual. When lifting your vehicle, make sure you use
the proper equipment and that you only lift the vehicle from the jacking points, one wheel at the
time. Always block the opposite wheel from the one you are working on with two wheel chokes
on both side of the wheel to prevent the car from rolling and fall of the jack while you're working
on it. Never get under the vehicle when it is resting only on the jack. Vehicles Expand submenu
Vehicles Collapse submenu Vehicles. Coverage Expand submenu Coverage Collapse submenu
Coverage. Your Work Order. Close Request. Every vehicle has a manufacturer-recommended
wheel lug torque measurement in foot-pounds. Use a lug wrench to properly torque wheels on
your Ford. You can find wheel lug torque specifications in your owner's manual or from most
mechanics. Ford produced these models in the s and s. Aspire wheel torque specifications are
85 foot-pounds. Wheel lug torque on the Contour varies by year; through models are 65
foot-pounds, models are 85 foot-pounds and through models are 95 foot-pounds. Festiva and
Probe specifications measure at 85 foot-pounds. Tempos measure at foot-pounds. Ford
produced these vehicles and their predecessors mostly in the s, although Escorts date back to
the s. Wheel lug torque specifications on Crown Victorias and Freestars are foot-pounds. On
Escorts, specifications are 85 foot-pounds on to models and foot-pounds on to models. GT
specifications are foot-pounds. These are classic Ford models produced for decades; Mustangs
are still in production. All models of these vehicles have wheel lug torque specifications of
foot-pounds. These are all passenger vehicles either introduced or reintroduced in the s. Wheel
lug torque on Fusions is foot-pounds. Early models of the Taurus from to have wheel lug torque
specifications of foot-pounds. Later models reintroduced from onward measure at 95
foot-pounds. Focus specifications are 95 foot-pounds. These Ford models are vans and SUVs
produced from the s to the present. Aerostars, Broncos, Edges, Escapes, Explorers, Es and
Expeditions with 12 mm studs all have wheel lug torque specifications of foot-pounds. Es with
eight lugs, Es and Es measure foot-pounds. Excursion models measure foot-pounds, and
Expeditions with 14 mm studs measure foot-pounds. These Ford trucks range widely depending
on their year of production and size. Ford Ranger wheel lug torque specifications for all years
measure foot-pounds, as do Fs with 12 mm studs, which were produced from to Fs produced
from onward with 14 mm studs measure foot-pounds. Fs and Fs manufactured from to measure
foot-pounds. F Super Duty pickups produced from to measure foot-pounds, and models
produced from onward measure foot-pounds. Gina Poirier has a professional background in
nonprofit administration and management, primarily with youth development organizations.
Ford Mustang and Thunderbird These are classic Ford models produced for decades; Mustangs
are still in production. Ford Fusion, Focus and Taurus These are all passenger vehicles either
introduced or reintroduced in the s. Asked by Wiki User. Torque specs for F 2 wheel drive
spindle nut is ft lbs. This is according to Ford 's specs. Driveaxle Hub Nut ft-lbs. If front axle of
front-wheel drive, it's about ft. If back, not all-wheel drive, see question on rear axle of 92
voyager. What is the wheel torque on a toyota tacome truck 4 wheel drive. Torque specs for
what part of the engine? There is torque specs for everybolt under the hood, some don't need to
be used but some are critical. Axle torque specs are as follows: Axle nut torque Need more info.
Torque specs. What is the torque specs on a 94 GMA Yukon. Tighten front axle wheel hub
retaining nut to ft. Torque specs for a Volkswagen jetta 2. Ask Question. Auto Parts and
Repairs. Ford Expedition XLT. Ford Explorer Sport. Ford Explorer XLT. See Answer. Top
Answer. Wiki User Answered Related Questions. What is torque spec for cummins n14
accessory drive pulley nut? Torque specs for spindle nut for impala? What is the torque specs
for the front spindle nut on a impala? What is theTorque specs for axle spindle nut for Nissan
Quest? Torque specs for axle spindle nut for Plymouth grand voyager? What is the torque
specs on peterbilt semi spindle housing? What are the torque specs for tacoma wheels? Torque
specs for Ford F? What is torque specs for 89 suburban? What is the 5. What are the torque
specs for a Honda rancher? What are the torque specs on a Ford 4. What are the Saturn sl axle
torque specs? Torque specs n14 cummins? Torque specs for Buick V6? What are the torque
specs on 94 gmc Yukon with ? What is the proper torque specs for a wheel spindle on a Ford
Windstar? Torque specs for F rear spindle nut? What are the torque specs Briggs engine 24HP?
Intake torque specs Buick Century? What are the torque specs for a Subaru Outback with a 2.
Bolt torque specs Intake manifold gmc ? Harley Davidson torque specs? What is Ford 4. Asked
By Wiki User. How many feet are in seven minutes? What is the difference between margin and
margin? Is Stanley tucci Jewish? What letter in the Alphabet is always waiting in order? Is

making glass from sand a chemical change? What is black and white and blue all over? Hottest
Questions How did chickenpox get its name? When did organ music become associated with
baseball? Asked By Curt Eichmann. How can you cut an onion without crying? Asked By
Leland Grant. Why don't libraries smell like bookstores? Asked By Veronica Wilkinson. How
long will the footprints on the moon last? Asked By Daija Kreiger. Do animals name each other?
Asked By Danika Abbott. Who is the longest reigning WWE Champion of all time? Asked By
Consuelo Hauck. What was the first TV dinner? Asked By Roslyn Walter. Previously Viewed
What are the torque specs for a F spindle nut it is 2-wheel drive? Unanswered Questions Is
Daniel Winston of dancing on ice married? How will you prepare laboratory procedure to verify
the validity of the hypothesis example? What values can we get in the folk dance tiklos? How
did Jose rizals parents raise their children? What online sites don't ask for cvv? What religion is
Wilmer Valderrama? Moral lesson of tale of pilandok story? What are the advantages and
disadvantages of on premise catering? All Rights Reserved. The material on this site can not be
reproduced, distributed, transmitted, cached or otherwise used, except with prior written
permission of Multiply. When tightening spindle nut to ft. Rotor locks up. Do you. Sealed
bearings 24mm thread 36 mms socket. NOTE: Do not allow the brake caliper and anchor plate
assembly to hang from the brake flexible hose. Support the brake caliper and anchor plate
assembly. Remove and discard the 2 caliper anchor plate bolts and position the brake caliper
and anchor plate assembly aside. Remove and discard the cotter pin from the spindle nut
retainer. Remove the spindle nut retainer and the nut. Remove the front brake disc from the
spindle. Installation 1. Position the brake disc on the spindle. NOTE: Tighten the spindle nut to
the specified torque. Rotate the disc counterclockwise 5 rotations and then recheck the torque.
Install the spindle nut. Tighten to Nm ft. Position the brake caliper and anchor plate assembly
and install 2 new bolts. Was this answer. Be sure you have the rotor on properly with nothing
interfering. It obviously shouldn't bind up when torques, so there may be something wrong in
the assembly of it See diagram below Image Click to enlarge. NOTE: Clean the wheel spindle
including the threaded end of any dirt or grease using the specified solvent before installing the
brake disc. Remove the brake disc. To ease installation, lubricate the inner race of the bearing
assembly using the specified lubricant. Remove and discard the wheel hub retaining nut. To
install, tighten to Nm lb-ft. Remove the wheel hub assembly from the vehicle. Remove the wheel
bearing from the wheel hub. To install, reverse the removal procedure. Please login or register
to post a reply. Mechanic Friend Now, I Haul Heavy I Thought Sponsored links. Ask a Car
Question. It's Free! Heads up! Highlighted items are for OEM wheels, the rest are replacement
options. Found a bug? Have a question about Ford F wheel specs? Share your knowledge!
Wheel- Size. Wheel fitment and tire size guide and knowledge base Last Update: Feb. Search
Form for vehicle model, tire size or rims Choose a tab below to get fitment data for y
yamaha 150 outboard wiring diagram
aeb cylinder head
1982 ironhead sportster
our vehicle or to find vehicles matching your criteria. By vehicle what wheels will fit your car By
tire size what vehicles use this tire size By rim size what vehicles use this rim size Add Wheel
Size Widget to your website New! Search by car make, year and model. Make Year Model. Wheel
Size Widget for your website! XI P [ Ford F 4. It is measured in millimeters. Some factory wheels
have a center bore that matches exactly with the hub to reduce vibration by keeping the wheel
centered. Rim width in x rim diameter in J is mounting flange type. ET35 is positive offset of
35mm. It is vital not to deviate too far from the offset of the wheel originally fitted to the vehicle.
PCD is measured in mm. Ford F 5. See Alloy Wheel fitment information for Ford F for other
model years: Try our Wheel Calculator Help us with our new project TiresVote. Submit tire
review. Your email was successfully sent. Notify about the error in selected text Add your data
and comments Send us the correct data Other.

