2006 ford freestyle repair manual

This listing is for part or sub-assembly number given below only. This is an original factory
original Ford shop service repair manual. We have been in business since and have always
offered professional style packing, upfront shipping costs and have never charged a handling
fee or any surcharges. Your grand total will only consist of the price and shipping cost listed we
do not overcharge for shipping to make profit, we do try to keep shipping costs as low for our
customers as we can We pride ourselves on accurate honest descriptions in our listings. Any
non-GM original part will be clearly marked as "aftermarket", we will never mislead a customer
to think a reproduction part is an original GM part. We ship worldwide and always do combine
shipping for multiple purchases. If you want to purchase multiple items please complete all your
purchases and then email us before paying. We will then send a new invoice with your
combined shipping rate for easy payment. Unfortunately once you have paid for items we
cannot combine shipping. Please allow business days for items to ship although we do try to
ship all items as quickly as we can. The following list are the typical shipping options offered to
our customers:. Priority Mail shipping typically has a postal day transit time once shipped. First
Class Parcel shipping can take postal days once shipped. Priority Mail International shipping
typically has a postal day transit time once shipped. First Class International shipping can take
postal days once shipped. Our feedback is setup through Ebay to immediately leave matching
feedback for our buyers as soon as feedback has been left in our profile. We have found that
this automation is the best way we can ensure you receive your feedback quickly and when you
have left positive feedback we are assured you are satisfied with the transaction. We strive for
your positive feedback and 5-Star rating and if there are any areas that you feel we can improve
upon please let us know before leaving feedback to give us the opportunity to keep your
continued business. If the part you receive it not what you expected or does not fit your vehicle
please email us and at our option we will offer to exchange or return the part. Unless we made
mistake in our description we cannot refund any shipping for a returned item. A prorated refund
may be offered on NOS GM parts that have been removed from their original packaging. Skip to
main content. Email to friends Share on Facebook - opens in a new window or tab Share on
Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add
to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Trusted
seller, fast shipping, and easy returns. Learn more - Top Rated Plus - opens in new window or
tab. Get the item you ordered or get your money back. Learn more - eBay Money Back
Guarantee - opens in new window or tab. Seller information mdmuscle Contact seller. Visit
store. See other items More See all. Item Information Condition:. Sign in to check out Check out
as guest. Add to Watchlist Remove from watch list. Watch list is full. Same day Shipping.
Longtime Member. Shipping help - opens a layer International Shipping - items may be subject
to customs processing depending on the item's customs value. Your country's customs office
can offer more details, or visit eBay's page on international trade. Item location:. Saint Louis,
Missouri, United States. Ships to:. This amount is subject to change until you make payment.
For additional information, see the Global Shipping Program terms and conditions - opens in a
new window or tab This amount includes applicable customs duties, taxes, brokerage and other
fees. For additional information, see the Global Shipping Program terms and conditions - opens
in a new window or tab. Estimated between Thu. Estimated delivery dates - opens in a new
window or tab include seller's handling time, origin ZIP Code, destination ZIP Code and time of
acceptance and will depend on shipping service selected and receipt of cleared payment opens in a new window or tab. Delivery times may vary, especially during peak periods. Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Sponsored items from this seller. Showing Slide 1 of 2 - Carousel. Report item - opens in
a new window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Portions of
the information contained in this table have been provided by mdmuscle. Modern Day Muscle
mdmuscle Search within store. Items On Sale. Shipping and handling. This item will ship to
Ukraine , but the seller has not specified shipping options. Contact the seller - opens in a new

window or tab and request a shipping method to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. Shipping to: Worldwide. No additional import charges
at delivery! This item will be shipped through the Global Shipping Program and includes
international tracking. Learn more - opens in a new window or tab. There are 1 items available.
Please enter a number less than or equal to 1. Select a valid country. Please enter 5 or 9
numbers for the ZIP Code. Taxes may be applicable at checkout. Learn more. Return policy.
Payment details. Payment methods. Back to home page Return to top. Back to home page.
Listed in category:. Email to friends Share on Facebook - opens in a new window or tab Share
on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab
Add to Watchlist. Image not available Photos not available for this variation. Quick Links. See
also: Owner's Manual , Maintenance Manual. Instrument Cluster. Warning lights and chimes.
Entertainment Systems. Satellite radio information. Family entertainment system. Navigation
system. Climate Controls. Manual heating and air conditioning. Automatic temperature control.
Rear window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Moon roof. Message center. Locks and Security.
Anti-theft system. Owners Guide postfmt. USA fus. Ford motor company automobile quick
reference guide 2 pages. Ford motor company ford fusion owner's guide pages. Page 3 Ford
Motor Company. Ford may change the contents without notice and without incurring obligation.
Page 4: Introduction The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Page 6 In order to properly diagnose and service your vehicle, Ford Motor
Company, Ford of Canada, and service and repair facilities may access vehicle diagnostic
information through a direct connection to your vehicle when diagnosing or servicing your
vehicle. To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 8: Vehicle Symbol Glossary Introduction
These are some of the symbols you may see on your vehicle. Many lights will illuminate when
you start your vehicle to make sure the bulbs work. Page 11 Instrument Cluster Under engine
misfire conditions, excessive exhaust temperatures could damage the catalytic converter, the
fuel system, interior floor coverings or other vehicle components, possibly causing a fire.
Check fuel cap if equipped : Illuminates when the fuel cap may not be properly installed.
Continued driving with this light on may cause the Check engine warning light to come on, refer
to Fuel filler cap in Page 12 Instrument Cluster Airbag readiness: If this light fails to illuminate
when ignition is turned to ON, continues to flash or remains on, have the system serviced
immediately by your authorized dealer. A chime will also sound when a malfunction in the
supplemental restraint system has been detected. Safety belt: Reminds you to fasten your
safety belt. Page 13 Instrument Cluster Low fuel if equipped : Illuminates when the fuel level in
the fuel tank is at or near empty refer to Fuel gauge in this chapter. Speed control: Illuminates
when the speed control is engaged. Turns off when the speed control system is disengaged.
Engine coolant temperature gauge: Indicates engine coolant temperature. Page 15 Instrument
Cluster Fuel gauge: Indicates approximately how much fuel is left in the fuel tank when the
ignition is in the ON position. The fuel gauge may vary slightly when the vehicle is in motion or
on a grade. The FUEL icon and arrow indicates which side of the vehicle the fuel filler door is
located. With this feature, the window switches and radio may be used for up to ten minutes
after the ignition switch is turned off or until either front door is opened. Page 17 Entertainment
Systems 2. Press again to return to the playing media. Press MENU again to disengage clock
mode. Page 19 Entertainment Systems 7. Shuffle: Press to play tracks in random order. Repeat:
Press to repeat the current CD track. Fast forward: Press to manually advance in a CD track. If a
specific category is selected, Jazz, Rock, News, etc. Press and hold SEEK to fast seek through
the previous channels. With this feature, the window switches and radio may be used for up to
ten minutes after the ignition is turned off or until either front door is opened. Page 22
Entertainment Systems 2. Page 23 Entertainment Systems Speed sensitive volume: Radio
volume automatically changes slightly with vehicle speed to compensate for road and wind
noise. SEEK to adjust. Recommended level is 1â€”3. Level 0 turns the feature off and level 7 is
the maximum setting. Page 24 Entertainment Systems 5. Seek: In radio mode, press access the
next strong station. In CD mode, press to access the next CD track. Page 25 Entertainment
Systems Rewind: Press to manually reverse in a CD track. Page 26 Entertainment Systems Page
Satellite Radio Information Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper
adhesive labels should not be inserted into the CD player. Page 28 Note: SIRIUS reserves the

unrestricted right to change, rearrange, add or delete programming including canceling, moving
or adding particular channels, and its prices, at any time, with or without notice to you. Ford
Motor Company shall not be responsible for any such programming changes. The system is
working properly. Page 32 Entertainment Systems 6. Press a second time to eject the disc. Page
35 Entertainment Systems Remote control 1. Page 36 Entertainment Systems 7. In stop mode,
press to change media types e. Dual play mode Press the radio preset controls 2 and 4 at the
same time to enable or Page 37 Entertainment Systems Battery replacement Batteries are
provided with the remote control unit. Since all batteries have a limited shelf life, replace them
when the remote control fails to control the DVD player. There is a LED indicator light on the
remote control that will illuminate when any control is pressed. When not in use, rotate the
screen up into the storage housing. Note: Ensure that the screen is securely latched into the
housing when stored. The player recognizes an MP3 file by the. Never save a non-MP3 file with
the. Page 41 DVDs only. Irregular shaped discs, discs with a scratch protection film attached,
and discs with homemade paper adhesive labels should not be inserted into the player. See
your Ford or Lincoln Mercury dealer. Page 44 Entertainment Systems Care and service of the
DVD player Environmental extremes DVD players that are subjected to harsh environmental
conditions may be damaged or perform at less than optimal capability. Use of these products
may damage your system. Temperature selection: Controls the temperature of the airflow in the
vehicle. Air flow selections: Controls the direction of the airflow in the vehicle. Page 47 Climate
Controls 6. Fan speed adjustment: Controls the volume of air circulated in the vehicle. Can be
used to clear thin ice or fog from the windshield. To exit select another mode. Page 49 Climate
Controls : Distributes air through the instrument panel and floor vents. Manual override
controls: Allows you to manually select where airflow is directed. To return to full automatic
control, press AUTO. Front fan speed control: Press to manually increase or decrease the fan
speed. Page 50 Climate Controls Dual Zone Automatic Temperature Control with heated seats if
equipped Defrost: Distributes outside air through the windshield defroster and demister vents.
Page 51 Climate Controls 8. Airflow direction control: Press to toggle through the air
distribution modes listed below. The selected mode will be shown in the display. Page 52
Climate Controls Dual Zone Automatic Temperature Control with rear passenger compartment
climate control if equipped Defrost: Distributes outside air through the windshield defroster and
demister vents. Page 53 Climate Controls odors from reaching the interior of the vehicle.
Recirculation can be engaged manually in any other airflow selection except defrost.
Recirculation may turn off automatically in all airflow selections. Use with recirculated air to
improve cooling performance and efficiency. Page 54 Climate Controls Dual Zone Automatic
Temperature Control with heated seats and rear passenger compartment climate control if
equipped Defrost: Distributes outside air through the windshield defroster and demister vents.
Recirculated air may reduce the amount of time to cool down the interior of the vehicle and may
also help reduce undesired odors from reaching the interior of the vehicle. Page 56 Climate
Controls Sets the passenger side temperature also when DUAL is disengaged. Set the fan to the
highest speed. Direct the outer instrument panel vents towards the side windows. Do not place
objects on top of the instrument panel as these objects may become projectiles in a collision or
sudden stop. Turns on the parking lamps, instrument panel lamps, license plate lamps and tail
lamps. Turns the headlamps on. Autolamp control if equipped The autolamp system provides
light sensitive automatic on-off control of the exterior lights normally controlled by the
headlamp control. Page 59 Lights 5. Wait the desired amount of time for the exit delay you want
up to three minutes , then turn the headlamp switch to. The headlamps will turn off. Foglamp
control if equipped With the ignition on, the foglamps can be turned on when the headlamp
control is pulled toward you and is in any of the following Measure the height of the headlamp
bulb center from the ground and mark an 8 foot 2. Press the controls on either side of each map
lamp to turn on the lamps. Page 63 Lights Using the right bulbs Replacement bulbs are
specified in the chart below. The correct bulbs will not damage the lamp assembly or void the
lamp assembly warranty and will provide quality bulb burn time. Page 64 Lights 3. Locate the
outboardmost electrical connector and remove it by releasing the locking tab and pulling it off.
Remove the bulb socket by turning it counterclockwise and pulling it straight out. Page 65
Lights 3. Locate the front sidemarker lamp electrical connector and remove it by pulling it off.
To remove the bulb, pull it straight out of the bulb socket. Install the new bulb s in reverse
order. Page 66 Lights Replacing high-mount brake lamp bulbs 1. Make sure the ignition control
is in the OFF position. Remove the two screws. Unclip the bulb holder from the reflector. Pull
the bulb straight out. Install in reverse order. Replacing license plate lamp bulbs 1. Adjust the
rotary control to the desired speed setting. Mist function: To activate mist, push control down
from the OFF position and release to get one wipe. For normal or low speed wiper operation,
move control up two positions from OFF. Select: 2 â€” Three to four second interval rear wiper.

O â€” Rear wiper and washer off. The visor will slide back and forth on the rod for increased
sunlight coverage. Slide on rod feature Rotate the visor towards the side window and extend it
rearward for additional sunlight coverage. Storage compartment Press the latch to open the
storage compartment. The door will open slightly and can be moved to full open. The storage
compartment may be used to secure sunglasses or a similar object. Hard objects can injure you
in a collision. Do not insert any other object in the power outlet as this will damage the outlet
and blow the fuse. Do not hang any type of accessory or accessory bracket from the plug. Press
and pull the window switches to open and close windows. Page 74 Driver Controls Window lock
The window lock feature allows only the driver to operate the power windows. Press the left
side to restore the window controls. Page 76 Driver Controls Fold-away mirrors Pull the side
mirrors in carefully when driving through a narrow space, like an automatic car wash. Heated
outside mirrors if equipped Both mirrors are heated automatically to remove ice, mist and fog
when the rear window defrost is activated. Page 81 Driver Controls Do not let children play with
the moon roof or leave children unattended in the vehicle. They may seriously hurt themselves.
To open the moon roof: The moon roof is equipped with an automatic, one-touch, express
opening and closing feature. To stop motion at any time during the one-touch operation, press
the control a second time. This feature will learn the radio frequency codes of most transmitters
to operate garage doors, entry gate operators, security systems, entry door locks, and home or
office lighting. Page 83 Driver Controls 1. Press and hold the two outside buttons releasing only
when the indicator light begins to flash after 20 seconds. Do not repeat Step 1 to program
additional hand-held transmitters to the remaining two HomeLink buttons. This will erase
previously programmed hand-held transmitter signals into HomeLink. Return to the vehicle and
firmly press, hold for two seconds and release the programmed HomeLink button. Activation
will now occur for the trained product garage door, gate operator, security system, entry door
lock, or home or office lighting etc. You may select display features on the message center for a
display of status. The system will also notify you of potential vehicle problems with a display of
system warnings followed by a long indicator chime. Page 87 Driver Controls DTE is calculated
using a running average fuel economy, which is based on your recent driving history of miles
km. This value is not the same as the average fuel economy display. The running average fuel
economy is reinitialized to a factory default value if the battery is disconnected. To operate the
Trip Elapsed Drive Time perform the following: 1. Determine your magnetic zone by referring to
the zone map. Otherwise, if a heading is displayed, continue with Step 5. Page 91 Driver
Controls 3. In the event of a multiple warning situation, the message center will cycle the
display to show all warnings by displaying each one for several seconds. Displayed when the
passenger side door is not completely closed. Displayed when the left rear door is not
completely closed. Displayed when the right rear door is not completely closed. Page 95 Driver
Controls 3. Your oil life is now reset. Attach the net to the anchors provided. Do not put more
than 50 lbs. The cargo net is not designed to restrain objects during a collision or heavy
braking. If it is not possible to distribute the load, position it as far rearward as possible. The
rear cross-bar if equipped can be adjusted to fit the item being carried. Always carry a spare key
with you in case of an emergency. Your keys are programmed to your vehicle; using a
non-programmed key will not permit your vehicle to start. If you lose your authorized dealer
supplied keys, replacement keys are available through your authorized dealer. Before following
the activation or deactivation procedures, make sure that the anti-theft system is not armed,
ignition is off, and all vehicle doors and liftgate are closed. Page Locks and Security and the
vehicle is locked using the remote entry transmitter or the keyless entry keypad. The door lock
controls are re-enabled when the vehicle is unlocked using the key in the door lock cylinder, the
keypad, or by pressing on the remote entry transmitter. Page Locks and Security Unlocking the
doors 1. Note: The interior lamps will illuminate. Press and release again within three seconds
to unlock all the doors. The remote entry system activates the illuminated entry feature; this
feature turns on the lamps for 25 seconds or until the ignition is turned to the 3 RUN position.
Press to automatically move the seat, mirrors and adjustable pedals to the desired memory
position the positions correspond to the transmitter being used. Page Locks and Security
Replacing the battery The remote entry transmitter uses one coin type three-volt lithium battery
CR or equivalent. To replace the battery: 1. Twist a thin coin between the two halves of the
remote entry transmitter near the key ring. Page Locks and Security transmitters, you can either
reprogram them yourself, or take all remote entry transmitters to your authorized dealer for
reprogramming. Page Locks and Security Illuminated entry The interior lamps illuminate when
the remote entry system or the keyless entry system keypad if equipped is used to unlock the
door s. Page Locks and Security 1. Place the key in the ignition and turn the ignition to the 3
RUN position. Press the power door unlock control on the door panel three times. Page Note:
The SecuriLock passive anti-theft system is not compatible with non-Ford aftermarket remote

start systems. Use of these systems may result in vehicle starting problems and a loss of
security protection. Note: Large metallic objects, electronic devices that are used to purchase
gasoline or similar items, or a second coded key on the same key chain may cause vehicle
starting issues. The theft indicator will illuminate for three seconds and then go out. If the theft
indicator stays on for an extended period of time or flashes rapidly, have the system serviced
by your authorized dealer. Page Locks and Security 3. Turn the ignition to the 1 LOCK position
and remove the first coded key from the ignition. Within ten seconds of turning the ignition to
the 1 LOCK position, insert the second previously coded key into the ignition. Page Locks and
Security The system is ready to arm whenever the key is removed from the ignition. When you
press the lock control twice within three seconds on your remote entry transmitter, the horn will
chirp once to let you know that Turn the key full forward toward the front of the vehicle to make
sure the alarm disarms. Do not pile cargo higher than the seatbacks to reduce the risk of injury
in a collision or sudden stop. Page Seating and Safety Restraints Push release button to lower
head restraint. Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. Page Seating and Safety Restraints Before returning the seatback to its original
position, make sure that cargo or any objects are not trapped behind the seatback. After
returning the seatback to its original position, pull on the seatback to ensure that it has fully
latched. An unlatched seat may become dangerous in the event of a sudden stop or collision.
Page Seating and Safety Restraints Press the front or rear portion to tilt the seat. The memory
seat control is located on the driver door. The head restraints can be moved up by pulling up on
the head restraint. Push release button to lower head restraint. Adjusting second row seats if
equipped Lift the control to adjust the seat forward or backward. Page Seating and Safety
Restraints The seatback will fold flat. Lift the handle all the way up until the seat releases from
the floor. Rotate the seat forward to allow access to the third row. To return the seatback to the
floor from tumbled position, rotate the seat down until you hear it latching to the floor. Page
Seating and Safety Restraints Note: The seatback will not raise if the rear latch hooks are not
properly engaged to the floor striker. Before returning the seatback to its original position, make
sure that cargo or any objects are not trapped behind the seatback. Note: The seatback will not
raise if the rear latch hooks are not properly engaged to the floor striker. Page Seating and
Safety Restraints Stowing the third row bench or split bench seat if equipped 1. Stow the head
restraints by pushing the head restraint release buttons while sliding the head restraints fully
down. Remove all objects from the seat and stowage tub. Page Seating and Safety Restraints
Do not use the seat anchors as cargo tie downs. Note: Do not use the third row seatback as a
load floor when the seatback is folded. Unstowing the third row seat Note: Ensure that there are
no objects such as books, purses or brief cases on the load floor before unstowing the seat.
Page Safety Restraints Seating and Safety Restraints Before returning the seatback to its
original position, make sure that cargo or any objects are not trapped behind the seatback. The
system is designed to help protect smaller drivers sitting close to the driver airbag by providing
a lower airbag output level. Page Seating and Safety Restraints safety belt pretensioner
activation depending upon safety belt usage. Refer to Safety belt section in this chapter. Page
Seating and Safety Restraints Safety belt precautions Always drive and ride with your seatback
upright and the lap belt snug and low across the hips. To reduce the risk of injury, make sure
children sit where they can be properly restrained. Never let a passenger hold a child on his or
her lap while the vehicle is moving. Page Seating and Safety Restraints Combination lap and
shoulder belts 1. Insert the belt tongue into the proper buckle the buckle closest to the direction
the tongue is coming from until you hear a snap and feel it latch. Make sure the tongue is
securely fastened in the buckle. Page Seating and Safety Restraints All safety restraints in the
vehicle are combination lap and shoulder belts. All of the passenger combination lap and
shoulder belts have two types of locking modes described below: Vehicle sensitive mode This
is the normal retractor mode, which allows free shoulder belt length adjustment to your
movements and locking in response to vehicle movement. Page This indicates the safety belt is
now in the automatic locking mode. How to disengage the automatic locking mode Ford Motor
Company recommends that all passenger safety belt assemblies and attaching hardware should
be inspected by an authorized dealer after any collision to verify that the automatic locking
retractor feature for child seats is still working properly. Page Seating and Safety Restraints
Position the safety belt height adjusters so that the belt rests across the middle of your
shoulder. Failure to adjust the safety belt properly could reduce the effectiveness of the seat
belt and increase the risk of injury in a collision. Safety belt pretensioner Your vehicle is
equipped with safety belt pretensioners at the driver and front outboard passenger seating
positions. Page Seating and Safety Restraints hardware, should be inspected after a collision.
Ford Motor Company recommends that all safety belt assemblies in use in vehicles involved in
a collision be replaced. However, if the collision was minor and an authorized dealer finds that

the belts do not show damage and continue to operate properly, they do not need to be
replaced. Page Seating and Safety Restraints The Belt-Minder feature uses information from the
front passenger sensing system to determine if a front seat passenger is present and therefore
potentially in need of a warning. To avoid activating the Belt-Minder feature for objects placed in
the front passenger seat, warnings will only be given to large front seat occupants as
determined by the front passenger sensing system. Page Seating and Safety Restraints The
following are reasons most often given for not wearing safety belts All statistics based on U.
Page Seating and Safety Restraints Reasons given Frontal airbags are not designed to inflate in
rear and side crashes or rollovers. People who are ejected are 40 times more likely to DIE. The
path of an inflating airbag must be kept clear at all times. The airbag supplemental restraint
system SRS is designed to work in conjunction with the safety belts to help protect the driver
and front outboard passenger from certain upper body injuries. Do not put anything on or over
the air bag module. Placing objects on or over the air bag inflation area may cause those
objects to be propelled by the air bag into your face and torso causing serious injury. Page
Seating and Safety Restraints How does the airbag supplemental restraint system work? The
airbag SRS is designed to activate when the vehicle sustains longitudinal deceleration sufficient
to cause the sensors to close an electrical circuit that initiates airbag inflation. The fact that the
airbags did not inflate in a collision does not mean that something is wrong with the system.
Page Seating and Safety Restraints Several air bag system components get hot after inflation.
Do not touch them after inflation. If the air bag has deployed, the air bag will not function again
and must be replaced immediately. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Page Seating and Safety Restraints Sitting improperly
out of position or with the seat back reclined too far can take off weight from the seat cushion
and affect the decision of the front passenger sensing system, resulting in serious injury or
death in a crash. Always sit upright against your seatback, with your feet on the floor.
Determining if the system is operational The supplemental restraint system uses a warning
indicator light in the instrument cluster or a back-up tone to indicate the condition of the
system. Page Seating and Safety Restraints Do not attempt to service, repair, or modify the
airbag SRS, its fuses or the seat cover on a seat containing an airbag. See your authorized
dealer. All occupants of the vehicle should always wear their safety belts even when an airbag
SRS is provided. Page Seating and Safety Restraints The airbag SRS is designed to activate
when the vehicle sustains lateral deceleration sufficient to cause the sensors to close an
electrical circuit that initiates airbag inflation. Page Seating and Safety Restraints Do not lean
your head on the door. The Safety Canopy could injure you as it deploys from the headliner. Do
not attempt to service, repair, or modify the Safety Canopy system, its fuses, the A, B, C or D
pillar trim, or the headliner on a vehicle containing a Safety Canopy. The Safety Canopy system
including the A, B, C, and D pillar trim and headliner must be inspected and serviced by an
authorized dealer. Also see Airbag supplemental restraint system SRS in this chapter for
special instructions about using airbags. Important child restraint precautions You are required
by law to use safety restraints for children in the U. Page To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page Seating and Safety Restraints Children and booster seats vary widely in
size and shape. Choose a booster that keeps the lap belt low and snug across the hips, never
up across the stomach, and lets you adjust the shoulder belt to cross the chest and rest snugly
near the center of the shoulder. Page 80 lb. Ford recommends the use of a child safety seat
having a top tether strap. Page Seating and Safety Restraints tether anchors. For more
information on top tether straps and anchors, refer to Attaching safety seats with tether straps
in this chapter. Page Seating and Safety Restraints 2. Pull down on the shoulder belt and then
grasp the shoulder belt and lap belt together. Page Seating and Safety Restraints 5. To put the
retractor in the automatic locking mode, grasp the shoulder portion of the belt and pull
downward until all of the belt is pulled out and a click is heard. Allow the belt to retract. The belt
will click as it retracts to indicate it is in the automatic locking mode. Page Seating and Safety
Restraints Attaching child safety seats with tether straps Most new forward-facing child safety
seats include a tether strap which goes over the back of the seat and hooks to an anchoring
point. Tether straps are available as an accessory for many older safety seats. Contact the
manufacturer of your child seat for information about ordering a tether strap. Page Seating and
Safety Restraints Front passenger seating position delivery van only 1. Position the child safety
seat on the passenger seat cushion. Route the child safety seat tether strap over the back of the
seat. If the head restraint is adjustable, route the tether strap under the head restraint and
between the head restraint posts. Page Seating and Safety Restraints 4. Rotate the tether hook,

and clip the tether strap to the seat frame. If the tether strap is clipped incorrectly as shown the
child safety seat may not be retained properly in the event of a collision. Page Seating and
Safety Restraints 7. Page Seating and Safety Restraints The lower anchors for child seat
installation are located at the rear section of the rear seat between the cushion and seat back.
Utility vehicles are not designed for cornering at speeds as high as passenger cars any more
than low-slung sports cars are designed to perform satisfactorily The AWD feature gives your
vehicle some limited off-road capabilities in which driving surfaces are relatively level,
obstruction-free and otherwise similar to normal on-road driving conditions. Operating your
vehicle under other than those conditions could subject the vehicle to excessive stress which
might result in damage which is not covered under your warranty. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading Treadwear The treadwear grade is a comparative
rating based on the wear rate of the tire when tested under controlled conditions on a specified
government test course. Page Tires, Wheels and Loading TIRES Tires are designed to give
many thousands of miles of service, but they must be maintained in order to get the maximum
benefit from them. Page Tire Inflation Always inflate your tires to the Ford recommended
inflation pressure even if it is less than the maximum inflation pressure information found on
the tire. When weather temperature changes occur, tire inflation pressures also change. Check
for holes or cuts that may permit air leakage from the tire and make necessary repairs. Page
Tires, Wheels and Loading Tires degrade over time depending on many factors such as
weather, storage conditions, and conditions of use load, speed, inflation pressure, etc. In
general, tires should be replaced after six years regardless of tread wear. Page such as P-metric
versus LT-metric or all-season versus all-terrain as those originally provided by Ford. Page
Tires, Wheels and Loading Safety practices Driving habits have a great deal to do with your tire
mileage and safety. Page Tires, Wheels and Loading Tire rotation Rotating your tires at the
recommended interval as indicated in the scheduled maintenance information that comes with
your vehicle will help your tires wear more evenly, providing better tire performance and longer
tire life. Unless otherwise specified, rotate the tires approximately every 5, miles 8, km. Note: If
your tires show uneven wear ask an authorized dealer to check for and correct any wheel
misalignment, tire imbalance or mechanical problem involved before tire rotation. The
definitions of these items are listed below. Note that the tire size, load index and speed rating
for your vehicle may be different from this example. Page Tires, Wheels and Loading Note: You
may not find this information on all tires because it is not required by federal law. Note: The
temporary tire size for your vehicle may be different from this example. The tires on your vehicle
have all weather treads to provide traction in rain and snow. However, in some climates, you
may need to use snow tires and chains. Page Tires, Wheels and Loading provide maximum
return of vehicle design performance. When towing, trailer tongue load weight is also part of
cargo weight. The total load on each axle must never exceed its GAWR. GCWR Gross Combined
Weight Rating â€” is the maximum allowable weight of the vehicle and the loaded trailer â€”
including all cargo and passengers â€” Page Tires, Wheels and Loading Steps for determining
the correct load limit: 1. Determine the combined weight of the driver and passengers that will
be riding in your vehicle. You will need to reduce the load weight by at least lb. Page Tires,
Wheels and Loading Preparing to tow Use the proper equipment for towing a trailer and make
sure it is properly attached to your vehicle. Use a trailer hitch with at least three attachment
points to each of the rear rails. Use of a trailer hitch with only two attachment points to each
rear rail is not recommended. Make sure all running lights, brake lights, turn signals and hazard
lights are working. See your authorized dealer or trailer rental agency for proper instructions
and equipment for hooking up trailer lamps. In case of roadside emergency with a disabled
vehicle, please refer to the Wrecker towing section in the Roadside Emergencies chapter.
LOCK, locks the automatic transaxle gearshift lever and allows key removal. This position also
shuts the engine and all electrical accessories off without locking the steering wheel. To lock
the steering wheel, remove the key then turn the steering wheel. Page Driving Do not park, idle,
or drive your vehicle in dry grass or other dry ground cover. The emission system heats up the
engine compartment and exhaust system, which can start a fire. Do not start your vehicle in a
closed garage or in other enclosed areas. Some warning lights will briefly illuminate. See
Warning lights and chimes in the Instrument Cluster chapter for more information regarding the
warning lights. Page Brakes Driving Guarding against exhaust fumes Carbon monoxide is
present in exhaust fumes. Take precautions to avoid its dangerous effects. If you smell exhaust
fumes inside your vehicle, have your dealer inspect your vehicle immediately. Do not drive if
you smell exhaust fumes. This system helps you maintain steering control during emergency
stops by keeping the brakes from locking. Noise from the ABS pump motor and brake pedal

pulsation may be observed during ABS braking and the brake pedal may suddenly travel a little
farther as soon as ABS braking is done and normal brake operation resumes. Page Driving
Parking brake Apply the parking brake whenever the vehicle is parked. To set the parking brake,
press the parking brake pedal down until the pedal stops. This system helps you maintain the
stability and steerability of your vehicle. It is especially useful on slippery road surfaces. The
system operates by detecting and controlling wheel spin. The system borrows many of the
electronic elements already present in the anti-lock braking system ABS. Page Transmission
Operation Driving STEERING To help prevent damage to the power steering system, never hold
the steering wheel at its furthest turning points until it stops for more than a few seconds when
the engine is running. Page Driving 2. Remove the console panel by opening the armrest,
grasping the panel firmly, then pulling up. This will allow access to the gearshift assembly.
Locate the white plastic cover at the front driver side of the gearshift lever. Locate the screw
which attaches this cover and remove using a screwdriver. Page Driving Understanding the
gearshift positions of the Continuously Variable Transaxle CVT The CVT is a fully automatic
transaxle that electronically monitors vehicle system inputs and outputs and driver demands to
select the desired drive ratio. Turn the ignition to the LOCK position and remove the key
whenever you leave your vehicle. Page Driving This system is not designed to prevent contact
with small or moving objects. The system is designed to provide a warning to assist the driver
in detecting large stationary objects to avoid damaging the vehicle. The system may not detect
smaller objects, particularly those close to the ground. Page Driving in any gear, the ignition
must be ON. An indicator light on the control will illuminate when the system is turned off. Page
Driving If the parking brake is fully released, but the brake warning lamp remains illuminated,
the brakes may not be working properly. The tires may fail and injure a passenger or bystander.
Page Ford Motor Company joins the U. Page Driving seeing what conditions are on the other
side. Do not drive in reverse over a hill without the aid of an observer. When climbing a steep
slope or hill, start in a lower gear rather than downshifting to a lower gear from a higher gear
once the ascent has started. Page Any modifications to a vehicle that raise the center of gravity
can make it more likely the vehicle will rollover as a result of a loss of control. Ford Motor
Company recommends that caution be used with any vehicle equipped with a high load or
device such as ladder or luggage racks. Page Roadside Emergencies Ford and Mercury
vehicles, and six years or 70, miles , km on Lincoln vehicles. Page Hazard Flasher Switch
1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; After an accident, if the
engine cranks but does not start, this switch may have been activated. Page Roadside
Emergencies The fuses are coded as follows. Page Roadside Emergencies Power distribution
box The power distribution box is located in the engine compartment. Always disconnect the
battery before servicing high current fuses. To reduce risk of electrical shock, always replace
the cover to the Power Distribution Box before reconnecting the battery or refilling fluid
reservoirs. Page Changing Tires Ford. If the dissimilar spare tire or wheel is damaged, it should
be replaced rather than repaired. Page Roadside Emergencies 1. Remove the carpeted floor
panel located in the rear of the vehicle, remove the wing nut that secures the spare tire by
turning it counterclockwise. Lift and remove the spare tire from the trunk. Remove the second
wing nut that secures the jack retention bracket by turning it counterclockwise, remove the jack
kit from the Page Roadside Emergencies To help prevent the vehicle from moving when you
change a tire, be sure to place the transaxle in P Park , set the parking brake and block in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. If the vehicle slips off the jack, you or someone else could be seriously injured.
Page 9. Install the wheel cover if equipped. Fully collapse the jack, fold the lug wrench socket
into the handle and place the jack and wrench into the felt bag as shown. Take care to position
the jack as shown to ensure that the locating holes in the jack base can be placed on the
locating tabs of the jack mounting bracket in Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. An explosion could result in injury or vehicle damage.
Batteries contain sulfuric acid which can burn skin, eyes and clothing, if contacted. Do not
attempt to push-start your automatic transmission vehicle. Page Roadside Emergencies
Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used to designate
the assisting boosting battery. Page Roadside Emergencies 3. Connect the negative - cable to
the negative - terminal of the assisting battery. Once the disabled vehicle has been started, run
both engines for an additional three minutes before disconnecting the jumper cables. Removing

the jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the ground metal surface. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Page Wrecker Towing It is recommended that your
vehicle be towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. If the vehicle is being towed using
wheel lift equipment, the wheels being raised should be brought to a height of 12 inches 30 cm
above the non-raised wheels to prevent damage to the vehicle. Page If the vehicle is towed by
other means or incorrectly, vehicle damage may occur. Ford Motor Company produces a towing
manual for all authorized tow truck operators. Have your tow truck operator refer to this manual
for proper hook-up and towing procedures for your vehicle. Away from home If you own a Ford
or Mercury vehicle and are away from home when your vehicle needs service, or if you need
more help than the authorized dealer could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealer to help you. Page If
you own a Lincoln vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.
Page Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in
some states. Page You are not bound by the decision but may choose to accept it. If the
arbitrator has decided in Page Customer Assistance If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your authorized dealer for complete details
about Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page
Reporting Safety Defects U. The high-pressure fluid could penetrate the sealed parts and cause
damage. These may include hot wax treatments used by commercial car washes, water
repellent coatings, tree sap, or other organic contamination; These quality products have been
specifically engineered to fulfill your automotive needs; If your vehicle requires professional
service, your authorized dealer can provide the necessary parts and service. Check your
Warranty Guide to find out which parts and services are covered. Inside the vehicle, pull the
hood release handle located under the bottom of the instrument panel near the steering column.
Go to the front of the vehicle and release the auxiliary latch that is located under the front center
of the hood. Engine coolant reservoir 2. Power steering fluid reservoir 3. Brake fluid reservoir 4.
Battery 5. Power distribution box 6. Air filter assembly 7. Engine coolant bleed plug 8. Page In
very cold weather, do not fill the reservoir completely. Do not use any special washer fluid such
as windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Pull the wiper arm away from the vehicle slightly. Press the release
button and pull the wiper blade from the wiper arm. Attach the new wiper to the wiper arm by
sliding it onto the wiper arm until it clicks into place. Page Maintenance and Specifications 5.
Locate and carefully remove the engine oil level indicator dipstick. Wipe the indicator clean.
Insert the indicator fully, then remove it again. Refer to Adding engine oil in this chapter. Oil
levels above this mark may cause engine damage. If the engine is overfilled, some oil must be
removed from the engine by an authorized dealer. Page Change your engine oil and filter
according to the appropriate schedule listed in scheduled maintenance information. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. For longer, trouble-free
operation, keep the top of the battery clean and dry. Page Maintenance and Specifications Keep
batteries out of reach of children. Batteries contain sulfuric acid. Avoid contact with skin, eyes
or clothing. Shield your eyes when working near the battery to protect against possible
splashing of acid solution. In case of acid contact with skin or eyes, flush immediately with
water for a minimum of 15 minutes and get prompt medical attention. Follow your local
authorized standards for disposal. Call your local authorized recycling center to find out more
about recycling automotive batteries. Page Maintenance and Specifications When the engine is
cold, check the level of the engine coolant in the reservoir. Mixing Motorcraft Specialty Orange
Engine Page Maintenance and Specifications 1. Before you begin, turn the engine off and let it
cool. When the engine is cool, wrap a thick cloth around the coolant pressure relief cap on the
coolant reservoir an opaque plastic bottle. Slowly turn cap counterclockwise left until pressure
begins to release. Page Maintenance and Specifications 8. Install the thermostat housing bleed
plug. Install metal pin by pushing into the slot. After any coolant has been added, check the
coolant concentration, refer to the Checking engine coolant section. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a

Ford-approved recycling process is not yet available. Fuel such as gasoline is highly toxic and
if swallowed can cause death or permanent injury. Page Maintenance and Specifications
Refueling Fuel vapor burns violently and a fuel fire can cause severe injuries. Page The
customer warranty may be void for any damage to the fuel tank or fuel system if the correct
genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. If
the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops before
completely removing the fuel filler cap. Page The scheduled maintenance items listed in
scheduled maintenance information are essential to the life and performance of your vehicle
and to its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting Freestyle Page Maintenance
and Specifications emission control, such non-Ford parts should be equivalent to genuine Ford
Motor Company parts in performance and durability. Do not park, idle, or drive your vehicle in
dry grass or other dry ground cover. Page Maintenance and Specifications 2. Poor fuel quality
or water in the fuelâ€”the engine may misfire or run poorly. The fuel cap may not have been
securely tightened. See Fuel filler cap in this chapter. Driving through deep waterâ€”the
electrical system may be wet. These temporary malfunctions can be corrected by filling the fuel
tank with good quality fuel, properly tightening the fuel cap or letting the electrical system dry
out. A complete check may take several days. Replace the PCV valve with one that meets Ford
material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. The customer warranty may be void for any damage to the emissions system
if such a PCV valve is not used. World manufacturer identifier 2. Vehicle line, series, body type
4. Engine type 5. Check digit 6. These quality accessories have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
aerodynamic appearance of your vehicle. Page Accessories Peace of mind Mobile-Ease hands
free communication system Remote start Vehicle security systems Wheel locks Not all
accessories are available for all models. Page Index Index acid, treating emergencies.. Page
Cruise control service points Page Index Headlamps Page Index autolock Page Index Rear seat
entertainment heated Page Index terminology Print page 1 Print document pages. Cancel
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images gallery. If you need a repair manual for your Ford, you've come to the right place. Now
you can get your repair manual in a convenient digital format. Old paper repair manuals just
don't compare! This downloadable repair manual software covers the Ford Freestyle and is
perfect for any do-it-yourselfer. In the dark old days of auto repair, you
cost to replace fuse box with breaker box
cooper 3 way switch wiring diagram
crown victoria wiki
had to buy a traditional service manual in book format which would retail at a higher cost.
Getting the same information in digital format is so much less expensive and more convenient!
Maybe you need the manual to fix the brakes on your Freestyle, or possibly replace some worn
out suspension components. Or you might need to get your engine running, or just do the
required standard maintenance. Whatever the case may be, this repair manual software for the
Ford Freestyle is just what you need. You will have all the service information you could ever
need for your vehicle. It will help you fix the brakes, engine, suspension, steering, drivetrain,
electrical problems, heat, air conditioning, etc. Anything can be fixed! You can save a lot of
money by working on your own vehicle. You probably already know this, but mechanics charge
a lot. Do it yourself and use this Ford Freestyle repair manual software to guide the way. It gives
you the manual for your Freestyle and it's very easy to use.

