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And man oh man, does the Commander have some problems. It's the plight of the
1st-generation adopter: you get the newest and shiniest in exchange for a handful of issues that
get ironed out in future versions. But what happens when that handful of issues becomes a
bucketload? The Commander has quality control issues like the door handles breaking off and
the sunroof leaking. But what's truly worrisome is the electrical problems like the vehicle
shutting down unexpectedly, gauges going crazy or the cruise control having a mind of its own.
So how do you find out what problems are occurring? Any duplicates or errors? It's not us.
Don't waste your time wasting ours! If you are interested in advertising a for-profit service,
contact us. Find something helpful? Spread the word. Share on Facebook Retweet this page
Email this page. Add Complaint. Worst vehicle ever! Currently it's been shutting off on its own a
few seconds after I start it and giving random "transmission over temp" and "service 4X4
system" messages even though there's not a problem with those systems. I turn the key, it runs
for 3 seconds, then shuts off. Sometimes it does this several times in a row and then won't start
at all. Other times it starts fine so it's ridiculously hard to diagnose. Sometimes when it's doing
it's shut down bit, you can get it to stay on a little longer by revving the engine, and it will let
you pull out of the driveway, but then shuts off in the middle of the street. The sun roof leaks
horrifically, even after I've tried the "clip the nipples off the bottom of the hoses" trick. While
driving the keep Commander the vehicle will start stalling from driving as you press the gas it
will not pull and make a loud noise and turn off. There was a lot of smoke that came from the
hood of the car. When you try to start it back up it will not start and keep making a weird noise
like it's out of gas. The gas tank is full and it still want start. The truck was towed to a
mechanical shop and they advised me it was a bad engine. While driving on the highway, at
highway speed the car shut off with out warning. Search CarComplaints. Check engine light
came on. Engine surged rpms and lost all power while driving. I put it in neutral and started it
back up. Upon parking, rpms surged again, vehicle tried to pull forward before the rpms
dropped and stalled the engine in drive. I checked used my scan tool to check the code and it
came back P which is for wrong engine oil. I used royal purple 5W20 in my last oil change. It
drove the vehicle for miles before this incident occurred with no issues in between. I noticed the
4. Repeated transmission over temp error messages displayed on dash. Error is intermittent,
occasionally causing vehicle to turn off unexpectedly during operation. Happens while driving
in normal conditions. I have a 06 Jeep Commander with the 5. I have been having a problem tied
the vehicle stalling at random time. Most of the time it is while the vehicle is in motion. A few
times at highway speeds. Also and I dont know if its coincides but the Jeep will buck like you hit
something and the traction control light will illuminate and stay on. Thank god no accidents but
was told by countless Jeep dealers there is no issue. I was driving to drop my son off at school
and when I would press the gas, it wasn't moving like it should've been. It was barely moving,
you could engine rev but it wasn't moving and didn't move until it got to 2, ig 2nd gear on the
dash. The contact owns a Jeep Commander. While driving at unknown speeds, the vehicle
stalled and the security warning indicator illuminated. The contact called gastonia Chrysler
Dodge Jeep Ram E franklin blvd, gastonia, nc , , but the vehicle was not diagnosed or repaired.
The contact stated that the key was not programmed to the vehicle and the failure was similar to
the failure listed in NHTSA campaign number: 14V electrical system. The manufacturer was
contacted and provided case number: The failure mileage was , Intermittent inability to start
vehicle. My Jeep Commander has a problem that is being discussed all over the internet in chat
rooms and blogs but is not being acknowledged by Jeep. The issue occurred when Jeep was in
parked position. I am a disabled man and I was left stranded in very cold weather for two hours
with a car that would not start. It had nothing to do with the starter, or the solenoid. This seems
to be a serious issue with Jeep and a safety issue to the owner especially if the owner is
stranded and has no heat and unable to walk to get help. I am requesting NHTSA to look into
this because Jeep is stonewalling the public and this is a serious and dangerous issue that the
public should be aware of by way of a recall. People rely upon their automobiles and expect
them to operate accordingly and not to have random and intermittent engine non starts for no
apparent reason and with no explanation from Jeep and no solution to the problem going on 9
years now. Please investigate this widespread problem known to be an issue with Jeep
Commander. At K with no warning, engine runs hot, I wait for 30 min to cool down.. What a Jeep
and I am still paying on it.!! Vehicle stalls randomly, losing power brakes and steering. This is a
major safety issue. Unfortunately, there needs to be solid a resolution as people can't spend
tons of money on what the issue "might" be and then get back on the road in this death trap to
only have it stall again. Valve seals went in engine causing catastrophic fail. Shut off vehicle,
went to start again, started but started to make a horrible noise, would not stay started. Engines
surges continuosly. RPM's surge. While driving various speeds, the temperature warning
indicator illuminated and the vehicle stalled. The vehicle was restarted and there was an

abnormal noise coming from the engine compartment. The contact indicated that the failure
exhibited the same symptoms as listed in NHTSA campaign number: 08V power train. The
vehicle was diagnosed by an independent mechanic, but the cause of the failure could not be
determined. The vehicle was not taken to a dealer for diagnostic testing or repairs. The
manufacturer was notified of the failure and did not assist. The failure mileage was
approximately , Happens at any speed. Not what you are looking for? Search for something
else:. Fuse box diagram fuse layout , location, and assignment of fuses and relays Jeep
Commander XK , , , , A fuse is an element for protecting the electrical system. A fuse will trip i. If
an electrical device is not working, check whether the respective fuse is blown. Look at the
silver-colored band inside the fuse. If the band is broken or melted, replace the fuse. Check
those fuses first that protect the failed component, but check all the fuses before deciding that a
blown fuse is not the cause. The interior fuse panel is on the lower instrument panel just to the
left of the steering column. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Never replace a broken fuse with anything other than a new
fuse. Always use a fuse of the same color. Never change a fuse with another amperage. This
can cause damage to the electrical system and fire. If the fuse blows again, have the vehicle
inspected at a qualified service center. Rear Side. Main Page. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
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Timing Chain Kit. Part : MK. Rocker Arm. Valve Lifter Lash Adjuster. Valve Spring. Part : AD.
Valve Seal. Part : AB. Intake Valve Std. Intake Valve. Standard Valve Exhaust. Exhaust Valve. Oil
Filler Cap. Oil Fill Housing Gasket. Availability: Availability: In Stock. Part : AAK. Ring Set Std - 8
Cyl. Part : AAK Part : P. Connecting Rod Bolt. Part : K. Connecting Rod Bearing, Set. Part : K
Connecting Rod Bearing Set. Part : K5. Cylinder Head Gasket. Valve Cover Gasket, Left. Valve
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