2010 honda crv relay diagram

The fuse label is attached under the steering column. Additional relay in passenger
compartment pre Additional relay in passenger compartment since Additional relay in
passenger compartment since , RHD. To open it, push the tabs as shown. Skip to content. Tags:
Fuse box diagram Honda. Power windows, main switch Rain and light sensor Headlight
levelling switch Headlight levelling. Adaptive headlights or headlight levelling control unit
Multiplex control unit Rear wiper motor. Adaptive cruise control unit Cruise control unit Radar
sensor Adaptive headlights or headlight levelling control unit. Climate control unit Heating and
air conditioning control unit Electric mirrors Recirculation control motor Fuse and relay box in
engine compartment, relays R1, R5 â€” R9 Cooling fan relay Heated seats. Power Window
Relay. Right Headlight High Beam. Left Headlight High Beam. Small Light Interior. Small Light
Exterior. Right Headlight Low Beam. Left Headlight Low Beam. Main Headlight High Beam. Main
Headlight Low Beam. Front Left Power Window. Rear Accessory Power Socket. Front
Accessory Power Socket. Front Right Power Window. Rear Right Power Window. Rear Left
power window. Daytime Running Lights. Ignition switch Fuse and relay box in passenger
compartment, fuses 5 â€” 7, 27 â€” 29, 31 80A also used. Fuse and relay box in passenger
compartment, fuses 18 â€” 21 Fuse and relay box in passenger compartment, fuses 24 â€” 26,
30, 32, 33, relay R1 40A also used. Electronic throttle control Main relay, No. Rain and light
sensor Cargo light s Interior light Map reading light s Ignition key light Vanity light. Alarm siren
Audio unit Navigation and multimedia unit Data link connector Dashboard control unit
Handsfree telephone control unit Immobiliser control unit Ultrasonic sensor. Fuse box diagram
fuse layout , location, and assignment of fuses and relays Honda CR-V Mk3 , , , , If something
electrical in your vehicle stops working, check for a blown fuse first. Determine from the chart,
or the diagram on the fuse box lid, which fuse or fuses control that device. Check those fuses
first, but check all the fuses before deciding that a blown fuse is the cause. Replace any blown
fuses, and check if the device works. The fuse label 2 is attached under the steering column. To
open it, push the tabs as shown. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Notice Replacing a fuse with one that has a higher rating greatly
increases the chances of damaging the electrical system. If you do not have a replacement fuse
with the proper rating for the circuit, install one with a lower rating. Never replace a broken fuse
with anything other than a new fuse. Main Page. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these cookies, the cookies that are categorized as necessary are stored on your
browser as they are essential for the working of basic functionalities of the website. We also
use third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may have an effect on your
browsing experience. Necessary Always Enabled. Non-necessary Non-necessary. Steering
Wheel Switches Lights. Table of Contents. This document does not contain hyperlinks and may
be formatted for printing instead of web use. This is due to changes. This manual will be
replaced with a. Summary of Contents for Honda CR-V Page 1 This document does not contain
hyperlinks and may be formatted for printing instead of web use. This is due to changes in
content and specifications of the vehicle that happen throughout the model year. This manual
will be replaced with a hyperlinked version at the end of the model year. Page 2 The information
and specifications included in this publication were in effect at the time of approval for printing.
Honda Motor Co. Your selection of a Honda CR-V was a wise investment. It will give you years
of driving pleasure. One of the best ways to enhance the enjoyment of your new vehicle is to
read this manual. In it, you will learn how to operate its driving controls and convenience items.
Event Data Recorders This vehicle is equipped with one or more devices commonly referred to
as event data recorders. These devices record front seat belt use, front passenger seat
occupancy, airbag deployment data, and the failure This data belongs to the vehicle owner and
may not be accessed by anyone else of any airbag system component. And operating this
vehicle safely is an important responsibility. To help you make informed decisions about safety,
we have provided operating procedures and other information on labels and in this manual.
Higher ground clearance has many advantages for off-highway driving. It allows you to travel
over bumps, obstacles, and rough terrain. Your Vehicle at a Glance A quick reference to the
main controls in your vehicle. EX-L without navigation system is shown. It shows you how to

use seat belts. It explains how your airbags work. And it tells you how to properly restrain
infants and children in your vehicle. The recommendations on this page are the ones we
consider to be the most important. Remember, situations can change quickly, and only you can
decide when it is safe to divert attention away from driving. Your seat belt system also includes
an indicator on the instrument panel and a beeper to remind you and your passengers to fasten
your seat belts. Why Wear Seat Belts Seat belts are the single most effective safety device for
adults and They are designed to supplement the seat belts. Airbags offer no protection in rear
collisions, or minor frontal or side collisions. The National Highway Traffic Safety
Administration and Transport Canada recommend that drivers allow at least 10 inches 25 cm
between the center of the steering Adjust the seat-back to an upright position, and sit well back
in the seat. Check that the belt is not twisted, because a twisted belt can cause serious injuries
in a crash. To adjust the height of an anchor, press and hold the release buttons, and slide the
anchor up or down as needed it has four positions. Sitting improperly or out of position can
result in serious injury or death in a crash. Passengers should not stand up or change seats
while the vehicle is A passenger who is not moving. The front seat belts are also equipped with
automatic seat belt tensioners. To fasten the belt, insert the latch plate into the buckle, then tug
on the belt to make sure the buckle is latched see page for how to Before using the seat belt,
make sure the detachable anchor is correctly latched. Page Seat Belt Maintenance. Any belt that
is not in good condition or working properly will not provide good protection and should be
replaced as soon as possible. Honda provides a limited warranty on seat belts. See your Honda
Warranty Information booklet for details. After a crash, you may see what looks like smoke.
When you turn the ignition switch to the ON II position, this indicator comes on briefly then
goes off. Page Airbag Service This could make the dealer. If it is necessary to remove or modify
a front seat to accommodate a person with disabilities, first contact Honda Automobile
Customer Service at However, despite their best intentions, many adults do not know how to
properly protect child passengers. If you have children, or ever need to drive with a child in your
vehicle, be sure to read this section. Please read and follow the instructions on these labels. If
you ever have to carry a group of children, and a child must ride in front: Place the largest child
in the front seat, provided the child is large Or, you may wish to get a smaller rear-facing child
seat. If it is necessary to put a forward- facing child seat in the front, move the vehicle seat as
far to the rear as possible, and be sure the child seat is Before purchasing a conventional child
seat, or using a previously purchased one, we recommend that you test the seat in the specific
vehicle seating position or positions where the seat will be used. Push and pull the child seat
forward and from side-to-side to verify that it is secure. Reinstall the dual deck cargo shelf.
Remember, if the lap part of the belt is not tight, the child seat will not be secure. Each rear
outside seating position has an anchorage point on the seat- back, and the center seating
position has an anchorage point in the ceiling near the tailgate. After properly securing the child
seat see page , open the anchor cover. The following pages give instructions on how to check
proper seat belt fit, what kind of booster seat to use if one is needed, and Will the child be able
to stay seated like this for the whole trip? Do not let a child put the shoulder part of a seat belt
behind the back This could or under the arm. Carbon monoxide should not enter the vehicle in
normal driving if you maintain your vehicle properly and follow the information on this page.
Have the exhaust system inspected for leaks whenever: The vehicle is raised for an oil change.
They warn you of potential hazards that could cause serious injury or death. Read these labels
carefully. If a label comes off or becomes hard to read except for the U. All the essential
controls are within easy reach. Malfunction Indicator Lamp See page Low Oil Pressure Indicator
The engine can be severely damaged if this indicator flashes or stays on when the engine is
running. If an indicator does not blink or blinks rapidly, it usually means one of the turn signal
bulbs is burned out see pages Replace the bulb as soon as possible, since other drivers cannot
see that It reminds you that it is time to take your vehicle in for scheduled maintenance. The
maintenance main items and sub items will be displayed in the information display. Information
Display The information display consists of three segments. The upper segment displays
current fuel mileage, the second segment displays the odometer, average fuel mileage, range
estimated distance , engine oil life, and the lower segment displays the trip meter, and
maintenance item code s. It shows the number of mpg U. It measures miles in U. It is illegal
under U. Therefore, the temperature reading can be affected by heat reflection from the road
surface, engine heat, and the exhaust from surrounding traffic. For more information, see page
Maintenance Minder The information display in the instrument panel shows you the engine oil
life and maintenance service items when the ignition Rotate the switch clockwise to turn the
rear window wiper ON. The wiper operates every 7 seconds after completing two sweeps. To
signal a lane change, push lightly on the lever, and hold it. The lever will return to center when
you release it or complete a turn. Turn the knob on the lower part of the instrument panel to

adjust the brightness. You will hear a beep when maximum or minimum brightness is reached.
The rear window defogger will clear fog, frost, and thin ice from the window. Push the defogger
button to turn it on and off. The indicator in the button comes on to show the defogger is on. To
release it, push on the pedal again. The parking brake indicator on the instrument panel should
go out when the parking brake is fully released see page Parking Brake, Steering Wheel
Adjustment Use only Honda-approved key blanks. These keys contain electronic circuits that
are activated by the immobilizer system. They will not work to start the engine if the circuits are
damaged. When you turn the ignition switch to the ON II position, the immobilizer system
indicator should come on briefly, then go off. To turn the key, the shift lever must be in Park,
and you must push the key in slightly. You will hear a click. Keep holding the switch until you
hear another click after about 5 seconds. Release the switch, and within 20 seconds, turn the
ignition switch to the LOCK 0 position. Make sure the shift lever is in the Park P position.
Continue to hold down the switch: Until you hear another click after about 5 seconds to Some
exterior lights will flash once. When you push LOCK twice within 5 seconds, you will hear a
beep to verify that the doors and the tailgate are locked and the security system if equipped has
set. Protect the transmitter from extreme temperature. Do not immerse the transmitter in any
liquid. If you lose a transmitter, the replacement needs to be reprogrammed by your dealer.
Replacing the Transmitter Battery If it takes several pushes on the To unlock the tailgate, turn
the key clockwise twice, push the rear of the master door lock switch, or push the UNLOCK
button twice on the remote transmitter. Place a cloth on the top side of the cover to prevent
scratches, then use a small flat-tip screwdriver to remove the cover on the back of the tailgate.
Make all seat adjustments before you start driving. After moving the seat, make sure it is locked
into position. The angle of each rear seat-back can be adjusted separately. Pivot it down to use
it. Cargo Pass-through The rear center seat-back has a cargo area pass-through. To use the
cargo area pass-through, pull up the release on top of the center seat- back and fold it down.
Your vehicle is equipped with head restraints in all seating positions to help protect you and
your passengers from the likelihood of whiplash and other injuries. It folds down forward. To
raise the head restraint, pivot it up by hand. Page If the restraints do not return to their normal
position, or in the event of a severe collision, have the vehicle inspected by a Honda dealer.
Seats For a head restraint system to work properly: Do not hang any items on the head
restraints, or from the restraint legs. With either of the outer seat- backs folded-down, you can
still carry a passenger in the rear seat. With the center seat-back folded- down, either outer
seating position can be used. Lower the rear center head restraint to its lowest position. Pull up
the release lever on the top of the seat-back. Make sure all items in the cargo area are secured.
Loose items can fly forward and cause injury if you have to brake hard See Carrying Cargo on
page You cannot fold up the rear seat if it is not latched securely in the rearmost position. The
passenger seat only has heaters in the seat bottom because of the side airbag cutoff system. To
open the window, push the switch down and hold it. Release the switch when you want to stop
the window. Use the switch on the front ceiling to operate the moonroof. You must turn the
ignition switch to the ON II position to operate the moonroof. To close the moonroof, remove
the obstacle, then use the moonroof switch again. Auto reverse stops sensing when the
moonroof is almost closed. Push the appropriate edge of the adjustment switch to move the
mirror right, left, up, or down. On the upper area, you can store small and light items. You
should place heavy items in the lower storage area. Reverse this procedure to return the dual
deck cargo shelf to the upper position. Make sure the dual deck cargo shelf is latched securely.
Do not use this shelf if the second row seats are folded down. On Canadian models To prevent
damage, do not place more than 10 kg on this shelf. Beverage Holders Be careful when you are
using the beverage holders. To store it, pull the lever and lower the table. Sitting on or getting
under the table, or putting heavy objects on the table, may damage or deform it. Always keep
the glove box closed while driving. When using the sun visor for the side window, remove the
support rod from the clip, and swing it out. Make sure you put the sun visor back in place when
you are getting into or out of the vehicle. You can see all the vehicle passengers in this mirror.
To use the mirror, open the sunglasses holder fully, push it to the first detent, and release it. To
switch back to the sunglasses holder, close the conversation mirror and then open the
sunglasses holder. Rear Make sure to put the socket cover back in place to prevent any small
foreign objects from getting into the socket. Make sure the coat hook is folded up when you are
not using it. This hook is not designed for large or heavy items. In the Door Activated center
position, the light comes on when you: Open any door. Unlock the doors and the tailgate with
the key or remote transmitter. Push the lens again to turn it off. You can use the spotlights at all
times. The standard audio system has many features. This section describes those features and
how to use them. Your vehicle has an anti-theft audio system that requires a code number to
enable it. Temperature Control Dial Turning this dial clockwise increases the temperature of the

airflow. When you select , the system automatically switches to fresh air mode. Watch the
engine coolant temperature gauge see page. See the navigation system manual for complete
details. Using Automatic Climate Control The automatic climate control system in your vehicle
maintains the interior temperature you select. When the indicator is off, air is brought in from
the outside of the vehicle fresh air mode. It also overrides any mode selection you may have
made. For faster defrosting, manually set the fan speed to high. Do not cover the sensors or
spill any liquid on them. Select the desired band, AM or FM. You can store one frequency on
FM1, and one frequency on FM 2 with each preset button. Use the tune, seek, or scan function
to tune the radio to a desired station. Adjusts the bass. You operate the disc player with the
same controls used for the radio. Turn the knob to the right to skip to the next folder, and to the
left to move to the beginning of the current folder. To activate folder random, press the RDM
button 2 times. You will hear a beep and see F-RDM in the display. If you eject the disc, but do
not remove it from the slot, the system will automatically reload the disc after 10 seconds and
put it in pause mode. If you cannot clear the error message, take your vehicle to your dealer.
The chart on the right explains the error messages you may see in the display while playing a
disc. Turn the system on by pushing the FM or AM button. Select the desired band, AM or Use
the tune, seek, or scan function to tune the radio to a desired station. In the category mode, only
the channels within that category are scanned. To activate scan, press the SCAN button. You
operate the disc changer with the same controls used for the radio. You can see the album,
artist, and track name in the display. Press and release the side to skip backward to the
beginning of the current track. Press and hold the RPT button for 2 seconds again to turn it off.
Press the CD button again to play the disc. Push the release button to release the USB adapter
cable. The files in each album are played in the recorded order. To activate the repeat feature,
press the RPT button. To activate the folder random feature, press the RDM button repeatedly. If
you feel the sound is too loud, choose low. If you feel the sound is too quiet, choose Hi. Store
the next six channels using steps 2 and 3. Your vehicle also has a CD changer that operates
with the same functions as the in-dash disc player To use the disc player, press the OPEN
button beside the screen. The screen folds back, and the disc slot appears. You can also
operate the audio system without using the control icons on the audio screen. Press the CD
button. The status bar appears on the bottom of the screen. To activate scan, press and release
the SCAN button. Press the disc eject button to remove the disc. If you eject the disc, but do not
remove it from the slot, the system will automatically reload it after 10 seconds and put it in
pause Reinstall the tray in the magazine. You operate the CD changer with the same controls
used for the in- dash disc player or the radio. Push the button preset 5 once to replay the track
in play; press it twice to replay the previous track. When a mode is selected, it is highlighted in
blue. Folder mode plays tracks in the order they were added to the card. Select the desired
mode by touching the appropriate icon, or move the joystick, then press ENT. Press and release
preset 5 , to skip backward to the beginning of the current file. This continues until you
deactivate each random play by pressing the RDM button again. To activate the scan feature,
press and release the SCAN button. Select the desired file. Select the desired album, and its
song list is displayed. You can then select the desired song from the list. To play an iPod,
connect it to the USB adapter cable in the upper glove box by using your dock connector. It also
shows the artist, album and track file names on the screen. The track list menu appears on the
display. Touch the CD icon to switch to the disc mode if a disc is loaded. This causes the sound
to distort or flutter. This is a main cause of poor radio reception in city driving. If you insert a
damaged disc as indicated in this section, it may become stuck inside and damage the audio
unit. Scratches and fingerprints on the discs may cause the sound to skip. These let you control
basic functions without removing your hand from the wheel. The VOL button adjusts the volume
up or down. The system will accept auxiliary input from standard audio accessories. The
displayed time begins to blink. Change the hours by pressing the H hour button until the
numbers advance to the desired time. Change the minutes by pressing the M minute button
until the numbers advance to the desired time. It indicates eight directions. The compass may
need to be manually calibrated after exposure to a strong magnetic field. The display begins to
blink. Push the same knob to enter this setting. Find the zone for your area on the zone map see
page. The horn sounds and a combination of headlights, parking lights, side marker lights and
taillights flash if someone attempts to break into your vehicle or remove the audio unit. For the
best picture, always keep the rearview camera clean, and do not cover the camera lens. It
should be used for cruising on straight, open highways. It is not recommended for city driving,
winding roads, slippery roads, heavy rain, or bad weather. If your vehicle speed increases going
down a hill, use the brakes to slow down. This will cancel the cruise control. After completing
the pass, take your foot off the accelerator pedal. The vehicle will return to the set cruising
speed. Resting your foot on the brake pedal causes cruise control to cancel. Page Bluetooth

Handsfreelink In the U. In Canada, visit or call Adjust or close them as necessary. Phone Setup
This command group is available for paired cell phones. Phone pairing tips You cannot pair
your phone while the vehicle is moving. Your phone must be in discovery or search mode to
pair. Status HFL will tell you which phone is linked to the system. You can also redial the last
number called. Bluetooth is the wireless technology that links your phone to HFL. HFL uses a
Class 2 Bluetooth, which means the maximum range between your phone and vehicle is 30 feet
Enter a call number. See page more information. List ICON To search for a specific name in the
phonebook, enter the keyword for either the first or last name. Receiving a Call When you
receive a call, an incoming call notification if activated will play and interrupt the audio system if
it is on. The numbers you store cannot only be phone numbers but other types, such as
account numbers or passwords, which can be sent during a menu-driven call. Delete Say the
name you want to delete and follow the HFL prompts to complete the deletion. Page In the U. In
Canada, visit Import Cellular Phonebook: The entire phonebook data of the cell phone that is
linked to HFL can be imported to the navigation system. Select a phonebook you want to delete.
The display will change as shown above. Enter the current PIN for this phonebook. Enter the
new 4-digit PIN number. You will be asked to re-enter the PIN for verification. Follow the HFL
prompts and say the new 4-digit passcode. Follow the HFL prompts to confirm the number.
Press and release the HFL Talk button before a command. Other trademarks and trade names
are those of their respective owners. You also need to know how to properly store luggage or
packages. The information in this section will help you. In Canada, visit owners. Open the fuel
fill door by pulling on the handle located under the lower left corner of the dashboard. If you do
not properly tighten the cap, the malfunction indicator lamp may come on see page. Pull the
hood release handle located under the lower left corner of the dashboard. The hood will pop up
slightly. Remove the dipstick orange handle. Wipe off the dipstick with a clean cloth or paper
towel. Insert the dipstick all the way back into its hole. Fuel economy is not a fixed number. It
varies based on driving conditions, driving habits and vehicle condition. Therefore, it is not
possible for one set of estimates to predict fuel economy precisely for all drivers in all
environments. Use the fresh-air ventilation when possible. Page Accessories And Modifications
Accessories Your dealer has Honda accessories that allow you to personalize your vehicle.
These accessories have been designed and approved for your vehicle, and are covered by
warranty. Page Here are some examples: Lowering the vehicle with a non- Honda suspension
kit that significantly reduces ground clearance can allow the undercarriage to hit speed bumps
or other raised objects, which could cause the airbags to deploy. This figure includes the total
weight of all occupants, cargo, and accessories, and the tongue load if you are towing a trailer.
If you use an accessory roof rack, the roof rack weight limit may be lower. Heavy items should
be properly secured on the floor of the cargo area. The net may not prevent heavy items from
being thrown forward in a crash or a sudden stop. It also includes important information on
parking your vehicle, the braking system, the vehicle stability assist VSA system, the tire
pressure monitoring system TPMS , and facts you need if you are planning to tow a trailer or
drive off-highway. It also provides good visibility so you can anticipate problems earlier.
Because your vehicle rides higher off the ground, it has a high center of gravity that can cause
it to roll over if you make abrupt turns. Make sure all windows, mirrors, and outside lights are
clean and unobstructed. Remove frost, snow, or ice. Check that the hood is fully closed.
Visually check the tires. In cold weather, turn off all electrical accessories to reduce the drain on
the battery. Make sure the shift lever is in Park. Press on the brake pedal. These indicators on
the instrument panel show which position the shift lever is in. Shift to the Park position if you
need to leave your vehicle for any reason. Press on the brake pedal when you are moving the
shift lever from neutral to another gear. Selecting the D position again will resume the D3 mode
and the indicator comes on. Turning the ignition switch to the LOCK 0 position turns this mode
off. Set the parking brake. Remove the key from the ignition switch. Make sure the parking brake
is set firmly, or your vehicle may roll if it is parked on an incline. Set the parking brake before
you put the transmission in Park. A power assist helps reduce the effort needed on the brake
pedal. The anti-lock brake system ABS helps you retain steering control when braking very
hard. Resting your foot on the pedal keeps the brakes applied lightly, builds up heat, reduces
their effectiveness and The electronic brake distribution EBD system, which is part of the ABS,
also balances the front-to-rear braking distribution according to Test your brakes as instructed
on page. If the brakes feel normal, drive slowly and have your vehicle repaired by your dealer as
soon as possible. It also assists you in maintaining traction while accelerating on loose or
slippery road surfaces. To turn the VSA system on and off, press and hold it until you hear a
beep. Each tire has its own pressure sensor not including the spare tire. Replace the flat tire
with the compact spare tire see page Each wheel except the compact spare tire wheel is
equipped with a tire pressure sensor. You can also use it to tow a trailer if you carefully observe

the load limits, use the proper equipment, and follow the guidelines in this section. Too much
tongue load reduces front-tire traction and steering control. Too little tongue load can make the
trailer unstable and cause it to sway. Discuss your needs with your trailer sales or rental
agency, and follow the guidelines in this section. Page Refer to the drawing above for the wiring
color code and purpose of each pin. If you use a non-Honda trailer lighting harness and
converter, you can get the connector and pins that mate with the connector in your vehicle from
your dealer. Your vehicle tires and spare are properly inflated, and the trailer tires and spare are
inflated as recommended by the trailer maker. Grip the of the steering wheel, bottom then turn
the wheel to the left to get the trailer to move to the left, and turn the wheel right to move the
trailer to the right. Extended Towing If you tow more than 8 hours in one day, you should repeat
the above procedure at least every 8 hours But its higher ground clearance allows you to
occasionally travel on unpaved roads, such as campgrounds, picnic sites, and similar locations.
It is not designed for trail-blazing, mountain climbing, or other challenging off- road activities.
Pay special attention to the condition of the tires, and check the tire pressures. After you return
to the pavement, carefully inspect your vehicle to make sure there is no damage that If you
encounter water in your route a small stream or large puddle, for example , evaluate it carefully
before going ahead. Make sure it is shallow, flowing slowly, and has firm ground underneath.
This section also includes instructions on how to read the maintenance minder messages on
the information display, and instructions for simple maintenance tasks you may want to take
care of yourself. Important Safety Precautions To eliminate potential hazards, read the
instructions before you begin, and make sure you have the tools and skills required. Based on
the engine operating conditions, the onboard computer in your vehicle calculates the remaining
engine oil life and displays it as a percentage. When the engine oil life is 0 percent or negative
distance traveled, the maintenance minder indicator remains on even if you change the
information display. Page This can lead to serious mechanical problems because you will no
longer have an accurate record of when maintenance is needed. Your authorized Honda dealer
knows your vehicle best and can provide competent, efficient service. Page Keep all receipts as
proof of completion, and have the person who does the work fill out your Honda Service History
or Canadian Maintenance Log. Check your warranty booklet for more information. We
recommend using Honda parts and fluids whenever you have maintenance done. It is highly
recommended that you use Honda Motor Oil in your vehicle for optimum engine protection. You
must follow the oil and filter change intervals shown on the information display. A special
wrench available from your dealer is required. Make sure the oil filter gasket is not stuck to the
contacting surface of the engine. If it is, remove it before installing a new oil filter. Inspect the
cooling system for leaks. This coolant is pre-mixed with 50 percent antifreeze and 50 percent
distilled water. Relieve any pressure in the cooling system by turning the radiator cap
counterclockwise, without pressing down. Remove the radiator cap by pushing it down and
turning it counterclockwise. The low washer On Canadian models: level indicator comes on
when the level is low see page Fill the reservoir with a good-quality Page Automatic
Transmission Fluid Pour the fluid slowly and carefully so you do not spill any. Clean up any
spill immediately; it could damage components in the engine compartment. Insert the dipstick
all the way back into the transmission securely as shown in the illustration. Page Rear
Differential Fluid Have your dealer replace the rear differential fluid. Do not use automatic
transmission fluid ATF. A low power steering fluid level can indicate a leak in the system. Check
the fluid level frequently, and have the system inspected as soon as possible. If you regularly
carry heavy items in the cargo area or pull a trailer, readjustment may be required. Adjustments
should be done by your dealer or another qualified technician. Remove the rubber weather seal
by pulling on the tab. Unclip the end of the hold-down wire from its slot. Pivot it out of the way,
and remove the bulb. Place a cloth on the edge of the cover to prevent scratches. Remove the
covers by carefully prying on the edge with a small flat-tip screwdriver. Push the new bulb
straight into the socket until it bottoms. Reinstall the socket into the light assembly by turning it
clockwise until it locks. Turn on the lights to make sure the new bulb is working. Press the
brake pedal to make sure the new bulb is working. Put the socket back into the light assembly,
and turn it clockwise to lock it in place. Page Audio Antenna If you remove a floor mat, make
sure to re-anchor it when you put it back in your vehicle. If you use a non-Honda floor mat,
make sure it fits properly and that it can be used with the floor mat anchors. Replace them if you
find signs of cracking in the rubber, areas that are getting hard, or if they leave streaks and
unwiped areas when used. If they have no plastic or metal reinforcement along the back edge,
remove the metal reinforcement strips from the old wiper blade, and install them in the slots
along the edge of the new blade. Disconnect the blade assembly from the wiper arm by pivoting
the blade assembly upward. Pull one end of the blade out from the holder. The following pages
give more detailed information on how to take care of your tires and what to do when they need

to be replaced. Even tires that are in good condition may lose 1 to 2 psi 10 to 20 kPa, 0. You
should look for: Bumps or bulges in the tread or side of the tire. Replace the tire if you find
either of these conditions. Page For best results, have the installer perform a dynamic balance.
Use only Honda wheel weights f or balancing. Tires Tire Rotation Front Front Mixing radial and
bias-ply tires on your vehicle can reduce braking ability, traction, and steering accuracy. Page
Mount tire chains on your tires when required by driving conditions or local laws. Install them
only on the front tires. Because your vehicle has limited tire clearance, Honda strongly
recommends using the chains listed below, made by Security Chain Company SCC. Make sure
they are not contacting the brake lines or suspension. Drive slowly with them installed. If you
hear them coming into contact with the body or chassis, stop and investigate. To remove it,
cover the terminals with a solution of baking soda and water. It will bubble up and turn brown.
When this stops, wash it off with plain water. To minimize sticking, apply a silicone spray
lubricant to all door and tailgate seals. Also, apply a vehicle body wax to the painted surfaces
that mate with the door and tailgate seals. It gives you information about how to safely evaluate
the problem and what to do to correct it. If the problem has stranded you on the side of the
road, you may be able to get going again. Get your regular tire repaired or replaced, and put it
back on your vehicle as soon as you can. Check the air pressure of the compact spare tire every
time you check the other tires. Drive slowly along the shoulder until you get to an exit or an area
to stop that is far away from the traffic lanes. The vehicle can easily roll off the jack, seriously
injuring anyone underneath. Unscrew the wing bolt and take the spare tire out of its well.
Remove the wheel nuts, then remove the flat tire. Handle the wheel nuts carefully; Have the
wheel nut torque checked at the nearest automotive service facility. To install the wing bolt to
the spacer cone, reverse this procedure. Are you using a properly coded key? An improperly
coded key will cause the immobilizer system indicator in the instrument panel A battery can
explode if you do not follow the correct procedure, seriously injuring anyone nearby. Keep all
sparks, open flames, and smoking materials away from the battery. Connect the other end to the
stud bolt on the engine side as shown. Do not connect this jumper cable to any other part of the
engine. If it climbs to the red mark, you should determine the reason hot day, driving up a steep
hill, etc. If the vehicle overheats, you should take immediate action. Everything is still extremely
hot, so use caution. If it starts flashing or stays on, the oil pressure has dropped very low or lost
pressure. Canada The brake system indicator normally comes on when you turn the ignition
switch to the ON II position, and as a reminder to check the parking brake. It will stay on if you
do not fully release the parking brake. The fuse label is attached under the steering column.
Determine from the chart on pages , or the diagram on the fuse box lid, which fuse or fuses
control that device. Check those fuses first, but check all the fuses before deciding that a blown
fuse is the cause. Make sure you can do without that circuit temporarily such as the accessory
power socket or radio. Circuits Protected 7. Circuits Protected No. Never tow your vehicle with
just a rope or chain. It is very dangerous. On 4WD models The only way you can safely tow your
vehicle is with flat-bed The operator will load equipment. The steering system can be damaged
if the steering wheel is locked. Technical Information Identification Numbers. The vehicle
identification number VIN is the digit number your dealer uses to register your vehicle for
warranty purposes. It is also necessary for licensing and insuring your vehicle. The
transmission number is on a label on top of the transmission. Vehicles The tires on your vehicle
meet all U. Federal Safety Requirements. All tires are also graded for treadwear, traction, and
temperature performance according to Department of Transportation DOT standards. The
following explains these gradings. Sustained high temperature can cause the material of the tire
to degenerate and reduce tire life, and excessive temperature Those you should be aware of are
described below. If your vehicle has tires of a different size than the size indicated on the
vehicle placard or tire Page Emissions Controls This section summarizes how the emissions
controls work. Page Clean Air Act. To make sure the emissions remain low, you should use only
new Honda replacement parts or their equivalent for repai
dome regulator
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rs. Using lower quality parts may increase the emissions from your vehicle. A replacement unit
must be an original Honda part or its equivalent. The three way catalytic converter must operate
at a high temperature for the chemical reactions to take place. Drive on the highway in D. Do not
use the cruise control. When traffic allows, drive for 90 seconds without moving the accelerator
pedal. Vehicles Authorized Manuals. Owners: American Honda Motor Co. Time and mileage
limits depend on the type of accessory and other factors. Please read your warranty booklet for
details. If NHTSA receives similar com- plaints, it may open an investigation, and if it finds that a

safety defect exists in a group of vehicles, it may order a recall and remedy campaign. Page
Authorized Manuals U. Do not use ATF. Capacity: 1. This manual is also suitable for: Cr-v Print
page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
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