2014 dodge dart interior fuse box diagram

Years of production: This manufacturer is known for its release of cars best suited for
commercial purposes and small families at the best possible prices. At one point in time, any
taxi one could get to spot in the streets of New York was from Dodge. The car can withstand any
level of wear and tear. The best part about the first generation of cars is that any other model of
cars released, then was synonymously called Dart itself due to the extreme popularity of the
car. The dart car was earlier meant only for families, but it was elevated to the level of racing
cars. Four different models of engines are left to the choice of the audience. The engine model
decides the capacity of the cylinder as well as the acceleration capacity. Also, the different
speed level control can be established only when ample choices are provided for the selection
of engines for cars. If you are looking forward to buying a car with top- notch safety features,
then Dodge Dart is the one you need to opt for. Dodge Dart was discontinued in the market due
to slow sales. The services for the car can be availed till date as well. If the person is looking
forward to buying a good quality sedan at the best possible price, then Dart is the one you need
to go for. Login Register. The Integrated Power Module is located on the right side of the engine
compartment. Ford Fiesta VI - : Fuse box. Volvo C30 I - : Fuse box. Reina helped make these
videos. The video above shows how to check for blown fuses in the interior fuse box of your
Dodge Dart and where the fuse panel diagram is located. If your map light, stereo, heated seats,
headlights, power windows or other electronic components suddenly stop working, chances are
you have a fuse that has blown out. If your Dart is experiencing electrical problems, you should
always check the fuses first, because they are relatively easy to check and cheap to change.
Some Dodges have multiple interior fuse boxes even the trunk - the video above will show you
where the interior fuse box of your Dart is located. The more electronics your Dart has, the more
fuses it has. Some components may have multiple fuses, so make sure you check all of the
fuses that are linked to the component in question. If you need to replace a blown fuse in your
Dart, make sure you replace it with one that has the same amperage as the blown fuse. If
checking and replacing the fuse for the component in question doesn't work, we recommend
seeking assistance from a trusted professional mechanic. They should be able to figure out if
the component needs to be replaced or if there is a short or some other problem with your Dart.
Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road. A
check engine light can be cleared with a simple fix or it could be a major problem - find out now!
Leaking coolant is usually a sign that your water pump needs to be replaced. This video shows
you how to quickly plug it. Car companies often use the same engines in different cars. They
also slightly alter the styling and sell the same car by two different names amongst other tricks
to help offset development costs. Our system selects the most applicable video for your car
based, in part, on these characteristics. The video displayed may not look exactly like your car,
but may be relevant enough for you to get a good idea how to do it. Getting Started - Prepare for
the repair. Share on. Full list of part and tools. Author Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. Checking coolant hoses. Coolant hoses
wear out over time and need to be replaced - check 'em early and often. Do not ignore this! Plug
minor coolant leaks. Replace an interior fuse. See all videos for the Dodge Dart. We have a
massive and growing video library, but we don't have everything Dodge Dart Electrical Fuses
Replacement Guide How to change a blown electrical fuse or relay in a to Dodge Dart sedan
with photo illustrated steps. A plastic fuse puller tool was supposed to be included on the
underside of the engine bay fuse box cover. If the tool is missing, you may use a pair of needle
nose pliers with rubber insulated handles. The rectangular shaped black plastic engine bay fuse
box is located just behind the 12V automotive battery. Gently push in the tab on the left side of
the fuse box cover to release the retaining clip. Lift off the fuse box cover and turn it over to
view the fuse location diagram. There is also a fuse location diagram in your owner's manual.
The interior passenger compartment electrical panel is located just below the driver's
dashboard. Look under the dashboard where the driver's left knee would normally reside. If you
have to use needle nose pliers, make sure they have rubber insulated handles. If the thin metal
bar inside the translucent plastic center part of the old fuse appears burnt or broken, the old
fuse is most likely "blown" and should be replaced with a new one. If the thin metal strip inside
the center of the old fuse seems to be intact, the old fuse is most likely good. But since new
fuses are so inexpensive, it should still be replaced as part of your electrical problem
troubleshooting process. If your newer model year Dodge Dart is equipped with the slightly
shorter low profile mini blade fuses , they may be replaced with the taller standard mini blade
fuses. Line up the plastic tabs on the right side of the fuse box cover with their corresponding
slots. If the problem hasn't been resolved by changing the fuse, you may have a shorted wire
somewhere or you need to change the electrical component itself. If you found this guide to be
helpful, please consider making a small donation by clicking on the PayPal. Thank you! Note: I

am not a registered charity. Donations are not tax deductible. Lift Off Fuse Box Cover. This
automotive maintenance tutorial was specifically written to assist owners of the , , and Dodge
Dart in checking or changing a blown fuse or relay in either the engine bay or interior passenger
compartment electrical panels. Fuse Location Diagram. Under Driver Dashboard. Interior
Electrical Block. Open the hood and move to the right side of the engine bay. Pull Out Old Fuse.
Old Fuse Removed. Hold Up To Light Bulb. Since the plastic fuse puller tool was missing from
the underside of the fuse box cover, I chose to use a pair of needle nose pliers. It would also be
smart to wear gloves and safety glasses. Pull the old fuse straight out of the socket. Check the
old fuse by holding it up to a light source. Push In New Fuse. New Fuse Installed. Push a new
mini blade fuse of the same amperage rating e. Lower Fuse Box Cover. Push To Secure
Retaining Clip. Electrical Fuse Replaced. Lower the fuse box cover down in to place and push
on it to sure the retaining clip. Paul's Travel Pictures is a participant in the Amazon Services
LLC Associates Program, an affiliate advertising program designed to provide a means for sites
to earn advertising fees by advertising and linking to Amazon. Fuse access. Trim: [all.
Everything about cars skip to content. Air bag warning light monitors the internal. Dodge dart
fuse box diagram. Dart fuse box. Air bag warning light. Posted on 16 october 10 july by admin.
Circuits and interconnecting wiring associated. The four door compact sedan dodge dart pf was
produced from to In this article you will find fuse box diagrams of dodge dart and get
information about the location of the fuse panels inside the car and learn about the assignment
of each fuse fuse layout. The video above shows how to check for blown fuses in the engine
bay of your dodge dart and where the fuse box diagram is located. You will want to have the air
bags ready to. Cavity cartridge fuse mini fuse description 20 amp yellow front heated. The video
above shows how to check for blown fuses in the interior fuse box of your dodge dart and
where the fuse panel diagram is located. If your map light stereo heated seats headlights power
windows or other electronic components suddenly stop working chances are you have a fuse
that has blown out. If your map light stereo turn signals heated seats headlights or other
electronic components suddenly stop working chances are you have a fuse that has blown out.
View and download dodge dart user manual online. Fuse box diagrams location and assignment
of the electrical fuses and relays dodge. Inflate for your protection in a collision. Please
comment if this helped you out. Maintaining your vehicle fuses interior fuses the interior fuse
panel is located on the drivers side under the instrument panel. Need some help ASAP!!! Dodge
Dart PF; Horn not working. Pre fuse block. Upgraded stereo problems. Ambient light fuse
locatuon. Anyone know the location of ASD relay? F3 fuse location. Traction Control Off? Power
Windows and Sunroof stopped working. Posting Komentar. Dart automobile pdf manual
download. Locate the dodge dart interior fuse panel. Trim: [all Dodge dart fuse box diagram.
Com Dodge Dart Fuse. Shuttersfog Dodge Dart Power distribution center. Bagikan Artikel ini.
Langganan: Posting Komentar Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah
Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Electrical components
such as your map light radio heated seats high beams power windows all have fuses and if they
suddenly stop working chances are you have a fuse that has blown out. Cavity cartridge fuse
mini fuse description 20 amp yellow front heated. If your convenience lights turn signals seat
warmers stereo headlights or other electronic components suddenly stop working chances are
you have a fuse that has blown out. Circuits and interconnecting wiring associated. Air bag
warning light monitors the internal. Fuse box diagrams location and assignment of the electrical
fuses and relays dodge. Does anyone happen to have a pdf or picture of the correct fuse layout
what each one does. Dodge dart fuse box diagram. Inflate for your protection in a collision. Dart
automobile pdf manual download. The video above shows how to replace blown fuses in the
interior fuse box of your dodge dart in addition to the fuse panel diagram location. Jump to
latest follow 1 13 of 13 posts. Maintaining your vehicle fuses interior fuses the interior fuse
panel is located on the drivers side under the instrument panel. Please comment if this helped
you out. Dart fuse box. In this article you will find fuse box diagrams of dodge dart and get
information about the location of the fuse panels inside the car and learn about the assignment
of each fuse fuse layout. View and download dodge dart user manual online. As it turns out the
actual fuse layout in no way resembles the diagram charts in my owners manual. The four door
compact sedan dodge dart pf was produced from to You will want to have the air bags ready to.
Locate the dodge dart interior fuse panel. Air bag warning light. Salvage copart flood dodge dart
sxt win duration. The video above shows how to check and change blown fuses in the engine
bay of your dodge dart in addition to where the fuse box diagram is located. Power Windows
and Sunroof stopped working. Pre fuse block. Dodge Dart PF; Horn not working. External to
pdc, with bracket. Need some help ASAP!!! The World's Best Photos of dodge and replacement
- Flickr. Auto Fuse Box. Anyone know the location of ASD relay? Upgraded stereo problems. F3
fuse location. Traction Control Off? Ambient light fuse locatuon. Posting Komentar. Pre fuse

block Horn not working stupid question Bagikan Artikel ini. Langganan: Posting Komentar
Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel.
About Contact Privacy Policy Disclaimer. Dodge dart fuse box diagram. Before replacing a fuse
make sure that the ignition is off and that all the other services are switched off andor
disengaged. The video above shows how to replace blown fuses in the interior fuse box of your
dodge dart in addition to the fuse panel diagram location. Dodge dart fuse box. Fuse box
diagrams location and assignment of the electrical fuses and relays dodge. Electrical
components such as your map light radio heated seats high beams power windows all have
fuses and if they suddenly stop working chances are you have a fuse that has blown out. This
automotive maintenance tutorial was specifically written to assist owners of the and dodge dart
in checking or changing a blown fuse or relay in either the engine bay or interior passenger
compartment electrical panels. If the replaced fuse blows again contact an authorized dealer.
Fuse box diagram location and assignment of electrical fuses for dodge dart pf. Dodge dart fuse
box fusebox diagram. Posted on 16 october by admin. Everything about cars skip to content.
Dodge dart fuse box diagram year of production. Lift off fuse box cover. Press in tab to release
clip. Supra Fuse Box Wiring Diagram. Post a Comment. Share this post. Newer Post Older Post
Home. Subscribe to: Post Comments Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan
Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Quick Links.
See also: Owner's Manual. Be assured that it represents precision workmanship, distinctive
styling, and high quality - all essentials that are traditional to our vehicles. Your new Chrysler
Group LLC vehicle has characteristics to enhance the driver's control under some driving
conditions. Page 5 If your symptoms persist, please see an authorized dealer. Check the vehicle
for tampering. The Advanced Front Air Bags will not deploy in every type of collision. According
to crash statistics, children are safer when properly restrained in the rear seats rather than in
the front. Do not place any article under a power seat or impede its ability to move as it may
cause damage to the seat controls. Seat travel may become limited if movement is stopped by
an obstruction in the seat's path. Press the soft-key a second time to select LO- level heating.
The heated steering wheel can shut off early or may not turn on when the steering wheel is
already warm. You could accidentally set the system or cause it to go faster than you want. You
could lose control and have a collision. Always leave the Electronic Speed Control system off
when you are not using it. If the Recirculation button is pressed while in this mode, the LED
indicator will flash several times then go out. Recirculation will be disabled automatically is this
mode is selected. Any release of the switch will stop the movement, and the sunroof will remain
in a partially open or closed position until the switch is pressed again. Occupants, particularly
unattended children, can become entrapped by the power sunroof while operating the power
sunroof switch. See your authorized dealer for di- agnosis and service. Selecting one of these
options will change the way the clock is displayed. For example, the system will take
approximately five minutes for every songs loaded on the device. Refer to the phone
compatibility list at Connected mobile phones must be bluetooth-compatible, and paired with
your radio. The radio display will prompt you to enter an anti-theft code and the radio will not
function, if this radio is transferred to another vehicle. Call and request the Family Package.
Jump setting, and also provides the SiriusXM channel list. Browse contains many sub-menus.
USB Memory sticks with audio files can also be used. Then, audio from the device can be
played on the vehicles sound system while providing metadata artist, track title, album, etc.
Also dur- ing the reading process, the Shuffle and Browse functions will be disabled. When at
least one of the bars is green, your device has acquired satellite signals. Selection Selection
Description Extras Visit Select the via point to add from the search results. View information on
movies that are playing at theaters near your 2 â€” Movie Listings current location. View scores
and upcoming events for all major sports. Selecting Yes will make this phone the highest
priority. This phone will take precedence over other paired phones within range. Only one
phone can be connected at a time. Just press the button on the steering wheel to say your
command. To step to each main menu feature press and release the UP button once for each
step. A step from the last item in the list will cause the first item in the feature list to be
displayed. This outlet has power available when the igni- tion switch in the ON position. Tongue
Wt. See Transmission Wt. Note 2. Residents or for Canadian Resi- dents. The TPMS malfunction
indicator is combined with the low tire pressure telltale. When the system detects a malfunction,
the telltale will flash for approximately one minute and then remain continuously illuminated. If
the light is on and the parking brake is not applied, it indicates a possible brake hydraulic
malfunction, brake booster problem or an Anti-Lock Brake System problem. Cycle the ignition
when the vehicle has completely stopped and the shift lever is placed in the PARK position; If
necessary, repeat this procedure. If the temperature gauge reads H hot , pull over and stop the
vehicle. Idle the vehicle with the air conditioner turned off until the pointer drops back into the

normal range. Remove the fastener securing the jack and spare tire. Remove the scissors jack
and wheel bolt wrench from the spare wheel as an as- sembly. Turn the jack screw to the left to
loosen the wheel bolt wrench, and re- move the wrench from the jack assembly. For example, if
changing the right front tire, block the left rear wheel. NOTE: Passengers should not remain in
the vehicle when the vehicle is being jacked. Mount the spare tire. Install the wheel bolts with
the threaded end of the wheel bolt toward the wheel. Lightly tighten the wheel bolts. Lower the
vehicle to the ground by turn- ing the jack handle counterclockwise. After 25 miles 40 km check
the wheel bolt torque with a torque wrench to ensure that all wheel bolts are properly seated
against the wheel. Vehicles Without Wheel Covers 1. Mount the road tire on the axle. Pull far
enough off the road to avoid the danger of being hit when operating the jack or changing the
wheel. Once the sealant dries, it can easily be peeled off and properly discarded. However, other
parties, such as law enforce- ment, could combine the EDR data with the type of personally
identifying data routinely acquired during a crash investigation. Automatic Transmission â€”
We recommend you use SK â€” 2. Severe Operating Conditions can cause the change oil
message to illuminate as early as 3, miles 5, km since last reset. Have your vehicle serviced as
soon as possible, within the next miles km. Page Faq How To? FAQ How To? This manual is
also suitable for: dart. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL. Table of
Contents. Automobile Dodge dodge charger Information 19 pages. LLC vehicle. If you do not
read this entire Owners Manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to a
collision resulting in serious injury or death. In this situation a back up method can be used to
operate the ignition switch. The emergency key allows for entry into the vehicle should the
battery in the vehicle or the Key Fob go dead. In addition to the chime, the ignition or accessory
on message will display in the cluster. Interior heat build-up may Fob from the vehicle and lock
your vehicle. If you touch by the party responsible for compliance could void the a battery,
clean it with rubbing alcohol. To unlock the front doors, pull the inside door handle to the first
detent or rotate the door lock button until the red indicator is visible. Use this switch to lock or
unlock the doors. This could unlock the door s. To enable the window controls, Should the Auto
Up feature stop working, the window press and release the window lockout button again may
need to be reset. Do not allow children to have access to the trunk, With the ignition in the OFF
position, the Trunk Open either by climbing into the trunk from outside, or Someone on the road
may be a poor driver very sudden stops or impacts. This feature allows the and cause a
collision that includes you. Continued 1. Enter the vehicle and close the door. You might suffer
internal injuries, or you could even slide out of part of the belt. The seat belt latch plate is above
the back of your seat. Grasp the latch plate and pull out the belt. Continued abdomen. To
release the belt, push the red button on the buckle. Slide the latch plate upward over the folded
webbing. Driver Center Passenger The folded webbing must enter the slot at the top of First
Row the latch plate. Second Row 4. Pretensioners work for all size occupants, including those
This vehicle has a safety belt system with an Energy in child restraints. Keep the belt low so
that it does not come across the Using a seat belt extender when not needed can abdomen.
Also, the ORC turns on the Air Bag Warning Side air bag deployment will depend on the severity
and Light in the instrument panel for approxi- type of collision. Placing an object on the floor
under the front pas- senger seat may prevent the OCS from working properly, which may result
in serious injury or death in a collision. Do not place any objects on the floor under the front
passenger. The inflating side curtain air bag pushes bag inflators on the crash side of the
vehicle may be the outside edge of the headliner out of the way and triggered, releasing a
quantity of non-toxic gas. The particles are a normal by-product of the process that generates
the non-toxic gas used for air Deployed air bags and seat belt pretensioners cannot bag
inflation. The air bags may inflate for your protection in a collision. However, other parties, such
as law en- time, typically 30 seconds or less. The EDR in this vehicle forcement, could combine
the EDR data with the type of is designed to record such data as: personally identifying data
routinely acquired during a crash investigation. According to crash seat for your child. Children
should remain rearward-facing until they reach the highest weight or height allowed by their
Safety experts recommend that children ride rearward- convertible child seat. They are just
visible when you lean into the rear seat to install the child restraint. In addition, there are tether
strap anchorages Each will have a hook or connector to attach to the lower behind each rear
seating position located in the anchorage and a way to tighten the connection to the panel
between the rear seatback and the rear If the selected seating position has a Switchable AutoNever use the same lower anchorage to attach more matic Locking Retractor ALR seat belt,
stow the seat than one child restraint. Place the child seat between the lower anchorages for 6.
Tighten all of the straps as you push the child restraint that seating position. For some second

row seats, you rearward and downward into the seat. To lock the seat belt, pull down on the
shoulder part of Automatic Locking Retractor ALR the belt until you have pulled all the seat belt
webbing out of the retractor. Rotate or lift the cover to access the anchor directly behind the
seat where you are placing the child restraint. Route the tether strap to provide the most direct
path for the strap between the anchor and the child seat. Air Bags deploying in the front seat
could harm your pet. This Wide-open throttle acceleration in low gear can be detri- should be
considered a normal part of the break-in and mental and should be avoided. To avoid breathing
CO , inside or outside of a vehicle. Rear seat belt assemblies must be replaced after vehicle, or
when the underside or rear of the vehicle is a collision if they have been damaged i. Use only
floor mats that leave the pedal area coverings in the vehicle that cannot be properly
unobstructed and that are firmly secured so that they secured to prevent them from moving and
interfer Continued and cracks. Inspect sidewalls for cuts, cracks and bulges. It is a twist on
mirror that has a fixed position at the wind- shield. The mirror installs on the windshield button
with a counterclockwise rotation and requires no tools for mounting. To avoid damage to the
mirror during cleaning, never spray any cleaning solution directly onto the mirror. Apply the
solution onto a clean cloth and wipe the mirror clean. Lighting â€” If Equipped Vehicles and
other objects seen in the passenger side Driver and passenger outside mirrors with turn signal
convex mirror will look smaller and farther away and puddle lamp contain three LEDs. To adjust
a mirror, press either the L left or R right button to select Power Mirrors the mirror that you want
to adjust. To use This feature allows for additional flexibility in position- the mirror, rotate the
sun visor downward and swing the ing the visor to block out the sun. Do not block the area of
the rear fascia where the radar sensors are located with foreign objects bum- per stickers,
bicycle racks, etc. The BSM system notifies the driver of objects in the detection zones by
illuminating the BSM warning light located in the outside mirrors in addition to sounding an
However, occasionally the system may alert on such objects. This is normal operation and your
vehicle does not require service. The Blind Spot Monitoring system is only an aid to help detect
objects in the blind spot zones. The BSM system is not designed to detect pedestrians, bicyclists, or animals. Proceed slowly and cautiously out of the parking space until the rear end of
the vehicle is exposed. If the Modes Of Operation With EVIC sensors are blocked by other
structures or vehicles, the Three selectable modes of operation are available in the system will
not be able to alert the driver. Each time the vehicle Cana- is started the previously stored mode
will be recalled and dian Residents â€” The beep is your menu structure. However, at any given
time, bluetooth is disabled before proceeding. To want to call. Use of language has a separate
name phonebook accessible long names helps the Voice Command and it is recom- only in that
language. In addition, if equipped and mended. To reject the call, press Progress and hold the
button until you hear a single beep, To make a second call while you are currently on a call,
indicating that the incoming call was rejected. The paired phone name is not language- Mexico.
To learn how to access your voice mail, refer to Working Saying a number, or sequence of
numbers, followed by with Automated Systems. The System will mand. To send your phone.
Where are you? Can this wait? I need more direction. Bye for now 5. When can we meet 6. Why
Send number to call 7. The system filters out bile. Mobile Phone Pairing 3. This phone will take
while the system is connecting. Pair Additional Mobile Phones 1. This phone will take 4. When
complete the new favorite will be shown. To remove a Favorite, select phonebook from the
Phone main screen. These cannot be deleted and the names cannot be changed. To change the
Emergency or Towing Assistance numbers follow these steps. For example, if your mobile
service plan provides three- Dial By Saying A Number way calling, this feature can be accessed
through the Some services re- based on the country where the vehicle is purchased quire
immediate response selection. In some instances, for the U. A check-mark will appear to
indicate your selection. Phone And Network Status Indicators Driving while distracted can
result in loss of vehicle control, accident and injury. To send a new message: 1. Press the
button. Call me. See you later. Send dial tones for automated systems is available while a call is
active. This is an example that uses a 1. Start a dialogue by pressing the Voice Command
button. All other commands can be used depending upon commands, you will be prompted to
repeat it. Universal commands are avail- In this mode, you can say the following commands:
able at all times. You can replace the album, artist, song, genre, playlist, podcast and audio
book names with any correspond- 4. Navigation commands only work if equipped with
Navigation. Only available with Navigation equipped vehicles. The power seat switch is located
on the outboard Push the seat switch forward or rearward, the seat will side of the seat near the
floor. The seatback can be reclined both forward and rearward. Do not ride with the seatback
reclined so that the Push the seat recliner switch forward or rearward, the shoulder belt is no
longer resting against your chest. The power bar is located at the front of the seats, near the
floor. Moving a seat while driving could result in loss of control which could cause a collision

and serious injury or death. Press the soft- within two to five minutes. When the HI-level setting
is selected, the heater will Press the soft-key a third time to shut the provide a boosted heat
level during the first four minutes To lower the head restraint, press the push qualified
technicians, for service purposes only. If either button, located at the base of the head restraint,
and push of the head restraints require removal, see your autho- downward on the head
restraint. The center head restraint has only two positions, Up and Down. When the center seat
is being occupied the head restraint should be in the raised position. Folded Rear Seatback
When the seatback is folded to the upright position, make sure it is latched by strongly pulling
on the top of the seatback above the seat strap. Two latches must be released to open the hood.
Pull the hood release lever located under the left side position. Move to the outside of the
vehicle and push the safety 3. Lift upward on the hood prop rod to release it from the catch to
the left. The safety catch is located under the stowage retainer. To prevent possible damage, do
not slam the hood to close it. Lower the hood until it is open approxi- mately 6 in 15 cm , and
then drop it. This switch controls the operation of the headlights, parking lights, instru- ment
panel lights, instrument panel light dimming, inte- rior lights and fog lights. This system
automatically turns the headlights on or off according to ambient light levels. To turn off the
front fog lights, either press the headlight switch a second time or turn off the The front fog light
switch is built into the headlight headlight switch. If an indicator fails to light when the lever is
moved, it would suggest that the indicator bulb is defective. Pull the multifunction lever toward
you to switch the headlights back to low beam. Flash-To-Pass You can signal another vehicle
with your headlights by lightly pulling the multifunction lever toward you. The dimmer control is
part of the headlight switch and is located on the left side of the instrument panel. To protect
the battery, the interior lights will turn off automatically 10 minutes after the ignition is moved to
the LOCK position. Damage to the tween cycles desirable. Rotate the end of the lever downward
to the Mist position to activate a single wipe cycle to clear off road If you activate the washer
while the windshield wiper is mist or spray from a passing vehicle. In Settings 1 and 2 can be
used if the driver desires less addition, the headlights will turn off when the wipers are wiper
sensitivity. To tilt the steering column, move the steering This feature allows you to tilt the
steering column wheel upward or downward as desired. To lengthen or upward or downward.
The heated steering wheel has only one temperature setting. Once the heated steering wheel
has been turned on it will operate for up to 80 minutes before automatically shutting off. The
Electronic Speed Control buttons are located on the right side of the steering wheel. Electronic
Speed Control can be dangerous where the system cannot maintain a constant speed. As the
vehicle moves closer to the obstacle, the display will show the single arc moving closer to the
vehicle and the sound tone will change from slow, to fast, to continuous. The following chart
shows the warning alert opera- tion when the system is detecting an obstacle: Continuous Tone
If the message appears again, see an authorized dealer. Do not cover the lens. Each light is
pressed. Your motorized door or gate will open and close If you have any problems, or require
assistance, please while you are programming the universal trans- call toll-free or, on the
Internet at ceiver. Operation is subject to the following visors on the overhead console. Never
leave the object, to project through the sunroof opening. If a known obstruction ice, debris, etc.
If the Watt 13 Amp power rating is exceeded the fuse protecting the system will need to be
replaced. The cupholders are positioned The cupholders are located in the center console
forward forward in the armrest and side-by-side to provide con- of the armrest between the front
seats. Pull on the release handle to open the glove compartment. Opened Glove Compartment
Console Features An open storage area, or cubby bin, is located in the center console forward
of the shift lever. In addition, the 12 Volt power outlet, the armrest, to open the storage
compartment. USB and Aux jack are located here. Pull upward on the seat cushion loop to open
the storage compartment. Lift upward on the latch to open the storage Equipped compartment.
If the seatback is not securely locked into change the vehicle center of gravity and vehicle
position, the seat will not provide the proper sta- handling. Tachometer TPMS that illuminates a
low tire pressure telltale when This gauge measures engine revolutions-per-minute one or more
of your tires is significantly under-inflated. When the equipment tires and wheels. The arrow will
flash with the exterior turn Driving with a hot engine cooling system could signal when the turn
signal lever is operated. You or rized dealer as soon as possible to have the problem others
could be badly burned by steam or boiling diagnosed and corrected. This indicator will
illuminate when the front 8. High Beam Indicator fog lights are on. This indicator shows that the
high beam head- 7. Brake Warning Light The dual brake system provides a reserve braking
capac- ity in the event of a failure to a portion of the hydraulic This light monitors various brake
functions, system. A leak in either half of the dual brake system is including brake fluid level
and parking brake indicated by the Brake Warning Light, which will turn on application. Driving
a vehicle with the red brake light on is dangerous. Part of the brake system may have failed.

Vehicle Security Light â€” If Equipped Low Fuel Light This light will flash at a fast rate for
approxi- When the fuel level reaches approximately 3. If the light turns on while driving, stop the
If the ABS light is on, the brake system should be serviced vehicle and shut off the engine as
soon as possible. A as soon as possible to restore the benefits of Anti-Lock chime will sound
for four minutes when this light turns brakes. The vehicle should be serviced if the light stays
on through several of your A malfunctioning catalytic converter, as referenced typical driving
cycles. For further information, severe transmission damage or transmission failure. These pop
up messages fall is left on and Lights On if driver leaves the vehicle. If necessary, repeat this
procedure. Then, shift the transmission into NEUTRAL and This area will show reconfigurable
amber caution tell- run the engine at idle or faster until the light turns off. These This telltale
shows the status of the electrical telltales include: charging system. Cycle the ignition key when
the and stop the vehicle. Press ing before the reset. The Screen Setup feature allows you to
change the location that information is displayed within the instrument cluster. Once in the
desired mode press and setting i. To change Mode status, touch and languages for all display
nomenclature, including the trip release the Day, Night or Auto soft-key. To make your
selection, touch the Navigation Turn-By-Turn In When in this display, you may change the Voice
Re- Cluster soft-key, until a check-mark appears next to the sponse Length settings. Touch the
When in this display, you may adjust the hours. The back arrow soft-key to return to the
previous menu. To change the Park vated. To make your selection, touch the Auto Unlock On
Exit soft-key, until a check-mark appears next to When this feature is selected, the headlights
will flash setting, indicating that the setting has been selected. Touch the back arrow soft-key to
When this feature is selected, the driver can choose to return to the previous menu. This
Laptops and Radar Detectors. This is where the compass compass is self-calibrating, which
eliminates the need to module is located, and it can cause interference with the manually reset
the compass. Press the right switch to seek up and the left switch to seek down. The min- will
continue to cycle through the same song until utes will highlight. Adjust the minutes using the
right repeat is turned Off. Press the left SEEK button to return to the beginning random order to
provide an interesting change of pace. CD audio tracks and computer files including MP3 files.
Once all List Or Browse Mode screens have been viewed, the last INFO button press During
Play mode, pressing any of the buttons described will go back to the play mode screen on the
radio. Pressing the bottom of the switch once will go to the beginning of the current track, or to
the The left-hand control is a rocker-type switch with a beginning of the previous track if it is
within eight Recirculation Control the Recirculation button is pressed while in this Pressing the
Recirculation Control button will temporar- mode, the LED indicator will flash several times then
ily put the system in recirculation mode. Press this button to turn on the rear window defroster
Failure to follow these cautions can cause damage to and the heated outside mirrors if
equipped. The And Soft-keys speeds can be selected using either hard-keys or soft-keys as
follows: 1. Do not use abrasive window cleaners on 5. Passenger Temperature Control Down
Button Driver Temperature Control Down Button Provides the passenger with independent
temperature Provides the driver with independent temperature con- control. Push the button for
cooler temperature settings. The Sync indicator is illuminated when this feature is select
Defrost mode and increase blower speed. Push the button a second time to turn off the 2. Next,
adjust the temperature you would like the Recirculation mode and allow outside air into the
vehicle. If side win- Use of the air Recirculation mode during Winter months dow fogging
becomes objectionable, increase blower is not recommended because it may cause window
speed to improve airflow and clearing of the side win- fogging. Leaves dust, pollen and some
odors. Strong odors cannot be collected in the air intake may reduce airflow, and if they totally
filtered out. Connect the cord to a standard Volt AC electrical outlet with a You or others could
be injured if you leave the grounded, three-wire extension cord. As you To utilize your manual
transmission efficiently for both release the clutch pedal, lightly press the accelerator fuel
economy and performance, it should be upshifted as pedal. If you skip a gear while
downshifting or downshift at too high of a vehicle speed, these conditions may Damage to the
transmission may occur if the follow- cause the engine to overspeed if too low of a gear is ing
precautions are not observed: selected and the clutch pedal is released. If those in or near the
vehicle. As with all vehicles, your foot is not firmly pressing the brake pedal, the you should
never exit a vehicle while the engine is vehicle could accelerate quickly forward or in re The
engine can be started and ing brake, brake pedal or the shift lever. This is a normal condition,
and precision shifts will develop within a few The transmission gear position display located in
the hundred miles kilometers. This is especially important when the engine is cold. These are
unsafe This range is for moving the vehicle backward. These noises are normal and will not
damage driving. Allow the engine to idle briefly with the transmis- when operating the vehicle
under heavy loading condi- sion in PARK in order to warm the fluid. See your authorized dealer

for diagnosis and service. Engage the parking brake to ensure that the vehicle will not roll when
in PARK. Transmission Limp Home Mode In the event of a momentary problem, the
transmission can be reset to regain all forward gears by performing the Page Six-Speed
Automatic Transmission 2. Shift into the desired gear range. To drive, press the lock button on
operation. If parking brake. Always apply the parking brake your foot is not firmly pressing the
brake pedal, the fully when parked to guard against vehicle move- vehicle could accelerate
quickly forward or in re As with all vehicles, access to an unlocked vehicle. Allowing children to
you should never exit a vehicle while the engine is be in a vehicle unattended is dangerous for a
running. It provides the smoothest upshifts and down- ignition to coast down a hill. These are
unsafe shifts, and the best fuel economy. In this mode, the transmission remains ing limits, the
transmission controller will modify the in fourth gear regardless of which forward gear is
transmission shift schedule and expand the range of selected. If the problem is no longer
detected, the transmission will return to normal perature. The transmission will upshift only
when commanded by the driver. Engine overspeed protec- transmission will revert to automatic
shift mode and tion is provided by the engine controls. Continued whenever the driver is not in
the vehicle. Service should be is indicated. Have the brake system serviced by an obtained as
soon as possible. Under these conditions there will be a substantial increase in steering effort,
especially at low speeds and Electronic Stability Control ESC cannot prevent the during parking
maneuvers. This will allow more engine BAS cannot prevent the natural laws of physics from
torque to be applied to the wheel that is not spinning. It cannot TSC uses sensors in the vehicle
to recognize an exces- prevent wheel lift due to other factors, such as road sively swaying
trailer. Always system will release brake pressure in proportion to the amount of throttle applied
as the vehicle starts to move in use caution when towing a trailer and follow the the intended
direction of travel. Engage park brake. Apply brake pedal. This is the normal operating mode for
ESC. This of ESC, except for the limited slip feature de- mode should be used for most driving
situations. This may be done while the vehicle is in motion sway is active. In some cases, when
accelerating from stop on steep grades, it may be beneficial to turn off ESC. Once the grade
ascent is complete, ESC can be turned on again. If the TIN is not found on The TIN may be
found on one or both sides of the tire, the outboard side, then you will find it on the inboard
however, the date code may only be on one side. Cold tire inflation pressure is defined as the
tire pressure after Cold Tire Inflation Pressure the vehicle has not been driven for at least 3
hours, or driven less than 1 mile 1. Number of people that can be carried in the vehicle. Total
weight your vehicle can carry. Tire size designed for your vehicle. The resulting figure equals
the available amount of trailer will be transferred to your vehicle. Overloading of your tires is
dangerous. Use tires of the cause collisions. Continued sluggish response or over
responsiveness in the steering. Tires Check tire pressures more often if subject to a wide range
may look properly inflated even when they are under- of outdoor temperatures, as tire pressures
vary with inflated. Where speed limits or condi- tions are such that the vehicle can be driven at
high Combining radial ply tires with other types of tires speeds, maintaining correct tire inflation
pressure is very on your vehicle will cause your vehicle to handle Summer tires provide traction
in both wet and dry Damaged Run Flat tires, or Run Flat tires that have conditions, and are not
intended to be driven in snow or experienced a loss of pressure should be replaced imme- on
ice. Use snow tires only Run Flat tires allow you the capability to drive 50 miles in sets of four;
This spare conventional tire on the compact spare wheel, since the tire may have limited tread
life. When the tread is worn wheel is designed specifically for the compact spare tire. When
stuck in mud, sand, snow, or ice conditions, do not Limited-use spares are for emergency use
only. When the tread is worn to the to help you in determining when your tires should be tread
wear indicators, the tire should be replaced. The Load Index and Speed Symbol for your tire will
be found on the original Tires and the spare tire should be replaced after six equipment tire
sidewall. Some combinations failure and loss of vehicle control. This rotation pattern The Tire
Pressure Monitor System TPMS will warn the does not apply to some directional tires that must
not be driver of a low tire pressure based on the vehicle recom- reversed. This will equipment
tires and wheels. TPMS pressures and prevent moisture and dirt from entering the valve
warning have been established for the tire size stem, which could damage the Tire Pressure
Moni- equipped on your vehicle. Using tire chains on the vehicle. NOTE: Your vehicle is
equipped with a compact spare 4. If the system fault longer be displayed, the graphic display of
the pressure no longer exists, the Tire Pressure Monitoring Telltale value s will stop flashing or
return to their normal color, Gasoline Fuel System Cautions blended with MMT provides no
performance advantage beyond gasoline of the same octane number without If you notice a
pungent burning odor or Follow the precautions below to prevent carbon some light smoke,
your engine may be out of tune monoxide poisoning Open the fuel filler door, and remove the
fuel filler tenance. Continued door from opening. Insert finger into half circle opening and pull

flap open to access the cable. Pull the release cable. The curb weight of a vehicle is defined as
the total weight This includes driver, passengers, and cargo. The total of the vehicle with all
fluids, including vehicle fuel, at full load must be limited so that you do not exceed the capacity
conditions, and with no occupants or cargo Distribute the load over the front and rear axles
evenly. The trailer sway control is a telescoping link that can be It is important that you do not
exceed the maximum installed between the hitch receiver and the trailer tongue front or rear
GAWR. A dangerous driving condition that typically provides adjustable friction associated with
can result if either rating is exceeded. The following chart provides the maximum trailer weight
ratings towable for your given drivetrain. GTW Max. Tongue Wt. Gross Trailer Wt. See Note 2.
Loads balanced over the wheels or heavier in the rear can cause the trailer to sway severely
from side-to-side which will cause loss of con- trol of vehicle and trailer. Continued Schedule.
When towing a trailer, never exceed the overload your vehicle or trailer. Continued sures before
trailer usage. When towing a trailer equipped with a hydraulic surge actuated brake system, an
electronic hydraulic brake lines. Use a factory approved trailer harness and connector. The
electrical connections are all complete to the vehicle, but you must mate the harness to a trailer
connector. This allows the heater core to act as a You or others can be badly burned by hot
engine supplement to the radiator and aids in removing heat coolant antifreeze or steam from
your radiator. Inspect the wheel mounting surface prior to mounting the tire and remove any
corrosion or loose particles. Foreign objects e. Once the sealant dries, it can easily be peeled
off and properly discarded. In case of running the air pump. Move the vehicle as necessary an
allergic reaction or rash, consult a physician to place the valve stem in this position before
proceed- immediately. Remove the cap from the valve stem and then screw NOTE: Sealant may
leak out through the puncture in the the fitting at the end of the Sealant Hose 6 onto the tire.
Uncoil the Air Pump Hose 7 black in color and 2. Disconnect the TIREFIT kit from the valve
stem, screw the fitting at the end of hose 7 onto the valve reinstall the cap on the valve stem
and unplug from 12 stem. Uncoil the Sealant Hose 6 clear in color. Locate the round Sealant
Bottle release button in the recessed area under the sealant bottle. The jack should not be used
to lift the vehicle for service purposes. Remove the fastener securing the jack and spare tire.
Remove the spare tire. A loose tire or jack thrown forward in a collision or hard stop could
endanger the occupants of the ve- hicle. Remove the spare tire, jack, and wheel bolt wrench. If
equipped with aluminum wheels where the center cap covers the wheel bolts, use the wheel bolt
wrench NOTE: The jack handle attaches to the side of the jack to pry the center cap off carefully
before raising the with two attachment points. Before raising the vehicle, use the wheel bolt
wrench to loosen, but not remove, the wheel bolts on the wheel with the flat tire. Turn the wheel
bolts counter- clockwise one turn while the wheel is still on the ground. Raising the vehicle
higher than necessary can make the vehicle less stable. It could slip off the jack and hurt
someone near it. Raise the vehicle only enough to remove the tire. Remove the wheel bolts and
tire. Lower the vehicle to the ground by turning the jack assembly using the means provided.
Release the handle counterclockwise. Finish tightening the wheel bolts. Push down on the
Mount the road tire on the axle. To ease the installation process for steel wheels with wheel
covers, install two wheel bolts on the wheel which are on each side of the valve stem. If in doubt
about the correct tightness, have them checked with a torque wrench by your 4. Install the
remaining wheel bolts with the threaded lug bolt torque. If in doubt about the correct tightness,
end of the wheel bolt toward the wheel. Lightly have them checked with a torque wrench by
your tighten the wheel bolts. Lift up on the cap to gain access to the precautions. Failure to
follow these procedures could result in Do not connect the jumper cable to the negative damage to the charging system of the booster vehicle post of the discharged battery. The
resulting electri- or the discharged vehicle. Forces gener- housing, and slide it up to the top of
the shift lever. Insert a small screwdriver or similar tool down into the access slot at the front of
the shift lever assembly, and push and hold the white override release lever down. Shift Lever 7.
Automatic transmission vehicles must be towed with all four wheels OFF the ground using a
flatbed. Page Engine Compartment - 1. Page Engine Compartment - 2. This system monitors
further damage to the emission control system. It the performance of the emissions, engine,
and automatic could also affect fuel economy and driveability. This might indicate a damaged
cap. If system may not be ready if your vehicle was recently the problem is detected twice in a
row, the system will serviced, recently had a dead battery or a battery replace- turn on the MIL.
Your authorized dealer has the qualified service person- You can be badly injured working on or
around a nel, special tools, and equipment to perform all service motor vehicle. Only do service
work for which you operations in an expert manner. Check the oil level at result in more costly
repairs, damage to other regular intervals, such as every fuel stop. Your engine oil filler Engine
cap also states the recommended engine oil viscosity grade for your engine. The air induction
system air cleaner, hoses, etc. Do not allow battery fluid for unusual wear or damage. Perform

the following facilities using recovery and recycling equipment. Disengage the retaining tab that
secures the filter cover to the HVAC housing, and remove the cover. Air Conditioning Filter
Removal 4. Filter Cover Retaining Tab When installing the filter cover, make sure the retain- 3.
Always use washer fluid and apply it to a cloth or towel and wipe washer fluid when using the
wipers to remove salt or dirt clean the wiper blades, this will help blade performance. They
contain the vehicle body is a properly maintained engine exhaust carbon monoxide CO , which
is colorless and system. Failure to fill these systems properly could Check engine coolant
antifreeze protection every 12 lead to severe internal engine damage. If any coolant is months
before the onset of freezing weather, where needed to be added to the system please contact
your applicable. Do not use additional specified Organic Additive Technology OAT en- rust
inhibitors or antirust products, as they may not gine coolant antifreeze , may result in engine be
compatible with the radiator engine coolant and damage and may decrease corrosion
protection. Check with your local authorities to determine the disposal When additional engine
coolant antifreeze is needed to rules for your community. Riding the brakes can lead to brake
failure and NOTE: If your vehicle is equipped with a manual trans- possibly a collision. It is
important to maintain the brake fluid. Brake seal components could be the transmission fluid at
the correct level using the damaged, causing partial or complete brake failure. Routine fluid
level checks are not required, therefore the Automatic Transmission Fluid ATF is an engineered
transmission has no dipstick. Under normal operating conditions, the fluid installed at the
factory will provide satisfactory lubrication for the Frequency Of Fluid Change life of the vehicle.
Do not use oven cleaner. These with a mild soap and water to prevent corrosion. Do not use
cloth and remove the stain. All glass surfaces should be cleaned on a regular basis Do not use
volatile solvents for cleaning purposes. Dry with a soft cloth. Do not bleach, dye, or clean the
belts with chemical When installing hanging air fresheners in your ve- solvents or abrasive
cleaners. This will weaken the fabric. NOTE: Lens fogging can occur under certain atmo- High
voltage can remain in the circuit even with the spheric conditions. This will usually clear as
atmospheric headlamp switch off and the key removed. Twist the bulb socket one quarter turn
counter clock- wise to remove. Open trunk. Remove trim cover. Bulb Socket Trim Cover Replace
bulb. Twist the bulb socket one quarter turn clockwise to install. Install trim cover. Backup Bulb
Remove the screws securing the lamp to the rear fascia. Remove the bulb and socket assembly.
Disconnect the bulb from the socket assembly and install the replacement bulb. Metric Fuel
Approximate Fuel 1. Engine Oil â€” Spark Plugs â€” 2. Spark Plugs â€” Failure to Turbo Engine
â€” If Equipped use the correct fluid may affect the function or performance of your
transmission. The oil change indicator system will is operated in a dusty and off road
environment. This remind you that it is time to take your
1996 volvo 850 alternator replacement
03 malibu fuel pump
2006 nissan armada parts diagram
vehicle in for type of vehicle use is considered Severe Duty. Inspect front suspension, tie rod
ends and replace as necessary. Inspect brake linings, parking brake function. Change the
transmission fluid manual, or 1. Do only service work for which you have the knowledge and the
right equipment. If you have any doubt about your ability to perform a service job, take your
vehicle to a competent me- chanic. Prolongacion Paseo de la Reforma, by Bell Canada. Visa,
Mas- charts and detailed illustrations. These practical manuals tercard, American Express, and
Discover orders are ac- make it easy for students and technicians to find and fix cepted. For
example, a tire graded would wear one and one-half times as well on the government course as
a tire graded Visit us on the Worldwide Web at Sustained high temperature can cause the The
Traction grades, from highest to lowest, are AA, A, B, material of the tire to degenerate and
reduce tire life, and and C. Use only fully signals. Printed in U.

