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of Contents. Automobile Mazda cx-5 Manual pages. Should you resell the vehicle, leave this
manual with it for the next owner. By reading your manual, you can part. Essential Safety
Equipment Important information about safety equipment, including seats, seat belt system,
child-restraint systems and SRS air bags. Before Driving Use of various features, including
keys, doors, mirrors and windows. Interior Overview Page 15 Essential Safety Equipment
Important information about safety equipment, including seats, seat belt system, child-restraint
systems and SRS air bags. Page Essential Safety Equipment The front seats contain air bag
components essential to the supplemental restraint system. Such modifications could damage
the supplemental restraint system and result in serious injury. Consult an Authorized Mazda
Dealer if there is any need to remove or reinstall the front seats. Page 17 Essential Safety
Equipment Seats Do not drive with either front seats reclined: Sitting in a reclined position while
the vehicle is moving is dangerous because you do not get the full protection from seat belts.
During sudden braking or a collision, you can slide under the lap belt and suffer serious internal
injuries. If the seatback is not held, the seat will move suddenly and could cause injury. Make
sure the lever returns to its original position and the seat is locked in place by attempting to
push it forward and backward. Then lean back to the desired position and release the lever.
Make sure the lever returns to its original position and the seatback is locked in place by
attempting to push it forward and backward. Page 24 Essential Safety Equipment Seats NOTE
Make sure there is nobody in the rear seat When you fold down the left seatback, the area
before operating pulling the remote center seatback folds down at the same handle: time. With
rear seat warmer down. If a person sitting in the right rear Turn the rear seat warmer switch off.
With rear seat warmer area before operating pulling the remote Turn the rear seat warmer
switch off. Not checking the rear seat area for persons 2. If the vehicle is driven without After
adjusting the seatback, make sure the seatback locked, it could fold down that it is firmly locked
and the red Be careful when using the seat warmer: The left and right seatbacks of the rear seat
The heat from the seat warmer may be too can be adjusted separately. If center seat or placed
upright. Page Head Restraints Essential Safety Equipment Seats Front outboard seat Head
Restraints Your vehicle is equipped with head restraints on all outboard seats and the rear
center seat. The head restraints are intended to help protect you and the passengers from neck
injury. If the head restraint is installed incorrectly, it could detach from the seat during a
collision and result in injury. Page Seat Belt Systems Seat Belt Precautions Seat belts help to
decrease the possibility of severe injury during accidents and sudden stops. Mazda
recommends that the driver and all passengers always wear seat belts. Page 33 Using a
damaged seat belt is dangerous. An accident could damage the belt webbing of the seat belt in
use. A damaged seat belt cannot provide adequate protection in a collision. Have an Authorized
Mazda Dealer inspect all seat belt systems in use during an accident before they are used again.
Ask your doctor for specific recommendations. The shoulder belt should be worn across your
shoulder properly, but never across the stomach area. Page Seat Belt If a belt does not fully
retract, inspect it for kinks and twists. If it is still not retracting properly, have it inspected at an
Authorized Mazda Dealer. Page 37 In addition, the pretensioner system for the expended: front
passenger, like the front and side Always have an Authorized Mazda Dealer passenger air bag,

is designed to only immediately inspect the seat belt deploy when the front passenger occupant
Page Seat Belt Extender If residue from the Please contact your Authorized Mazda deployment
of the air bags or the front Dealer for more information. Page 39 If you system will determine
that the driver or sell your Mazda, do not leave your seat belt front passenger is wearing the
seat belt extender in the vehicle. It could be used Page Child Restraint Even if the front
passenger air bag is shut off, Mazda strongly recommends that children be properly restrained
and child-restraint systems of all kinds are properly secured on the rear seats which are the
best place for children. Page 41 Essential Safety Equipment Child Restraint WARNING Use the
correct size child-restraint system: For effective protection in vehicle accidents and sudden
stops, a child must be properly restrained using a seat belt or child-restraint system depending
on age and size. If not, the child could be seriously injured or even killed in an accident. The
warning label reminds you not to put a rear-facing child-restraint system on the front passenger
seat at any time. Page 43 Essential Safety Equipment Child Restraint Seating a child in a
child-restraint system on the front passenger seat is dangerous under certain conditions With
Front Passenger Occupant Classification System : Your vehicle is equipped with front
passenger occupant classification sensor. Even with the front passenger occupant
classification sensor, if you must use the front passenger seat to seat a child, using a
child-restraint system on the front passenger seat under the following conditions increases the
danger of the front passenger air bag deploying and could result in Page 44 To avoid burning
yourself or a child, check them before you or your child touches them. Page 46 Essential Safety
Equipment Child Restraint Infant seat Booster seat An infant seat provides restraint by A
booster seat is a child restraint bracing the infant's head, neck and back accessory designed to
improve the fit of against the seating surface. For installation suitability of other manufacturer
child-restraint system, carefully consult the manufacturer's instructions which accompany the
child-restraint system. A Mazda genuine child-restraint system can be installed. Regarding
child-restraint systems which can be installed, refer to the accessories catalog. Page Installing
Child-Restraint Systems Always follow the installed on the seats that take tethers to be
instruction manual accompanying the effective. In your Mazda, tethered child-restraint system.
Page 51 Essential Safety Equipment Child Restraint Always install the head restraint and adjust
WARNING it to the appropriate position after removing the child-restraint system: Always attach
the tether strap to the Driving with the head restraint removed is correct tether anchor position:
dangerous as impact to the occupant's Attaching the tether strap to the incorrect head cannot
be prevented during You Installing a child-restraint system without should not be able to pull
the removing the head restraint is dangerous. Place the child-restraint system on the Always
remove the head restraint and seat without putting your weight on the install child-restraint
system except when seat and fasten the seat belt. See the installing a backless booster seat :
manufacturer's instructions on the Installing a child-restraint system without child-restraint
system for belt routing Page 57 If the indicator light does not illuminate after seating a child in a
child-restraint system on the front passenger seat, seat a child in a child-restraint system on the
rear seat and consult an Authorized Mazda Dealer as soon as possible. Both anchors must be
used, otherwise the seat will bounce around and put the child in danger. First, adjust the front
seat to allow following the child-restraint system clearance between the child-restraint
manufacturer's instruction. Pull on the system and the front seat page Page 60 Essential Safety
Equipment Child Restraint Installation on rear center seat Always attach the tether strap to the
correct tether anchor position: The LATCH lower anchors at the center of Attaching the tether
strap to the incorrect the rear seat are much further apart than tether anchor position is
dangerous. Page 61 Essential Safety Equipment Child Restraint LATCH lower anchor location
Always install the head restraint and adjust it to the appropriate position after removing the
child-restraint system: Driving with the head restraint removed is dangerous as impact to the
occupant's head cannot be prevented during emergency braking or in a collision, which could
result in a serious accident, injury or death. If your vehicle is equipped with a front passenger
occupant classification system, the front passenger air bag deactivation indicator light
illuminates for a specified time after the ignition is switched ON. Alone, air bags may not
prevent serious injuries. The appropriate air bags can be expected to inflate only in the first
accident, such as frontal, near frontal or side collisions or roll-over accidents that are at least
moderate. Page 65 Essential Safety Equipment SRS Air Bags Sit in the center of the seat and
wear seat belts properly: Sitting too close to the side air bag modules or placing hands on them,
or sleeping up against the door or hanging out the windows is extremely dangerous. The side
and curtain air bags inflate with great force and speed directly expanding along the door on the
side the car is hit. Use of such wheels will prevent the vehicle's accident detections system
from accurately detecting a collision or roll-over accident resulting in incorrect or unexpected
air bag deployment and the possibility of serious injuries. Page 67 Only a trained Authorized

Mazda Dealer can fully evaluate these systems to see that they will work in any subsequent
accident. Driving with an expended or damaged air bag or pretensioner unit will not afford you
the necessary protection in the event of any subsequent accident which could result in serious
injury or death. Page 68 Neither is likely to cause injury, however, the texture of the air bags
may cause light skin injuries on body parts not covered with clothing through friction. SRS air
bags are designed to work together with the seat belts to help to reduce injuries during an
accident. The inflation mechanism for the front passenger air bag is the same as the driver's air
bag. When the air bag crash sensors detect a side impact of greater than moderate force, the
curtain air bag inflates quickly and helps to reduce injury mainly to the rear outboard
passenger's head caused by directly hitting interior parts such as a door or window. Refer to
Warning Sound is Activated on page The illustrations are the representative cases of collisions.
However, in some accidents, the equipment may not deploy depending on the type of collision
and its severity. The system may not work properly in an accident. Page 81 Authorized Mazda
Dealer as soon as possible. Page 83 Before Driving Use of various features, including keys,
doors, mirrors and windows. Driving Tips Page 85 For vehicles with the type A instrument
cluster, check the displayed message for more information and, if necessary, have the vehicle
inspected at an Authorized Mazda Dealer, according to the indication. Up to 6 keys can be used
with the keyless functions Radio equipment like this is governed by per vehicle. Bring all keys
to an laws in the United States. Page 87 Before Driving Keys 2. Open the driver's door. Lock
button 3. Within 30 seconds of opening the To lock the doors and the liftgate, press the driver's
door, press and hold the LOCK lock button and the hazard warning lights button on the key for
5 seconds or will flash once. Page 88 Before Driving Keys Unlock button 4. Closing the driver's
door. Page 91 Consult an Authorized Radio waves from the key may affect medical devices
such as pacemakers: Mazda Dealer for details. If the advanced keyless entry system has been
deactivated, Before using the key near people who use you can start the engine by following the
Page 93 Before Driving Doors and Locks Door Locks After closing the doors and the liftgate,
always verify that they are securely closed: Doors and the liftgate not securely closed
WARNING are dangerous, if the vehicle is driven with a door and the liftgate not securely
closed, the door and the liftgate could open Always take all children and pets with you
unexpectedly resulting in an accident. A beep sound will be heard unlocked by pressing the
request switch on twice and the hazard warning lights will the front doors while the key is being
Page 96 Before Driving Doors and Locks 4. The setting change is completed by 3. All doors
unlocked by operating the keyless entry and the liftgate are locked automatically system
transmitter, refer to Keyless Entry Page 99 Function set The Other settings for the auto door
lock function are number of beeps Press 4 times available at an Authorized Mazda Dealer. For
heard is the same as details consult an Authorized Mazda Dealer. Cancel setting the selected
function Refer to Personalization Features on page Page It may affect the side or damper stay.
Consult an Authorized rear field of view. If the liftgate is liftgate opener not operated for a
certain period of time, the liftgate cannot be raised. Page Before Driving Doors and Locks
Operation using the transmitter Operation using each switch Press the power liftgate button for
one Operation conditions second or more. Page Before Driving Doors and Locks NOTE The
jam-safe equipment does not activate during easy closure operation when the power liftgate is
between the near-shut position and fully closed position. Consult an Authorized Mazda Dealer
for details. Gasoline blended with oxygenates such as alcohol or ether compounds are
generally referred to as oxygenated fuels. Page B20 or B Otherwise, the emission control
system could be damaged. If incorrect fuel was added, do not start the engine and consult an
Authorized Mazda Dealer. NOTE Fuel for winter driving is available. Ask the gas station
attendant for details. Page Either condition will damage the converter and cause poor
performance. Page When inhaled, it can cause loss of consciousness and death. If you smell
exhaust gas inside the vehicle, keep all windows fully open and contact an Authorized Mazda
Dealer immediately. Do not run the engine when inside an enclosed area: Running the engine
inside an enclosed area, such as a garage, is dangerous. The wrong Attach the removed cap to
the inner side of the fuel lid. To close the fuel-filler cap, turn it clockwise until a click is heard.
Page Before Driving Mirrors 2. Press the mirror switch in the Mirrors appropriate direction.
Before driving, adjust the inside and Center position outside mirrors. Pull it back to reduce glare
of headlights from vehicles at the rear. Do not stack cargo or objects higher than the seatbacks:
Cargo stacked higher than the seatbacks is dangerous. However, this does not operating the
power window switches. Do not open or close three or more windows at the same time. Switch
the ignition ON. The window will fully open 2. Page Before Driving Windows Tilt Operation When
the moonroof is already tilted open and you want to slide it open, first close The rear of the
moonroof can be tilted the moonroof and then do a slide open to provide more ventilation. Page
Security System Immobilizer System Equipment The immobilizer system allows the engine to

start only with a key the system Mazda cannot guarantee the immobilizer recognizes. Page If a
key is lost, consult an Authorized Mazda Dealer as soon as possible. Page Before Driving
Security System 5. Page Driving Tips Environment No special break-in is necessary, but a few
precautions in the first 1, km How you operate your Mazda determines miles may add to the
performance, how far it will travel on a tank of fuel. Use economy, and life of the vehicle. Do not
pump the brakes. Page Ask an Authorized Mazda Dealer to check times until the brake
performance the following: returns to normal. Page Using tires different in size or type is Install
the chains on the front tires only. Your vehicle's handling could Do not use chains on the rear
tires. If the vehicle has been immersed in water, consult an Authorized Mazda Dealer. Use care
not to damage the vehicle's underbody, bumpers or muffler s when driving under the following
conditions: Ascending or descending a slope with a sharp transition angle Otherwise, the
turbocharger could be damaged. Page Never overload your vehicle or trailer. Consult an
Authorized Mazda Dealer if you need further details. If you do, you may damage the engine,
transaxle, differential, wheel bearings, and other power-train components. When not towing a
trailer, remove the trailer hitch if detachable to reduce the possibility of damage as a result of
the vehicle being rear-ended. This may damage your vehicle's electrical system and lighting
systems. Have a recreational vehicle dealer or trailer rental agency connect the system, and
inspect the brake lights and turn signals yourself before each trip. Page Stop and re-inspect all
lights and connections after driving a short distance. Take time to get accustomed to the extra
weight and length. Page Before Driving Towing Passing Plan well ahead to pass other vehicles,
and provide plenty of room before changing lanes. Crosswinds from passing vehicles,
especially larger ones, and the effects of rough roads will affect handling. If swaying occurs,
firmly grip the steering wheel and reduce speed immediately, but gradually. Page Before Driving
Towing Parking Always make sure the tires of the trailer and the tow vehicle are blocked while
parked. Apply the parking brake firmly and put the transaxle in P. Avoid parking on an incline,
but if you must, follow these instructions: 1. Page Before Driving Towing Recreational Towing
An example of "recreational towing" is towing your vehicle behind a motorhome. The transaxle
is not designed for towing this vehicle on all 4 wheels. When doing recreational towing refer to
"Towing Description" page and carefully follow the instructions. Page When Driving Information
concerning safe driving and stopping. Page Rear View Monitor Rear View Monitor Page If the
system is deactivated, you will be unable to start the engine by carrying the key. If the push
button start system functions have been deactivated, you can start the engine by following the
procedure indicated when the key battery goes dead. Page Have your vehicle inspected engine
starting system. This may at an Authorized Mazda Dealer as prevent the engine from starting or
soon as possible. If this occurs, the from switching the ignition to ACC or engine can be
force-started. Page If the engine still does not start, indicate a malfunction. Page If there is a
malfunction with the starting method. If this occurs, the flashes. In this case, the engine may
engine can be force-started. In addition, When the position lights are turned on the indicator
may deviate while driving with the ignition switched ON, the on a slope or curve since the fuel
moves brightness of the dashboard illumination is Without Multi-information Display When the
ignition is switched ON, the outside temperature is displayed. Page When Driving Instrument
Cluster and Display Average fuel economy mode Compass mode This mode displays the
average fuel The direction the vehicle is moving is economy by calculating the total fuel
displayed in one of the eight cardinal consumption and the total traveled directions while the
vehicle is being distance since purchasing the vehicle, driven. The fuel gauge shows
approximately how The blue gauge indicates that the engine much fuel is remaining in the tank
when coolant temperature is low, and the red the ignition is switched ON. Displays the system
status. Select the icon on the home screen and display the Settings screen. Select the AD-Disp
tab. Page The light turns on when the ignition is switched on for an operation check, and turns
off a few seconds later or when the engine is started. If the light does not turn on or remains
turned on, have the vehicle inspected at an Authorized Mazda Dealer. Page The maintenance
period for the glow plug or a problem in the system may be indicated under the following
conditions. Have your vehicle inspected by an Authorized Mazda Dealer. Page When Driving
Manual Transaxle Operation Downshifting When you must slow down in heavy traffic or on a
steep upgrade, downshift before the engine starts to overwork. This reduces the chance of
stalling and gives better acceleration when you need more speed. Indicates the selector lever
can be shifted freely into any position. Indicates that you must hold in the lock-release button to
shift. Page R, except under rare circumstances as explained in Rocking the Vehicle page Press
and hold the lock-release button. Move the selector lever. Take the vehicle to an Authorized
Mazda Dealer to have the system checked. The vehicle will roll freely even Gears can be shifted
up or down by on the slightest incline unless the parking operating the selector lever. This
allows you to control engine rpm and torque to the drive wheels much like a manual transaxle

when more control is desired. The gear is fixed in second while in this mode for easier
acceleration from a stop and driving on slippery roads such as snow-covered Shift up The gear
does not shift up while the vehicle speed is lower than the speed limit. Depress the brake pedal.
Shift to D or M1, depending on the Do not let the vehicle move in a direction load weight and
grade steepness. When the lights are turned on, the lights-on indicator light in the instrument
cluster turns on. The lights are turned on by the auto light function. Otherwise the light sensor
will not operate correctly. Keep hands and scrapers clear of the windshield when the wiper lever
is in the position and the ignition is switched ON as fingers could be pinched or the wipers and
wiper blades could be The lever will return to low beams by moving the lever forward or the
normal position when released. It the turn and lane-change signals. Page OFF, visibility, and
could result in an accident. Page When Driving Switches and Controls Variable-speed
intermittent wipers Auto-wiper control Set the lever to the intermittent position When the wiper
lever is in the and choose the interval timing by rotating position, the rain sensor senses the
amount the ring. Refer to Personalization fluid level page If the fluid level Features on page
Page Fully Automatic Climate Control will stop. Indicator light If the washer does not work,
inspect the fluid level page If the fluid level is normal and the washer still does not work, consult
an Authorized Mazda Dealer. The mirror defoggers operate in conjunction with the rear window
defogger. To turn on the mirror defoggers, switch the ignition ON and press the rear window
defogger switch page Page For further information, contact HomeLink at or When programming
a garage door opener Always check the areas surrounding or a gate, disconnect the power to
these garage doors and gates for people or devices before performing programming. The name
and color not change to a rapidly blinking light, of the button may vary by contact HomeLink at
manufacturer. Securely depress the brake pedal and pull up the EPB switch. NOTE If something
such as the driver's foot contacts the accelerator pedal with the Page The brakes could fail and
cause a serious enhancing braking performance. As soon as you hear a screeching noise
consult an Authorized Mazda Dealer. When the brake pedal is depressed hard or depressed
more quickly, the brakes apply more firmly. This function can be best used while stopped in
traffic or at a traffic light. The brakes are released when you resume driving the vehicle such as
by releasing the clutch pedal with the shift lever shifted to a position other than the neutral
position manual transaxle vehicle or depressing the accelerator pedal automatic transaxle
vehicle. A vehicle with a normal monitors the speed of each wheel. If one braking system may
require less wheel is about to lock up, the ABS distance to stop under these conditions Page
Take your vehicle to an following another vehicle too closely , and Authorized Mazda Dealer.
You can still have an accident. The DSC may have a malfunction. Press the switch again to turn
the TCS back on. Page You can still have an accident. In addition, after completing a trip, the
total energy efficiency to date is displayed in the ending display when the ending display is
turned on. Mazda recommends that you cancel the sport mode on normal driving. With AWD,
the system is calibrated for all four wheels being of the same dimensions. Tire chains Install tire
chains to the front tires. Page Power Steering If the steering feels stiffer than usual during
normal driving or the steering vibrates, consult an Authorized Mazda Dealer. The following
systems also use the radar sensors rear. A system malfunction or operation conditions are
indicated by a warning. If the system does not switch the headlights appropriately, manually
switch between high and low beams according to the visibility as well as road and traffic
conditions. The HBC indicator light green turns off. Switching to high beams Turn the headlight
switch to the position. The HBC indicator light green turns off and the is illuminated. Some
problem with the system including the BSM warning indicator lights is detected. Directly after
the BSM system becomes operable by changing the setting. The TSR helps prevent the driver
from overlooking traffic signs and provides support for safer driving. The windshield is dirty or
foggy. Regarding malfunctions, check the vehicle conditions or have it inspected by an
Authorized Mazda Dealer according to the content of the displayed message. For example, if the
ignition is switched off with the DRSS operable, the system will be operable when the ignition is
switched ON the next time. If there is the possibility of a collision with an approaching vehicle,
the Blind Spot Monitoring BSM warning indicator lights flashes and the warning beep is
activated simultaneously. Radio wave interference from a radar sensor equipped on a nearby
parked vehicle. However, if it is necessary to accelerate for a lane change or if the vehicle ahead
brakes suddenly causing you to close in on the vehicle rapidly, accelerate using the accelerator
pedal or decelerate using the brake pedal depending on the conditions. Check the center
display to verify the problem and then have your vehicle inspected by an Authorized Mazda
Dealer. Refer to Message Indicated on Display on page How to set the speed 1. Adjust the
vehicle speed to the desired setting using the accelerator pedal. The distance-between-vehicles
is set to a longer distance by pressing the switch. The distance-between-vehicles can be set to
4 levels; Long, medium, short, and extremely short distance. If there is When you press the SET

switch, the no longer a vehicle ahead, acceleration vehicle accelerates and when you press the
There is a problem with the system. In this case, the release the switch at the desired speed.
The Forward Sensing Camera FSC detects the white lines yellow lines of the vehicle lane in
which the vehicle is traveling and if the system determines that the vehicle may deviate from its
lane, it operates the electric power steering to assist the driver's steering Consult an Authorized
Mazda Dealer for tire replacement. Have your vehicle inspected at an Authorized Mazda Dealer.
There is a malfunction in the TCS. The rumble sound is a reproduction of the sound which
occurs when a vehicle passes over a rumble strip. Refer to Personalization Features on page In
such cases, the system cannot accurately determine a vehicle ahead and may not be able to
operate normally. Page Radar Sensor Front Your vehicle is equipped with a radar sensor front.
The following systems also use the radar sensor front. If the suspension are modified, the
vehicle's posture could change and the radar sensor front may not be able to correctly detect a
vehicle ahead or an obstruction. Stop the system immediately and have the vehicle inspected at
an Authorized Mazda Dealer. NOTE The detection ability of the radar sensors rear has
limitations. Page rear detect approaching vehicles correctly. If the direction of the radar sensors
rear has deviated for some reason, have the vehicle inspected at an Authorized Mazda Dealer.
Activate the cruise control system by such as when climbing a long, steep pressing the ON
switch. The cruise grade. If tire pressure is too low in one or more tires, the system will inform
the driver via the warning light in the instrument cluster and by the warning beep sound. Page
When the warning light flashes, there may interference with the receiver unit. Consult an A
digital device such as a personal Authorized Mazda Dealer. Page Authorized Mazda Dealer
change your wheels or both, have the work done by tire and complete ID signal code an
Authorized Mazda Dealer, or the tire registration. Page For purchase of a tire pressure sensor
and registration of the tire pressure sensor ID signal code, consult an Authorized Mazda Dealer.
In this case, consult an Authorized Mazda Dealer. Page 0 km 0 miles. SCR warn When replacing
the tires, consult an Authorized Mazda Dealer. Page Authorized Mazda Dealer to have the
vehicle inspected. Confirming the surrounding conditions, reverse the vehicle. Display
condition Vehicle condition 3. After your vehicle begins entering the parking space, continue
backing up slowly so that the distance between the vehicle width lines and the sides of the
parking space on the left and right are roughly equal. Such variance in distance perspective
could lead to an accident. Note the following conditions that may cause a variance in distance
perspective. Page When Driving Rear View Monitor Three-dimensional object on vehicle rear
Because the distance guide lines are displayed based on a flat surface, the distance to the
three-dimensional object displayed on the screen is different from the actual distance. Page
Interior Features Use of various features for ride comfort, including air-conditioning and audio
system. Climate Control System Page Interior Equipment Set the mode selector dial to the
entering the vehicle. Set the air intake selector to the outside Outside or recirculated air
positions can be air position indicator light turns off. Set the mode selector dial to the up long
hills or in heavy traffic, monitor the position. Set the mode selector dial to the desired position.
Set the air intake selector to the outside air position indicator light turns off. Use this position
Press the switch to defrost the windshield and front door windows. Sunlight sensor In this
position, the outside air position is Do not place objects on the sunlight automatically selected,
and the air sensor. Press and hold the seek switch , to seek all usable stations at a higher or
lower frequency whether programmed or not. For vehicles with the navigation system, the SD
card Mazda genuine with stored map data is inserted into the SD card slot and used. If noise
occurs, do not use the accessory socket. If there is a cover on the auxiliary jack jack or USB
port, remove the cover. Type Type A 3. To reset bass, treble, fade, and balance, press the menu
button for 2 seconds. Press the repeat button 1 during forward to the beginning of the next
track. To display the rest of the characters display changes as follows each time the of a long
title, press and hold the text text button 3 is pressed during playback. Page Interior Features
Audio Set [Type A non-touchscreen ] Track search Music scan Press the track up button once
to skip This function scans the titles in a list forward to the beginning of the next track. Press
the random button 2 during 13 characters can be displayed at one time. Page If you see an error
indication on the display, take appropriate action according to the following methods. If you
cannot clear the error indication, take the vehicle to an Authorized Mazda Dealer. Phone: Web:
In addition, it ends the voice recognition operation. Turn the dial to the right to increase volume,
to the left to decrease it. Page If this occurs, For the operation of the device, refer repeat the
entire process from Step 1. Press the pick-up button or talk button with a short press.
Registered devices Mobile phone can be 2. Press the pick-up button or talk button deletions,
and display of paired device with a short press. Turn the audio control dial and select a NOTE
desired mode. Turn the audio control dial to select the 5. Press the audio control dial to select
name of the device you would like to the device you would like to link. The link. If only one

device is Switch to the link-change mode. Using the audio control dial, select the Spanish, and
Canadian French. Is this correct? If the correct passcode is input, voice Ex. Recommended Ver.
The last entered numbers erase all or import contact. Press the talk button with a short press.
Steps 3 and 4 can be skipped. A call can be interrupted to receive an 2. In this section, the basic
operation of the 2. The voice guidance reads out the voice Voice Recognition input command
number refer to the Learning Function voice input command list for voice Speaker Enrollment
recognition learning. Perform pairing using the following procedure. Page Interior Features
Audio Set [Type B touchscreen ] Basic Operation Method NOTE The explanation of functions
described in this manual may differ from the actual operation, and the shapes of screens and
buttons and the letters and characters displayed may also differ from the actual appearance.
Page Interior Features Audio Set [Type B touchscreen ] Switches around commander knob The
following operations can be done by pressing the switches around the commander knob. For
operation of the Navigation screen, refer to the navigation system manual. Otherwise, the
screen could be damaged. NOTE For safety reasons, operation of the center display is disabled
while the vehicle is being driven. Touch the setting item displaying a slider bar. Touch the slider
with your finger and move to the desired level. Swipe 1. Touch the screen with your finger and
move up or down. Depending on the grade and specification, the screen display may differ.
Entertainment Operates audio such as the radio. The audio source most recently used is
displayed. An audio source which cannot be used at that time is skipped and the previous audio
source is displayed. When selecting the desired radio, the following icons are indicated in the
lower part of the center display. Select Radio text information display 3. Select Radio text
information sent from a 4. The station is added to the bottom of broadcasting station is
displayed in the the Favorites list. Page Interior Features Audio Set [Type B touchscreen ]
Multicast channel selection FM iTunes Tagging for Apple devices with USB use only If
multi-cast channels are available for an broadcast currently being By tagging a song currently
being aired, received, the multi-cast channel list is the song can later be purchased from the
displayed. Get channels and channels of Contact Authorized Mazda Dealer for commercial-free
music, plus sports, news, details. When selected, the following icons are indicated in the
bottom part of the center display. Icon Function Displays the Entertainment menu. Use to switch
to a different audio source. Displays the channel list of the current category. Select the icon. If
the selected channel is locked, input the PIN code to cancel the parental lock temporarily. Select
the icon on the home screen to display the Entertainment screen. Select to switch to the AUX
mode. The following icons are displayed in the lower part of the center display. In addition,
other devices may not be supported depending on the model or OS version. Select to display
the category list. Select All the folders in the USB device are displayed. Select All the tracks in
the USB device are displayed. Select a desired track. The selected track is played. If your
license terminates, you agree to cease any and all use of the Gracenote Data, the Gracenote
Software, and Gracenote Servers. Page The list of the update package stored in the USB device
and the version are displayed. Select the package to use the update. Commander switch The
commander switch is used for volume adjustment and display operation. Tilt or turn the
commander knob to move the cursor. Page Bluetooth device Peripheral to be paired to the unit
using the following device. A maximum of seven devices 7. Page Hands-free or audio. Select the
icon on the home screen to display the Settings screen. When selected again, the songs on the
device are played in random order. Select it again to cancel. Icons change during folder shuffle
or device shuffle. NOTE The skip function may not be available depending on the device. Stay
connected to your friends activities by getting updates from Facebook and Twitter. Using the
location-based service, nearby services and destinations can be searched or real-time local
information can be obtained. Reverses for 15 seconds. Map vehicles with navigation system
Displays the destination searched by the location based services on the navigation system. Call
A call can be made to the telephone number of a shop searched using the Location Based
Services. Guidance is provided to the searched destination near the vehicle's posi- Nearby tion.
You can designate desired categories previously set using the filter setting on your device.
Recommended content is automatically selected by registering content which you put into your
favorites, or by pressing the Like or Dislike button. Displays sound settings to adjust audio
quality level. Station list 1. Select the icon to display the station list. Favorites station name:
Select to display the program registered to your favorites. Select the desired phone number to
For Mazda Connect, making calls is make the call. Select to display the favorites list. Page
Though the system can be set to not call 2. When is pressed, the dial pad , doing so will defeat
the purpose of the is displayed. Mazda recommends that the 3. Input the telephone number
using the Mobile system remain activated. Select to make the call. Therefore, the mobile
function does not assure that the call is always made to after an accident occurs. Refer to
Communication Settings on page To accept the call, press the pick-up button on the audio

control switch or select the screen. Page Interior Features Audio Set [Type B touchscreen ] The
following icons are displayed in the lower part of the details on the message. Icons which can
be used differ depending on use conditions. Icon Function Displays the Communication menu.
Displays the inbox. Plays back a message. Select the icon on the home screen 1. Select the icon
on the home screen to display the Communication screen. Select to change the setting. The
commands in the can be omitted. Switch the tab and select the setting item you want to change.
You can customize settings in the setup display as follows: Item Function Language Changes
the language. Changes the setting between Fahrenheit and Temperature Celsius. Changes the
setting between miles and kilome- Distance ters. Select the icon on the home screen to display
the Applications screen. The following information can be verified. Page Solution method
Perform pairing using the following procedure: 1. Because of extra coding needed to the direct
signal and the reflected signal at break the sound into two channels, stereo the same time.
Reception in such fringe areas established by the ISO working group is characterized by sound
breakup. Org Foundation. Extension Playback with this unit Audio data can be created and
stored at a. If your vehicle is equipped with a vanity Sunvisor mirror light, it will illuminate when
you open the cover. Page Interior Features Interior Equipment Front Map Lights Interior Lights
When the overhead light switch is in the door or off position, press the lens to NOTE Do not
leave the lights on for long periods illuminate the front map lights, and then while the engine is
turned off. Page Interior Equipment Center, Rear Accessory Sockets The accessory sockets can
be used Only use genuine Mazda accessories or regardless of whether the ignition is on or the
equivalent requiring no greater than off. Open the lid. Never use a cup holder to hold hot liquids
2. To reduce the possibility of injury in an accident or a sudden stop, keep the storage boxes
closed when driving. Use the loops in the luggage compartment to secure cargo with a rope or
net. Up to four golf bags can be carried in the luggage compartment. Bottom: Place the first and
second golf bags in the luggage compartment with the bottoms pointed to the right. Essential
Information Page Maintenance And Care If you are unsure about any procedure it describes, we
strongly urge you to have a reliable and qualified service shop perform the work, preferably an
Authorized Mazda Dealer. Factory-trained Mazda technicians and genuine Mazda parts are best
for your vehicle. Page If you elect to perform maintenance yourself or have your vehicle
serviced at a location other than an Authorized Mazda Dealer, Mazda requires that all fluids,
parts and materials must meet Mazda standards for durability and performance as described in
this manual. For details, see maintenance monitor. Page If less than 6, km 4, miles are driven
per year 36 month: 19, km 12, miles , 72 months: 38, km 24, miles , Replace when glow indicator
light is continuously ON. Authorized Mazda Dealer can replace all the glow plugs without charge
if indicator light comes ON earlier than , km , miles. Page Maintenance and Care Scheduled
Maintenance Check the tire repair fluid expiration date every year when performing the periodic
maintenance. Replace the tire repair fluid bottle with new one before the expiration date. Canada
residents Number of months or kilometers miles , whichever comes first. Page Maintenance and
Care Scheduled Maintenance Scheduled Maintenance Mexico Follow Schedule 1 if the vehicle is
operated mainly where none of the following conditions severe driving conditions apply.
However, Mazda recommends that all maintenance services be performed at the recommended
time or kilometer period to ensure long-term reliability. The wrench indicator light in the
instrument cluster will be illuminated when remaining oil life becomes less than 1, km mile , or
remaining days are less than 15 whichever comes first. Time months Displays the time or
distance until maintenance is due. Select this item to set the maintenance period. Bring any
problem to the attention of an Authorized Mazda Dealer or qualified service technician as soon
as possible. Have maintenance work done by a qualified technician: Performing maintenance
work on a vehicle is dangerous if not done properly. You can be seriously injured while
performing some maintenance procedures. Page Maintenance and Care Owner Maintenance 2.
Insert your hand into the hood Hood opening, slide the latch lever to the right, and lift up the
hood. WARNING Lever Always check that the hood is closed and securely locked: A hood that
is not closed and securely locked is dangerous as it could fly open while the vehicle is moving
and block the driver's vision which could result in a Check under the hood area to make certain
all filler caps are in place and all loose items e. Lift the hood, grasp the padded area on the
support rod, and secure the support rod in the clip. Page â€”10 U. Mazda Genuine Oil is used in
your Mazda vehicle. Mazda Genuine 0W Oil is required to achieve optimum fuel economy.
Please confirm the specification in owner's manual. After replacing the engine oil, have a repair
shop such as an Authorized Mazda Dealer perform the initialization engine oil data resetting of
the recorded value. If the value recorded by the computer is not initialized, the wrench indicator
light may not turn off or it may turn on earlier than normal. This should be done by an
Authorized Mazda Dealer. When replacing the engine oil, inspect the oil level using the oil
dipstick and refill so that the engine oil level is within the range between MIN and MAX as

shown in the figure. Authorized Mazda Dealer. Page Maintenance and Care Owner Maintenance
Inspect fluid level in the washer fluid Washer Fluid reservoir; add fluid if necessary. Stop the
vehicle on level ground. Mazda Dealer is recommended. If you 3. Switch the ignition OFF. Open
the fuel-filler lid. Page Contact an Authorized Mazda Dealer if a warning is displayed. If the
warning remains displayed, the urea tank may have a problem or it may be damaged. Slide the
blade component in the 4. Pull the end of the blade rubber from direction of the arrow while
pressing the blade holder groove in the direction the wiper arm tab to remove the blade of the
arrow and remove the blade component from the wiper arm. Page Maintenance and Care Owner
Maintenance 5. Insert the end of the new blade rubber 6. After pulling the blade rubber in the
into the groove of the blade holder direction of the arrow and sliding the until it contacts the end
of the blade blade rubber to a position to check the holder. Page Maintenance and Care Owner
Maintenance 9. Align the blade component projection 1. Remove the cover and raise the wiper
with the wiper arm notch. Notch Projection Slide the blade component and install 2. Firmly
rotate the wiper blade to the it to the wiper arm. Page Maintenance and Care Owner Maintenance
3. Pull down the blade rubber and slide it out of the blade holder. Remove the metal stiffeners
from the blade rubber and install them in the new blade. You need to use them again. Page
Maintenance and Care Owner Maintenance Battery WARNING Wash hands after handling the
battery and related accessories: Battery posts, terminals and related accessories contain lead
and lead compounds, chemicals known to the State of California to cause cancer and
reproductive harm. Read the following precautions carefully before using the battery or
inspecting to ensure safe and correct handling: Always wear eye protection when working near
the battery To get the best service from a battery: Keep it securely mounted. If replacing the
battery electrical terminals, or get dirt in the by yourself, follow the instruction. Twist a
tape-wrapped flathead 5. Remove the battery cap, then remove screwdriver in the direction of
the the battery. Cover 3. Page Maintenance and Care Owner Maintenance 6. Insert a new battery
with the positive Tires pole facing up, and then cover the battery with the battery cap. For
reasons of proper performance, safety, and better fuel economy, always maintain recommended
tire inflation pressures and stay within the recommended load limits and weight distribution. If
the vehicle is driven under this Page Replacing just one tire is dangerous. It could cause poor
handling and poor braking resulting in loss of vehicle control. Mazda strongly recommends that
you replace all four tires at the same time. If a tire wears evenly, a wear indicator will appear as
a solid band across the tread. It is monthly to make sure it is properly recommended that tires
generally be inflated and stored. Proper tire balancing provides the best riding comfort and
helps reduce tread wear. Out-of-balance tires can cause vibration and uneven wear, such as
cupping and flat spots. Page Removal single unit because it is an integrated unit. The LED bulb
has to be replaced with the unit. We recommend an Authorized Mazda Dealer when the
replacement is necessary. Make sure the ignition is switched off, and the headlight switch is off.
Page Maintenance and Care Owner Maintenance 4. Make sure the ignition is switched off, and
the turn signal switch is off. Pull the unit rearward to remove it. Install the new bulb in the
reverse order of the removal procedure. License plate lights 1. Insert the flathead screwdriver
into the gap between the lens and the lens unit, 1. Wrap a small flathead screwdriver with and
then slide the screwdriver to a soft cloth to prevent damage to the detach the lens. Page If a
fuse has blown, the inside element will be melted. If the same fuse blows again, avoid using that
system and consult an Authorized Mazda Dealer as soon as possible. Inspect the fuse and
replace it if it is blown. Page Always replace a fuse with a genuine Mazda fuse or equivalent of
the same rating. Otherwise you may damage the electric system. Reinstall the cover and make
sure that it is securely installed. Page Appearance Care These acids can settle on a vehicle's
finish. As the water evaporates, Prevention the acid becomes concentrated and can It is
necessary to have your Mazda washed damage the finish. Before this happens, Occurrence
repair the damage by using Mazda Rain, fog, dew, and even tap water can touch-up paint
according to the contain harmful minerals such as salt and instructions in this section. If the car
washer nozzle is put too close to the vehicle, the force of the If your Mazda is damaged and
needs metal spray could damage or deform the parts repaired or replaced, make sure the
molding, affect the sealability of parts, and body shop applies anti-corrosion materials allow
water to penetrate the interior. Never do this with a knife or snow removal and solvents used for
dust similar tool. Special care is needed to protect this coating. If a seat belts is used under
such a condition, it cannot function at its full If the vehicle interior becomes soiled by Leaving it
uncleaned could cause Remove soiling from vinyl upholstery premature wear, mold, or stains. If
the soft pad surface is rubbed harshly with a dry cloth, it could result in the surface being
damaged and leaving white scratch marks. Follow the directions on the The dust-proof sheet
has a coating. When container. Parking in an Emergency The hazard warning lights warn other
drivers that your vehicle is a traffic hazard and that they must take extreme caution when near

it. Open the luggage board, and lift it. Your Mazda has a temporary spare tire. The temporary
spare tire is lighter and smaller than a conventional tire, and is designed only for emergency
use and should be used only for VERY short periods. If the following occurs while driving, it
could indicate a flat tire. Spare tire hold-down bolt Steering becomes difficult. Turn on the
hazard warning flasher. Loosen the lug nuts by turning them 6. Continue raising the jack head
counterclockwise one turn each, but do gradually by rotating the screw with not remove any lug
nuts until the tire your hand until the jack head is has been raised off the ground. Page Mazda is
firmly in position and that it Jacking up the vehicle in a position cannot slip or move. Page 3.
Turn the wrench If your vehicle has Mazda optional counterclockwise. Install the lug nuts with
the beveled edge inward; tighten them by hand. Remove dirt and grime from the mounting
surfaces of the wheel and hub, including the hub bolts, with a cloth. Page Because the wheel
studs and lug nuts on your Mazda have metric threads, using a non-metric nut is dangerous. On
a metric stud, it would not secure the wheel and would damage the stud, which could cause the
wheel to slip off and cause an accident. Place the luggage board on the damaged tire. Luggage
board 9. Remove the tire blocks and store the tools and jack. Check the inflation pressure. Refer
to Tires on page Have the flat tire repaired or replaced as soon as possible. So follow the
procedure carefully. If you feel unsure about jump-starting, we strongly recommend that you
have a competent service technician do the work. You can damage a 12 V starter, ignition
system, and other electrical parts beyond repair with a 24 V power supply two 12 V batteries in
series or a 24 V motor generator set. Page Emergency Starting 5. If the engine fails to start,
crank it without depressing the accelerator. If the engine still does not start using the previous
procedure, have your vehicle inspected by an Authorized Mazda Dealer. Page If the engine does
not start the first time, try starting it several more times. If it still does not start, contact an
Authorized Mazda Dealer. Page Stop the under pressure and cause serious injury. Page
Carefully add coolant as required page The engine could be seriously damaged unless repairs
are made. Consult an Authorized Mazda Dealer. Towing an AWD vehicle with either the front or
rear wheels on the ground is Tiedown Hooks This could damage your vehicle. Use wheel-lift or
flatbed equipment. They have been designed only for securing the vehicle to a transport vessel
during shipping. If the tiedown eyelet is not securely tightened, it may loosen or disengage
NOTE Page 4. Select the applicable warning to view the warning details. Stop the vehicle in a
safe place immediately and contact an Authorized Mazda Dealer. Page Do not drive with both
the ABS warning light and brake warning light illuminated. Warning Have the vehicle towed to
an Authorized Mazda Dealer to have the brakes inspected as soon as possible: Driving when the
brake system warning light and ABS warning light are illuminated simultaneously is dangerous.
Start the engine and check the warning light. If the light remains illuminated even though the oil
level is normal or after adding oil, stop the engine immediately and have your vehicle towed to
an Authorized Mazda Dealer. The light flashes when the engine coolant temperature is
extremely high, and illumi- nates when the engine coolant temperature increases further.
Contact an Authorized Mazda Dealer to have your vehicle inspected. Page Signal Warning With
Multi-information Display Displays when notification of the system malfunctions is required.
Check the message indicated in the display and consult an Authorized Mazda Dealer. Master
warning light Indication in display and master warning light in instrument cluster are illuminated
at same time. Page If this light illuminates while driving, the vehicle may have a problem. It is
important to note the driving conditions when the light illuminated and consult an Authorized
Mazda Dealer. The check engine light may illuminate in the following cases: The fuel tank level
being very low or approaching empty. Continuing to drive your Mazda in this condition could
cause damage to your transaxle. Consult an Authorized Mazda Dealer as soon as possible.
Page A system malfunction is indicated if the warning light constantly flashes, constantly illuminates or does not illuminate at all when the ignition is switched ON. If any of these oc- cur,
consult an Authorized Mazda Dealer as soon as possible. The system may not operate in an
accident. Page Signal Warning A problem in the system may be indicated under the following
conditions. The light does not turn on when the ignition is switched ON. The light turns on when
the remaining fuel is about 9. Page Authorized Mazda Dealer or a tire repair station. Signal
Cause Action to be taken The key battery is dead. Replace the key battery page Stop the vehicle
in a safe place and contact an Authorized Mazda Dealer. Display Indicated Condition Displays if
the engine coolant temperature has increased excessively. Lowering the temperature in the
cabin or the temperature around the center display by avoiding direct sunlight is recommended.
Page 35 minutes. Authorized Mazda Dealer as soon as 1 If the light switch is left on, the auto
possible. Page page Page DEF has decreased, a sound is activated. While the system is
operating, if the Page Lever Cover After performing this emergency measure, have the vehicle
inspected at an Authorized Mazda Dealer as soon as possible. Page If the active driving display
does not operate, switch the ignition off and then restart the engine. If the active driving display

does not operate even with the engine restarted, have the vehicle inspected at an Authorized
Mazda Dealer. Page Tire Labeling This is the quickest and best way to address the issue. Page
Operations by one of the following ways. Log on: at Page Mazda North American Operations
realizes that mutual agreement on some issues may not be possible. As a final step to ensure
that your concerns are being fairly considered, Mazda North American Operations has agreed to
participate in a dispute settlement program administered by the Better Business Bureau BBB
system, at no cost to you the consumer. Page Mazda or one of our dealers, and a statement of
the relief you are seeking. Page Your complete and permanent satisfaction is of primary
concern to Mazda. All Authorized Mazda Dealers have both the knowledge and tools to keep
your Mazda in top condition. In our experience, any questions, problems, or complaints
regarding the operation of your Mazda or any other general service transactions are most
effectively resolved by your dealer. Page Customer Information and Reporting Safety Defects
Customer Assistance In order to serve you efficiently and effectively, please help us by
providing the following information: 1. Your name, address, and telephone number 2. Year and
model of vehicle 3. Vehicle Identification Number 17 digits, noted on your registration or title or
located on the upper driver's side corner of the dash 4. Mazda de Puerto Rico P. Page Parts,
servicing techniques, and tools necessary to maintain and repair your vehicle may be
unavailable. There might not be an Authorized Mazda Dealer in the country you plan to take
your vehicle. The Mazda warranty is valid only in certain countries. Page Non-genuine parts and
accessories for Mazda vehicles can be found in stores. These may fit your vehicle, but they are
not approved by Mazda for use with Mazda vehicles. When you install non-genuine parts or
accessories, they could affect your vehicle's performance or safety systems; Page Cell Phones
Customer Information and Reporting Safety Defects Cell Phones Cell Phones Warning
WARNING Please comply with the legal regulations concerning the use of communication
equipment in vehicles in your country: Use of any electrical devices such as cell phones,
computers, portable radios, vehicle navigation or other devices by the driver while the vehicle is
moving is dangerous. Page Mazda and its subcontracting parties may obtain and use the
recorded data for vehicle malfunction diagnosis, research and development, and quality
improvement. National Highway Traffic Safety Administration for grading tires by tread wear,
traction, and temperature performance. Page Uniform Tire Quality Grading These grades will be
added to the sidewalls of passenger vehicle tires over the next several years according to a
schedule established by the NHTSA and the tire manufacturers. The grade of tires available as
standard or optional equipment on Mazda vehicles may vary with respect to grade. Tire Labeling
Federal law requires tire manufacturers to place standardized information on the sidewall of all
tires. This information identifies and describes the fundamental characteristics of the tire and
also provides a tire identification number for safety standard certification and in case of a recall.
Here is an explanation of the various components of that tire size and load index rating. Note
that the tire size and load index rating may be different from the example. Letter Rating Speed
Rating mph For tires with a maximum speed capability over mph, tire manufacturers sometimes
use the letters ZR. For tires with a maximum speed capability over mph, tire manufacturers
always use the letters ZR. The grades represent the tire's ability to stop on wet pavement as
measured under controlled conditions on specified government test surfaces of asphalt and
concrete. A tire marked C may have poor traction performance. Temporary tires 2. Nominal
width of tire in millimeters 3. Ratio of height to width aspect ratio 4. Diagonal 5. Rim diameter
code 6. Location of the Tire Label Placard You will find the tire label containing tire inflation
pressure by tire size and other important information on the driver's side B-pillar or on the edge
of the driver's door frame. WARNING Always check the tire inflation pressures on a regular
basis according to the recommended tire inflation pressure on the tire label and in conjunction
with the information in this owner's manual: Driving your vehicle with under-inflated tires is
dangerous. Tire Identification Number TIN : A number on the sidewall of each tire providing
information about the tire brand and manufacturing plant, tire size, and date of manufacture.
Page To equalize tread wear, rotate the tires every 12, km 7, miles at the latest or sooner if
irregular wear develops. Mazda recommends to rotate every 8, km 5, miles to help increase tire
life and distribute wear more evenly. Reduced braking, steering, and traction could result in an
accident. Replace the tire when this happens. So cultivate good driving habits for your own
benefit. Properly loading your vehicle will provide maximum return of vehicle design
performance. Payload is the combination weight of cargo and passengers that the vehicle is
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