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The block is made of cast iron and all use two-valve-per-cylinder iron heads, actuated by
pushrods. The engine, originally designed and manufactured in the United States, was also
produced in later versions in Australia. The was on the Ward's 10 Best Engines of the 20th
century list, made Ward's yearly 10 Best list multiple times, and is one of the most-produced
engines in history. To date, over 25 million have been produced. In , GM sold the design to
Kaiser-Jeep. The muscle car era had taken hold, and GM no longer felt the need to produce a
V6, considered in North America an unusual engine configuration at the time. The energy crisis
a decade later prompted the company to buy the design back from American Motors AMC , who
had by that point bought Kaiser-Jeep , and the descendants of the early continue to be the
most-common GM V6 as it developed into a very durable and reliable design. This engine has
the cylinders numbered on the left-hand bank front bank for FWD applications and on the
right-hand bank, the number 1 cylinder being the furthest from the flywheel end. The firing order
is Washington Avenue in Saginaw, Michigan. The uneven firing pattern was often perceived as
roughness, leading a former American Motors executive to describe it as "Rougher than a cob.
In , Buick redesigned the crankshaft to a "split-pin" configuration to create an "even-firing"
version. Since the cylinders center-lines were no longer centralized over the crank pin bearing
journals, the connecting rods were re-designed with the big-ends offset from the piston pin
ends by 1. The engine in this configuration became known to have "off-center bore spacing".
The off-center design continued up until the LN3 version of the engine, when the left-hand bank
of cylinders was moved forward relative to the right-hand bank. Although the actual bore
spacing between cylinders on the same bank remained unchanged at 4. Buick Division,
concerned about high manufacturing costs of their innovative aluminum V8, sought to develop
a cheaper, cast-iron engine based on the same tooling. In initial form, it had a bore and stroke of
3. Dubbed the Fireball V6, it became the standard engine in the Buick Special. The bore was
increased to 3. It was known as the Dauntless V6 and used a much heavier flywheel than the
Buick version to damp vibrations resulting from the engine's firing pattern. Buick sold the
tooling for this engine to Kaiser in , as the demand for the engine was waning steadily in an era
of V8s and muscle cars. One quick idea was tried by Buick engineers â€” taking an old Fireball
V6 picked up at a junkyard and installing it into a Buick Apollo. However, AMC's cost per unit
was deemed as too high. Instead of buying completed engines, GM made an offer to buy back
the tooling and manufacturing line from AMC in April, , and began building the engines on
August The bore was enlarged to 3. In , GM began to market the as the 3. Starting in , the engine
was used in the front-wheel drive Buick Riviera , though still with a longitudinal mounting.
Larger valves and better intake and exhaust boosted the power output for A turbocharged
version was introduced as the pace car at the Indianapolis , and a production turbo arrived in
The turbo 3. The LC2 engine has a bore x stroke of 3. The turbocharged Buick Regal Grand
National GNX was called America's quickest automobile, and the model continues to be
collected and appreciated today. A smaller version of this engine was produced in and for the
Century, Regal and Chevrolet Monza. The bore was reduced to 3. This engine was used in many
large rear-wheel drive Buicks, and in some models from each of GM's other divisions, including
Cadillac which offered the "big" Buick V6 in several models from to as a credit option to the
troublesome V engine used in and early versions of the aluminum-block Cadillac HT V8
introduced in It was also the standard powerplant in the front-drive Riviera and Oldsmobile
Toronado from to Additionally, the 4. Its only weakness was the intake valve seals. This was the
first naturally aspirated GM V-6 to feature a 4-barrel carburetor. Introduced in , it was a lower
deck version of the 3. It shared the same bore size as its larger sibling, but featured a smaller
stroke of 2. The LN7 is a multiport fuel injected version of the LK9. It was introduced for and
used the VIN code: L. It was replaced in with the 3. In mid, the 3. In , it received sequential fuel
injection SFI and it was initially produced in two forms, the LG2 with flat lifters tappets , and the
LG3 with a roller camshaft and lifters. The latter was offered in various models through From ,
the 3. Power produced by this engine was:. Introduced in , the LN3 would later be loosely
considered the Pre-Series I , although the older 3. This generation continued in use in several
GM products into the early s. In fact, supercharger -related hardware can be fitted to an LN3
without changing the cylinder heads ECM reprogramming required. The L27 has a two piece,
upper plenum intake and lower intake, the LN3 is all one piece. A smaller 3. It is effectively a
lower-deck version of the , with a smaller bore and stroke of 3. Unlike the , however, it used a
batch-fire injection system rather than sequential injection, as evidenced by the lack of a cam
position sensor. It also did not have a balance shaft. However, the Australian L27 retained the
LN3's one piece upper intake and lower plenum. The L36 made its debut in HP was rated at for
engines Gen2 supercharger with a 2. All of the additional horsepower for Gen3 supercharged
engines was gained by using epoxy not teflon as commonly believed coated supercharger
rotors to improve efficiency, a larger supercharger inlet and throttle body, Thus the utilized a 2.

The easiest way to spot the difference between the Gen2 and Gen3 is the smaller pulley and the
ribs on the side of the Gen2 extend all the way down the sides, while the Gen3 ribs stay on only
the top, they perform sightly differently and interchanging one without tuning may result in
strange behavior of the engine. Redline on Gen3 engines is at rpm but the ECM will shift at rpm
without performance shift enabled. Introduced in , the Series II is quite a different engine. It is
also by far the most popular of the family for its power, smoothness, fuel efficiency, and
reliability, although the stroke for the 3. That said, the engine architecture was vastly changed.
The deck height is shorter than the Series I, reducing weight and total engine package size. A
new intake manifold improved breathing while a redesigned cylinder head featured larger valves
and a higher compression ratio. The new intake manifold greatly improved airflow. To meet
emissions standards, an EGR tube was placed in the intake manifold to reduce combustion
temperatures. GM recalled 1. The fire could spread to the nearby plastic spark plug wire
retainers on the valve cover and then to the rest of the engine compartment. GM fitted the
affected vehicles with redesigned spark plug wire retainers. The engine would then hydrolock.
The lower intake gaskets and upper intake manifolds were revised, correcting all these issues.
The L67 is the supercharged version of the Series II L36 and appeared in , one year after the
normally aspirated version. Both engines share the same engine blocks, but compression is
reduced from 9. Final drive ratios are reduced in most applications, for better fuel economy and
for improved use of the engine's torque in the low RPM range. Like most V6s, the engine is well
known for its reliability and low maintenance costs. The engine is a popular choice for
aftermarket modification thanks to its very strong internals and impressive power gains from
basic upgrades. The Series III engines include many changes. The upper and lower intake
manifold is now aluminum on the naturally aspirated models. Intake ports are mildy improved,
1. Electronic throttle control is added to all versions, as is returnless fuel injection. Emissions
are also reduced. Also note that Series III engines are the base for any produced for the year
and up. The difference is that Series III engines received the new superchargers Generation 5 Eaton M90 - if equipped , intake manifolds, fuel systems, and electronics. It is still a 3.
Compression remains at 9. The powdered metal connecting rods were meant to be introduced
in along with the L32, but the GM plant in Bay City, Michigan that supplies the Flint, Michigan
plant could not achieve the desired production dates in time for that engine year. Introduced in ,
the main differences between the L67 and the L32 are the L32's electronic throttle control,
slightly improved cylinder head design, and updated Eaton supercharger, the Generation 5 M
As with the L67, premium fuel 91 octane or higher is required, but the PCM can compensate for
lower octane fuel at the cost of acceleration. The use of below 87 octane fuel can cause
detonation that eventually leads to engine damage and failure. Production of the V6 engine
officially ended on August 22, when plant 36 was closed. There was a closing ceremony and
speakers who extolled the virtues of the engine. Originally GM had set this date for January 1, ;
however, due to the vast number of complaints from both investors and customers because of
the popularity and reliability of the engine, the date was extended. From Wikipedia, the free
encyclopedia. Motor vehicle engine. Buick Kaiser Jeep American Motors. This engine was used
in the following vehicles:. These engines should not be confused as being the same, and are
unique engine designs. Applications :. Ward's Communications, Inc. Automobil Revue in
German and French. Berne, Switzerland: Hallwag AG. Retrieved Categories : Buick engines
Jeep engines V6 engines. Hidden categories: CS1 German-language sources de CS1
French-language sources fr Articles with short description Short description is different from
Wikidata All articles with unsourced statements Articles with unsourced statements from
February Commons category link is on Wikidata. Namespaces Article Talk. Views Read Edit
View history. Help Learn to edit Community portal Recent changes Upload file. Download as
PDF Printable version. Wikimedia Commons. Add links. Eaton M62 or M90 some versions.
Rochester carburetor Fuel injection. Wikimedia Commons has media related to Buick V6 engine.
The Buick LaCrosse is a mid-size [5] sedan manufactured and marketed by Buick since The
LaCrosse is now in its third generation, slotted above the Buick Regal as the brand's flagship
vehicle. The first-generation LaCrosse replaced the Century and Regal in North America
beginning in the model year, serving as the brand's mid-size car. The automobile was originally
sold as the Buick Allure in Canada. For , the LaCrosse was completely redesigned and moved
upmarket as a larger premium sedan. Although production ended on February 15, for the North
American market, the LaCrosse is still produced in China where it received a facelift for The
LaCrosse debuted in late as a model, replacing the Century and Regal. The name was borrowed
from a Buick concept car shown in referencing the sport of lacrosse. Riding on a revised
version of the W-body known as MS, the LaCrosse was initially available with two powerplant
choices in three trim levels: a 3. The LaCrosse, along with all other GM vehicles powered by the
3. This generation of LaCrosse was sold in Canada as the Buick Allure, as the verb crosser is a

French Canadian vulgarity that can mean either "masturbation" or "scam". The final
first-generation LaCrosse was manufactured on December 23, The LaCrosse received a facelift
for The vehicle's front end design was based on the Buick Velite concept, which was later used
by the Chinese LaCrosse. All trim levels received a chrome exterior appearance package,
factory remote start feature, XM Satellite Radio, telescoping steering wheel column, redundant
steering wheel controls and dual-zone climate control as added standard equipment. CX added
a leather-wrapped steering wheel, theft deterrent system, illuminated vanity mirrors, driver
information center personalization and more. A Super trim of the LaCrosse debuted for The
LaCrosse Super was positioned as a higher-performance model of the sedan with revised front
end styling, as well as a return of displaying four Ventiports under the hood, a rear spoiler,
projector beam fog lights, Magnasteer, larger brakes, and revised suspension tuning with
standard Stabilitrak. Power came from the 5. The combination of a V8 and front-wheel drive are
not often utilized due to torque steer which is present in any front-wheel-drive car. Only the
Buick GNX offered a similar level of performance. The LaCrosse Super was discontinued in
Interior changes included special Super badged cluster with blue face, a wood grain shift knob,
and dream weave leather seating. The LaCrosse received a Good overall score in the Insurance
Institute for Highway Safety 's frontal impact crash test and a Marginal overall rating in the side
impact test. Side airbags are limited to the curtain type for both front and rear rows; the
torso-type side airbag is unavailable. The car is also built in Taiwan by a joint Yulon -GM
venture. Using the Belt Alternator Starter system, it is the first hybrid vehicle in the Chinese
market as well as the first hybrid in its segment. The exterior features Buick's " VentiPorts " and
the " Sweepspear ", Buick styling features dating to The interior is defined by having "few
straight lines and degree joints, if any. Instead, surfaces and controls are rounded, coved, or
arched. The final design work was carried out at the GM design center in Warren, Michigan.
Profile of a 2nd generation Buick LaCrosse, clearly showing Buick's re-introduced, trademark
sweep-spear design. Door panel in 2nd generation Buick LaCrosse, showing the new distinctive
curvaceous design theme with faux leather cover the entire door. The 2. All V6 models are
equipped with the Hydra-Matic 6T70 6-speed automatic transmission. By automotive journalists,
comparisons to the Lexus ES generally found both cars to be roughly comparable. Results of
the analysis were given on a scale of 1 to 10, where a higher number indicates positive
reception. The overall result for the model year was 8. Seconding other critics, New Car Test
Drive described the interior as, [39]. The more you look, the more you see. Throughout the cabin
are few straight lines and degree joints, if any. Real stitching is used to join seams of the seats,
shifter boot and soft material used on the door panels and around the instruments. Chrome and
wood trim are used judiciously, tastefully, and the materials in the headliner and upper parts of
the cabin look and feel like premium material. The , , and models lacked an interior trunk release
mechanism. The trunk was only accessible using the key fob remote keyless entry or a touch
sensor between the trunk lid and the license plate. The year model added a remote release
button at the left of the steering wheel on the instrument panel. The model refresh returned the
trunk release button to LaCrosse but placed it on the driver door. For , the LaCrosse added a
new Sport Touring Edition which included unique 18" aluminum black pocket wheels and a rear
lip spoiler. The LaCrosse features a new mild hybrid as its base model. Dubbed eAssist , the
LaCrosse introduced GM's second generation belted-alternator starter system. The non-hybrid
4-cylinder is no longer offered. The eAssist LaCrosse delivers a class leading fuel economy of
25 mpg city and 36 mpg highway. Alpheon was a standalone brand from GM Korea. The cars
were additionally fitted with amenities such as controls in the rear armrest, mood lights and
more. A version of the vehicle with 3. Market launch began in September Early model includes a
model with 3. The Alpheon was discontinued in , after monthly sales fell below cars. GM Korea
replaced it with the Chevrolet Impala. The sheet metal, while similar in appearance, is unique to
the Roewe. In late February , the Chinese government took the Buick LaCrosse along with all
other foreign vehicles off of the list of vehicles approved for government procurement. Effects
on sales remains to be seen. Redesigned front and rear fascias, new wheel designs, a
reconfigurable 8 inch TFT instrument cluster, semi-aniline leather seating, and radar- and
camera-based safety features such as forward collision alert and side blind zone alert highlight
the changes for this mid-cycle refresh. The weight reduction was achieved by use of
high-strength steels and better sound-absorbing material. The main difference between the
North American and Chinese models sold is the drive system. Models sold in the Chinese
market are front wheel drive vehicles compared to their American counterparts which are
available in front wheel drive or all wheel drive. Additional standard safety features include
Ultra-sonic rear parking assist, and backup camera. Optional safety features include a following
distance indicator, forward collision alert, forward collision braking, front pedestrian detection,
blind spot detection, lane keeping assist, and rear-cross traffic alert. The receptions by car

critics was generally positive, but not without flaws. Reviewers were critical of the gear selector,
however, with Consumer Reports stating, "Our biggest gripe about the controls is the new
electronic gear selector. Drivers used to a traditional PRNDL configurationâ€”in other words,
those drivers who kept the lights on for Buick for many yearsâ€”will be puzzled, if not angered.
The Buick LaCrosse is one of six vehicles GM announced will be discontinued after the model
year amid a global restructuring effort by the company. The discontinuation of the LaCrosse will
only affect the North American market [67] [68] and Buick will continue to build the LaCrosse in
China, where the sedan is a best seller. A facelift was introduced for the model year in the
Chinese market, with the facelifted LaCrosse featuring a new 2. The new 2. The LaCrosse is
available with a nine-speed Hydra-Matic automatic transmission with an average fuel
consumption of 6. In , Buick showcased a LaCrosse concept featuring styling features that
harkened back to Buicks of the late s, such as a long hood, swooping sidespear featured on
Buicks starting in and sporadically until the s , front fender port holes, and a fastback roof line.
Unique features included a removable rear roof and trunk panel converting the trunk into a truck
bed and voice recognition instead of traditional switches for basic interior functions. From
Wikipedia, the free encyclopedia. Motor vehicle. Front of a 2nd generation Buick LaCrosse,
showing re-introduced venti-ports. Main article: Roewe Kelly Blue Book Editor's Review.
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d the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with
us and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search.

