Difference between atm and atc fuses
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up. The ATO fuse is open on the bottom, exposing the fuse element between the blades. ATC
fuses are the best choice for use on machinery where they could be exposed to the weather.
The high probability of corrosion build up could eventually interfere with current flow on an
ATO type exposed to moisture. Also, why does anyone manufacture ATO's? Is it cost related?
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fuse is a critical component in your vehicle, protecting the valuable and delicate electronics in
the event of a sudden electrical surge. Fuses are designed to melt if exposed to an
overcurrentâ€”interrupting the circuit before it causes more significant damageâ€”but they are
generally easy and inexpensive to replace. A fuse is composed of a housing, fuse element and
contacts, and they vary in size and configuration. They come in either blade or cartridge-style.
They are interchangeable, provided the amperage rating is the same. The housing can be open
or closed, but neither is sealed or waterproof. Open cavities help prevent condensation in
automotive applications if the circuit gets heated above ambient temperature. Available in
amperage ratings of 1A to 40A Transparent housing for easy identification of blown fuse Used
in automotive, watercraft and low-voltage applications maximum 30 volts. This allows you to
use more fuses in the same amount of space. For newer vehicles, these fuses protect the
additional circuits and onboard electronics without adding bulk. Available in amperage ratings
of 2A to 30A Transparent housing for easy identification of blown fuse Silver-plated terminals
for superior conductivity. They are a blade-type fuse designed to replace fusible links or fusible
wire. The fuse link is completely enclosed to help protect against moisture and other corrosive
or damaging elements. Available in amperage ratings up to 80A Transparent housing for easy
identification of blown fuse Interrupting rating: A 58 DC. The JCase Low Profile fuse has a lower
profile and shorter male blade terminals but performs the same as a standard JCase. They are
designed to withstand higher temperatures for longer periods of time and are made for higher
amperage circuits, such as alternators and starters. The cartridges can be male or female; the
male terminal fuses have either bent or straight contacts that can be bolted down. FMM Fuses
are small female Maxi cartridge fuses that save space in vehicle fuse boxes. They offer
protection for high current circuits. Blo-N-Glo Fuses Another option is the Blo-N-Glo fuse ,
which features a built-in light that glows when the fuse is blown, saving you the time of
removing and checking every fuse to find the problem. To ensure your shop always has the
fuses you need,. Have a Question For Us? Comment Here:. Recent Posts. Subscribe to the
Kimball Midwest Blog! News Room Blog. If you are not a regular in the automotive fuses section
at your local NAPA store, you are probably scratching your head at the alphabet soup in that
last sentence. Not to worry, we are here to help you make the connections you need without
bogging down in the mire of complex electronical jargon. A fault can be anything from a dead
short where the positive voltage shorts to ground , to a damaged component. When faults
happen, the power feeding the component must be disconnected immediately. The most
common cause of automotive fires is electrical shorts. Pulling too much amperage through a
wire always leads to that wire getting hot, and eventually it catches fire. If you have ever
experienced a wire fire, it is quite scary, especially if you are actively driving. Auto makers
design circuit breakers into every component in your vehicle, and most of them are housed in
one or two central locations. These are the fuse boxes. Some vehicles have individual fuse
boxes in various locations, but most vehicles use a centralized master fuse box, much like the
breaker box in your home. There are many types of circuit breakers, ranging from sacrificial
fuses to resettable circuit breakers , and then there is the classically dreaded fusible link , which
is the bane of many a mechanic. This article will address and identify the most common types of
automotive fuses that you may encounter. All of these automotive fuse types are destroy
themselves in the process of breaking the circuit. This is done through a piece of metal that
melts at a certain temperature point. Most American vehicles went away from glass fuses in

These fuses are rated for 32v DC and cover from 4 amps up to There are numerous designs for
automotive glass fuses. Slow-burn fuses, like the MDL type, are timed fuses. SFE â€” These are
the original glass fuses for automotive use. SFE stands for Society of Fuse Engineers, and have
different lengths so that the wrong fuse cannot be installed into the wrong placement. This
allows the MDL fuse to resist higher amperes for very brief moments, such as a high-draw from
a compressor or fan kicking on. Bosch â€” Used in older European vehicles, these plastic barrel
fuses have exposed metal fuse link. They install similar to a AA-type battery between two flat
springs. Lucas â€” The much maligned Lucas wiring system is used on British vehicles, and of
course they use different fuses from everyone else with a convoluted rating system. These are
ceramic barrel fuses similar to the Bosch style. When replacing a Lucas fuse with a non-Lucas
glass-type fuse, you use the smallest rating for the new fuse. Measurements are 9. Micro3 â€”
Also known as ATL, these These are generally used for higher voltage applications and are
time-delayed. They range from 15 to 60 amp ratings. When you need to manage high current,
you need a big fuse. These fuses are large and generally mount with bolts or in some case,
large blades. They are a bolt-down fuse and are slow blow. These fuses measure 19 x 68 mm.
Ratings range from 23 up to amp. These slow blow fuses measure 10mmx 41mm. ANL â€”
These fuses measure 20 x 82 mm and cover a range from 20 to amp. Unlike the other bolt-down
fuses, this design has slotted ends, so the bolts do not have to come out completely. It is
mounted with a single bolt. Fuse ratings range from 40 to amp. Class-T â€” commonly used for
EV and hybrid vehicles, the class-T fuse is a high voltage fuse. These are available in amperage
ratings from 10 up to amps, but the voltage capacity is much higher than volts, as these are
specifically for the battery packs, which are in the to volt range. Class T fuses are fast blow, and
have the fastest blow speed of all high current fuses. All non-glass sacrificial fuses are color
coded for their amperage. The codes change based on the fuse type. The most common fuses
you will encounter are blade type, so we have the basic color codes for them here:. You will
notice that the color do repeat. In most cases this is because the fuse types have limits, such as
a MAXI fuse does not go below 20 amps. Manual reset breakers are mostly used for aftermarket
applications such as car audio or lighting. Some manufacturers use auto-reset breakers for
certain devices that have high current draw during start-up, such as cooling fans or electric
motors. The benefit of an auto-reset breaker is that they reset themselves in the event that the
initial draw is too high due to heat or other issues. This means your cooling fans will still work if
they experience a brief high-draw issue, without have to replace the fuse. An auto-reset breaker
is not a good idea for electronics because it will constantly try to reset in the event of a failure
or short, and that is not a good thing. Manual breakers operate just like a sacrificial fuse, but
instead of replacing the fuse, you simply click the switch or button on the breaker and you are
back in business. These are beneficial for aftermarket circuits where blown fuses are common
car audio, added lights, etc , as high-current fuses are not cheap. Most sacrificial automotive
fuses are obvious when it is bad, but not always. These fuses have a metal bar that literally
burns up, disconnecting the power source from the rest of the circuit. If the little bar is melted,
the fuse is bad. This does not always happen where you can see it. This is a particular problem
that effect glass fuses. You cannot see the entire fusible element; the metal caps on either side
prevent it. Unlike blade fuses, the element is soldered to the cap. This is most common with
high-amp glass fuses. Using a test meter not a test light , set to continuity where the unit beeps
when the probes are touched together , and touch each lead to the ends or to the test terminals
of the fuse. Any other reading means there is problem with the fuse and it should be replaced.
High-amp glass fuses are notorious for melting the solder at lower amp ratings, so you may not
have an actual problem, it could just be a bad fuse. This is why glass fuses are no longer used
in most automotive applications. Replacing a bad fuse is fairly easy in most cases, but you do
need to take a few precautions. First, make sure the vehicle is off. This can cause the fuse to
pop even if you have rectified the actual problem due to the initial connection. If the problem
has not been rectified, the fuse is going to pop anyway, so it is best not to have it in your hand
when that happens. If your circuit is always live has power even with the key off , then you
should disconnect the ground terminal of the battery. Bladed, cartridge, and non-glass bladed
fuses can be really tricky to get out of their sockets. Most vehicles come with a small plastic
tweezer tool to remove the fuses, but you can use needle-nosed pliers in the likely case that the
tool is missing. A socket or nut driver is the best option, as a wrench can accidentally bridge
the gap on the fuse terminals and again, that is rarely a good thing to do. The most difficult to
remove fuse is a glass-type barrel fuse. These fuses are delicate. When the fuse goes bad, the
glass can break, but moreover, it can break when you are trying to get it out. Because the spring
terminals are tight, these fuses require some effort to remove. It is a good idea to use a
non-conductive tool to pry one side of the fuse out of the holder. Plastic or wood is perfect. The
short answer is almost never. There are a select few instances where you can go up to a larger

fuse, but only when you absolutely know that the wiring is capable of handling the extra current.
Example 1: You have a car audio system with an amplifier; The amp is wired with a 4-ga wire
that is 16 feet long. The previous amp had a amp fuse, the new amp requires 60 amps. The wire
capable of handling the larger load, go ahead and increase the fuse size. Example 2: You
replaced the head light bulbs with fancy new high-output bulbs. DO NOT increase the fuse size
for the headlights. In fact, you need to install a relay and re-wire the headlights with larger
gauge wires. The current draw of high-output bulbs is more than the factory wires can handle
and will result in a fire. Armed with the knowledge we have provided, you should be able to test
and replace any fuse with ease. Make sure you follow the safety protocols to protect yourself
and your vehicle. Coins, aluminum foil, etc are not suitable circuit breakers in any situation. DO
NOT bypass the fuse, that is a sure-fire way to end up in a catastrophic situation. Know How. A
life-long gearhead, Jefferson Bryant spends more time in the shop than anywhere else. His
career began in the car audio industry as a shop manager, eventually working his way into a
position at Rockford Fosgate as a product designer. In , he began writing tech articles for
magazines, and has been working as an automotive journalist ever since. Jefferson has also
written 4 books and produced countless videos. Jefferson operates Red Dirt Rodz, his personal
garage studio, where all of his magazine articles and tech videos are produced. Great article!
Keep sharing nice post. Your email address will not be published. Save my name, email, and
website in this browser for the next time I comment. Sacrificial Circuit Breakers Fuses All of
these automotive fuse types are destroy themselves in the process of breaking the circuit.
Glass Fuses Most American vehicles went away from glass fuses in Various glass fuses have
different diameters and widths, depending on the style. These SFE fuses have different widths
so that they only fit the appropriate circuit. This AGU fuse is a 40 amp, notes on the side. The
high-amp glass fuses can melt the solder before the actual fuse pops. Barrel Non-Glass Bosch
â€” Used in older European vehicles, these plastic barrel fuses have exposed metal fuse link.
These Bosch barrel fuses are used in European cars, through the s. This is a amp model. They
are labeled with paper inside the glass, which makes it hard to see if the fuse is still good. The
classic ATC fuse is a plastic blade type. The amperage is noted by both the color and printed on
the top. You can test these fuses through the exposed tabs with a meter. This is the big boy
MAXI fuse, these are used for high-current applications. Cartridge These are generally used for
higher voltage applications and are time-delayed. High-Current When you need to manage high
current, you need a big fuse. ANL fuses are also used for high-current applications, and can go
up to amps. Color Coding All non-glass sacrificial fuses are color coded for their amperage. The
most common fuses you will encounter are blade type, so we have the basic color codes for
them here: Blade Fuses Color Rating Dark Blue 0. These re-settable breakers are useful for
many applications. This is a buss bar made of several auto-reset breakers. These are often used
in OEM applications where there may be a short high amp draw that is normal, but would trip a
standard fuse. Is it bad? This is the continuity setting on a multimeter. It is your new best friend.
Replacement Replacing a bad fuse is fairly easy in most cases, but you do need to take a few
precautions. When is it safe to use a bigger fuse? Categories Know How Tags car fuse , circuit
breaker , electrical fuse , electrical system , fuse , fuse box , wiring. Related Articles. Next Next
post: Enraptured by the Ford Raptor! Leave a Reply Cancel Reply Your email address will not be
published. Close Menu Overlay. Facebook Twitter Instagram YouTube. CART 0. ISO Registered.
Term Search:. Fuse type 2. Fuse type 24 Type A 60 volt DC fuse designed for the telecom
industry. Fuse type 2AG A Litttelfuse brand name for a glass body cartridge fuse that is 5mm in
diameter and 15mm in length. Fuse type 3. Fuse type 5 x 15mm A glass body cartridge fuse that
is 5mm in diameter and 15mm in length. Fuse type 5 x 20mm A glass or ceramic body cartridge
fuse that is 5mm in diameter and 20mm in length. Fuse type 7 Type A cylindrical fiber tube fuse
with threaded ends designed for the telecom industry. Fuse type 70 Type A cylindrical cartridge
fuse with an indicator pin designed for the telecom industry. Fuse type 74 Type A fast acting, 60
volt DC cylindrical body fuse designed for the telecom industry. Fuse type 75 Type A radial
leaded, cylindrical fuse designed for the telecom industry. Fuse type 76 Type A radial leaded,
cylindrical fuse designed for the telecom industry. Fuse type 80 Type A fast acting, cylindrical
body fuse designed for the telecom industry. It is visually indicating with remote electrical alarm
capability. Fuse type 81 Type A fast acting, cylindrical body, non-indicating fuse designed for
the telecom industry. Fuse type Alarm Indicating A fast-acting telecom fuse designed to provide
visual blown fuse indication by triggering an LED or an audio alarm. Fuse type Barrier Network
A fuse designed to operate in potentially explosive environments. Fuse type Bolt-in A fuse
which is intended to be bolted directly to bus bars, contact pads or fuse blocks. Fuse type
Branch Circuit A fuse that has a minimum interrrupting rating of 10, amps, a minimum voltge
rating of volts and a they must be size rejecting so that a fuse with a higher voltage rating
cannot be installed in the circuit. They must also be size rejecting so that Fuse type Cartridge A

fuse with a cylindrical body, a current responsive element and two cylindrical end caps or
ferrules. Their design incorporates a rejection feature that allows them to be inserted into
rejection fuse holders and fuse blocks that reject all lower voltag Fuse type Class G A branch
circuit fuse having V, a kA interrupting rating and is size rejecting to eliminate overfusing.
These are available in ratings from 1A through 60A. Fuse type Class H A branch circuit fuse
having either V or V, a 10kA interrupting rating that may be renewable or non-renewable. These
are available in amp ratings of 1A through A. These are dimensionally the same as Class H
fuses. These fuses are current-limiting. They are intended to be bolted into their mountings and
are not normally used in clips. They have identical outline dimensions with the Class H fuses
but have a rejec Fuse type Class RK1 A fast acting or dual element time delay fuse. They are
physically very small and can be applied where space is at a premium. They are fast acting
fuses with an interrupting rating of kA RMS. Fuse type CF8 Battery A 58 volt DC ceramic
automotive fuses that is designed to mount directly on the battery terminal with an associated
hex nut. Fuse type Current Limiting A fuse which will limit both the magnitude and duration of
current flow under short circuit conditions. Current-limiting fuses must have the following
characteristics: 1. Limit peak currents to values less than those which would occur if the fuses
were Fuse type Dual Element A fuse with a special design that utilizes two individual elements
in series inside the fuse tube. One element, the spring actuated trigger assembly, operates on
overloads up to times the fuse current rating. The other element, the short circuit secti Fuse
type Edison Base Plug A volt AC branch circuit rated fuses that is designed to screw in to a
socket. The Edison Base style has brass threads and a ceramic body Fuse type Electronic fuse
An overcurrent protective device with a fusible link which melts and permanently opens the
circuit under an overcurrent condition. An electronic fuse is typically used in circuit board
applications where circuit voltage are at below Volts. It includes Fuse type Fast Acting A fuse
which opens on overload and short circuits very quickly. This type of fuse is not designed to
withstand temporary overload currents associated with some electrical loads. UL listed or
recognized fast acting fuses would typically open within 5 secon Fuse type Fork Lift A DC rated
fuse designed for battery operated lift trucks and other low voltage battery operated equipment.
Designed as an intentional weak link in an electrical circuit. Fuse type Fuse Class The industry
has developed basic physical specifications and electrical performance requirements for fuses
with voltage ratings of V or less. These are known as standards. If a type of fuse meets the
requirements of a standard, it can fall into that cl Fuse type High Reliabilty Hi Rel A special
category of electronic fuses designed for use in aircraft, space and military application where
reliability is critical. High-Rel fuses are subjected to a series or endurance and environmental
tests during production. An extemely fast acting fuse used to protect solid-state devices. It has
no intentional time-delay in the overload range and is designed to open as quickly as possible
in the short-circuit range. Fuse type In Line A glass body, volt AC rated fuse that is designed to
protect flourescent lighting fixtures. Fuse type Indicating A fuse with a visual or trigger feature
that allows for easy identification of a blown fuse. Fuse type Limiter A special purpose fuse
which is intended to provide short circuit protection only. Fuse type Limiter Fuse A special
purpose fuse that provides short circuit protection only. Also known as a Back-Up Fuse. Fuse
type Low Voltage Fuse A fuse rated at v or less. Many types of low voltage fuses are classified
and identified for use in , , , , or V circuits. Fuse type Medium Voltage Fuse Current limiting
power fuses having voltage ratings from 0. Continuous current ratings range from 0. E-rated
medium voltage fuses are general purpose fuses that are primarily used to protect transformers
and provide both cur Fuse type Micro A radial leaded subminature electronic fuse offered in
either a cylindrical or rectangular body. Also known as a 5AG fuse. Fuse type Pico Fuse An
axial leaded subminature electronic fuse. Fuse type Plug A volt AC branch circuit rated fuse that
interrupts a minimum of 10, amps. Plug fuses are designed to screw into a socket. The
Rejection Base style has a ceramic base with rejection threads. Fuse type Rejection Fuse A
current-limiting fuse with high interrupting rating and with unique dimensions or mounting
provisions. Fuse type Renewable Fuse A fuse rated at V or below in which the element may be
replaced after the fuse has opened and then reused. Renewable fuses are made to Class H
standards. Fuse type Safe-T-Plus Littelfuse brand name for a hermetically sealed, encapsulated
fuse designed to operate in potentially explosive environments. Fuse type SFE A fast-acting low
voltage glass body cartridge fuse. Fuse type Small Dimension Fuse Typically a fuse with a
voltage rating of V or below designed for circuit board applications. The Solar J fuse is offerred
in the blade style Class J case sizes. The Solar Midget fuse is offerred in 10 x 38mm case sizes.
The Solar R fuse is offerred in Class R case sizes. Subminature fuses include the 3. Fuse type
Supplemental Fuses Fuses that can have many voltages and interrupting ratings within the
same case size. Interrupting ratings range from 35 to , amps. Fuse type Surface Mount Fuse A
fuse constructed in a way that alows it to be soldered directly to the surface of a printed circuit

board. This eliminates the through hole device requitement to drill holes in the board to solder
the leads. It also saves considerable space by utilizing Fuse type Telepower A DC rated power
fuse designed for the telecom industry. Fuse type Telpower Bussmann brand name for a broad
range of telcom industry specific fuses. Fuse type Thin Film A type of surface mount fuse
construction where a microscopically thin layer of conductive metal is deposited on a ceramic
or glass substrate between the fuse terminals. This metal layer serves as the fuse's melting
element. This construction method allow Fuse type Through Hole Mount Fuse A fuse
constructed with leads that are soldered to the back side of the printed circuit board.
Installation of a through hole fuse requites drilling holes in the printed circuit board, inserting
the leads in the holes and soldering the leads on the back s Fuse type Time Delay A built-in
delay that allows temporary and harmless inrush currents to pass the fuse or circuit breaker
without operating, but is so designed to open on sustained overloads and short circuits. Fuse
type Torpedo A torpedo fuse consists of a heat resistant body with the fuse element stretched
over the exterior body of the fuse. This type of fuse was used in older model cars made in
Europe. Fuse type Very Fast-Acting Very fast-acting fuses are designed for very fast response
to overloads and short-circuits. They are very current-limiting. The primary use is to protect
solid state electronic components. Fuse type E-Rated Fuse Current limiting medium voltage
power fuses that provide overload and short circuit protection. They are designed to withstand
the large magnetizing inrush that occurs during transformer start-up. Voltage ratings range
from 2. They are not designed to protect against long term current overloads. Potential
Transformers require current limiting fuses on the primary connection side. Since the power
requir Fuse type Capacitor Fuse Capacitor fuses are current limiting with high interrupting
ratings and provide both short circuit and overload protection. A capacitor fuse is designed to
isolate a shorted capacitor before the capacitor can damage surrounding equipment or
personnel. The Fuse type Distribution Transformer Fuse Distribution Transformer Fuses are
back-up current limiting fuses designed to protect distribution transformers. Back-up fuse links
have a rated minimum breaking capacity below I3. Their operating range is between their
minimum interrupting rating I3 and their maximum Fuse type General Purpose Fuse A current
limiting medium voltage fuse capable of interrupting all currents from the maximum rated
interrupting current down to the current that causes melting of the fusible element in one hour.
Not all currents fall within this range. It is possible to Fuse type Full Range Fuse A current
limiting medium voltage fuse capable of interrupting all currents from the maximum rated
interrupting current down to the minimum continuous current that causes melting of the fusible
element s when the fuse is applied at the maximum ambient te Fuse type Back Up Fuse A
special purpose current limiting fuse that provides short circuit protection only. They are used
in conjunction with high voltage motor starters to provide short circuit protection for individual
motors. They have identical outline dimensions with the Class H fuses but have a rejec PTC
Type PTC Device A resettable overcurrent protection device that is made with a polymer that
reponds rapidly to a rise in temperature. Under normal conditions, the PTC Device has very little
resistance and has little influence on the circuit. Battery Disconnect Type Remote Battery
Disconnect A battery disconnect switch that operate with an electric or electronic remote
control. In the event of a short circuit, the electronic or electrical control unit detects a voltage
drop and opens the contacts and disconnect the battery Battery Disconnect Type Master
Battery Disconnect A battery disconnect switch that is designed to quickly cut off the battery
from the electrical circuit by disconnecting either the positive or the ground wires. Battery
Disconnect Type Alternator Field Disconnect A safety feature of some disconnect switches that
disconnects the alternator field in the event of a dangerous voltage rise so that the magnetic
field is turned off, preventing a voltage spike. Battery Disconnect Type Indexing Pin A pin that
aligns the switch with the mounting panel and prevents rotation for switches with through hole
style mounting. Also known as a locating pin or an anti-rotation pin. Battery Disconnect Type
Locating Pin A pin that aligns the switch with the mounting panel and prevents rotation for
switches with through hole style mounting. Also known as an indexing pin or an anti-rotation
pin. Battery Disconnect Type Anti-Rotation Pin A pin that aligns the switch with the mounting
panel and prevents rotation for switches with through hole style mounting. Also known as a
indexing pin or a locating pin. Circuit Breakers - Thermal Thermal Circuit Breaker A thermal
circuit breaker is a resettable circuit protection device that is primarily designed to protect
components and equipment from current overload and short circuit conditions. Circuit Breakers
- Thermal Shortstop The Shortstop Thermal Circuit Breaker is a thermal circuit breaker that is
enclosed in a metal or plastic cover with two stud type terminals. Shortstop circuit breakers
have ampere ratings from 5 to 50 amps. A thermal circuit breaker has a bimetal strip that snaps
in to a bent position when heated from a current overload or short circuit condition. The breaker
will not reset until the current overload condition is cured or the power is turned off. This type

of thermal circuit breaker is non-cycling. The manual reset breaker is reset by activating an
external reset button or lever. It has the same functionality as the standard Manual Reset Type
III but having the convenience of a push button to turn off or op Varistor Type MOV AA voltage
sensitive device designed to protect circuits from transient voltage surges. MOV's are designed
to suppress lighning and other high energy transients found in industrial or AC line
applications. MOV's are constructed with a zinc oxide disc, m Varistor Type MLV A voltage
sensitive surface mount device designed to protect circuits from transient voltage surges
generated from Electrostatic Discharge ESD , inductive load switching or lightning surge
remnants. MLV's are constructed with a zinc oxide material inter Reed Switch Type Reed Switch
A reed switch is an electrical switch operated by an applied magnetic field. The basic reed
switch is comprised of two ferromagnetic nickel-iron wires and a hermetically sealed glass
capsule. It is best suited for mounting on a frame. Reed Sensor Type Flange A reed sensor
designed with a rectangular package for mounting on a flat surface. Hall Effect sensors also
come in the Flange type package. Reed Sensor Type Float A reed sensor designed for
liquid-level sensing applications. It is well suited for paper path sensing and security sytem
applications. Reed Sensor Type Seating Occupancy A reed sensor packaged with an intergral
magnet and a reed switch. It is easily mounted and adjusted using the supplied retaining nuts.
Available with English or metric threads. Hall Effect sensors also come in the Threaded Barrel
typ package. Reed Sensor Type Vane A reed sensor packaged with a magnet and a reed switch.
It is typically used with a moving ferrous metal part. Hall Effect sensors also come in the Vane
type package. Reed Sensor Type Hall Effect Sensor A Hall effect sensor is a transducer that
varies its output voltage in response to changes inthe magnetic field. Like other relays, this
provides galvanic isolation between the coil input and the controlled contact s. However,
because of the small size and magnetic efficiency of the reed switch, th Thermistor Type
Thermistor Thermistors are thermally sensitive resistors whose prime function is to exhibit a
large, predictable and precise change in electrical resistance when subjected to a
corresponding change in the body temperature of the thermistor. Thermistor Type RTD An RTD
detector is a temperature sensor that has a positive, predictable and nearly linear change in
resistance when subjected to a corresponding change in body temperature of the detector. The
LL package has a diameter of 0. Thermistor Package Size TO An industry standard radial leaded
package where the device body is Non-isolated mounting tab. Tabs for use with cable
connections. Thyristor Package Size TO An industry standard radial leaded package where the
device body is Isolated mounting tab. Brand Name Amp-Trap Mersen brand name for several
classes of their fuses. Brand Name Amp-Trap Mersen brand name given to their fuses having
the highest degree of current limitation in the Mersen line. Brand Name BF Littelfuse brand
name for an inline crimp on cable fuse. Brand Name BF1 Littelfuse brand name for a 32 volt
shunt. Brand Name Brick Bussmann brand name for a type of board level surface mount fuse.
Brand Name CablePro Littelfuse brand name for an inline fuse assembly used to protect cables.
Brand Name CF8 Littelfuse brand name for a specific fuse designed for use on the terminals of
automotive style batteries. Offers space saving advantages over typical Class J fuses. Brand
Name Fustat Bussmann brand name for a dual element, time delay plug style fuse. Brand Name
Indicator Littelfuse brand name for a broad range of fuses featuring blown fuse indication.
Brand Name JCASE Littelfuse brand name for a specific type of cartridge fuse with female
terminals designed for automotive applications. Brand Name Limitron Bussmann brand name
for a power fuse that can only provide short circuit protection. Brand Name Low-Peak
Bussmann brand name for a current limiting fuse. Brand Name FK3 MAXI Littelfuse brand name
for a larger automotive blade style fuse designed to carry higher currents and having a clear
window for blown fuse detection. Brand Name Microtron Bussmann brand name for a specific
type of axial leaded board level fuse. Allows for easy replacement of the fuse. Brand Name PICO
Littelfuse brand name for an axial leaded white thermoplastic subminiature fuse with a clear
insulating sleeve. Brand Name Slimline Littelfuse brand name for a low profile ceramic surface
mount fuse. Brand Name Slo-Blo Littelfuse brand name for a time delay or time lag electronic
fuse. Brand Name SmartSpot Mersen brand name for an indicating type of industrial fuse. Brand
Name Surge3 Bussmann brand name for their line of transient voltage surge protection
products. Brand Name TCP Bussmann brand name for a surge resistant time delay surface
mount fuse designed specifically for the telecommunications industry. Brand Name TE3
Littelfuse brand name for a series of volt rectangular body subminiature micro fuses. Brand
Name TE5 Littelfuse brand name for a series of volt or higher, rectangular body subminiature
micro fuses. Brand Name TeleLink Littelfuse brand name for a surge resistant time delay
surface mount fuse designed specifically for the telecommunications industry Series Brand
Name TR3 Littelfuse brand name for a series of volt cylindrical body subminiature micro fuses.
Brand Name TR5 Littelfuse brand name for a series of volt or higher, cylindrical body

subminiature micro fuses. Brand Name Tron Bussmann brand name for a specific type of plug
fuse. Brand Name Rockerguard Carling name for a barrier feature designed to protect a rocker
actuator. They are often used for equipment that will have multiple operators. Electrical Term Fuse A. AIC The interrupting capacity of a fuse. AIR The interrupting rating of a fuse. Electrical
Term - Fuse Ambient Temperature Ambient temperature is the temperature of the air
immediately surrounding the fuse and is not necessarily room temperature. The current
carrying capacity of a fuse. A fuse ampere rating is the AC or DC current that the fuse can
continuously carry under specified conditions. Electrical Term - Fuse Arcing Time The amount
of time from the instant the fuse link has melted until the overcurrent is interrupted, or cleared.
Electrical Term - Fuse Axial Lead A wire lead, terminal or pin extending from each end of a
fuse's major axis. The maximum current a fuse can safely interrupt. A fuse must interrupt all
overcurrents up to its bre Electrical Term - Fuse Clearing Time The total time between the
beginning of the overcurrent and the final opening of the circuit at rated voltage by an
overcurrent protective device. Clearing time is the total of the melting time and the arcing time.
This parameter is an excellent predictor fuse quality level when measured on a production line.
Also, it will limit the instantaneous peak let-through current to a value substantially less than t
Electrical Term - Fuse Current Rating Also known as the amp rating. A fuse current rating is the
AC or DC current that the fuse can continuously carry under specified conditions. Since
technical data is presented based on a standard ambient temperature, either forced air cooling
or de-rating of a fuse may be necessary to ensure reliable operation in a higher a Electrical
Term - Fuse Fuse Element Also known as a link. A calibrated conductor inside a fuse which
melts when subjected to excessive current. The element is enclosed by the fuse body and may
be surrounded by an arc-quenching medium such as silica sand. Electrical Term - Fuse Fuse
Purpose Fuse links protect electrical devices and components from overcurrents and short
circuits. This is achieved automatically by the melting of a fuse wire through which a fault
current flows. The maximum current a fuse or circuit breaker can safely interrupt. The link is
enclosed by the fuse body and may be surrounded by an arc-quenching medium such as silica
sand. Electrical Term - Fuse Melting Time The amount of time required to melt the fuse link
during a specified overcurrent condition. Electrical Term - Fuse Normal Operating Current The
current that passes through the fuse during steady state conditions. The the level of current
drawn in RMS or dc amperes after it has been energized and is operating under normal
conditions. Electrical Term - Fuse Pulse Cycle Withstand Capacity The measure of a fuse's
ability to withstand a series of defined current pulses without opening prematurely. The pulse
waveform and quantity is defined by the equipment application. This parameter, along with the
fuse melting integral, is used to properly Electrical Term - Fuse Radial Lead Two wire leads,
terminals or pins in parallel extending from the bottom of a fuse body. Also referred to as a
renewable link. Also referred to as a renewable element. Electrical Term - Fuse Supplemental
Protection Fuses or circuit breakers that can only be used for protecting an appliance or other
electrical equipment where upstream branch circuit overcurrent protection is already provided,
or is not required. The fuses are designed to withstand momentary or instantaneous current
and voltage surges and continue to operate. Electrical Term - Fuse Threshold Current The
minimum available fault current at which a fuse is current limiting. In most cases, the fuse
voltage drop can be ignored, as it is insignificant when compared to the circuit voltage.
Exceeding the voltage rating of a fuse impairs its ability to clear an overload or short circuit
safely. Voltage ratings are assumed to be for AC unless specifically labeled as DC. Electrical
Term - Fuse Wire-In-Air A type of surface mount fuse construction where a melting wire filament
is suspended in air and physically attached to both fuse end caps via solding or welding.
Current rating Electrical Term - Fuse R Rating An R-rated fuse will safely interrupt any current
between its minimum interrupting rating and its maximum interrupting rating. The fuse will melt
in 15 to 35 seconds when the current equals times the R ampere rating. Typical actuators
include levers, keys, knobs and handles. Electrical Term - Battery Disconnect Contacts A pair of
metallic components that touch or come apart at the point where the switch throw makes or
breaks the circuit. It is usually measured as the amperage a device can handle for one hour
without exceeding the maximum allowable temperature at the terminals. Electrical Term Battery Disconnect Ignition-Protected Electromechanical switches that are designed not to
create a spark between the contacts. This is necessary in confined locations where fuel vapors
may be present. Electrical Term - Battery Disconnect Intermittent Current Rating The amount of
current a switch can withstand for 5 minutes or less while maintaining an
acceptabletemeprature rise. This rating is meant to reflect the switches ability to withstand a
short term high current event like starting without damaging the conta Electrical Term - Battery
Disconnect Terminal The mechanism that connects a switch to the circuit or device it activates.
The mechanical device at such a point in a circuit where the end of a wire or cable makes an

electrical connection to a device. Any gap of 3mm or greater is considered a full gap. Full gap is
a requirement when the switch is used as the main power d Electrical Term - Breaker Actuators
Actuators are the mechanical component used to manually turn a switch or circuit breaker on
and off. Electrical Term - Breaker Alarm Switch A switch that is isolated electrically from the
circuit breakers circuit. Electrical Term - Breaker Auxiliary Switch A switch that is isolated
electrically from the circuit breakers circuit. It is mechanically connected to the movement of
the circuit breaker switching mechanism to provide on-off staus indication at a remote location.
Electrical Term - Breaker Break-Before-Make Switches that will only complete one circuit at a
time, leaving an interval of time between the time one circuit opens and the next circuit closes.
Electrical Term - Breaker Butt Action Contacts Contacts that press "head-on" against each
other when closing a circuit. Contact is made with one or several circuits in the two extreme
positions; in the center position of the actuator, all circuits are off. The device trips or opens the
circuit when excess current runs through the device. The device is activated by utilizing an
electromagnetic coil or a heat sensitve bimetal strip that trips a spring loaded Electrical Term Breaker Common Terminal Line terminal that can be alternately connected to two or more load
terminals. Electrical Term - Breaker Common Trip A feature on a multi-pole circuit protector in
which an overload on any pole will cause all poles to open. Electrical Term - Breaker Contacts
CB Components that form the junction of two electrical conductors through which current
passes, used for making closing and breaking opening electrical circuits. Electrical Term Breaker Contact Bounce The tendency for butt action contacts to bounce apart as they come
together. The bouncing action can prolong an arc, or open and close the circuit very quickly
several times before coming to a closed position. Electrical Term - Breaker Contact Resistance
CB The resistance of a pair of contacts, measured at the terminals, which effectively appears in
series with the load mili-ohm range. Electrical Term - Breaker Dual Coil A circuit that provides
contact opening when either an overcurrent or trip voltage is applied to respective coils. One
coil will be a current trip and the second coil is used to provide a control function. Electrical
Term - Breaker Dependent Lamp A lamp or lamps powered by the same circuit that a switch is
controlling; the lamp turns on when the switch is activated. Electrical Term - Breaker Detent A
feature usually found in slide and rotary switches that denotes where the switch "clicks" into
the various positions. Electrical Term - Breaker Double Insulation Denotes an insulation system
comprised of functional insulation and protective insulation, with the two insulations physically
separated and arranged in such a way that they are not simultaneously subjected to the same
deteriorating influences, temperatur Electrical Term - Breaker Double Pole -DP switches A
switch device that opens, closes, or changes connection of two conductors in an electrical
circuit. Electrical Term - Breaker Double Throw DT A switch that opens, closes, or completes a
circuit at both extreme positions of its actuator. Electrical Term - Breaker Dry Circuit A low
current circuit that does not generate enough power to generate an arc. Electrical Term Breaker Dump Circuit A means to remotely trip a circuit breaker without there having to be a
current overload. Electrical Term - Breaker Duty Continuous The requirement that demands
operation at a constant load for an indefinite period of time. Electrical Term - Breaker Equipment
Leakage Commonly referred to as earth leakage or ground fault, an unintentional electrical
connection between an energized conductor and "ground". Ground is an arbitrarily decided
point whose voltage is taken to zero, in many situations, this point is the actual Electrical Term Breaker Feeder All circuit conductors between the service entrance equipment and the final
branch circuit protector. When the actuator is tripped, the handle moves to the "OFF" position.
Electrical Term - Breaker High Inrush Loads that require a higher amount of current or
amperage when first turned on, compared to the amount of current required to continue
running. An example of high inrush load is a light bulb, which may draw 20 times its normal
operating current when first Electrical Term - Breaker Hydraulic Magnetic Circuit Breaker A
mechanical circuit protection device. The main components are a coil, an iron core sealed in a
tube filled with hydraulic fluid, a spring loaded actuator and two electical contacts. When
excessive current from a current overload runs through the device, Electrical Term - Breaker
Independent Lamp A lamp or lamps powered by a voltage source not controlled by the switch or
circuit breaker action. Electrical Term - Breaker Instantaneous Trip Indicates that no intentional
delay is purposely introduced in the opening time of a protector. Electrical Term - Breaker
Insulation Resistance The resistance between two normally insulated parts measured at a
specified high DC potential megohm range. Also referred to as Leakage Resistance. In order to
determine you failure criteria, the following parameters should be known: dielectric strength,
duty cycle, mechanical breakdown, contact resistance, insulation resistance, operatin Electrical
Term - Breaker Line Terminal A terminal that takes power from the power source. Electrical
Term - Breaker Load Terminal A terminal that carries the current downstream to the equipment
that the circuit breaker is protecting. Electrical Term - Breaker Maintained Switch A switch that

maintains the mode or position to which it is actuated. Electrical Term - Breaker Micro Gap A
symbol appearing as a part of the switch rating that indicates a contact gap of less than 3
millimeters. This provides visual indication of a tripped breaker as compared to one that is
merely turned OFF. Electrical Term - Breaker Momentary Switch A switch that automatically
returns to its original or at rest position. Activation of the switch causes the circuit to open.
Activation of the switch causes the circuit to close. Electrical Term - Breaker Operating Force
Also known as Actuation Force, the force required to transfer a switch from one position to
another. Electrical Term - Breaker Parallel Pole Terminal Two or more circuit breakers in a
single package that are electrically isolated but mechanically tied. Electrical Term - Breaker Pole
The number of completely separate circuits that can be active through a switch or
simultaneously protected by a circuit breaker at any one time. When the actuator trips, the
button pops out. The circuit breaker is reset by pushing the button in. When pushed, the circuit
closes. When pushed again, it opens. Often called 'Push-Push. When the actuator trips, the
knob pops out. The circuit breaker is reset by pushing the knob in. Recommended for use on
DC circuits. Electrical Term - Breaker Relay Trip This circuit design permits the overload
sensing coil to be placed in a circuit which is electrically isolated from the trip contacts but
mechanically linked. Overload in the coil circuit will cause the contact circuit to open. The coil
may be actuated b Electrical Term - Breaker Sealed Toggle Actuator A handle actuator that has
a baton toggle switch with a sealed metal mounting bushing for operation in harsh
environments. Electrical Term - Breaker Series Trip The most popular circuit type for a magnetic
hydraulic circuit breaker. The sensing coil and the contacts are in series with the load being
protected. The actuator handle indicates the circuit status. In addition to providing overcurrent
circuit protecti Electrical Term - Breaker Shunt Trip Designed to control two separate loads with
one assembly. The control is established by providing overload protection for the critical load.
Electrical Term - Breaker Single Color Rocker A single color rocker actuator for circuit breakers
that offer front panel operation. Electrical Term - Breaker Single Pole - SP switches A switch
device that opens, closes, or changes the connection of a single conductor in an electrical
circuit. Electrical Term - Breaker Single Throw ST A switch that opens, closes or completes a
circuit at only one of the extreme positions of its actuator. Typically used for AC applications.
Can also be referred to as 'Push-Push. It is the same as a series trip circuit without the coil
mechanism. It provides low cost, heavy duty switch capability. It can then be used as a single or
multi-pole power switch. Electrical Term - Breaker Ultimate Trip Current The minimum value of
current that will cause tripping of a protective device. Electrical Term - Breaker Voltage Trip A
protective device that is factory calibrated to trip at a predetermined voltage value. Electrical
Term - Breaker Wiping Action Contacts Self-cleaning contacts that wipe or slide against each
other when opening or closing a circuit. The maximun voltage let through to downstream
components. The maximun current let through to downstream components. In dc is specified
by the varistor manufacturer. In ac is specified by the varistor manufacturer. The higher the
capacitance, the higher the rating for the varistor. Capacitance is measured in pico Farads pF.
Electrical Term - MOV Rated Transient Average Power Dissipation Maximum average power
which may be dissipated due to a group of pulses occurring within a specific isolated time
period, without causing device failure. Electrical Term - MOV Capacitance - C Capacitance
between the two terminals of the varistor measured at a specified frequency and bias. Electrical
Term - MOV Voltage Overshoot - Vos The excess voltage above the clamping voltage of the
device for a given current that occurs when current waves of less that 8ms virtual front duration
are applied. Used to test the Itm, Vc and Ipk for all varistor series. Electrical Term - General
Alternating Current AC A condition in an electric circuit where the voltage is raised above the
upper design limit. This condition is potentially damaging to the components in the circuit. An
overvoltage event can be a temporary transient spike or longer in duration. Typical so Electrical
Term - General Ampacity The current a conductor can carry continuously without exceeding its
temperature rating. Ampacity is a function of cable size, insulation type and the conditions of
use. Electrical Term - General Ampere Amp The measurement of intensity of rate of flow of
electrons in an electric circuit An ampere amp is the amount of current that will flow through a
resistance of one ohm under a pressure of one volt. Electrical Term - General Arc Flash Arc
Flash is the result of a rapid release of energy due to an arcing fault between a phase bus bar
and another phase bus bar, neutral or a ground. During an arc fault the air is the conductor. Arc
faults are generally limited to systems where the bus vol Electrical Term - General Available
Fault Current The maximum short circuit current that can flow in an unprotected circuit. Also
known as available short circuit current. Also know as available fault current. Electrical Term General Busbar An electrical conductor in the form of rigid bars serving as a common
connection for two or more electrical circuits. Electrical Term - General Cascade Circuit A series
arrangement of more than one protector connected between the power source and the load.

Electrical Term - General Closed Circuit An electrical circuit that allows an uninterrupted flow of
electricity from the source of power, through the conductor or wire, to the load, and then back
again to the ground of source of power. Electrical Term - General Conductor A material or
object that permits an electric current to flow easily Electrical Term - General Coordination The
ability of a circuit protector with the lowest rating in a cascade arrangement to trip before those
with higher ratings see Cascade Circuit. The strength or rate of movement of the electricity is
measured in amperes. A generic term usually modified by an adjective i. Also referred to as
breakdown voltage. For switches, also represents the strength between live parts and operator
at accessible surfaces. The force that causes free electrons to move in a conductor as electric
current. Electrical Term - General DIN-Rail A metal rail of a standard type widely used for
mounting circuit breakers, fuseholders, power distribution blocks and industrial control
equipment inside equipment racks. The most common size is 35mm high by 7. Dircet current is
usually supplied from a battery or power supply. Electrical Term - General EffectiveValue The
value of alternating current that will produce the same amount of energy in a resistance as the
corresponding value of direct current. Electrical Term - General Fault An accidental condition in
which a current path becomes available which by-passes the connected load. Electrical Term General Frequency The number of cycles through which an alternating current passes per
second. Refers to the number of cycles per second. Electrical Term - General Ground Fault An
unintentional electrical connection between an energized conductor and 'ground'. Ground is an
arbitrarily decided point whose voltage is taken to zero, in many situations, this point is the
actual ground or earth. One horsepower 1HP is also equal to watts of elect Electrical Term General Inductive Load An electrical load which pulls a large amount of current an inrush
current when first energized. Inductive loads are typical energized by equipmnet with coils suc
Electrical Term - General Inrush The amount of current a load takes on initial start up. This can
be many times it's normal operating current but is usually of very short duration. Electrical
Term - General Kiloamperes kA 1, amps Electrical Term - General Let-through Current The
actual fault current passing through a protective device as compared to the current available to
the device. Electrical Term - General Load Electric The amount of electric power delivered or
required at any specific point or points on a system. The requirement originates at the energy
consuming equipment of the consumers. Electrical Term - General Ohm The unit of measure for
electric resistance. An ohm is the amount of resistance that will allow one ampere to flow under
a pressure of one volt. Electrical Term - General Open Circuit An electrical circuit that will not
conduct electricity because either air, or some other insulator has stopped or broken the flow of
current in the loop. Electrical Term - General Overcurrent A condition which exists in an
electrical circuit when the normal load current is exceeded. Overcurrents take on two separate
characteristics, overloads and short circuits. An overload condition is any current flowing
within the circuit path that is hig Electrical Term - General Overload An overcurrent which
exceeds the normal full load current of a circuit. It will cause damage if allowed to persist. Also
characteristic of this type of overcurren Electrical Term - General Overvoltage "A condition in
an electric circuit where the voltage is raised above the upper design limit. Anything that slows
down or resists the flow of electricity measured in ohms. Electrical Term - General Resistive
load An electrical load which is characterized by not drawing any significant inrush current.
When a resistive load is energized, the current rises instantly to its steady state value, without
first rising to a higher value. Electrical Term - General RMS Current The RMS root-mean-square
value of any periodic current is equal to the value of the direct current which, flowing through a
resistance, produces the same heating effect in the resistance as the periodic current does.
Electrical Term - General RMS Value The value of alternating current that will produce the same
amount of energy in a resistance as the corresponding value of direct current. Also known as
Effective Value Electrical Term - General Short Circuit An overcurrent that leaves the normal
current path and greatly exceeds the normal full load current of the circuit by a factor of tens,
hundreds, or thousands times. Also characteristic of this type of overcurrent is that it leaves the
normal current carr Electrical Term - General Short Circuit Causes A short-circuit is current
flowing outside of its normal path. It is caused by an insulation breakdown or faulty connection.
The maximum short-circuit current an electrical component can sustain without the occurrence
of excessive damage when protected with an overcurrent protective device. Electrical Term General Total Clearing Time The time elapsing from the initiation of overload current to final
current interruption. Electrical Term - General Voltage Electric potential or potential difference
expressed in volts Electrical Term - General Voltage of a Circuit The electric pressure of a
circuit in an electric system measured in volts. It is generally a nominal rating based on the
maximum normal effective difference of potential between any two conductors of a circuit.
Electrical Term - General Withstand Rating The maximum current that an unprotected electrical
component can sustain for a specified period of time without the occurrence of extensive

damage. Electrical Term - General Kilovolts kV 1, volts. Electrical Term - Reed Switch Activate
Distance The distance between a reed sensor and its actuator where the contacts begin to move
from an inactive state to an active state. Electrical Term - Reed Switch Actuator A packaged
magnetic component used in conjunction with a reed switch. When the actuator is positioned in
close proximity to a reed switch it causes the reed switch to move from an inactive state to an
active state. Actuators are matched with specific reed Electrical Term - Reed Switch
Ampere-Turn AT The unit of measure used to define the sensitivity of a switch or measure of the
magnetic field strength. It is the product of the number of turns of the coil the switch is tested in
and the current in amperes flowing in that coil. The lower the AT of a Electrical Term - Reed
Switch Arc Suppression Contact protection circuitry used to protect the contacts of reed
switches against loads which produce high inrush currents on closure or high voltages on
opening. Electrical Term - Reed Switch Bounce When closing, the contacts of a reed switch will
initially bounce or chatter before reaching a stable closed state. This could be seen as multiple
inputs to certain logic or digital circuits. If contact bounce is detrimental to your circuit design,
a debo Electrical Term - Reed Switch Breakdown Voltage The maximum voltage level a switch
can withstand without leakage current between the open contacts. On some larger, evacuated
reed switches, breakdown voltages can exceed several thousand volts. Also refered to as the
Dielectric Voltage and is generally m Electrical Term - Reed Switch Capacitive Loads Loads
which consist of a capacitor either in series or in parallel with the contacts of a reed switch.
There is a high capacitive current when the switch contacts close. Without any current limiting
device, the peak current can reach up to tens of amps. Electrical Term - Reed Switch Coaxial
Shield The coaxial shield normally consisting of copper is found inside the coil of a reed relay. It
is used for switching high frequency signals. The must operate voltage is the voltage needed to
change a relay from its inactive to active state. The must release voltage is the minimum voltage
at which a relay will change from Electrical Term - Reed Switch Contact Form The inactive state
of the contacts of a reed switch. A Form B switch is the least common reed switch configuration
and operates the opposite of a Form A. This switch breaks contact with one path before
connecting with another. It should never exceed the wattage rating of the reed switch. Electrical
Term - Reed Switch Diode Suppression An internal diode in parallel with the reed relay coil used
to protect the circuitry powering the relay from the voltage spike generated from the coil when it
is deactivated. Electrical Term - Reed Switch Electrostatic Shield Used to reduce any noise or
electrostatic coupling that may occur between the coil of a relay and the internal magnetic reed
switch. The electrostatic shield normally consists of copper, terminated to a designated pin
externally connected to ground. The electronic or electrical product shall not generate
electromagnetic disturbances which may influence other products or compon Electrical Term Reed Switch Hermetically Sealed The contacts of a reed switch along with an inert gas are
sealed inside of a glass capsule. A glass to metal seal is used to provide the lowest rate of gas
leakage possible. Electrical Term - Reed Switch Inductive Loads Loads which consist of an
inductive component such as the coil from an electromagnetic counter, relay, or solenoid. The
inductance of the coil stores energy which results in a high arc voltage as the contacts of the
reed relay open. Depending on the valu Electrical Term - Reed Switch Inrush Current The high
current upon closure caused by the low resistance of a cold filament in a lamp load, by a
reverse-magnetised core in an AC inductive load, or by a capacitive load. Electrical Term - Reed
Switch Insulation Resistance The resistance in ohms measured across the open contacts of a
reed switch or relay or between the isolated terminals of a reed relay. Electrical Term - Reed
Switch Lamp Loads Loads which consist of a lamp containing a tungsten or similar type of
filament. The filament will have a high inrush current due to its initial low resistance when cold.
Electrical Term - Reed Switch Magnetic Shield An external metal housing of a reed relay used to
protect either the internal magnetic reed switch from external magnetic influences, or to protect
any external neighbouring components from the magnetic influences of the relay. Electrical
Term - Reed Switch Operate Time The amount of time including bounce measured from the
point at which the coil of an inactive relay is energised to the point at which the contacts of the
relay arrive at their active state. For a reed switch, this is measured using a standard coil ener
Electrical Term - Reed Switch Operating Temperature The maximum or minimum temperature at
which a device can be operated without significant performance degradation. It is usually
expressed in a min-max range of Ampere-Turns AT which is a measure of magnetic field
strength. Electrical Term - Reed Switch Rating Sensitivity The value at which contact ratings
and operating characteristics are determined. Derating may be required below this value. The
reeds in a reed switch are two ferromagnetic nickel-iron wires that are hermetically sealed in a
glass capsule. The contact form is the inactive state of the contacts of a reed switch. Electrical
Term - Reed Switch Switching Current The maximum amount of current that the contacts of a
reed switch can withstand on opening or closure. Electrical Term - Reed Switch Switching

Voltage The maximum allowable voltage capable of being switched across the contacts.
Switching voltages above the arcing potential can cause some metal transfer. Unless otherwise
specified, the Beta is derived from the thermistor resistance measurements obtained at 0
degrees and 50 degrees C. Electrical Term - Thermistor Stability The stability of a thermistor is
the ability of a thermistor to retain specified characteristics after being subjected to designated
environmnetal or electrical test conditions. Electrical Term - Thermistor Interchangeable The
ability of some epoxy coated thermistors to be replaced without the need for calibration. It
automatically resets when the overvoltage is removed, but absorbs much more of the transient
energy internally than a similarly rated crowbar device. Upon reaching its threshold or
breakover voltage rating, further increas Electrical Term - TVS Diode Operating Temperature
Range The minimum and maximum ambient operating temperature of the circuit in which a
device will be applied. Operating temperature does not allow for the effects of adjacent
components, this is a parameter the designer must take into consideration. A unidirectional TVS
is best suited for protecting circuit nodes whose signals are unidirectional or always above or
below the reference voltage, usually ground. A bidirectional TVS is best suited for protecting
electrical nodes whose signals are bidirectionalor can have voltage levels both above and
below the reference voltage, usually ground. In circuit protection, the off-state capacitance is
typically measured at 1 MHz with a 2V bias applied. In the case of a bi-directional transient, it
applies in either direction. The device VR should be equal to, or greater than, the peak operating
level of the circuit or part of the circuit to be protected. Usually a minimum and maximum is
specified. It is measured by running a small test current reverse bias current through the device
and measuring the resulting voltage. It is measured at a DC test current listed on the datasheet
typically 1mA. Typically 1mA when measuring the device Breakdown Voltage. The Power Rating
can be expressed in amps or watts. Usually a 10x? Electrical Term - Thyristor Critical
Rate-of-rise of CommutationVoltage of a T Minimum value of the rare-of-rise of principal voltage
which will cause switching from the offstate to the on state immediately following on-state
current conduction in the opposite current. Electrical Term - Thyristor Gate Trigger Current Igt
Minimum gate current required to switch a thyristor from the off state to the on state. Electrical
Term - Thyristor Repetitive Peak OFF-state Voltage Vdrm Maximum allowable instantaneous
value of repetitive off-state voltage that may be applied across a bidirectional thyristor forward
or reverse direction ora unidirectional SCR forward direction only. Electrical Term - Thyristor
Repetitive Peak Reverse Voltage Vrrm Maximum allowable instantaneous value of a repetitive
reverse voltage that may be applied across an SCR without causing reverse current avalanche.
A chassis mount fuseholder can be open or enclosed. Normal Fuse Holder Finger Safe Fuse
holders that designed so that there is no exposure to energized parts. These holders have IP
finger-safe fusible features that meet global standards for minimizing contact with
current-carrying parts. Fuse Holder Fuse Block An insulating base on which are mounted fuse
clips or other contacts designed to mount a fuse in a circuit. The base is usually made of
bakelite, thermoplastic, porcelain or some other refractory material. Fuse Holder Fuse Clip A
metal device that securely clasps the end caps or ferrules of a fuse and holds it in an electrical
circuit using tension and friction. Fuse clips are typically soldered or screwed into a board or
block. Fuse Holder In-line Fuseholder An In-line fuseholder is wired into the power line and
provides protection for the wire feeding a circuit. These type of fuseholders can be for
electronic, automotive or midget and Class CC fuses. Fuse Holder International Shock Safe
International Shock Safe fuseholders are designed to eliminate the possibility of electrical
shock. These are typically panel mount fuse holders designed for 3AG, 5x20 and 2AG fuses.
Fuse Holder Modular Fuse Block Modular fuse blocks are touch-safe fuseholders that mount on
din rail. Come with optional open fuse indication. Fuse Holder Panel Mount Fuse Holder A
fuseholder that is mounted in a flat panel that provides access to the fuse from the front side of
the panel. Panel mounted fuseholders allow for easy access for the end-user to replace the fuse
in the field. The panel mount fuseholder is shock-safe mea Fuse Holder PC Board Mount
Fuseholder A fuseholder that is mounted directly on the printed circuit board allowing for easy
replacent of the fuse. Manufactured by Bussmann, these holders can be din rail or chassis
mount. Rejection is a safety feature intended to prevent the insertion of a fuse with an
inadequate voltage or interrupting rating. These blocks can be attached together and mount on
din rail. Available with and without open fuse indication. Fuse Holder Medium Voltage Fuse
Mounting A mounting provides all the necessary parts to safely mount a fuse in its intended
piece of equipment. The base is the metal support to which all other pieces attach. Insulators
attach to the base and insulate the live fuse unit from the base and everythi Fuse Holder
Disconnect Mounting The disconnect mounting allows the fuse unit to be removed off load
using an insulated hook stick. The hook-stick grabs a pull ring and disconnects the fuse unit,
which may then be lifted out of its mounting. Fuse Holder Non-Disconnect Mounting A

non-disconnect mounting does not provide a means for removing the fuse until the circuit is
dead and the fuse unit can be removed manually. The fuse unit is held in place by fuse clips.
Mersen CL fuses have copper tabs which slide into position between the clip casting and cam.
Fuse Holder Ferrule Mount Ferrule mount fuses are ferrule-type fuses that can be mounted in
standard clips. Fuse Holder Hookeye An optional accessory that mounts to the upper fitting of
the fuse and allows for easy installation into pole-top mountings with a hook stick. The key
design feature of this hookeye provides for proper engagement of the upper live part. Fuse
Holder Live Parts Live parts include everything above the insulators on the mounting excluding
the fuse unit, fuse holder, and the fuse end fittings if required. The IEC is the primary standards
agency for Europe. It is a rating system designed to determine the resistance of a device to
environmental contaminants. Standards - IP IP54 Protection against limited dust ingress and
water spray from any direction; limited ingress protection. Standards - IP IP56 Protection from
limited dust ingress and high pressure water jets from any direction; limited ingress protection.
Standards - IP IP65 Protection from total dust ingress and low pressure water jets from any
direction; limited ingress protection Standards - IP IP67 Protection from total dust ingress and
from immersion between 15 centimeters and I meter in depth; limited ingress protection.
Standards - IP IP68 Protection from total dust ingress and from long term immersion up to a
specified pressure; limited ingress protection. Standards - IP IPX7 Protection against the effects
of temporary submersion in water up to a depth of 3 feet 1 meter fro 30 minutes. The regulations
are designed to protect the vehicle in potentially explosive environments in accordance with the
European Dangerous Goods Transport Regulations. Standards - Misc. Agency Approvals An
approval, as determined by an independent testing agency, certifies conformance to an
appropriate standard. Meeting the requirements of a component standard, however, does not
imply automatic agency approval. Such approvals must be applied for, and are Standards Misc. CE The CE symbol is only an identification of the conformity of guidelines in connection
with the technical harmonization within the European Community. This means that the CE
symbol is not a quality or standard conformity approval, but an administrative sym Standards Misc. With the CE marking on a product the manufacturer ensures that the product or
component conforms with the essential requirement Standards - Misc. This document is similar
to UL with subtle differences in voltage ratings and breakin Standards - Misc. EN A European
standard governing electrical apparatus used in potentially explosive atmospheres. EN A
European Standard that contains specific requirements for construction and testing of
intrinsically safe electrical apparatus, type of protection, intended for use in potentially
explosive atmospheres. Defines various AC power fault and lightning surge tests that telecom
equipment must withstand. Federal enforcement agency responsible for the health and safety of
the nation's miners. It is used nationally and internationally as the basis for safeguarding per
Standards - Misc. RoHS A component that is compliant with the various regional environmental
laws and regulations that call for the reduction or removal of specific toxic materials used in the
manufacturer of products. Issues standards for automotive-related components. SEMKO
Approval This symbol, granted by the Swedish agency, guarantees that a fuse or holder has
been manufactured in full compliance with the appropriate section of the IEC standard. VDE The
national safety rating agency for Germany. VDE Approval This symbol, granted by the German
agency, guarantees that a fuse or holder has been manufactured in full compliance with the
appropriate section of the IEC standard. TUV A German government approved independent
testing agency. ANSI C ANSI C This standard provides the design tests for high-voltage volt or
more fuses, fuse and disconnecting cutouts, distribution enclosed single-pole air switches, fuse
disconnecting switches, and accessories for use on ac power and distribution systems. If basic
Canadian safety requirements are met during testing and the component performs as the
manufacturer predicts it can be c-UL Recognized. This approval guarantees full compliance with
the selected component standards. This is the "catch-all" section of the UL fuse standard. It
covers industrial control devices for starting, stopping, regulating, controlling, or protecting
electric motors. Standards - UL UL Listed Underwriter Laboratories' approval mark
guaranteeing that a component has been manufactured and tested in full compliance with the
relevant UL standard. A fuse or holder may be submitted to UL for testi Standards - UL UL
Recognized Underwriter Laboratories Component Recognition Program allows for the testing of
components for which no UL standard exists or where the manufacturer only wants to test to
certain sections of a UL standard or other agency standard. Whereas, both documents have
much in common when describing physical dimensions and materials used in construction,
they co Standards - UL UL The Underwriter Laboratories UL standard for Transient Voltage
Suppressors Standards - UL UL The Underwriter Laboratories UL standard for across the line
capacitors, antenna coupling and line by-pass capacitors for radio and television type
appliances Standards - UL UL The Underwriter Laboratories UL standard for products and

components classified as ignition protected for marine electrical and fuel systems. A Type I
Circuit Breaker resets automatically as soon as the short circuit or overload has been remedied.
A cylindrical fiber tube fuse with threaded ends and ventilation slots designed for the telecom
industry. A ceramic body axial leaded subminiature fuse that is 2. A Litttelfuse brand name for a
glass body cartridge fuse that is 5mm in diameter and 15mm in length. A ceramic body axial
leaded subminiature fuse that is 3. A glass or ceramic body cartridge fuse that is 5mm in
diameter and 20mm in length. A cylindrical fiber tube fuse with threaded ends designed for the
telecom industry. A cylindrical cartridge fuse with an indicator pin designed for the telecom
industry. A fast acting, 60 volt DC cylindrical body fuse designed for the telecom industry. A
fast acting, cylindrical body fuse designed for the telecom industry. A fast acting, cylindrical
body, non-indicating fuse designed for the telecom industry. A fast-acting telecom fuse
designed to provide visual blown fuse indication by triggering an LED or an audio alarm. A fuse
designed to operate in potentially explosive environments. A fuse which is intended to be
bolted directly to bus bars, contact pads or fuse blocks. A fuse that has a minimum
interrrupting rating of 10, amps, a minimum voltge rating of volts and a they must be size
rejecting so that a fuse with a higher voltage rating cannot be installed in the circuit. They must
also be size rejecting so that. A fuse with a cylindrical body, a current responsive element and
two cylindrical end caps or ferrules. Their design incorporates a rejection feature that allows
them to be inserted into rejection fuse holders and fuse blocks that reject all lower voltag. A
branch circuit fuse having V, a kA interrupting rating and is size rejecting to eliminate
overfusing. A branch circuit fuse having either V or V, a 10kA interrupting rating that may be
renewable or non-renewable. A VAC fuse rated to interrupt a minimum of kA. A branch circuit
fuse having either V or V, and a 50kA interrupting rating. These fuses are rated for through A,
and are rated to interrupt a minimum of kA. Some Class L. They have identical outline
dimensions with the Class H fuses but have a rejec. A fast acting or dual element time delay
fuse. Class RK1 fuses are more curre. A dual element time delay fuse. Class RK5 fuses are less
current limiting than. An industry class of fuses in V and V ratings from 1A through A. A 58 volt
DC ceramic automotive fuses that is designed to mount directly on the battery terminal with an
associated hex nut. A fuse which will limit both the magnitude and duration of current flow
under short circuit conditions. Limit peak currents to values less than those which would occur
if the fuses were. A fuse with a special design that utilizes two individual elements in series
inside the fuse tube. The other element, the short circuit secti. A volt AC branch circuit rated
fuses that is designed to screw in to a socket. The Edison Base style has brass threads and a
ceramic body. An overcurrent protective device with a fusible link which melts and permanently
opens the circuit under an overcurrent condition. It includes. A fuse which opens on overload
and short circuits very quickly. UL listed or recognized fast acting fuses would typically open
within 5 secon. A DC rated fuse designed for battery operated lift trucks and other low voltage
battery operated equipment. The industry has developed basic physical specifications and
electrical performance requirements for fuses with voltage ratings of V or less. If a type of fuse
meets the requirements of a standard, it can fall into that cl. A special category of electronic
fuses designed for use in aircraft, space and military application where reliability is critical. Also
known as a Semiconductor Fuse or a Rectifier Fuse. A glass body, volt AC rated fuse that is
designed to protect flourescent lighting fixtures. A fuse with a visual or trigger feature that
allows for easy identification of a blown fuse. A special purpose fuse which is intended to
provide short circuit protection only. A special purpose fuse that provides short circuit
protection only. A fuse rated at v or less. Current limiting power fuses having voltage ratings
from 0. E-rated medium voltage fuses are general purpose fuses that are primarily used to
protect transformers and provide both cur. A radial leaded subminature electronic fuse offered
in either a cylindrical or rectangular body. A generic term used to describe a Class H
non-renewable cartridge fuse with a single element. A volt AC branch circuit rated fuse that
interrupts a minimum of 10, amps. A current-limiting fuse with high interrupting rating and with
unique dimensions or mounting provisions. A fuse rated at V or below in which the element may
be replaced after the fuse has opened and then reused. Littelfuse brand name for a hermetically
sealed, encapsulated fuse designed to operate in potentially explosive environments. A
fast-acting low voltage glass body cartridge fuse. Typically a fuse with a voltage rating of V or
below designed for circuit board applications. A 1, volt DC fuse designed specifically for the
protection of photovoltaic PV systems. Fuses that can have many voltages and interrupting
ratings within the same case size. A fuse constructed in a way that alows it to be soldered
directly to the surface of a printed circuit board. It also saves considerable space by utilizing. A
type of surface mount fuse construction where a microscopically thin layer of conductive metal
is deposited on a ceramic or glass substrate between the fuse terminals. This construction
method allow. A fuse constructed with leads that are soldered to the back side of the printed

circuit board. Installation of a through hole fuse requites drilling holes in the printed circuit
board, inserting the leads in the holes and soldering the leads on the back s. A built-in delay
that allows temporary and harmless inrush currents to pass the fuse or circuit breaker without
operating, but is so designed to open on sustained overloads and short circuits. A torpedo fuse
consists of a heat resistant body with the fuse element stretched over the exterior body of the
fuse. Very fast-acting fuses are designed for very fast response to overloads and short-circuits.
Their special characteristics, including quick overload response, v. Current limiting medium
voltage power fuses that provide overload and short circuit protection. R-Rated fuses are
current limiting back-up fuses which are designed to provide short circuit protection only for
medium voltage starters and motors. R-rated fuses must be applied in ser. Since the power
requir. Capacitor fuses are current limiting with high interrupting ratings and provide both short
circuit and overload protection. Distribution Transformer Fuses are back-up current limiting
fuses designed to protect distribution transformers. A back-up current limiting fuse is a fuse
that can interrupt any current between its rated minimum interrupting current and its maximum
inte. Their operating range is between their minimum interrupting rating I3 and their maximum.
A current limiting medium voltage fuse capable of interrupting all currents from the maximum
rated interrupting current down to the current that causes melting of the fusible element in one
hour. It is possible to. A current limiting medium voltage fuse capable of interrupting all
currents from the maximum rated interrupting current down to the minimum continuous current
that causes melting of the fusible element s when the fuse is applied at the maximum ambient
te. A special purpose current limiting fuse that provides short circuit protection only. An
example would be R-rated fuses that are design. A resettable overcurrent protection device that
is made with a polymer that reponds rapidly to a rise in temperature. The PTC Device changes
or tri. Another name for a PTC Device. An axial leaded PTC Device that provides non-cycling
protection against overcharging and short circuit events for rechargeable battery cells. Manual
Battery Disconnect. A battery disconnect switch that is operated by manually manipulating a
handle, lever, knob or key. Remote Battery Disconnect. A battery disconnect switch that operate
with an electric or electronic remote control. In the event of a short circuit, the electronic or
electrical control unit detects a voltage drop and opens the contacts and disconnect the battery.
A battery disconnect switch that is designed to quickly cut off the battery from the electrical
circuit by disconnecting either the positive or the ground wires. A safety feature of some
disconnect switches that disconnects the alternator field in the event of a dangerous voltage
rise so that the magnetic field is turned off, preventing a voltage spike. Ingress Protection or IP
refers to features in a disconnect switch that protect the device from various environmental
contaminants. In an environment where dust o. A pin that aligns the switch with the mounting
panel and prevents rotation for switches with through hole style mounting. A thermal circuit
breaker is a resettable circuit protection device that is primarily designed to protect
components and equipment from current overload and short circuit conditions. Thermal
breakers provide thermal overload protection in DC applications. The Shortstop Thermal Circuit
Breaker is a thermal circuit breaker that is enclosed in a metal or plastic cover with two stud
type terminals. There are versions that are rated at either The flow of current st. The Type III
thermal breaker also has a switchable option which allows the user t. A Manual Reset Type III
reset mechanism in a thermal circuit breaker with the addition of a push to trip or open button. It
has the same functionality as the standard Manual Reset Type III but having the convenience of
a push button to turn off or op. AA voltage sensitive device designed to protect circuits from
transient voltage surges. MOV's are constructed with a zinc oxide disc, m. A voltage sensitive
surface mount device designed to protect circuits from transient voltage surges generated from
Electrostatic Discharge ESD , inductive load switching or lightning surge remnants. MLV's are
constructed with a zinc oxide material inter. A reed switch is an electrical switch operated by an
applied magnetic field. A reed sensor packaged in a slim, cylindrical form. A reed sensor
designed with a rectangular package for mounting on a flat surface. A reed sensor designed
with a clip mounting frame and a lever arm. A reed sensor packaged with an intergral magnet
and a reed switch. A reed sensor designed with a cylindrical package. A reed sensor packaged
with a magnet and a reed switch. A Hall effect sensor is a transducer that varies its output
voltage in response to changes inthe magnetic field. A reed relay is made by combining a reed
switch with a copper coil. However, because of the small size and magnetic efficiency of the
reed switch, th. Thermistors are thermally sensitive resistors whose prime function is to exhibit
a large, predictable and precise change in electrical resistance when subjected to a
corresponding change in the body temperature of the thermistor. A NTC thermistor or Negative
Temperature Coefficient, is a temperature sensing device in which a zero-power resistance
decreases with an increase in body temperature of the thermistor. A PTC thermistor or Positive
Temperature Coefficient, is a temperature sensing device in which a zero-power resistance

increases with an increase in body temperature of the thermistor. An RTD detector is a
temperature sensor that has a positive, predictable and nearly linear change in resistance when
subjected to a corresponding change in body temperature of the detector. The main feature of
an RTD is a nearly linear relationship betwe. An industry standard surface mount package that
is 0. An industry standard axial-leaded package that is 2. An industry standard axial-leaded
package that is 4. An industry standard axial leaded package where the device body is 5. An
industry standard radial leaded package where the device body is An industry standard surface
mount package that is 4. An industry standard surface mount package that is 7. An industry
standard surface mount package that is 2. An industry standard axial leaded package where the
device body is 7. An industry standard axial leaded package where the device body is 9. An
industry standard surface mount package that is 3. An industry standard surface mount
package that is 5. An industry standard surface mount package that is 6. An industry standard
surface mount package that is An industry standard radial leaded package where the device
body is 4. An industry standard radial leaded package where the device body is 7. Mersen brand
name given to their fuses having the highest degree of current limitation in the Mersen line.
Littelfuse brand name for a specific fuse designed for use on the terminals of automotive style
batteries. Bussmann trade name for a dual element, time delay, finger safe fuse that meets the
Class J performance requirements. Littelfuse brand name for a specific type of low profile
cartridge fuse with female terminals designed for automotive applications. Littelfuse brand
name for a specific type of cartridge fuse with female terminals designed for automotive
applications. Bussmann brand name for a power fuse that can only provide short circuit
protection. Littelfuse brand name for a larger automotive blade style fuse designed to carry
higher currents. Littelfuse brand name for a larger automotive blade style fuse designed to carry
higher currents and having a clear window for blown fuse detection. Littelfuse brand name for a
larger automotive blade style fuse designed to carry higher currents at 58 VDC and having a
clear window for blown fuse detection. Littelfuse brand name for a bolt down automotive fuse
for higher ampere applications. Littelfuse brand name for a type of automotive bolt-on fuses
rated for 32 and 58 VDC high current wiring protection. Littelfuse brand name for a mini
automotive blade fuse with a clear cover for circuit board applications. Littelfuse brand name
for a surface mount fuse and fuse block combination that can be installed on a PC board in a
single step. Littelfuse brand name for an axial leaded white thermoplastic subminiature fuse
with a clear insulating sleeve. Littelfuse brand name for an axial leaded,encapsulated,
epoxy-coated, subminiature fuse. Littelfuse brand name for a group of fuses with a high degree
of current limitation. Bussmann brand name for their line of transient voltage surge protection
products. Bussmann brand name for a surge resistant time delay surface mount fuse designed
specifically for the telecommunications industry. Littelfuse brand name for a series of volt
rectangular body subminiature micro fuses. Littelfuse brand name for a series of volt or higher,
rectangular body subminiature micro fuses. Littelfuse brand name for a surge resistant time
delay surface mount fuse designed specifically for the telecommunications industry Series
Littelfuse brand name for a series of volt cylindrical body subminiature micro fuses. Littelfuse
brand name for a series of volt or higher, cylindrical body subminiature micro fuses. Littelfuse
brand name for a low voltage radial leaded MOV designed for automotive applications. Littelfuse
brand name for a thermally protected MOV that also provides open circuit indication. Mersen
brand name for a thermally protected MOV that also provides open circuit indication. Littelfuse
brand name for an MOV designed for AC line voltage applications with high peak surge current
ratings and high energy absorption requirements. Littelfuse brand name for a 25mm square
radial leaded MOV designed for AC line voltage applications with high peak surge current
ratings and high energy absorption requirements. A Cole Hersee brand name for a non-bitted
key. The interrupting capacity of a fuse. Ambient temperature is the temperature of the air
immediately surrounding the fuse and is not necessarily room temperature. Both higher and
lower ambient t. Also known as the current rating. When a fuse is subjected to a current above
its amp rating, it will op. Arcing at the point of fault melts and vaporizes the conductors and
components involved in the fault. The amount of time from the instant the fuse link has melted
until the overcurrent is interrupted, or cleared. Also known as Interrupting Rating or Interrupting
Capacity. A fuse must interrupt all overcurrents up to its bre. The total time between the
beginning of the overcurrent and the final opening of the circuit at rated voltage by an
overcurrent protective device. A fuse operation relating to short circuits only. Also, it will limit
the instantaneous peak let-through current to a value substantially less than t. Also known as
the amp rating. When a fuse is subjected to a current above its amp rating, it will open. Higher
ambient temperatures mean additional loading on a fuse element. Since technical data is
presented based on a standard ambient temperature, either forced air cooling or de-rating of a
fuse may be necessary to ensure reliable operation in a higher a. Also known as a link. Fuse

links protect electrical devices and components from overcurrents and short circuits. An
irreversible, physical separation is created thereby cutting of. Also known as Breaking Capacity
or Interrupting Rating. A fuse must interrupt all overcurrents up to its interru. Also known as
Breaking Capacity or Interrupting Capacity. A circuit protection device must. Also known as an
element. Also known as the Melting Integral. The amount of time required to melt the fuse link
during a specified overcurrent condition. The current that passes through the fuse during
steady state conditions. The instantaneous value of peak current let-through by a
current-limiting fuse, when it operates in its current-limiting range. The measure of a fuse's
ability to withstand a series of defined current pulses without opening prematurely. This
parameter, along with the fuse melting integral, is used to properly. Two wire leads, terminals or
pins in parallel extending from the bottom of a fuse body. The field-replaceable element of a
renewable fuse. Fuses or circuit breakers that can only be used for protecting an appliance or
other electrical equipment where upstream branch circuit overcurrent protection is already
provided, or is not required. Voltage ratings typically are V or lower and interru. A characteristic
of telecom fuses. The maximum voltage at which a fuse is designed to operate. A type of
surface mount fuse construction where a melting wire filament is suspended in air and
physically attached to both fuse end caps via solding or welding. Current rating. An R-rated
fuse will safely interrupt any current between its minimum interrupting rating and its maximum
interrupting rating. If the current is higher than The maximum steady state current a PTC Device
can pass through without causing it to trip. The minimum fault current that can pass through a
PTC Device and cause it to trip. The maximum fault current a PTC Device can withstand in its
tripped state without physical damage at rated voltage Vmax. The maximum AC voltage a PTC
Device can withstand in its tripped state without physical damage; test parameter is used to
comply with Telecom Power Cross conditions required in telecom industry standards. The time
needed from the onset of a fault current until the PTC Device is tripped in seconds; varies based
on the level of fault current. The maximum resistance of a PTC Device 1 hour after being tripped
at room temperature or after reflow soldering. The part of a switch assembly that causes the
switch contacts to engage or disengage. A pair of metallic components that touch or come
apart at the point where the switch throw makes or breaks the circuit. The current rating that a
device can handle without interruption. Electromechanical switches that are designed not to
create a spark between the contacts. The amount of current a switch can withstand for 5
minutes or less while maintaining an acceptabletemeprature rise. This rating is meant to reflect
the switches ability to withstand a short term high current event like starting without damaging
the conta. The mechanism that connects a switch to the circuit or device it activates. Battery
switches are supplied with metric or standa. Full gap is a requirement when the switch is used
as the main power d. Actuators are the mechanical component used to manually turn a switch
or circuit breaker on and off. A switch that is isolated electrically from the circuit breakers
circuit. It works in unison with the power contacts to set off a sound or light indicator. Switches
that will only complete one circuit at a time, leaving an interval of time between the time one
circuit opens and the next circuit closes. A switch with three actuator positions. A mechanical
overcurrent circuit protection device. The device is activated by utilizing an electromagnetic coil
or a heat sensitve bimetal strip that trips a spring loaded. A feature on a multi-pole circuit
protector in which an overload on any pole will cause all poles to open. Components that form
the junction of two electrical conductors through which current passes, used for making
closing and breaking opening electrical circuits. The tendency for butt action contacts to
bounce apart as they come together. The resistance of a pair of contacts, measured at the
terminals, which effectively appears in series with the load mili-ohm range. A circuit that
provides contact opening when either an overcurrent or trip voltage is applied to respective
coils. A lamp or lamps powered by the same circuit that a switch is controlling; the lamp turns
on when the switch is activated. A feature usually found in slide and rotary switches that
denotes where the switch "clicks" into the various positions. Denotes an insulation system
comprised of functional insulation and protective insulation, with the two insulations physically
separated and arranged in such a way that they are not simultaneously subjected to the same
deteriorating influences, temperatur. A switch device that opens, closes, or changes connection
of two conductors in an electrical circuit. A switch that opens, closes, or completes a circuit at
both extreme positions of its actuator. A means to remotely trip a circuit breaker without there
having to be a current overload. The requirement that demands operation at a constant load for
an indefinite period of time. Commonly referred to as earth leakage or ground fault, an
unintentional electrical connection between an energized conductor and "ground". Ground is an
arbitrarily decided point whose voltage is taken to zero, in many situations, this point is the
actual. All circuit conductors between the service entrance equipment and the final branch
circuit protector. A device whose function is to interrupt the electric circuit to the load when a

fault current to ground exceeds a predetermined value,. An actuator that is shaped in the form
of a handle. Loads that require a higher amount of current or amperage when first turned on,
compared to the amount of current required to continue running. An example of high inrush
load is a light bulb, which may draw 20 times its normal operating current when first. A
mechanical circuit protection device. When excessive current from a current overload runs
through the device,. A lamp or lamps powered by a voltage source not controlled by the switch
or circuit breaker action. Indicates that no intentional delay is purposely introduced in the
opening time of a protector. The resistance between two normally insulated parts measured at a
specified high DC potential megohm range. Depends upon the end life criteria for a specific
application. In order to determine you failure criteria, the following parameters should be
known: dielectric strength, duty cycle, mechanical breakdown, contact resistance, insulation
resistance, operatin. A terminal that carries the current downstream to the equipment that the
circuit breaker is protecting. A symbol appearing as a part of the switch rating that indicates a
contact gap of less than 3 millimeters. When an actuator is tripped, the handle moves to a "Mid"
position as opposed to the full "OFF" positon. A handle actuator where the handle moves to a
"Mid" position as opposed to the full "OFF" positon when tripped. Often abbreviated N. Also
known as Actuation Force, the force required to transfer a switch from one position to another.
Two or more circuit breakers in a single package that are electrically isolated but mechanically
tied. The number of completely separate circuits that can be active through a switch or
simultaneously protected by a circuit breaker at any one time. A handle actuator that is shaped
in the form of a button. An alternate action switch, often used on lamps, vacuum cleaners, etc. A
handle actuator that is shaped in the form of a knob. Switches designed to make or break
circuits in less than 5 milliseconds to make or break. This circuit design permits the overload
sensing coil to be placed in a circuit which is electrically isolated from the trip contacts but
mechanically linked. The coil may be actuated b. A handle actuator that has a baton toggle
switch with a sealed metal mounting bushing for operation in harsh environments. The most
popular circuit type for a magnetic hydraulic circuit breaker. In addition to providing overcurrent
circuit protecti. Designed to control two separate loads with one assembly. When the current
through the load reached the trip point, the circuit breaker will open and remove power from
both. A single color rocker actuator for circuit breakers that offer front panel operation. A switch
device that opens, closes, or changes the connection of a single conductor in an electrical
circuit. A switch that opens, closes or completes a circuit at only one of the extreme positions
of its actuator. Switches designed to make or break circuits within milliseconds. A circuit
design that does not provide overcurrent protection. A protective device that is factory
calibrated to trip at a predetermined voltage value. Self-cleaning contacts that wipe or slide
against each other when opening or closing a circuit. The peak voltage across the varistor
measured under condition of a specified peak Vc pulse current and specified waveform. The
peak current across the varistor measured under condition of a specified peak Vc pulse current
and specified waveform. Average voltage across the varsitor measured at a specified pulsed DC
current, In dc , of specific duration. Minimum voltage across the varsitor measured at a
specified pulsed DC current, In dc , of specific duration. Maximum voltage across the varsitor
measured at a specified pulsed DC current, In dc , of specific duration. Voltage across the
varistor measured at a specified pulsed AC current, In ac of specific duration. Maximum
recurrent peak voltage which may be applied for a specified duty cycle and waveform. Energy
which may be dissipated for a single impulse of maximum rated current at a specified
waveshape, with rated RMS voltage or rated DC voltage also applied, without causing device
failure. The ability of a device to store energy and resist changes in voltage. Maximum average
power which may be dissipated due to a group of pulses occurring within a specific isolated
time period, without causing device failure. Capacitance between the two terminals of the
varistor measured at a specified frequency and bias. The excess voltage above the clamping
voltage of the device for a given current that occurs when current waves of less that 8ms virtual
front duration are applied. The time between the point at which the wave exceeds the clamping
voltage level VC and the peak of the voltage overshoot. A test waveform with characteristics
similar to a lightning surge. A test waveform with characteristics similar to the high energy
surges found in motors and transformers. A condition in an electric circuit where the voltage is
raised above the upper design limit. Typical so. The current a conductor can carry continuously
without exceeding its temperature rating. The measurement of intensity of rate of flow of
electrons in an electric circuit An ampere amp is the amount of current that will flow through a
resistance of one ohm under a pressure of one volt. Arc Flash is the result of a rapid release of
energy due to an arcing fault between a phase bus bar and another phase bus bar, neutral or a
ground. Arc faults are generally limited to systems where the bus vol. The maximum short
circuit current that can flow in an unprotected circuit. An electrical conductor in the form of

rigid bars serving as a common connection for two or more electrical circuits. A series
arrangement of more than one protector connected between the power source and the load. An
electrical circuit that allows an uninterrupted flow of electricity from the source of power,
through the conductor or wire, to the load, and then back again to the ground of source of
power. The ability of a circuit protector with the lowest rating in a cascade arrangement to trip
before those with higher ratings see Cascade Circuit. A flow of electrons in an electrical
conductor. The highest voltage an insulator can withstand without allowing current to flow. Also
known as voltage or electromotive force EMF. A metal rail of a standard type widely used for
mounting circuit breakers, fuseholders, power distribution blocks and industrial control
equipment inside equipment racks. Current flows in only one direction. The value of alternating
current that will produce the same amount of energy in a resistance as the corresponding value
of direct current. Also known as RMS Value. That part of the electrical system which actually
uses the energy or does the work required. Also known as voltage or difference in potential. An
accidental condition in which a current path becomes available which by-passes the connected
load. The number of cycles through which an alternating current passes per second. Frequency
has been generally standardized in the United States electric utility industry at 60 cycles per
second 60 hertz. An unintentional electrical connection between an energized conductor and
'ground'. One horsepower 1HP is also equal to watts of elect. An electrical load which pulls a
large amount of current an inrush current when first energized. Inductive loads are typical
energized by equipmnet with coils suc. The amount of current a load takes on initial start up.
The actual fault current passing through a protective device as compared to the current
available to the device. The amount of electric power delivered or required at any specific point
or points on a system. The unit of measure for electric resistance. An electrical circuit that will
not conduct electricity because either air, or some other insulator has stopped or broken the
flow of current in the loop. A condition which exists in an electrical circuit when the normal load
current is exceeded. An overload condition is any current flowing within the circuit path that is
hig. An overcurrent which exceeds the normal full load current of a circuit. Also characteristic
of this type of overcurren. Typical s. The opposition a conductor offers to current. An electrical
load which is characterized by not drawing any significant inrush current. The RMS
root-mean-square value of any periodic current is equal to the value of the direct current which,
flowing through a resistance, produces the same heating effect in the resistance as the periodic
current does. Also known as Effective Value. An overcurrent that leaves the normal current path
and greatly exceeds the normal full load current of the circuit by a factor of tens, hundreds, or
thousands times. Also characteristic of this type of overcurrent is that it leaves the normal
current carr. A short-circuit is current flowing outside of its normal path. During a short circuit,
the current bypasses load and. Also known as the Short Circuit Withstand Rating. The time
elapsing from the initiation of overload current to final current interruption. The electric
pressure of a circuit in an electric system measured in volts. The maximum current that an
unprotected electrical component can sustain for a specified period of time without the
occurrence of extensive damage. The distance between a reed sensor and its actuator where
the contacts begin to move from an inactive state to an active state. A packaged magnetic
component used in conjunction with a reed switch. Actuators are matched with specific reed.
The unit of measure used to define the sensitivity of a switch or measure of the magnetic field
strength. The lower the AT of a. Contact protection circuitry used to protect the contacts of reed
switches against loads which produce high inrush currents on closure or high voltages on
opening. When closing, the contacts of a reed switch will initially bounce or chatter before
reaching a stable closed state. If contact bounce is detrimental to your circuit design, a debo.
The maximum voltage level a switch can withstand without leakage current between the open
contacts. Also refered to as the Dielectric Voltage and is generally m. Loads which consist of a
capacitor either in series or in parallel with the contacts of a reed switch. A small enclosed
single pole double throw switch. The coaxial shield normally consisting of copper is found
inside the coil of a reed relay. The nominal coil voltage is the normal operating voltage of a reed
relay. The must release voltage is the minimum voltage at which a relay will change from. The
inactive state of the contacts of a reed switch. The Form B switch also has two contacts, but
they are Normally Closed, meaning that, in. The product of the switching voltage and the current
expressed in Watts. An internal diode in parallel with the reed relay coil used to protect the
circuitry powering the relay from the voltage spike generated from the coil when it is
deactivated. Used to reduce any noise or electrostatic coupling that may occur between the coil
of a relay and the internal magnetic reed switch. Electro Magnetic Compatibilty EMC means that
an electronic or electrical product shall work as intended in its environment. The electronic or
electrical product shall not generate electromagnetic disturbances which may influence other
products or compon. The contacts of a reed switch along with an inert gas are sealed inside of a

glass capsule. Loads which consist of an inductive component such as the coil from an
electromagnetic counter, relay, or solenoid. Depending on the valu. The high current upon
closure caused by the low resistance of a cold filament in a lamp load, by a reverse-magnetised
core in an AC inductive load, or by a capacitive load. The resistance in ohms measured across
the open contacts of a reed switch or relay or between the isolated terminals of a reed relay.
Loads which consist of a lamp containing a tungsten or similar type of filament. An external
metal housing of a reed relay used to protect either the internal magnetic reed switch from
external magnetic influences, or to protect any external neighbouring components from the
magnetic influences of the relay. The amount of time including bounce measured from the point
at which the coil of an inactive relay is energised to the point at which the contacts of the relay
arrive at their active state. For a reed switch, this is measured using a standard coil ener. The
maximum or minimum temperature at which a device can be operated without significant
performance degradation. The point where the reed switch contacts close when subjected to
magnetic field. The Ampere-Turn value AT at which normally-open contacts close or
normally-closed contacts open. The value at which contact ratings and operating
characteristics are determined. A reed is a basic component of a reed switch. The reeds are
aligned with a sma. Refers to the contact form in a reed switch. The maximum amount of current
that the contacts of a reed switch can withstand on opening or closure. The maximum allowable
voltage capable of being switched across the contacts. The material constant of a thermistor.
The maximum power which a thermistor will dissipate for an extended period of time with
acceptable stability of its characterisitics. The stability of a thermistor is the ability of a
thermistor to retain specified characteristics after being subjected to designated environmnetal
or electrical test conditions. The ability of some epoxy coated thermistors to be replaced
without the need for calibration. A TVS diode is a discreet, fast switching, semiconductor
crowbar device that protects a wide variety of applications from overvoltage transients such as
ESD, inductive load switching or lightning. A protective device that suppresses overvoltages
above its rated breakdown voltage. Unlike a crowbar d. Upon reaching its threshold or
breakover voltage rating, further increas. The minimum and maximum ambient operating
temperature of the circuit in which a device will be applied. A TVS device with asymmetrical
current versus voltage properties. The property of a circuit element that permits it to store an
electrical charge. In the case of a uni-directional TVS diode, this is the maximum peak voltage
that may be applied in the 'blocking direction' with no significant current flow. The device VR
should. The maximum peak voltage that may be applied in the 'blocking direction' with no
significant current flow. This is to ensu. Breakdown voltage measured at a specified DC test
current, typically 1mA. The maximum continuous voltage that can be applied to the TVS Diode
that will not cause the Diode to conduct. The minimum voltage level at which the TVS Diode will
begin to conduct. This condition occurs when the device's maximum reverse leakage current is
exceeded during an avalanche or. The maximum voltage level at which the TVS Diode can safely
withstand during conduction. This condition occurs when the device's maximum reverse
leakage current is exceeded durin. The maximum repetitively applied current the TVS Diode can
withstand without damage. The required IPP ca. Expressed in Watts or Kilowatts, for a 1ms
exponential transient. The required I. Maximum value of the rate-of-rise of on state curretn
which a thyristor can withstand without a deleterius effect. Minimum value of the rate-of-rise of
principla voltage which will cause switching from the off state to the on state. Minimum value of
the rare-of-rise of principal voltage which will cause switching from the offstate to the on state
immediately following on-state current conduction in the opposite current. Minimum gate
current required to switch a thyristor from the off state to the on state. Anode cathode principal
current that may be allowed under stated conditions, usually the full-cycle RMS current.
Maximum allowable instantaneous value of repetitive off-state voltage that may be applied
across a bidirectional thyristor forward or reverse direction ora unidirectional SCR forward
direction only. Maximum allowable instantaneous value of a repetitive reverse voltage that may
be applied across an SCR without causing reverse current avalanche. Similar to a panel mount
fuseholder. Fuse holders that designed so that there is no exposure to energized parts. An
insulating base on which are mounted fuse clips or other contacts designed to mount a fuse in
a circuit. A metal device that securely clasps the end caps or ferrules of a fuse and holds it in an
electrical circuit using tension and friction. An In-line fuseholder is wired into the power line and
provides protection for the wire feeding a circuit. International Shock Safe fuseholders are
designed to eliminate the possibility of electrical shock. Modular fuse blocks are touch-safe
fuseholders that mount on din rail. A fuseholder that is mounted in a flat panel that provides
access to th
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e fuse from the front side of the panel. The panel mount fuseholder is shock-safe mea. A
fuseholder that is mounted directly on the printed circuit board allowing for easy replacent of
the fuse. Designed as a space saving, open style fuseholder for Class J fuses. A fuse block
which will only accept fuses of a specific UL class. Designed by Bussmann to provide a
touch-safety fuseblock for Class J fuses. A mounting provides all the necessary parts to safely
mount a fuse in its intended piece of equipment. Insulators attach to the base and insulate the
live fuse unit from the base and everythi. The disconnect mounting allows the fuse unit to be
removed off load using an insulated hook stick. A non-disconnect mounting does not provide a
means for removing the fuse until the circuit is dead and the fuse unit can be removed
manually. The Clip Lock design provides a reliable, high-pressure contact. When the cam is
locked by moving the pull ring, a high-pressure contact is made between the cl.

