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a second life. A Yamaha golf cart is a two-person vehicle designed for quick travel across the
green plains of a golf course. These particular golf carts are made by the Japanese
multinational corporation Yamaha, which specializes in automobiles and electronics. A Yamaha
golf cart engine is typically a four-stroke gasoline engine with a single cylinder. This is deemed
to be suitable when comparing the power and performance of the engine to the golf cart's
weight the official weight of the cart is kg or lbs. From this calculation, the golf cart can reach a
maximum speed of 15 miles per hour. All vehicle engines need a cooling system in order to
prevent overheating and maintain performance. The Yamaha golf cart uses a forced air-cooling
system as opposed to a water-cooling system. The oil type that needs to be used on the
Yamaha golf cart is a Yamalube 10W40 4-cycle oil. The other relevant specifications concerning
the engine oil the capacity of the engine and the oil change quantity are both the same is at 1.
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image by Jim Mills from Fotolia. A golf can backfire due to the throttle plate inside the
carburetor being open, or a incorrect throttle cable adjustment. A golf cart backfires through the
carburetor because of an open throttle plate. The accelerator cable at the plate is out of
adjustment and in turn, stops the plate from closing when the microswitch makes contact with
the ignition. The accelerator cable moves through the throttle plate before the click but the plate
cannot do so. You can try the following simple steps to fix the problem of the golf cart
backfiring through the carburetor. Air suction from the exhaust gasket is another possible
cause. Checking the carburetor and adjusting the return spring to its original position so that
the carburetor is closed solves the problem. This is often because the rev limiter has moved out
of position at full throttle. Backing it off a little can help to fix the problem. One simple way to
stop the golf cart from backfiring is to use good quality fuel. Once this is done, ensure that the
throttle plate is closed by adjusting the accelerator cable at the plate. For the cable adjustment,
remove the cable and loosen the bolt connecting the linkage to the carburetor. Tighten the bolt
and connect the cable once again. If the governor bracket is misaligned, that may need an
adjustment as well. Skip to content Table of Contents. Continue Reading What is a 9 Degree
Driver? A 9 degree driver is a low loft driver and is most convenient for golfers having fast
swing speeds. These drivers create a positive angle of attack and generate little spin. Continue

Reading. Why is my golf cart horn not working? However, a fault in the wiring can cause a short
circuit [â€¦]. The way to adjust the carburetor on a golf cart will depend on the model of golf
cart. There will be a movable screw on top of the carburetor at its center. This screw comes with
a removable plastic cover. This is present above the carburetor towards its rear. The main jet in
the carburetor diagram of a 4-cycle engine is located below the carburetor while the pilot jet is
present on top of it. The needle valve and float pin are also housed under the carburetor. The
cart makes use of a Walbro carburetor with three-line vacuum pumps with connections as
follows. Most golfers prefer to replace the third mechanical pump with an electric pump and
seal the crankcase line. You may need a gasoline filter, a rebuild kit and an air-filter cartridge for
replacement. First, fix the float bowl back to the carburetor bottom. Tighten the idle adjustment
screw using the same number of turns observed in Step 7. Follow up by putting the replacement
cartridge inside the air cleaner and the air cleaner on the carburetor. Finally, attach the fuel line
and turn the fuel valve on. The cable that is used for connecting the choke pull has a small
cylinder with a set screw that holds it to the end of the cable. The reason why a carburetor
floods on a golf cart is usually due to a faulty fuel pump. This is usually due to the proximity of
the fuel line to an exhaust manifold, a radiator hose or a heat source. Professional expertise is
required to check and rectify this problem. Also, consider removing and dismantling the
carburetor to clean each part followed by assembly and mounting. Check if the needle valve is
getting seated properly. If not, replace the entire assembly. Sometimes, the float may also have
to be replaced. Check if the float is stuck or the pin holding the float has got dislocated. If so,
replace the float. Skip to content Table of Contents. Continue Reading What is a 9 Degree
Driver? A 9 degree driver is a low loft driver and is most convenient for golfers having fast
swing speeds. These drivers create a positive angle of attack and generate little spin. Continue
Reading. Why is my golf cart horn not working? However, a fault in the wiring can cause a short
circuit [â€¦]. Initially the Yamaha G1 2-cycle gas or 36 volt electric was their standard bearer but
in the G2 4-cycle, single cylinder gas or 36 volt electric became the new model. In , Yamaha
introduced the Sun Classic or G3 with a 2-cycle engine or 36 volt electric system. This was the
very first customized golf vehicle with an integral roof and tempered glass windshield complete
with a wiper. A front trunk, headlights, custom dash, turn signals and lots more were standard
equipment. The G3 was later replaced by a very similar but larger G5 Sun Classic. Read more
about these unique cars on our next page. The G2 model became the G9 model in and in the
entire line was replaced by the G The G14 had a complete body design overhaul which moved
away from the boxy look and into the rounder, curvier body style seen today. The G14 was short
lived and soon replaced by the G16 and G19 models which looked identical to the G14 but had
substantial changes under the hood. The G1 was introduced in and production was
discontinued in The vehicle has bucket seats and the entire rear body and top assembly, if
equipped lifts back to reveal the drive train. The different designs and year of manufacture are
identified by the serial number and its prefix. The engines and bodies stayed very similar
throughout the G1 model design. Across the US, several aftermarket top manufacturers
provided what tops there are and it is a hodge-podge to say the least. We will get into the
various top makers and their designs later on. Yamaha G1 Serial Numbers. Look under the rear
bumper, just below where the Bumper Mount Bracket bolts onto the cross member of the car
frame. The number is stamped into the metal and must be viewed from the rear. Depending on
the specific year the serial number might be on either side of the frame cross member. Take a
damp rag and a flashlight to help see the numbers. Hey, I never said it would be easy. If the
frame has much rust the serial number may be obscured. The Yamaha G2 was introduced in ,
coincidentally with the G1 model and production was ended in The G9 model came out in as the
successor to the G2. Both models sported a single cylinder 4 cycle gas engine or a 36 volt,
resistor style electric version. The seat hinges forward to reveal the engine or electric motor.
The seat release lever is located under the gas cap lid or charger receptacle lid located just
behind passenger side seat bottom. The later G9 model is a virtual clone of the G2 except the
G9 has a band of rubber trim around the dash compartment instead of the aluminum trim found
on the G2 model. Following the prefix is a six digit extension. The serial number does NOT
indicate the year of manufacture. You need all of these numbers and letters to assure that the
correct parts are sent. The early model G2 has the serial number under the rear bumper, toward
the passenger side. It is stamped into the square tubular frame that the bumper bolts on to. I
suggest a flashlight and damp rag to help find the number. In the serial number moved to the
very rear edge of the floorboard, just behind the back edge of the mat, under the seat pedestal
in the engine compartment. The number is a little easier to find in this location. The Yamaha Sun
Classic models were designs far ahead of their time. The design presaged the popularity of the
Neighborhood Electric Vehicle. The earlier model G3 Sun Classic is on the left. It has either a 2
cycle gas engine or a 36 volt electric motor. These are the same power plants as found in the

Yamaha G1 cars. The later model G5 Sun Classic is on the right. The G5 has a much larger
interior and an overhead ventilation system. Otherwise the cars look very similar to the casual
observer. It is stamped onto a metal tag which is generally riveted to the frame. See below. The
serial number on a Yamaha G5 Sun Classic model golf cart is typically located on the front of
the vehicle, underneath the cart on the main cross member of the forward frame. It is also
stamped into a tag which is riveted to the frame. See chart below for year specifics. Yamaha G8.
The Yamaha G8 is an upscale version of the fleet model G9, another golf car model Yamaha
offered during the same years. The G8 came out in and it sported a curvier front cowl and rear
fenders. It also has a long, full front bumper side to side and the seat bottom can be completely
removed from the car, whereas the G9 and G2 seat bottom remains fixed to the seat pedestal
and cannot be easily removed from the car. The dash compartment interiors and dash trim are
black. Kits are available to install the body panels of the later model G These models represent
the most recent body design Yamaha has offered. The thermoplastic body is painted and clear
coated. The G14 version came with either a single cylinder, 4 cycle, cc overhead valve gas
engine or a 36 volt electric motor. The G19 is offered only as a 48 volt electric regenerative
braking system. All three versions sport the very same body design. The factory top assembly
is pictured. I have either a G2 or T9 gascart. It keeps filling the airfilter with oil. Any help would
be appreciated. Either one of two things is happening. Either too much oil has been filled into
the engine of the amount of oil has increased. More than likely, the second scenario is true. Is it
hard plastic or thermo or what? Any help or suggestions? Thanks in Advance for any help. You
must be logged in to post a comment. This site uses Akismet to reduce spam. Learn how your
comment data is processed. Club Car was not even thinking about gas golf cars. Yamaha G1
The G1 was introduced in and production was discontinued in Yamaha G1 Serial Numbers Look
under the rear bumper, just below where the Bumper Mount Bracket bolts onto the cross
member of the car frame. Yamaha G8 The Yamaha G8 is an upscale version of the fleet model
G9, another golf car model Yamaha offered during the same years. Log in to Reply. Leave a
Reply Cancel reply You must be logged in to post a comment. A good way to schedule yearly
maintenance on your golf cart is to perform the standard tune up when taking the cart out of
winter storage. This article is designed to show you how to tune up a Yamaha golf cart the fast
and easy way. Here is the Step by Step procedure to tune up a Yamaha golf cart and get the cart
ready for the links and exploring the countryside, using the Air, Spark, Fuel, and Valve
sequence. The air filter element is oil-impregnated, and attempting to use an air hose to blow
out the impurities will result in reducing the oil. This makes the filter less efficient and should be
avoided. The foam cover should capture the majority of pollutants and can be washed out with
soap and water. There is a plug at the bottom of the case that can be used after washing out the
inside to drain it. Remember to replace this plug as the air will bypass the filter to flow through
the hole instead. Assemble the filter assembly as shown above and lock it down with the rubber
hooks. The air filter is cylindrical with a foam prefilter sleeve that fits over the paper element.
This unit has a grommet plug under each of the chambers and uses the same rubber hooks to
hold down the cap. By periodically washing out the foam element cover, the life of the paper
element can be extended significantly. Clean it with a solvent or dishwashing soap and squeeze
out the excess. Do not apply oil to this pre-filterâ€¦it will increase the air resistance and choke
out the engine. The air filter is a rectangular paper element with a smaller pre-screen attached.
Release the 5 clips around the filter unit, remove the cap, lift out the Filter element and inspect.
Clean the foam pre-filter using the same instructions as above. The ceramic insulator should be
ivory colored, light brown to brown would indicate the fuel mixture is too lean. Locate the spark
plug s on the top of the engine and remove the cable, exposing the top of the plug. Check the
gap with a spark plug gap tool cheap or free at most parts counters and set this gap to. Replace
the spark plug and screw into place using the socket and your fingers to prevent
cross-threading, because this is aluminum and strips out easily. Inspect the connector boot and
wire for any cracking or damage and replace if needed. It is advisable to remove the bolts
holding the tank in and pull the tank out to drain and replace the filter. Please note that on ALL
models using the screw-in filter the tank will need to be drained. Squeeze the spring clip and
slide it further up the rubber fuel line, then pull the filter free. Note the direction of flow to
prevent installing the filter backward. Tap the inlet side of the filter the tapered end on a paper
towel-lined surface and see if any contaminants are dislodged and stain the paper towel. Your
judgment will be needed here to decide if you need to replace the filter or not. Put the vehicle in
neutral and open the seat cowling pulling up on the lever in the gas filler hatch. Remove the 5
screws from the front and rear of the cowling and lift out. Disconnect the oil breather hose, oil
delivery hose, and spark plug lead. Gently pry off the cylinder head cover taking care not to
damage the gasket. You will then see 2 rocker arms with a nut and a square shank on each.
Using a screwdriver into the spark plug hole, turn the engine over manually by turning the

primary clutch by hand. Use a. If too loose, the push rod could slip out of place when revving
the engine. While pushing down on the screwdriver, tighten the jam nut and check with the
feeler gauge for proper clearance. Repeat this procedure for the other rocker arm. You adjust
one valve at a time, by turning the clutch until the valve you are NOT adjusting is at max lift. You
might need to do this several times because tightening the jam nut will alter the adjustment.
Turn the engine over to TDC and recheck the settings. It is good practice to turn the engine over
and check several times to make sure the adjustment is correct. Wipe the valve cover clean with
a rag and lightly oil the gasket surface with your finger before reinstalling. Yamaha engines are
durable and because of the simple design, they can be successfully rebuilt 3 or 4 times. Initially,
the Yamaha G1 2-cycle gas was the standard-bearer and in the G2 4-cycle single-cylinder gas
engine was introduced as the new standard. Club Car Golf carts have evolved many times since
, and although the basic electrical design has stayed close to the same, there are small
differences. These differences are important when The speed controller measures out current
and battery voltage to the electric vehicles' motor to raise and lower speed on the golf cart. It
monitors the state of the motor and generates signals to Skip to content. Engine is easily
accessed by the hinged body on earlier Yamaha Golf Carts Step 1: Air Filter Models G1, G3, and
G14 The air filter is cylindrical with a foam prefilter sleeve that fits over the paper element. G5
Fuel Tank and Filter. G8 Fuel Tank and Filter. G22 G27 Fuel Tank and Filter. G23 Fuel Tank and
Filter. Continue Reading. These Aftermarket tops are made of attractive, durable alumi
73 powerstroke injector harness
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ford f150 factory radio
num tubing with plated hardware for long life. Cover your rear seats with these oversized 80"
tops! These are Aftermarket tops. This 84" Extended Top with Triple Track provides
easyinstallation of the outer enclosures, inner mounting brackets, and additionalaccessories.
Now you can add or replace your existing canopies with one of our factory replica replacement
tops! Works perfect for carts that have a cargo box or rear seat and a standard size top. Our
Enclosures utilize zipper and hook bindings for thatâ€¦. The next generation is concealment is
here. No need to paint that old top. Simply cover it up! About Us Email Deals! Contact Us.
Yamaha Tops. Black 80" Top Universal Fit â€¦add or replace your existing canopies with one of
our new Universal replacement tops! Yamaha White Factory Replica Top Models G14 Now you
can add or replace your existing canopies with one of our factory replica replacement tops!
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