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over the world. Please consider making a contribution to wikiHow today. If you do decide to
attempt this, make sure you unplug the microwave first and put on insulated gloves to protect
yourself. For tips about how to check for obvious problems with the fuse, keep reading! Did this
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providing high-quality how-to help to people like you. Please consider supporting our work with
a contribution to wikiHow. Log in Social login does not work in incognito and private browsers.
Please log in with your username or email to continue. No account yet? Create an account. Edit
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parts. Things You'll Need. Tips and Warnings. Related Articles. Article Summary. Part 1 of
Evaluate your electrical experience. Even when unplugged, a microwave contains high-voltage
capacitors that can cause serious injury or death. Although fuse replacement is easy but not
necessarily safe , a blown fuse is often a sign of other electrical problems which may be difficult
for a layman to handle. If you are not experienced with electrical repair, hire a professional. Take
safety precautions. Microwaves are among the most dangerous household items to repair.
Protect yourself before you begin: Remove all jewelry and watches, which could snag on
components and conduct electricity. Magnetic microwave components may damage some
watches. Wear rubber soled shoes and consider wearing insulated gloves. Have someone
nearby to call emergency services if necessary. Take care not to touch any metal parts within
the microwave, especially circuit boards and capacitors. Unplug the microwave. If your
microwave is mounted under a cabinet, the power cord is usually threaded through the
overhead cabinet. Remove the vent grille. The vent grille is usually located at the top of the
microwave, attached with a couple screws on the upper surface. After removing the screws,
unhook the plastic tabs by sliding the grille usually left or upward. Set it aside. Label all screws
with their original location. On some models, you'll need to open the microwave door to access
the grille. You may not need to remove this rear grille to remove the other panels, but there
could still be a fuse behind it. Detach the control panel. Look for screws on the side of the
control panel revealed by the grille removal. Also remove any screws on the upper surface of
the panel. Lift the control panel and pull forward to detach it. Remove exterior panels if
necessary. You now have access to some but not all of the microwave's interior. You may look
for an electrical problem now, or unscrew and remove the remaining panels for full access. Part
2 of Wait several minutes recommended. The capacitor can hold a potentially lethal charge even
when the microwave is unplugged. Although the charge is supposed to drain when the
microwave is turned off, this may take several minutes. Even after waiting, do not assume the
capacitor is safe. This safety feature may have failed, or may not be present in your model.
Locate the capacitor. In most models, the capacitor is a metal cylinder with two or three
electrical terminals. If you cannot identify the capacitor, hire a professional repairman. Never
disassemble interior components to look for it. Do not touch any part of the inverter board that
contains the capacitors. The aluminum heat sink, windings, and choke coil are all high voltage.
Choose a screwdriver with an electrically insulated handle. You may also wish to wear insulated
gloves, especially if you are not sure what voltage the handle is rated for. Voltages up to volts
may be present. Clip a resistor to the screwdriver tip. This will slow the rate of discharge,
preventing damage to your screwdriver or microwave components. Clip the other end to the
metal chassis. Attach the other end of the resistor to the metal chassis of the capacitor, using
an alligator clip. Insulated gloves are recommended for this step to avoid brushing against the
terminals of the capacitor. Touch the screwdriver tip to one terminal of the capacitor. Hold it
there for a few seconds while the charge drains. According to the GE service manual for a JES
series microwave, you may discharge at the magnetron filament terminal instead. Repeat with
the other terminal. Confirm the clip is still grounded, then touch the screwdriver tip to the other

terminal. Repeat with the third terminal if present. Check for charge. Withdraw the screwdriver
and unclip the resistor. Touch the screwdriver tip to one terminal, then slide it to the other. If
there is a popping noise or spark, the capacitor has not discharged properly. Never test for
voltage using a standard multimeter. They are not made to handle the extreme voltage found in
microwaves. Part 3 of Check for obvious problems. A blown fuse is usually a sign of an
electrical fault. Perform a visual inspection for scorch marks, dead insects or other debris
causing a short circuit, and broken or leaking components. If any of these are present, you will
likely need to replace or repair additional parts besides the fuse. There are many possible
causes for a blown fuse, and these are not covered in this guide. One common cause is a
broken door interlock switch, which may require replacing several door components or
realigning the door. If you cannot identify the broken part or do not know how to handle
high-voltage equipment safely, hire a professional repairman. Locate the fuses. Your microwave
may have two types of fuse. Their exact location depends on your model, but check behind the
control panel. Some fuses may be hidden by other components. Remove the fuses safely. Pop
out the fuses with a fuse puller or the tip of a screwdriver with a well-insulated handle. To
remove thermal fuses, pull the wires off the prongs. Make a note of where each fuse came from.
Test the fuses with a multimeter. Most microwave fuses do not look any different after they are
blown. To test them, set your multimeter dial to the continuity test if present, with the symbol.
Otherwise, set it to the lowest Ohm setting. Test the fuse resistance: Touch the two probes
together. You should hear a tone if the multimeter is set to continuity. If set to measure
resistance, the multimeter should read 0 Ohms. Analog multimeters may need calibration.
Touch the two probes to opposite ends of the fuse. If the multimeter reads 0 Ohms or you hear a
continuity tone, the fuse is working. If the multimeter measures resistance or displays "OL" for
overload, or if there is no continuity tone, the fuse is blown. Replace the fuse with an identical
component. The fuse must be exactly the same size and have the same amperage rating as the
original. This information should be displayed on the fuse, although you may need a magnifying
glass to read it. Pop the new fuse back in with the fuse puller or insulated gloves. Buy a couple
spare fuses. If there is an underlying electrical problem, the new fuse could blow as well.
Reassemble the microwave. Replace all panels and screws in the reverse order you removed
them. Check all tabs around the edge of panels to make sure they fit securely in their slots,
without pinching any wires. Improper reassembly could cause radiation to leak out of the
microwave during operation. Make sure all screws are in their original position, as some may be
responsible for grounding the cover. Place something inside the microwave before testing to
avoid overheating. Look for it from the right side, near the top of the microwave. If the
replacement fuse blows as well, you may need to replace the monitor switch near the lower
edge of the door locking mechanism. Not Helpful 6 Helpful Unplug the device, then check the
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with the repair, consider purchasing a new microwave. This is often cheaper than hiring a
professional, at least for countertop models. Helpful 0 Not Helpful 1. If the microwave was
purchased from GE within the pas year, the warranty will likely cover this repair. Call and have
your model and serial numbers ready. Helpful 0 Not Helpful 0. Submit a Tip All tip submissions
are carefully reviewed before being published. Do not test high-voltage components with an
ordinary multimeter. Helpful 2 Not Helpful 1. Microwaves operate at very high voltages, and
remain very dangerous even when unplugged. Read these instructions carefully to minimize
danger. Helpful 1 Not Helpful 1. Never work on a microwave while it is plugged in. Never touch
any microwave component while it is running, even with an insulated tool. Related wikiHows
How to. How to. More References 7. About This Article. Co-authored by:. Co-authors: Updated:
March 23, Categories: Microwave Ovens. Thanks to all authors for creating a page that has been
read , times. Did this article help you? Cookies make wikiHow better. By continuing to use our
site, you agree to our cookie policy. Related Articles How to. By signing up you are agreeing to
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thrive for over a decade. Let's do this! Need help with Panda washers and dryers? If you have a

Panda appliance whether it be a washer or dryer, we have replacement parts and some help
guides to assist you. There are many different types of Panda washing machines and dryer
models. Below we have listed Panda washers and dryers with available parts and help guides.
Parts needed most frequently is the Panda washer drain hose, faucet attachment, lint filter, and
floating washing machine lint filter bag. Why is Panda a great choice? Because of the small
size, many people choose Panda as they live in apartments, dorms, RVs, and most of the Panda
washers are portable. One of the main complaints on Panda washers is the lint filter. Many
owners report it does not work well and a new solution is needed. Many owners buy the floating
washing machine lint filter bag or lint remover balls in packs of If lint is a problem with your
Panda washer, try using vinegar in the wash and rinse cycles as it cuts down on lint. NOTE:
Cheap washing machine detergents break down clothing fabrics faster and excess lint will
result. Use a high quality detergent if you are experiencing excess lint when using your Panda.
Panda washer floating lint filter bag. Lint Remover Balls. A common question Panda washing
machine owners ask is lint issues, wash time, overloading, and detergent typeâ€¦ See below.
Another pointer if your Panda washer has too much lint and clothing gets tied upâ€¦ Put all of
the clothing inside of a mesh laundry bag. This will cut down on the lint issue and stop clothing
from getting tied up in knots. How to setup a Panda Washing machine. Panda washing machine
drain hose installation. Panda Washing Machine This is due to the fact that at a cost lower than
most competing portable washers, this one comes also with a spin drying compartment next to
the washer tub. Panda On Facebook Panda Appliances. Ltd No. Need help finding Panda washer
or dryer parts or manuals? Please leave a question below and we will be happy to help. I need to
find out where to Download a copy of the manual immediately. I really needcto be able to start
using it now mostly because I need to know that nothing too major was damaged when it was
delivered to me. Thank you very much. Recently, when press start touch control, began to buzz,
and sometimes motor would start, sometimes not. A nudge on drum will get it turning. Motor
shows very little effort to turn when start is pressed, but does buzz. Again, a nudge will get it
turning. Dryer was empty during inspection and troubleshooting. It has been a good dryer for 14
months till now. Stacy crowe, Panda washer E2 error code means washer door is not closed
properly. It MAY also mean there is a draining issue. Be sure the washer is able to drain, check
drain hose for blockage. Check the door to be sure it is closed properly. The door may have a
wiring issue so check the door switch. What could be the cause and how can I fix it? The Panda
dryer gives me 3 error code as soon as i plugged it in. John, Panda dryer gives me 3 error code
as soon as i plugged it in. Check to be sure there is nothing blocking the air vent exhaust hose.
What is the model number of your Panda dryer? How do I replace the hose? The instruction
manual the machine came with was not helpful with this. Thank you for your help. It is less than
a year old. I bought it in April How can I fix this myself? I just bought panda dryer. Model panw. I
had some problems with the washing machine spinning and draining. I had a repair man look at
it and he feels it needs a new drain pump. My issue is locating a part for this. Could you help me
please. Panda Pan 30 spinner stopped spinning. Spin timer works but does not spin. The drain
pump and the inner rubber hose connected to it is leaking. Where can I buy replacement parts?
And advice? My panda dryer has a small blue rubber belt that i need to replace and i need to
know where i can order it. Is there a way to fix this problem. I have a panda xpb70 , The sleeve
that connects the bottom of the agitator to the spline has broken. Thanks Toby. The hose has a
tear in it so she is unable to use the washing machine. Will Panda send a replacment hose?
How do I contact them to get one? I am ordering one for my mom who lives in another state
from me. Panda SG washer will not drain. Can hear motor buzzing but nothing pumps. Hoses all
seem to be clear and no leaks can be seen when rear panel is removed. If drain pump must be
replaced, what do I buy and where can I buy it? I seen great reviews but now that I typed in
troubleshoot, Complaints are everywhere. Some one is getting rich off us poor people that cant
manage to own a normal washer and dryer. I hate these people now. My panda washer sll pf a
sudden just stop filling with water. I cheched the faucet filters and they are not clogged. I turn it
on and there is no sounds, no waterâ€¦ what could be wrong??? It just started making a loud
noise when spinning. There are lots of small pieces of plastic mixed in with the clothing. I need
a new pump for my Panda Twin Tub washing machine. Model XPB I have had this machine less
the 9 months. Our dog ate ours. I have the large Panda apartment dryer. It made a noise while
running, stopped, then started back. No heat. The noise sounded like metal coming loose. The
timer switch stopped working. Can I get this piece separate or do I need to file warranty for the
whole unit? It appears that moisture corroded the lower contact and over heated it and melted
off the notch. I ordered it from eBay and bought a 3 yr warranty how can I get it fixed or
changed? Hi I have the xpb70 and the drain pump has stopped working. There are no clogs, just
the motor stopped as I can drain by gravity but I am in the kitchen and it makes a huge water
mess because it will not pump out the water into the sink. I have to use a bucket on the ground

and dump it out several times just for one drain. Is there a replacement part for this pump?
Purchased September Like it quit. It makes a slight noise when you turn it on otherwise it is like
it is not coming on at all. Paying for shipping there and back would make this purchase a
complete loss rather than saving money at a laundromat. Can the part be replaced? Can I do it?
What can I do? I feel like I threw money away on this purchase now. My panda xpb has a
clogged drainage tube. How do I get the tube to loosen? Also, should I then replace the hole
tube or re-glue? My Panda washer xpb70 is 10 months old and the spinner stopped working.
Would I be able to replace the spinner motor myself? If so where can I purchase the XTD spin
motor? Leona, Are you sure the motor is faulty? Test it if you know how. Make sure nothing is
obstructing or in the way that is making it so the tub cannot spin. As something is not
positioned or sitting correctly inside the Panda washer and that is the issue? Where can I
purchase, find this hose or should I just use a bucket? My mini washer is leaking I was
inspecting the inside and saw that the drain compartment inner tubing has a rip. Can I order the
inner gasket rubbing? If so how much will it be? Brenda Soto, The parts are not easy to find.
You can take out the ripped tubing and try and find a universal tubing that you can cut to size.
Remove the tube and take it to your nearest home improvement store or an appliance store. Or
try eBay for Panda washing machine parts. Panda model PAN I live in Alberta Canada, any
chance you may know where I can find one? My new panda came without this piece and no
instructions so no phone number to call. There is a phone number and website to help you. Do I
need to return this and get a new one? Hello, I have the xpba and the blue basin is cracked. Any
ideas where i can get a replacement? I have a panda washing machine model: XPB70,
unfortunately its power plug is broken i. Buy a 3 prong v or a 3 prong v cord Whichever the one
you need. The cords are universal, it does not have to be a Panda washer brand cord. Julian
Washington, If the Panda washing machine stopped, open it up and check to see if the
components inside are visibly in working order. You may have a bad belt or other part that has
caused the Panda washer to not spin. Once you find the bad part, order the part online from the
websites above. The timer works, and I can hear the pump working. I have a panda dryer PANsf.
It will not get hot. The air coming out is room temperture. The unit is only 2 years old and has
not worked for about a year. I just read that a thermal fuse can cause the problem Where is the
thermal fuse on the dryer and how do I remove and replace it. Top loading washer the spinner
needs to be fixed I can do it but no one can help me get the part. Stopped spinning it makes that
noise though. Does anyone have any advice on how to go about clearing the clog? I know now
how to avoid it in the future but I just need assistance as to remove said clog at the moment.
The drain pump seems to be working, and trickles of water coming out, so I was thinking the
drain just might be clogged. I opened the back of the machine, but am not sure where the filter
might be. IS there a diagram anywhere that I might consult? Drum spins. But no blower or heat.
What could be the problem or what part should I just replace? I would like to purchase the
panda washing machine drain hose and faucet attachment for the panda xpb I love my Panda
washing machine model XPB It has always worked great until last night. It will not agitate to
wash as it has. Clothes will not even rotate. Feels like the timer knob is loose. But why would
that be the cause of the agitation? I live in a apt building and to use the washers and dryers is
very expensive. My panda washer has saved me so much money! I need it. It does not drain
correctly because of this. Deaire, If there is something stuck in the bottom of the PANDA
washer, you will need to unplug it and take the side panel off. Check inside the Panda washer to
see if there is anything obstructing the drain pump or drain lines. Mine is doing the same think it
sounds like rocks when trying to drain and no water is coming out of the drain. My Panda dryer
no longer has heat. Can it be replaced? Jonah Falcon, You can search for Panda Dryer parts
here. I have a new Panda pan 30sw, the top not the lid is pushed behind a post at the front of the
machine. Can I remove the top of the machine without disfiguring it? I can see 2 screws at the
back but I think there are 2 screws on either side, near the front under little domes? Can i pry
these domes off without wrecking the look of the machine? I think if the top was lifted the top
would fit over this post looks like 2 jagged teeth and the front top would be a smooth fit. The
one I have now is 9 months old. The spinner has stopped spinning. Any ideas on why the
spinner quit? Am I able ship the machine for repair if I am unable to resolve the problem? What
information is needed to use the warranty? The second machine was a christmas gift from my
mother. I received it in February The first one I had also lasted less than one year with the gear
stems falling down into the machine when the mounts broke and the gears were stripped. I
followed all instructions with the second machine and it is holding up much better except for
the issues with the spinner. Have had no luck finding one. Can you help? Try a Universal
Washing Machine Knob. My spinner only worked the first time. How can we get it to spin again.
Handy man and engineer here and could not figure it out nor can I find any help online. I want
my Panda spinner to work again. What is necessary to get it to spin? The motor is fine. Roberta,

If the motor is working, check all wiring to and from the motor and control panel. There is most
likely a loose wire or possibly a bad control assembly. Mary Jo Matey, Yes you may need a new
timer assembly or it may be just a simple wiring issue. Check the washer and be sure all wires
and wire harnesses are secure. I left some clothes in it overnight only to realize that they were
still wet but slightly warm the next day. The knob seemed to have stopped spinning part of the
way as well. I turned it all the off and back on but nothing happened. I unplugged it and tried
again. I came on this time for a few seconds and then stopped spinning again. After minutes it
turns off and the vent on the bottom is very hot. After about half an hour it will turn back on, but
no heat. I contacted the place I bought it from and they wanted me to ship it back to them. I
bought the thing for about that. Have a Panda 2. Any ideas? You may have a thermal overload
issue with the motor. Does the Panda dryer stop heating and spinning? Or keeps spinning but
not heating? Let us know what you find, and please give us the model number of your Panda
dryer. It literally just cycles through the timer way too fast. Also there is only a high and low
setting so I will try the low and see if that works. I will reply soon with the model number and
results of putting the dryer on low. How feasible is it to fix the thermal overload motor issue
should this be the problem? The motor has a thermal overload built into it, which means if the
motor gets too hot, it will shut down, this will not have anything to do with heating, but the dryer
will stop spinning. We can assist further with the model number of the Panda Dryer and if you
need replacement parts, we can direct you where to obtain them. Regarding the thermal
overload â€” does this mean if the motor gets to hot the unit will shut down even mid cycle? For
example if the dryer still had 40 mins left of drying time would it shut down at that point or
would it cycle down to 0 immediately to shut off? I ask because my dryer never stops mid cycle
it stops only when it gets to 0 the issue is just that it arrives at 0 way too quickly and not at the
actual time indicated on the dryer. As I mentioned if I set it to mins of dry time the timer dial
arrives at 0 about 20 mins later. The timer clicks away, but nothing else happens. The lids were
firmly shut, machine unplugged replugged, nothing helped. Something may have come loose or
you may have a bad component. Have a look and let us know what you find. We suggest looking
here and finding a generic washer drain hose and making it work with your Panda XPB You can
also check eBay as there are even more washer drain hoses to choose from. Check the full page
and you may find the exact Panda washer drain hose you need. Your email address will not be
published. Save my name, email, and website in this browser for the next time I comment. Notify
me of follow-up comments by email. Notify me of new posts by email. Leave this field empty.
This site uses Akismet to reduce spam. Learn how your comment data is processed. Skip to
content. Related Articles. He has 33 years of experience troubleshooting and repairing all types
of appliances. Contact here. Leave a Comment Cancel Reply Your email address will not be
published. Sorry, your blog cannot share posts by email. For DIY troubleshooting advice and
repair guides, visit our repair help section. Showing 10 of parts. Optional parts not included
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parts Diagram. The oven door switch detects whether the oven door is closed and helps control
the oven light. Oven door not locking? You can replace the lock assembly in less than 30
minutes. Here's how. There are a couple of ways to find the part or diagram you need: Click a
diagram to see the parts shown on that diagram. Affresh cooktop cleaner Part W Add to cart.
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September 22, Easy party appetizer recipe video. Make your next get-together a hit with these 3
great-tasting party appetizer recipes. Troubleshooting an F10 error code on a range video.
Learn how to troubleshoot problems with your range that cause an F10 error to be displayed.
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