Honda fuses

Fuse box diagram fuse layout , location, and assignment of fuses and relay Honda Accord Mk7
and Accord Hybrid North America , , , , , If something electrical in your car stops working, the
first thing you should check for is a blown fuse. Determine from the chart and, or the diagram
on the fuse box lid, which fuse or fuses control that component. Check those fuses first, but
check all the fuses before deciding that a blown fuse is not the cause. Replacing a fuse with one
that has a higher rating greatly increases the chances of damaging the electrical system. If you
do not have a replacement fuse with the proper rating for the circuit, install one with a lower
rating. To remove the fuse box lid, pull it toward you and take it out of its hinges. To open it,
push the tabs as shown. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Notice Replacing a fuse with one that has a higher rating greatly increases the chances
of damaging the electrical system. Main Page. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these cookies, the cookies that are categorized as necessary are stored on your
browser as they are essential for the working of basic functionalities of the website. We also
use third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may have an effect on your
browsing experience. Necessary Always Enabled. Non-necessary Non-necessary. Power
Window Relay. Years of production: Honda Motor Company is one of the most popular
automobile companies in the world. This Japan-based company dominates international
motorcycles and car markets in many countries. Honda is a conglomerate corporation that is
known to manufacture motorcycles, automobiles, and power equipment. The company was
founded in by Soichiro Honda and Takeo Fujisawa. Honda has come a long way from the time it
was launched in the market. They have a wide range of cars, out of which the Civic range is the
most popular one. The production lasted till For the eighth generation, the company divided the
model into two different platforms. One was made for coupe and sedan and the second was
meant for hatchback models which were mainly designed for European markets. In , the
company managed to sell around The eighth-generation Civic features a very basic design.
However, it had a lot of features that made the car even more desirable. This car was perfect for
budget people. The sleek and aerodynamic design of the car is what made it more attractive.
Even the interiors were made of top-notch quality materials. In the later years, the Civic VIII was
redesigned and launched with better and more powerful features. The markers made changes to
the steering wheel, suspension, and exhaust system. Honda may produce several other ranges
of cars, but the Civic is one of the best range of cars the company ever made. It is currently in
the tenth generation. The fuses are in two fuse boxes. The interior fuse box is underneath the
steering column. To open it, push the tabs as shown. If something electrical in your vehicle
stops working, the first thing you should check for is a blown fuse. Determine from the chart on
pages and , or the diagram on the fuse box lid, which fuse or fuses control that device. Check
those fuses first, but check all the fuses before deciding that a blown fuse is the cause. Replace
any blown fuses, and check if the device works. If you cannot drive the vehicle without fixing
the problem, and you do not have a spare fuse, take a fuse of the same rating or a lower rating
from one of the other circuits. Make sure you can do without that circuit temporarily such as the
accessory power socket or radio. If you replace the blown fuse with a spare fuse that has a
lower rating, it might blow out again. This does not indicate anything wrong. Replace the fuse
with one of the correct rating as soon as you can. Login Register. Checking and Replacing
Fuses If something electrical in your vehicle stops working, the first thing you should check for
is a blown fuse. Circuits Protected 1 7. Ford Fiesta VI - : Fuse box. Volvo C30 I - : Fuse box. If
something electrical in your vehicle stops working, the first thing you should check for is a
blown fuse. Determine from the chart, or the diagram on the fuse box lid, which fuse or fuses
control that device. Check those fuses first, but check all the fuses before deciding that a blown
fuse is the cause. Replace any blown fuses, and check if the device works. The label is attached
to the backside of the cover. To see the interior fuse box label, remove the cover by pulling it
toward you while holding the bottom center part of the cover. The under-hood main fuses are on
the positive terminal of the battery. To open it, push the tabs as shown. These fuses are not
serviceable; replace the battery terminal fuse box as an assembly. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies

that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Notice Replacing a fuse with one that
has a higher rating greatly increases the chances of damaging the electrical system. If you do
not have a replacement fuse with the proper rating for the circuit, install one with a lower rating.
Never replace a broken fuse with anything other than a new fuse. Main Page. This website uses
cookies to improve your experience. We'll assume you're ok with this, but you can opt-out if you
wish. Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. If you own a Honda car for long enough, at some point you are
going to have to change a fuse. Anytime part of the electrical system fails like power windows,
power doors or moonroof, check to see if a fuse is blown before you take it to a mechanic.
Since replacing fuses isn't hard, it's best to learn how to do it yourself. How to Replace a Fuse
in a Honda Civic. Get out the owner's manual for the Honda Civic. The owner's manual has a
diagram that shows you what each fuse controls on the car. If you don't have the owner's
manual any longer, you can try the link below in the Resources section. Locate the fuse number
on the diagram that correlates to your car problem. Example if the driver's side power window
won't roll up or down, look for a fuse labeled something similar to "power window". Next see
where the fuse box is located. There are two fuse boxes. One is under the hood and one is
directly under the steering wheel on the interior of the car. The fuse diagram will tell you which
fuse box the fuse is located in. Using the fuse puller, located in the fuse box under the hood,
remove the fuse. If you do not have the fuse puller, you can use needle nose pliers instead.
Look inside the fuse where you will see a zigzag pattern, which is usually white colored. If the
zig zag pattern is broken, the fuse is blown and must be replaced. Take the fuse to any auto
supply store and tell them the year, make and model of your Honda Civic. How to Replace the
Fuses in a Honda Prelude. Turn off the car. Locate the two fuse boxes, one under the hood in
the engine compartment passenger's side and the other underneath the dashboard on the
driver's side of the car. Push the tab down to open the engine compartment fuse box. Turn the
knob on the passenger compartment to open it. Read the inside cover of each fuse box to find
the location of the fuse you must replace. As an example, a Honda Prelude taillight fuse is in
slot Use the fuse puller in the interior fuse box to remove the fuse. Look at the wire in the
middle to verify it's melted or broken and no longer usable. Replace with a fuse of the same
rating, snapping it into the appropriate fuse slot. Read the inside cover to find out the rating.
The Prelude's taillight uses a amp fuse. Close the fuse box door and restart your Prelude. Verify
the new fuse works and the issue is resolved. Locate the fuse box. In a Honda CRV, the fuses
are under the hood on the left side. Additional fuses can be found in the vehicle under the
steering column. Find the fuse corresponding to the problem your CRV is having. A chart listing
each fuse and its function is on the inside of the fuse box cover. Inspect for blown fuses. A
blown fuse will be discolored or have a melted look. Remove the fuse with a fuse-pulling tool.
Determine the rating of the fuse in need of replacement. The fuse rating is listed on the chart
that identifies the function of each fuse. Replace the spent fuse with a new one of the same
rating. The fuses for your Honda CRV are standard automotive fuses. Look for other fuses that
may need to be replaced. Close the fuse box and test the fuses by attempting to perform the
problematic operation turn on the lights, use the signals, etc. Turn the ignition off before
replacing any fuse. Find the fuse box that's under the hood on the driver's side. The other fuse
box is in the passenger compartment underneath the steering column. Open the interior fuse
box by pulling the fuse box lid towards you and off its hinges. Open the engine compartment
fuse box by pushing the tab down. Look at the inside cover of the fuse box to determine the
location of the fuse you need to replace. A Honda CR-V, for example, has the front wiper fuse in
slot 20 of the passenger compartment fuse box. Remove the fuse using the fuse puller or your
fingers. Inspect the inside for a burned or melted wire, indicative of a blown fuse. Replace with a
new fuse of the same rating, pushing the into place. The rating is found on the inside cover of
the fuse box. A model's wiper fuse as listed in Step 3 has a amp rating. How to Replace the
Fuses in a Honda Accord. Sh
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ut off the ignition before removing any fuses. Locate the main fuse box in the passenger
compartment on the driver's lower left side. Find the other fuse box under the hood in the back
portion of the engine on the driver's side. Pull the passenger compartment fuse box slightly
upward and towards you to open it. Push the tabs to open the engine compartment fuse box.
Look at the listing on the inside cover of the fuse box to locate the fuse you need. In a Honda
Accord, the power lock fuse is in slot 8. Use the fuse extractor or your fingers to remove the
fuse. Check the inside wire, which is burned out if the fuse is blown. Add a new fuse of the
same rating into the appropriate slot. According to the example listed in Step 3, the Honda
Accord uses a amp fuse for the power locks. Items you will need Fuse puller Fuse of same
rating. Items you will need Fuse-pulling tool Replacement fuses. Items you will need Fuse puller
Same rating fuse. Items you will need Fuse extractor Same rating fuse.

