Horstmann c17 wiring diagram
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Horstmann 3 way motorised valve problem. Thread starter jamescarter Start date Dec 15, Tags
checked heating valve water wiring Copy link Copy link. This official sponsor may provide
discounts for members. Status Not open for further replies. My heating is working, bute valve
won't divert to heat the hot water. I've detatched the motor unit from the valve and there is a
little movement, maybe 15 degrees. The motor housing also has lights to say whether the
heating, hot water or both are being fed. When the valve was fitted, only the central heating light
was lit. It was only when i manually moved the velve that the Hot water light came on as well. It's
now been about 48 hours and i still have no hot water at all. Is the valve faulty or could it be
something else wrong? Thanks in advance for helping a newbie. Last edited by a moderator:
Dec 15, Messages 1, It's set at 60 degrees. Could it be faulty as well? I manually set the valve to
CH and HW but it still didn't heat the water despite staying in the manual position. The
Thermostat wasn't touched, i just replaced the 3 way valve and the pump too. All were replaced
like for like and the exact same wiring was on all the parts. I haven't checked the wiring for it. It
has a metal strap around the tank that goes over it, which i would probably need to remove to
take it apart. I have just turned it back on and set the valve in the manual position to feed both
heating and hot water. The hot water pipes don't even seem to get hot, whereas the heating
pipes are hot with water fed from the boiler. This has now been sorted. It was a wiring problem
in the end and nothing to do with the valve. Also found out that my Thermostat isn't actually
connected to anything, so i'll have to get a new one to wire into the system :thumbsup:. Similar
threads L. No hot water and heating comes on! Changed 3 port valve. Lee Aug 21, Central
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2. Bathrooms, Showers and Wetrooms. Cistern needs replacing but on inspection looks like a
bigger problem Started by hedgehog90 Today at PM Replies: 5. Members S. The Welcome
Wagon :. Hi All Started by fisionchips Feb 14, Replies: 2. Water Softener Started by rwd 3m Feb
14, Replies: 1. Manc lad Started by Limster Feb 13, Replies: 3. Low water pressure but only in
places - Started by cstan0 Feb 8, Replies: 5. If you need to find a tradesperson to get your job
done, please try our local search below, or if you are doing it yourself you can find suppliers
local to you. Log in or Sign up. DIYnot Forums. Hi, i just bought a new Horstmann c17
programmer, which I tried to install but doesn't seem to be working correctly. When i installed
the c17, I split the wire to the thermostat and fed the wire from the boiler to the programmer,
Live wire to L terminal and Neutral wire to N terminal. With the wire from the thermostat I
connected Live to terminal 4 and Neutral to terminal N on the programmer. I also wired L to
terminal 2 on the programmer. I didn't touch anything on the boiler. The programmer is working
although only once I connected L and terminal 2, but I can set it and the system light is on.
However the thermostat isn't kicking in when I set the temperature to high and the boiler is off.
Not sure what the problem is. Any help would be gratefully apppreciated. Nickm42 , 5 Nov Sorry
but that's all way off course unless I've misunderstood your post. The thermostat control wire
you have broken into is not meant to supply mains power to your programmer. Can you post
photos of the wiring in the room thermostat and the new programmer? Hi jack, thanks for your
reply, here are the photos of the wiring, The wire going through the wall is connected to the
thermostat, the other one is from the boiler. I saw some wiring diagrams showing that the
programmer needed it's own direct power supply and others showing connection only to the
boiler, maybe the connections on the boiler need to be changed. Anyway I will wait for your
advice. Hopefully I won't need to move the programmer near to a power supply. Thanks for your
help, Nick. Last edited: 5 Nov The programmer definitely needs it's own new power supply cable
to Live and Neutral terminals. This should come from the same supply point the boiler is wired
to. You might want to safely restore the old thermostat wiring as it was, just so you still have
some control of the heating in the meantime. Then when you have the programmer properly
wired with it's new supply, you can break into the thermostat wires again One of the Browns will
go to terminal 2 on the programmer and the other brown to terminal 4. The 2 blues should just
be connected together and insulated from all other wiring in the programmer. Hi jack, I

connected it all up and it's working perfectly. Very happy. Thanks alot for your help. Best
regards, Nick. Nickm42 , 7 Nov Joined: 3 Sep Country:. Select the supplier or trade you require,
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Forgot your password? C17 thermostat Wiring Diagram â€” wiring diagram is a simplified usual
pictorial representation of an electrical circuit. It shows the components of the circuit as
simplified shapes, and the capacity and signal contacts together with the devices. A wiring
diagram usually gives guidance roughly the relative perspective and treaty of devices and
terminals upon the devices, to urge on in building or servicing the device. A pictorial diagram
would sham more detail of the creature appearance, whereas a wiring diagram uses a more
figurative notation to bring out interconnections more than creature appearance. A wiring
diagram is often used to troubleshoot problems and to create positive that every the
connections have been made and that everything is present. Architectural wiring diagrams put
on an act the approximate locations and interconnections of receptacles, lighting, and steadfast
electrical facilities in a building. Interconnecting wire routes may be shown approximately,
where particular receptacles or fixtures must be on a common circuit. Wiring diagrams use
pleasing symbols for wiring devices, usually vary from those used upon schematic diagrams.
The electrical symbols not isolated do something where something is to be installed, but as well
as what type of device is creature installed. For example, a surface ceiling blithe is shown by
one symbol, a recessed ceiling spacious has a oscillate symbol, and a surface fluorescent fresh
has unusual symbol. Each type of switch has a different fable and in view of that attain the
various outlets. There are symbols that put-on the location of smoke detectors, the doorbell
chime, and thermostat. A set of wiring diagrams may be required by the electrical inspection
authority to approve membership of the address to the public electrical supply system. Wiring
diagrams will after that adjoin panel schedules for circuit breaker panelboards, and riser
diagrams for special facilities such as fire alarm or closed circuit television or other special
services. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Lifan Wiring Diagram Wiring Diagram views. This website uses cookies to improve
your experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept
Reject Read More. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Quick Links Download this manual. Table of Contents. Replacing the existing
timeswitch with the CentaurPlus ZW will allow the room. The device is intended to upgrade
existing combi boiler systems that do not. It is not intended for new installations where.
Wireless zâ€”wave battery operated electronic room thermostat with tpi temperature control
software and asr-zw receiver unit 12 pages. Summary of Contents for Horstmann CentaurPlus
ZW Page 1: Installation Instructions Replacing the existing timeswitch with the CentaurPlus ZW
will allow the room thermostat to be connected wirelessly producing immediate energy savings
in houses where no previous room thermostat has been fitted. An example circuit diagram for a
typical combi boiler installation is shown below. This diagram is schematic and should be used
for guidance only. Page 3: Fitting The Backplate Fitting the backplate Once the backplate has
been removed from the packaging please ensure the timeswitch is re-sealed to prevent damage
from dust, debris. The backplate should be fitted with the wiring terminals located at the top and
in a position that allows a total clearance of at least 50mm around the unit. Page 4: Electrical
Connections Earth continuity must be maintained and all bare earth connectors must be
sleeved. Ensure no earth conductors are left protruding outside the central space enclosed by

the backplate. A link L-2 is required for mains voltage applications V Now fit the timeswitch to
the backplate, ensuring the lugs on the backplate engage with the switch. Page 6: General
Information General Information BATTERY The
triton 54l
nighthawk cafe
sand rail motor options
timeswitch is fitted with a non-rechargeable, long life battery, which will maintain the
programmed time settings for a minimum of ten months with the supply disconnected. Page 8
N. There is a half second delay in switching On and Off on receipt of the commands. Page 10
DIL switch settings - TPI temperature control software Thermostats using TPI Time Proportional
Integral control algorithms will reduce the temperature swing that normally occurs when using
traditional bellows or thermally operated thermostats. As a consequence, a TPI regulating
thermostat will maintain the comfort level far more efficiently than any traditional thermostat.
First install the 2 type AAA batteries provided making sure that they are fitted correctly as
indicated by the markings in the battery compartment. This manual is also suitable for:
Centaurplus hrt4-zw. Print page 1 Print document 13 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

