Jeep thermostat replacement

Is your Jeep over heating? Heater sucks? You must first remove the coolant hoses attached to
the thermostat housing. The hoses might be pretty stuck onto the thermostat so be prepared for
a fight. The top one is much longer than the bottom one. The serpentine belt might be in the way
of the lower bolt. If the belt is in the way, just loosen the tensioner and push the belt out of the
way. Remove the thermostat housing from the cylinder head. If the thermostat housing is stuck
on with RTV than carefully pry it off with a flat blade screw driver. Take a razor blade, and
carefully scrape off any old gasket material, or RTV. Do this for both the housing gasket
surface, as well as the cylinder head gasket surface. Be careful to not put large cuts on the
surface. Apply RTV to both the housing and cylinder head gasket surfaces and smear it so you
have a nice even coat all around. If you have a gasket, then you can skip this part. Apply a very
small amount of RTV to the spring side surface of the thermostat, this will help keep it in place
when installing. There is a recessed circle in the cylinder head for the thermostat to sit in. Make
sure the spring goes on the inside of the head. It should not be visible to you. Bolt the
thermostat housing back on. I would recommend starting with the top bolt, leaving it loose, and
then the bottom bolt. Allow RTV to dry for the recommended time. This is usually hours for the
sealant to set and a full 24 hours for the RTV to cure completely. Usually, you can get away with
only waiting a couple hours before proceeding to the next step, but the less time you give the
RTV to dry the more likely you are to have a leak later on. Check for debris and corrosion before
reconnecting the coolant temperature sensor. If corrosion is present clean and lubricate the
connection with some electrical grease. Refill cooling system with coolant. The last step is to
start your Jeep up and let it idle. If the temperature continues to climb past that point you may
have air in the cooling system or a part of your cooling system may need to be replaced or
upgraded. Replacing the thermostat on your 4. Is there a top position on the thermostat of a 4.
The old one had a little ball in a socket on the inner top. I noticed it after job was completed.
Should I worry about it? Save my name, email, and website in this browser for the next time I
comment. Currently you have JavaScript disabled. In order to post comments, please make sure
JavaScript and Cookies are enabled, and reload the page. Click here for instructions on how to
enable JavaScript in your browser. Removing the Old Thermostat 1. Carefully disconnect the
coolant temperature sensor and set the wiring out of the way. Prepping the Housing Before you
install your new thermostat, you must clean the gasket surfaces. Then wipe both surfaces off
with brake cleaner, or alcohol and a rag. Installing the New Thermostat Now you can install your
new thermostat housing. Reconnect the heater core hose and the radiator hose, and clamp
them down. Summary Replacing the thermostat on your 4. About Bryce Cleveland Articles.
Bryce founded Dust Runners Automotive Journal in as a way to write about the cars he found
interesting. Follow him on Instagram for more bryce. Could you put a f in a 98 zj 4. What do you
think? Or should I put the f in? Need advice on 4. Leave a Reply Cancel reply Your email
address will not be published. Coolant thermostat temperature below regulating temperature. If
either fault is recorded again on the next engine startup, code P is triggered. A stuck open
thermostat is most likely the problem, however thermostats are usually designed so when they
fail they are stuck open allowing full flow of the coolant protecting your engine. Check your
coolant level first to make sure it is full before continuing to operate the Jeep. Overheating your
engine will result in engine failure. Many just replace the thermostat of their Jeep without
checking all possible causes. Check the condition of the cooling system for rust deposits or
mixture of different coolants. Make sure to flush the engine block and radiator when replacing
thermostat to prevent deposits from getting stuck in the new thermostat. If you change the
thermostat rest codes and drive around and see if it come back on if so I would start looking for
leaks. I have code po , I changed thermostat and sensor, code still there but when am using AC
for a periode of time code is leaving, when turning off AC and going on heat on my control code
is coming back. I had the P code, I stopped to fill the gas tank and the check engine light went
out. I have no clue what the gas cap has to do with engine temperature, but it only had 1 fault
code and it was definitely P I have a Wrangler Sport 3. Just for kicks, check the gas cap before
you go through repairs. Yes No Error Code P It seems this is a common problem with the
Renegades. This has not been the only issue though. We also had transmission issues on
which we had to take the dealer several times before anything would get done and fixed. I will
be glad when we get rid of this vehicle. It has been nothing but a headache. If this a known
issue with the Jeep Renegade. How is Jeep getting away with not issuing a recall and replacing
the faulty thermostat for free?! I am a mechanic, and have been a gearhead since my highschool
days. If you have a for-profit service, contact us. Most Common Solutions: replace thermostat 7
reports Get free help with your lemon! Find something helpful? Spread the word. Share on
Facebook Retweet this page Email this page. Helpful websites No one has added a helpful site
for this Renegade problem yet. Be the first! Find a good Jeep mechanic Read reviews of repair
shops in your area. Enter your zip code: A free service from CarTalk. Send Comment Add

Complaint. First major problem with the Renegade. Pricey fix. Seems too common not to have
been a recall. Search CarComplaints. Comment Disabled Add Complaint. Not what you are
looking for? Search for something else:. Login or Sign Up. Logging in Remember me. Log in.
Forgot password or user name? Replacing a Thermostat. Posts Latest Activity Photos. Page of
1. Filtered by:. Previous template Next. Replacing a Thermostat , PM. Changing a thermostat in a
Jeep is actually quite simple. The first step is place a drain pan under the Jeep. Even with the
drain pan odds are high you will make a bit of a mess. You have a couple options here. Option
1: You can drain the radiator some, to help prevent some spillage when removing the water
outlet. When they work it makes the draining the radiator slightly less messy. However odds are
much higher the drain will break, or never seal again. Just remove the lower hose. Usually you
can loosen the hose clamp and pull the hose back some, till antifreeze starts to trickle out, and
wait for it to drain. Option 2: I chose just to remove the water outlet without draining the
radiator. While it is slightly messier it makes the whole process quicker. Since it was raining,
and dark out, I'd prefer the quickest way. However don't remove the water outlet yet. Removing
the serpentine belt is not necessary, but it does get it out of the way. I chose to leave the belt in
place. For YJs and early TJs, you can use this writeup to remove the belt. Later TJs just use a
spring tensioner. First unplug the coolant temperature sensor, and remove the heater hose, and
upper radiator hose from the water outlet. There are two bolts that hold the water outlet on,
pictured below. Remove these two bolts. For the bottom bolt, you'll have to hold the belt out of
the way if you chose to leave it on. If your water outlet hasn't been off in a while, it maybe
stubborn, don't be afraid to place screw driver handle in the end of it to pry it off. It shouldn't
take a bunch of force though, if you are really having to pry, stop and double check that you
have removed the correct bolts, and nothing is in the way. Using a gasket scrapper, clean the
water outlet, and the mounting surface on the cylinder head. Get it as clean as you can. Then
wipe both sides down with brake cleaner. This is one of those things, once you think it's clean,
clean it one more time. Tags: None. Next lay a bead of silicone down on the inside of the bolt
holes, then smear it across the whole surface with your finger. It doesn't take much silcone,
less is more here. Next lay the gasket down on the water outlet, and lay another bead around it
inside of the bolt holes. Then smear that bead around with your finger. Again less is more, it
doesn't take much silicone. Next check the thermostat to see if it has a bleeder the little brass
button in the picture below. These allow air to escape, and must be at the top of the thermostat.
Make sure it's at the top when installed. Next place the thermostat in the motor. A dab of silcone
will help hold it in place. I've found it's easiest to place the bolts into the water outlet housing to
line things up. Then place the water outlet on the head, and start the bolts by hand. Now
remember these aren't lug nuts, these bolts do not need to be super tight. Use a small rachet,
and tighten them down evenly. Then reattach the upper radiator hose, heater hose, and plug in
the coolant temperature sensor. Give the silicone 10 minutes or so to set up. Refill the radiator,
but leave the radiator cap off. Start the Jeep and let it warm up some, adding coolant as
necessary. Once it's warmed up and the thermostat has opened you can put the radiator cap
back on. Double check for leaks. If everything looks good, take it for a drive. After it cools back
down from the test drive, check the coolant level one more time just in case. Comment Post
Cancel. Good writeup as usual You may want to add a comment about using the correct
temperature T-Stat as recommended by the manufacturer Keep the degree! All rights reserved.
Yes No. OK Cancel. The Jeep thermostat is a temperature-sensitive paraffin based valve within
an outer body, usually metal, that monitors the coolant temperature of your vehicle and opens
or closes accordingly. Some Jeep thermostats are controlled by the powertrain control module
PCM of your vehicle's computer system. Your Jeep thermostat is located either on the top of the
engine, in the outlet leading to the radiator, or toward the bottom of the engine near the radiator
hose inlet. The function of the Jeep thermostat is to control the flow of coolant through your
engine. When the engine is cold, the Jeep thermostat remains closed and blocks coolant from
flowing through the radiator, which allows for quick warm-up of your engine. The Jeep
thermostat opens further with the heat your engine generates, and will be fully open when your
engine is completely warmed. Your Jeep thermostat is a critical part of your vehicle's cooling
system. A faulty Jeep thermostat can lead to several problems, including poor fuel efficiency,
low heater output, and overheating. If your Jeep thermostat is stuck completely closed or
completely open, you may hear knocking or pinging upon acceleration or when your engine
overheats. It is a good idea to check your thermostat every time you do work on your cooling
system, such as during scheduled radiator flush and fills or when your vehicle has been
overheating. Faulty Jeep thermostats should be replaced as soon as possible, as the damage
caused by overheating or improper coolant flow can extend to other parts of your engine. You'll
find the Jeep thermostat you need for your vehicle's make and model in our extensive online
catalogue, and we will ship your new Jeep thermostat right to your door. We've Made a Site

Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account.
Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Jeep Thermostat. Refine
by:. Thermostat part. Product Fit. Opening Temperature Rating. Quantity Sold. Shop Jeep
Thermostat. Showing 1 - 15 of 87 results. Display item:. Sort by:. Vehicle Info Required to
Guarantee Fit. Core Charge. Add to cart. Vehicle Fitment Jeep Base 4 Cyl 2. Part Number: GAT
Product Details Notes : 1. Product Details Notes : 0. Page 1 of 6 Showing 1 - 15 of 87 results.
Jeep Thermostat Models. Jeep Cherokee Thermostat. Jeep CJ3 Thermostat. Jeep CJ5
Thermostat. Jeep CJ5A Thermostat. Jeep CJ6 Thermostat. Jeep CJ6A Thermostat. Jeep CJ7
Thermostat. Jeep Comanche Thermostat. Jeep Commander Thermostat. Jeep Commando
Thermostat. Jeep Compass Thermostat. Jeep Dispatcher Thermostat. Jeep DJ3 Thermostat.
Jeep DJ5 Thermostat. Jeep DJ6 Thermostat. Jeep F Thermostat. Jeep F4 Thermostat. Jeep FA
Thermostat. Jeep FC Thermostat. Jeep FJ3 Thermostat. Jeep FJ3A Thermostat. Jeep Gladiator
Thermostat. Jeep Grand Cherokee Thermostat. Jeep Grand Wagoneer Thermostat. Jeep J
Thermostat. Jeep J10 Thermostat. Jeep J20 Thermostat. Jeep Jeepster Thermostat. Jeep
Liberty Thermostat. Jeep Patriot Thermostat. Jeep Renegade Thermostat. Jeep Scrambler
Thermostat. Jeep Tornado Thermostat. Jeep Truck Thermostat.
e bike controller wiring diagram
discovery 2 rear bumper
ford taurus owner manual
Jeep Universal Thermostat. Jeep Utility Thermostat. Jeep Utility Wagon Thermostat. Jeep
Wagoneer Thermostat. Jeep Wrangler JK Thermostat. Jeep Wrangler TJ Thermostat. Jeep
Wrangler YJ Thermostat. Jeep Thermostat Customer Reviews. Feb 05, Good thermostat I
needed a for specs but it worked as it should! David Hardesty. Purchased on Jan 09, Oct 23, The
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