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this manual. The hood may fall and injure you. Disconnect the negative battery cable. To
remove the hood hinge, remove the following parts: a. Remove the following parts: a. Front side
marker lights b. Front bumper c. Front combination lights d. Front fender panel 3. Loosen the
hood hinge installation bolts and adjust the hood. Page 4 Height Difference Adjustment 1. Turn
the stop rubber to adjust the height of the hood. Verify that the height difference between the
hood and the body is within the specification. Be sure to open the trunk lid completely and
support it securely before removing the stay damper. Page 6 5. Pry out the connecting part of
the stay damper and the hinge with a flathead screwdriver to disconnect them, then remove the
stay damper. Remove nuts A, then remove the trunk lid. Remove nuts B, then remove the trunk
lid hinge. Wear protective eye wear. Lay the stay damper flat. Remove the bolts. Remove the
fuel-filler lid. Install in the reverse order of removal. Adjust the fuel-filler lid. Measure the gap
and height difference between the fuel-filler lid and the body. Disconnect the front fog light
connectors for vehicles with front fog lights. Remove the front side marker lights. Remove in
the order indicated in the table. Page 10 2. Remove the front bumper from the body. Front
Bumper Installation Note 1. Spread the front bumper ends apart. Attach the front bumper to the
body. Press the front bumper connecting area into the body to engage with the bumper slider.
Assemble in the reverse order of disassembly. RX-8 Body Page Remove the trunk end trim.
Remove the trunk side trim. Remove the rear combination lights. Remove the fasteners. Pull the
rear bumper guard outward, detach tabs A, and then remove the rear bumper guard. Page 13
Rear bumper Installation Note 1. Spread the rear bumper ends wheel arches apart. Attach the
rear bumper to the body. Press the rear bumper connecting area into the body to engage with
the bumper slider. Trunk end trim b. Trunk side trim c. Rear combination lights d. Rear bumper
2. Remove the fasteners, then remove the energy-absorbing foam. Remove the nuts, then
remove the rear bumper reinforcement. Remove the front bumper. Remove the front
combination lights. Front door key cylinder Adjust the front door. Connector Removal Note 1.
Remove the rear seat cushion. Remove the seat belt rail. To remove the checker, remove the
following parts: a. Disassemble in the order indicated in the table. Measure the gap and height
difference between the front or rear door and the body. Loosen the door hinge installation bolts
or the door lock striker installation screws, and adjust the door. Standard clearance a: 3. Page
26 5. Secure the rear part of the front outer handle and, with the front outer handle lever pulled
outward 1 , remove the rear part of the front outer handle from the front door. Pull out the front
part of the front outer handle from the front door. Page 27 4. Detach the rear door upper and
lower latch cables. Remove the inner garnish. Remove the front door trim. Page 29 4. Remove
the front door key cylinder by pulling it out from the front door. Page 30 5. Disconnect the front
door lock actuator connector. Apply battery positive voltage and connect the ground to the
corresponding front door lock actuator terminals and inspect the front door lock actuator
operation. Page 31 Door Lock-link Switch 1. Inspect for continuity between the door lock-link
switch terminals. If not as specified, replace the front door lock actuator. Remove the rear door
lower trim. Remove the rear door upper trim. Remove clips A and B, and disconnect the rear
door upper latch switch connector. Page 33 6. Verify that the continuity is as indicated in the
table. If not as indicated in the table, replace the rear door upper latch. Remove the front seat
belt retractor. Page 35 8. Adjust the door. If not as indicated in the table, replace the rear door
lower latch. Page 37 2. Remove the bolts A from the curtain air bag module. Remove the bolt,
then remove the bracket. Remove the bolts, then remove the rear door lock striker upper. Page
38 Lower 1. Remove the outer scuff plate. Remove the screws, then remove the rear door lock
striker lower. Page 39 2. Using a flathead screwdriver wrapped with protective tape, pry up the
rear of the switch panel and detach the clip. Remove the switch panel from the front door trim
keeping the tab from catching. Disconnect the power door lock switch connector and the power
window subswitch connector. Page 40 If not as specified, replace the door lock switch. Detach
the rod. Page 41 5. Remove the bolts, then remove the trunk lid latch and opener. Apply battery
positive voltage and connect the ground to the corresponding the trunk lid opener terminals,
and inspect the trunk lid opener operation. Remove the nuts, then remove the trunk key

cylinder. Page 43 If not as specified, replace the trunk key cylinder. Using a small flathead
screwdriver, detach the tabs of the trunk lid opener switch from the dashboard. Push the trunk
lid opener switch into the dashboard and remove. Remove the trunk lid open switch. Inspect for
continuity between the trunk lid open switch terminals. If not as specified, replace the trunk lid
open switch. Page 45 2. Remove the glove compartment. Squeeze the tabs of the trunk lid
opener cancel switch and pull it forward to remove it. Disconnect the trunk lid opener cancel
switch connector. Remove the trunk lid opener cancel switch. To remove the hood latch,
remove the seal plate. Pull the lever. While pushing the tab in the direction of the arrow using a
tape-wrapped, small flathead screwdriver, detach it from the dashboard. Open the hood.
Disconnect the hood latch switch connector. Inspect for continuity between the hood latch
switch terminals A and B. If there is no continuity, replace the hood latch switch. Page 49 6.
Inspect for continuity between the hood latch switch terminals A and B If there is continuity,
replace the hood latch. To remove the fuel-filler lid opener, remove the trunk side trim LH. When
removing the fuel-filler lid opener lever, perform the following procedure: a. Remove the inner
scuff plate driver's side. Page 51 4. Fully close the glass panel. Fully open the sunshade. Page
54 5. Adjust the glass panel. Measure the gap and height difference between the glass panel and
the body. Page 56 i. Disconnect the front drain hose from the sunroof frame. Remove the front
drain hose from the clips. Pull the front drain hose into the vehicle interior and remove the front
drain hose. Page 57 3. Install the front drain hose to the clips parallel to the pillar and free of
looseness. Insert the front drain hose grommet into the hole of the inner hinge pillar. Install the
following parts: a. Page 58 k. Page 59 k. Remove the sunroof frame from the rear drain hose.
Remove the rear drain hose from the clips. During and after installation of the trims and
headliner, always make sure there is no interference with the rear drain hose. Correct any
abnormality if found. Page 61 g. Page 62 d. Page 63 5. Remove the rear door striker upper.
Remove the rear set bracket. Remove the nuts and screws, then remove the sunroof unit. Page
64 9. Remove the glass panel. Page 68 k. Disconnect the sunroof motor connector. Remove the
screws, then remove the sunroof motor. Measure the voltage at each terminal other than
terminal D. Page 70 Under any condition: Check for continuity to Continuity ground. Remove
the map light from the headliner. Remove the windshield wiper arm and blade. Disconnect the
windshield washer hose. Page 74 3. Remove the power outer mirror installation screws and
move the mirror to access the front end of the front beltline molding. Attach the roof molding to
the T-stud at section A. Hook the roof molding to clips B and press it in to attach. Attach the
roof molding to the T-stud at the rear portion of section A. Partially peel back the glass run
channel. Warm up the door sash film using a hot air blower. Peel off the door sash film by
pulling outward from one end. NOTE: Be sure to remove the door sash film slowly, because it
can easily tear. Peel off the transparent protective film on the door sash film. Power window
subswitch RX-8 Body Page Page 81 3. Remove the sealant by pulling it off. Remove the
windshield. Make a hole through the sealant from the inside of the vehicle using an awl,
avoiding the pins. Fix one end of the SST piano wire , and while pulling the other end, cut the
sealant around the windshield. Page 83 2. If the sealant has come off completely in any one
place, apply some primer after degreasing, and allow it to dry for approx. Clean and degrease an
approx. Page 84 6. Apply sealant to the glass surface as shown in the figure. Insert the
positioning pins to the body, then install the windshield. Press the windshield pins to engage
the tabs to the body. Press completely along the perimeter of the glass so that the measurement
of the molding lip gap is within specification. Page 85 Install the following parts:. Page 86 3.
Disconnect the antenna and the filament connectors. Apply protective tape along the edge of
the body. Cut the rear window molding lip using a razor. Page 87 2. Remove the rear window
glass. Page 88 4. Fix one end of the SST piano wire , and while pulling the other end, cut the
sealant around the rear window glass. Page 89 c. Remove the remaining double-sided adhesive
tape from the rear window molding, and install the rear window molding upper to the rear
window glass while aligning the molding with the center of the marking on the glass. NOTE:
Double-sided adhesive tape has been affixed to the new rear window molding. Page 90 h. Attach
the pins to the seating positions where marked during removal. Place a mark at the point on the
rear window glass indicated in the figure. Use only glass primer on the rear window glass, and
body primer on the rear window molding as shown in the figure. Page 91 7. Position the marking
on the rear window glass and the curved line of the body roof molding left and right so that they
are aligned. Insert the pin into the body 1 , and lower the rear part 2. Do not tilt the rear window
glass to the left or right while working. Page 93 Connect the antenna and the filament
connectors. Page 95 5. Remove the rear door glass. Page 96 5. Remove the power window
regulator from the speaker installation hole. If this happens, remove the door speaker, insert
your hand in the speaker installation hole, connect the drum housing tabs, and while supporting
the drum housing, install the power window motor to the drum. Page 6. Verify continuity as

indicated in the table. If not as indicated in the table, replace the power window subswitch.
Connect battery positive voltage to terminal E and ground to the terminal A. Verify that
continuity exists. Disconnect the delayed power control module connector. Remove the bolt
and then remove the delayed power control module. Door switch pressed. Turn the ignition
switch to the ON position. Turn the rear window defroster switch on. Wrap aluminum foil around
the end of the lead and test the filament by touching it with the foil. Clean the filament using
isopropyl alcohol. Attach tape to both sides of the filament. Using a small brush or marking pen,
apply silver paint. Disconnect the power outer mirror connector. Press area A of the mirror
glass so that area B moves outward. Detach pin A while lifting up the inside of the mirror glass
holder. Pull out the mirror glass holder and detach pins B. Apply battery positive voltage and
connect the ground to the corresponding power outer mirror terminals, and then inspect the
operation of the power outer mirror. If not as specified, replace the power outer mirror.
Disengage clips using a tape-wrapped flathead screwdriver. Disconnect the power window main
switch connector and power outer mirror switch connector. Page If not as specified, replace the
power outer mirror switch. Remove the cover. Disconnect the auto-dimming mirror connector.
Remove the screw. Remove the rearview mirror. Page 2. In a well-lit area, shine a light at the
mirror to simulate glare from vehicles to the rear. Verify that the mirror dims automatically. Page
3. Apply primer to the bonding area of the glass and the base. Windshield washer nozzle
Operate the windshield wipers, and turn off the windshield wiper motor to set the wipers in the
park position. Adjust the windshield wiper arm connector shafts to set the arm heights as
shown. Notes: RX-8 Body Page Remove the cowl grille. Disconnect the connector. Detach the
connecting part between the windshield wiper motor and the windshield wiper link. Disconnect
the windshield wiper motor connector. Connect battery positive voltage to windshield wiper
motor terminal A or B, and ground to terminal D, then verify that the windshield wipers operate
as shown in the table. Disconnect the windshield washer motor connector. Disconnect the
headlight cleaner motor connector. Vehicles with the headlight cleaner 4. Disconnect the
headlight cleaner relay connector. Vehicles with the headlight cleaner 5. Remove the windshield
washer tank. Remove the windshield washer motor, then remove the grommet. Remove the
washer tank. Remove the washer fluid-level sensor. Remove the grommet. Remove the
windshield washer hose from the windshield washer nozzle. Squeeze the tabs of the windshield
washer nozzle. Clean the washer nozzle by inserting and moving a needle or an equivalent tool
back and forth. If the nozzle becomes clogged again after cleaning, remove the hose from
washer nozzle. Then turn the washer switch on and flush the inside of the hose. Remove the
column cover. Remove the ignition key illumination. Disconnect the windshield wiper and
washer switch connector. Remove the headlight cleaner motor, then remove the grommet.
Install the headlight cleaner nozzle by pushing it in until a click is heard. Remove the front side
marker light. Page 5. Disconnect headlight cleaner hose from the headlight cleaner actuator.
Remove the headlight cleaner hose from the front bumper. Outer scuff plate Floor covering
Remove the upper column cover. Remove the screws. Remove the lower column cover. Remove
the instrument cluster. Pull the dashboard garnish outward, and detach clips A. Remove the
dashboard garnish. Pull the upper part of the lower panel, and detach clips A. Detach clips B
from the dashboard and remove the lower panel. Pull the driver-side demister grille upward and
detach clip A. Page 4. Pull the ventilator grille outward and detach clips A and B. Detach tab C
and remove the ventilator grille. Detach clips A and remove the upper panel. Rear Console 1.
Using a small flathead screwdriver, open the cap and remove the screw, then remove the inner
handle cover. Page 8. Detach clips A from the front door using a fastener remover. Pull the front
door trim upward, then detach tabs B from the front door. Remove the courtesy light. Remove
the grip cover, then remove screws A. Using a small flathead screwdriver, open the cap and
remove screw B. Remove the cover while rotating it to the front. While supporting at point A,
pull the handle in the direction of the arrow and remove it. Remove the fasteners, then remove
the trunk lid trim. Pull the trunk end trim upward, then detach clips A, locator pins B, and tabs C.
Partially peel back the seaming welt. Detach clips A using a fastener remover. Pull the A-pillar
trim and detach clip B 1. Pull the A-pillar trim upward and remove clip B from the A-pillar trim 2.
Remove the inner scuff plate. Pull the front side trim in the direction of the arrow and detach
clips A and locator pin B. Remove the rear seat. Remove the tire house trim. Remove the cap
using a fastener remover. Vehicles with curtain air bags 5. Pull the inner scuff plate upward,
detach clips A from the body, and then remove the inner scuff plate. Pull the outer scuff plate
upward, detach clips A, B, and locator pin C from the body, and then remove the outer scuff
plate. Pull the tire house trim outward and detach clips A and locator pins B. Disconnect the
vanity mirror illumination connector. Remove the sunvisor. Press the center adapter tabs in the
directions of the arrows using two tape-wrapped flathead screwdrivers and remove it. Page b.
Sunroof seaming welt vehicles with sunroof c. Take the floor covering out from the opened

door. Rear tilt motor Read the service warnings before handling the front seat with a side air
bag. Remove the covers. Remove the bolts, then remove the front seat. Disconnect the front tilt
motor connector. Connect battery positive voltage to front tilt motor terminal A or B, then verify
that the front tilt motor operate as shown in the table. If the front tilt motor does not operate as
indicated in the table, replace the front tilt motor. Disconnect the slide motor connector.
Connect battery positive voltage to slide motor terminal A or B, then verify that the slide motor
operate as shown in the table. If the slide motor does not operate as indicated in the table,
replace the slide motor. Disconnect the lumbar support motor connector. Connect battery
positive voltage to lumbar support motor terminal A or B, then verify that the lumbar support
motor operate as shown in the table. Page Lumbar Support Switch 1. Disconnect the lumbar
support switch connector. Verify that the continuity between the lumbar support switch
terminals is as indicated in the table. If not as indicated in the table, replace the lumbar support
switch. Remove the upper panel. Squeeze the tabs of seat warmer switch and pull it outward to
remove it. Verify that the continuity between the seat warmer terminals is as indicated in the
table. If not as indicated in the table, replace the seat warmer switch. Lift the point A in the
direction of the arrow, then remove the rear seat cushion. Remove the bolts, then remove the
rear seat back. Door switch RX-8 Body Page When the light switch is on, approx. Remove the
lens, then remove the trunk compartment light bulb. Page If not as indicated in the table, replace
the trunk lock. Remove the ignition key illumination bulb. Jack up the vehicle and remove the
wheel and tire. Remove the bolts and then remove the front auto leveling sensor. Remove the
bolts and nut, then remove the rear auto leveling sensor. Disconnect the connector and remove
the door switch. Remove the door switch. Remove the lens, then remove the courtesy light bulb.
Remove the lens, then remove the license plate light bulb. Detach the license plate light from
the rear bumper. Remove the trunk lid trim. Remove screws B, then remove the discharge
headlight control module. LO position. Remove the screws, then remove the front fog light.
Remove screws A and pull back the front fog light cover in the direction of the arrow. Position
the unloaded vehicle on a flat, level surface. Seat one person in the driver's seat. Position the
vehicle straight ahead and perpendicular to a white screen. Slightly bend back the mudguard.
Disconnect the connector and remove the front fog light bulb. Remove the front fog light bulb
by turning it in the direction of the arrow. Remove the light switch. Verify that the continuity
between the light switch terminals is as indicated in the table. If not as indicated in the table,
replace the light switch. Adjust the tire pressure to the specification. Position the vehicle
straight ahead and perpendicular to the white screen. Page Turn the adjusting screws to adjust
the headlight so that the elbow point is in the shaded area shown in the figure. Remove the
fasteners, then slightly bend back the mudguard. Remove the socket, then remove the headlight
bulb. High-beam 1. Remove the socket, then remove the front turn light bulb. Detach the socket
and remove the front side marker light bulb. Disconnect the back-up light switch connector and
remove the back-up light switch. Disconnect the back-up light switch connector. Remove the
console. Remove the lower panel. Remove the center panel module. Verify that the continuity
between the hazard switch terminals is as indicated in the table. If not as indicated in the table,
replace the center panel. Remove the screws and then remove the light switch. Headlight Switch
If not as indicated in the table, replace the light switch. Disconnect the steering angle sensor
connector. Vehicles with DSC 5. Remove the screws and then remove the combination switch.
Perform the steering angle sensor initialization procedure. When handling the combination
switch, be careful not to deform the disc and make sure there is no foreign material on it.
Remove the screw and then remove the flasher control module. If there is any malfunction,
inspect the parts under "Inspection item s ". Remove the headlight leveling switch. Headlight
Leveling Switch Removal Note 1. Verify that continuity between the headlight leveling switch
terminals is as indicated in the table. If not as indicated in the table, replace the headlight
leveling switch. Remove the panel light control switch. Disconnect the panel light control switch
connector. Page ground. Verify that the wave pattern is as shown in the figure. Turn the panel
light control switch to the darkest position and verify that the wave pattern is as shown in the
figure. Remove the socket, then remove the glove compartment light bulb. Remove the lens.
See Lens Removal Note. Remove the vanity mirror illumination bulb. Lens Removal Note 1.
Remove the map light. See Map Light Removal Note. Remove the socket, then remove the map
light bulb. Map Light Removal Note 1. Verify that the continuity between the map light terminals
is as indicated in the table. If not as indicated in the table, replace the map light. Remove the
interior light bulb. Remove the interior light. See Interior Light Removal Note. Interior Light
Removal Note 1. Page Lens Removal Note 1. Insert a tape-wrapped flathead screwdriver into the
service hole and pry with the screwdriver in the direction shown by the arrow to remove the
lens. Page If not as indicated in the table, replace the interior light. Remove the ashtray panel.
Remove the socket, then remove the ashtray illumination bulb. Disconnect the connectors.

Remove the screw and then remove the DRL control module. Connect the connector to the DRL
control module. Connect the negative battery cable. Measure the voltage at the DRL control
module using voltmeter. Page Turn the ignition switch to the ON position. Page Front fog light
switch 1. This protects the surface of the panel from scratches or dirt. Page 1 Bolt 2 Front door
speaker amplifier 5. Verify the resistance between front door speaker terminals. If the resistance
is not within the specification, replace the front door speaker. Page 3 Rear door speaker 4.
Verify the resistance between rear speaker terminals. If the resistance is not within the
specification, replace the rear speaker. Page If the continuity is as indicated in the table, replace
the front tweeter. Connect a 1. If no sound is output, replace the front tweeter. Page 1. If no
sound is output, replace the center speaker. Page RX-8 Body Page Peel off the tape. Disconnect
the connector and remove the brake light noise filter. Verify the resistance and continuity
between the brake light noise filter terminals. If the resistance is not as indicated in the table,
replace the brake light noise filter. Inspect the glass antenna for damage. Verify the continuity
between the glass antenna terminals. If there is any malfunction, repair the glass antenna. If not
as indicated in the table, replace the GPS antenna feeder. Remove the driver-side air bag
module. Disconnect the audio control switch connector. Verify the resistance and continuity
between the audio control switch terminals. If the wiring harnesses are normal, replace the
car-navigation control switch. Remove the ashtray. Ring See Ring Removal Note. From the rear
of the ashtray, insert a tape-wrapped flathead screwdriver between the socket and the ring as
shown in the figure. While lifting the ring projection with the flathead screwdriver, push out and
remove the socket. Ring Removal Note 1. See Cap Removal Note. Accessory Socket Removal
Note 1. While pressing a tape-wrapped flathead screwdriver against the cap projection, pull the
accessory socket outward. Page If the continuity cannot be verified, replace the accessory
socket. Malfunction symptom While vehicle is in reverse, vehicle locator mark goes forward. In
navigation mode, vehicle locator mark skips. Even when headlight switch is turned on, daytime
screen does not change to night time screen. Replace car-navigation unit available at Clarion
service center or get it repaired at Panasonic Service center, then go to next step. Page NO.
Front and rear combination lights operate normally. Identification Using the Label or Inscribed
Lettering 1. Start the on-board diagnostic test mode. Is the voltage between 8. Cannot play CD
normally or change tracks. Base unit detects CD reading error. Can cassette tape be ejected?
No Replace the cassette deck. Cassette tape is worn out. Can MD be ejected? No Replace the
MD player. Cannot play MD normally or change tracks. Base unit detects MD reading error. Page
LCD Inspection 1. Turn the audio off or the ignition switch to the LOCK position to stop the
diagnostic assist function. Speaker Inspection 1. Before inspecting the system, verify that radio
reception is adequate. When inspecting, select a frequency band radio station with the best
reception. Remove the front side trim. If the system does not work properly even though the
parts or related wiring harnesses do not have any malfunction, perform symptom
troubleshooting. While passenger- side lock actuator is unlocking. LOCK 15 A Key is in steering
lock. Driver-side door key cylinder is Approx. Page Door lock switch is Approx. Select "Module
programming" from the menu. Select "Programmable Module Installation". Page NOTE: The
screw which fixes the keyless receiver and bracket is for a body ground connection. Push the
stopper in with a small screwdriver and remove the bracket. Under any condition: Body
Continuity Inspect for continuity to ground detected ground. Is an after-market system
installed? Verify that the trunk lid opener cancel switch is at the OFF position when performing
the on-board diagnostic test. If there is a problem, verify that the connectors, terminals and
wiring harnesses are connected correctly and undamaged. No Go to the next step. Hazard
warning lights flash. No Inspect the door lock linkage. Does every door lock system work?
Repair or replace if necessary. Insert a small screwdriver into the slot and gently pry open the
transmitter. Press the portion of the battery indicated by A and remove the battery. Press on the
B portion of the battery to set the battery. Always push the button for 5 seconds. NOTE: A
correct measurement cannot be obtained if the battery temperature is low. Verify that the
minimum voltage is the standard voltage or more for 10 seconds after starting measurement. If
the voltage is under the standard voltage, replace the battery. Disconnect the coil connector.
Detach the steering lock tab from hole on the coil. The engine will not start unless all work is
performed using the WDS or equivalent. Page before beginning the procedure do not have to be
new keys. Any key that is capable of starting the engine before beginning the procedure can be
used. Page NOTE: Within the following procedures, the term a "valid key" means a "key that can
start the engine". When verifying that the keys can start the engine, wait at least 5 s or more
between inserting them. Verify that the security light illuminates for approx. Using key 1, turn
the ignition switch to the LOCK position within approx. Remove key 1 6. Continue to perform
the procedure as indicated. Page No. Have two or more keys key 1, key 2 ready for registration
after the clearing the key ID numbers. Using key 1, turn the ignition switch to the ON position.

After verifying that the security light illuminates for 3 s or more , turn the ignition switch to the
LOCK position and remove key 1. Page to create an unauthorized spare key. This function is for
use by rental car or other companies with vehicle fleets. Procedure 1. Using any key, turn the
ignition switch to the ON position. Either a valid or an unregistered key can be used. Page 7.
Perform security access as indicated on the WDS or equivalent screen. See No. Page
Disconnect the negative battery cable. Results of the malfunction diagnosis can be verified from
the DTCs. After completely repairing one location, turn the ignition switch from the LOCK to the
ON position and perform immobilizer system malfunction diagnosis. Disconnect the WDS or
equivalent. No Repair the wiring harness. Disconnect the keyless control No Go to the next
step. Dispose of the malfunctioning key. No Go to Step 3. Are one or more keys registered? No
DTC troubleshooting completed. Disconnect the key reminder switch connector. Remove the
key reminder switch. Page Type B 1. Verify the continuity between the relay terminals. If not as
indicated in the table, replace the relay. Replacing the instrument cluster without performing the
configuration procedure will result in system malfunction. Input vehicle information following
the directions on the screen. Select the item below, and follow the directions on the screen. Item
"IC" Using a speedometer tester 1. Verify that the speedometer reading is within the range
indicated in the table. Water temperature gauge 1. Oil pressure gauge 1. Verify that the voltage
of the instrument cluster terminal 2E is 1. Except above After selecting check code 13, wait for
approx. Replace the instrument cluster. Except Replace the above instrument cluster. Go to the
next step. Replace the Except above After selecting check code 28, instrument cluster. Page
Verify that the voltage of the instrument cluster terminal 2W is 1. The key Key reminder switch
reminder switch is off. Wiring harness Key Page Verify that the voltage of the instrument cluster
terminal 2U is 1. Drain the fuel from the fuel tank. Fuel can also irritate skin and eyes. Turn the
ignition switch to the ON position and operate the fuel pump for approx. Align the fuel suction
pipe bracket alignment marks and the retainer notch as shown in the figure. Install the packing.
Align the positions of the cap and retainer as shown in the figure, and tighten them one full
rotation by hand. Move the float to the topmost and bottommost positions, and verify that the
resistance between terminals A and B of the fuel gauge sender unit main and the position of the
float are as shown in the figure. If they are not as shown in the figure, replace the fuel gauge
sender unit main. Disconnect the oil level switch connector. Verify the continuity between the
oil level switch terminals. If the continuity is not as indicated in the tables, replace the oil level
switch. Disconnect the coolant level switch. Verify the continuity between the coolant level
switch terminals. If the continuity is not as indicated in the tables, replace the coolant reserve
tank. Remove the LCD unit. Verify if any DTCs are displayed. Perform instrument cluster
Referring to the following table, determine the malfunctioning part of the CAN system.
Malfunction location Wiring harness Determine malfunctioning part of CAN system. Page Is
malfunctioning part wiring harness 3 front harness? Page Disconnect instrument cluster
connector. Disconnect instrument cluster connector. Page Connect PCM connector. Connect
steering angle sensor connector. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick
Links. See also: Troubleshooting Manual , Workshop Manual. Table of Contents. Should you
resell the vehicle, leave this manual with it for the next owner. By reading your manual, you can
Please refer to the manual for a detailed find out about the features, important explanation.
Essential Safety Equipment Use of safety equipment, including seats, seat belt system,
child-restraint systems and SRS air bags. Dashboard and Interior Overview The equipment and
installation position varies by vehicle Form No. Page Seats The result in serious injury. Consult
an driver could lose control of the vehicle Authorized Mazda Dealer if there is and have an
accident. Do not drive with the seatback When lowering the seatback, be unlocked: careful not
to pinch or injure your The power operated seat is available only on the driver's seat. Page 19
Consult an power. In addition, the seatback also lowers rearward. Do not drive with either front
seat Refer to Folding the Seat on page Release the switch at the desired position. To A seat
adjustment switch other than a exit the rear seating area, fold the front lumbar support switch is
operated. The non- adjustable head restraints consist of a trimmed foam covering over the
upper structure of the seatbacks and are intended to help protect you and the front The warmer.
The heat from the seat ignition must be switched ON. The temperature of the seat warmer
cannot be adjusted because the seat warmer is controlled by a thermostat. Page Seat Belt Seat
belts help to decrease the possibility of severe injury during accidents and sudden stops.
Mazda recommends that the driver and all passengers always wear seat belts. Page 28 Have
your seat belts changed immediately if the pretensioner or load limiter has been expended:
Always have an Authorized Mazda Dealer immediately inspect the front seat belt pretensioners
and air bags after any collision. Like the air bags, the front seat belt pretensioners and load
limiters will only function once and must be replaced after any collision that caused them to

deploy. Ask your doctor for specific recommendations. The shoulder belt should be worn
across your shoulder properly, but never across the stomach area. Grasp the seat belt tongue.
Page 32 Even if the pretensioners have not fired, the load limiting function must be checked by
an Authorized Mazda Dealer after any collision. Page 33 Always have an Authorized Mazda
dangerous. Unless all safety Dealer immediately inspect the front procedures are followed,
injury could seat belt pretensioners and air bags result. Page 34 The seat belt switched ON. If
any of these occur, will be too long and not fit properly. The system may not provide adequate
protection and you work in an accident. Page 35 SRS driver's or front passenger's air use the
extender in a different vehicle bag system will determine that the or seat. If you sell your Mazda,
do driver or front passenger is wearing not leave your seat belt extender in the seat belt even if
the driver or the vehicle. Page 36 For the safety of the driver and front passenger, Mazda
recommends not deactivating the belt reminder. Page Child Restraint Even if the front
passenger air bag is shut off, Mazda strongly recommends that children be properly restrained
and child-restraint systems of all kinds are properly secured on the rear seats which are the
best place for children. In this owner's manual, explanation of child-restraint systems is
provided for the following three types of popular child- restraint systems: infant seat, child seat,
booster seat. Page 43 Follow these instructions when using a installed on the seats that take
tethers to child-restraint system, unless you are be effective. To get the retractor into the
automatic NOTE locking mode, pull the shoulder belt Inspect this function before each use of
the portion of the seat belt until the entire child-restraint system. To check if your vehicle has
curtain air Place the child-restraint system on the 7. Make sure the front passenger air bag seat
without putting your weight on the deactivation indicator light illuminates seat and fasten the
seat belt. Page 48 Authorized Mazda Dealer as soon as possible. Both anchors must be used,
otherwise the seat will bounce around and put the child in danger. Expand the open seams on
the rear of the seat bottom slightly to verify the locations of the LATCH lower anchors. These
indicators are visible in the area where the air bags are installed. Alone, air bags may not
prevent serious injuries. Page 55 Should you sell your Mazda, we urge you to tell the new owner
of its air bag systems and that familiarization with all instructions about them, from the Owner's
Manual, is important. The electrical system with crash sensors and diagnostic module. The air
bags are mounted in the following locations: The steering wheel hub The front passenger
dashboard After that, the front air bags will not work again and must be replaced. Only an
Authorized Mazda Dealer can replace the system components. The front, dual stage air bags
control air bag inflation in two energy stages. During an impact of moderate severity the front
air bags deploy with lesser energy, whereas during more severe impacts, they deploy with more
energy. These sensors are located under both of the front passenger seat rails. Page 60 ON and
does not illuminate as indicated in the above chart, do not allow a child to sit in the front
passenger seat; contact the Authorized Mazda Dealer as soon as possible. The system may not
work properly in an accident. Page 63 Authorized Mazda Dealer as soon as possible. If the front
passenger air bag deactivation indicator light illuminates when an adult is seated in the front
passenger seat, have the passenger re-adjust their posture by sitting with their feet on the floor,
and then re-fastening the seat belt. Page 64 The side and curtain air bags will function only
once. After that, the side and curtain air bags will not work again and must be replaced. Only an
Authorized Mazda Dealer can replace the systems. The front air bags will inflate if the severity of
impact is above the designed threshold level. Page 68 ON. The system may not must be
replaced after any collision work in an accident. Page 69 If it becomes necessary to have the
components or wiring system for the supplementary restraint system modified to accommodate
a person with certain medical conditions in accordance with a certified physician, contact an
Authorized Mazda Dealer, refer to Customer Assistance U. Advanced Keyless Entry and Start
System Page 73 not in the vehicle for use if you need to make a replacement key. Also write
down the code number and keep it in another safe and handy place, but not in the vehicle. If
your key is lost, consult your Authorized Mazda Dealer with the code number ready. Form No.
Additional advanced keys can be obtained at an Authorized Mazda Dealer. Up to 6 advanced
keys can be used with the advanced keyless functions per vehicle. Page 76 Authorized Mazda
Dealer. If your advanced key is lost or stolen, bring all remaining advanced keys to an
Authorized Mazda Dealer as soon as possible for a replacement and to make the lost or stolen
advanced key inoperative. A beep sound will be heard twice Engine-starting is controlled by the
spark Keep the clutch pedal depressed while ignition system. Page 82 Refer to Tachometer on
page If the engine does not start the first time, refer to Starting a Flooded Engine under
Emergency Starting. If the engine still does not start, have your vehicle inspected by an
Authorized Mazda Dealer page If they are closed and locked, Operation indicator light the horn
will sound. Page Warning And Beep Sounds However the beep sound will be heard vehicle
inspected at an Authorized continuously when the ignition is Mazda Dealer as soon as possible.

The auxiliary key is inserted into the Warning Beep ignition switch. Have the vehicle inspected
at an Authorized Mazda Dealer as soon as possible. Page Doors And Locks This could result in
If your key is lost, consult your Authorized someone being badly injured or even Mazda Dealer
and have your code number killed. Children may find these new ready. This system remotely
locks and unlocks the doors and opens the trunk lid, and opens the power windows. Page 92 To
install a new battery, refer to Maintenance page Trunk button Additional transmitters can be
obtained at an Authorized Mazda Dealer. Bring all Insert a small flathead screwdriver into the
slot and push the tab to remove the If the buttons on the transmitter are key from the
transmitter. Page 95 Authorized Mazda Dealer. If your transmitter is lost or stolen, bring all
remaining transmitters to an Authorized Mazda Dealer as soon as possible for a replacement
and to make the lost or stolen transmitter inoperative. All doors unlock when the driver's door is
unlocked and the key is held in the unlock position for one second or longer. Close the rear
door first, and then close Make sure the rear door is closed the front door. The passenger power
window can be Page If you are unable to cancel the function automatically, pull and hold the
switch fully despite carrying out the cancellation and the window will close. Page Opening
injury. However, 1. Make sure equivalent, available at an the window is securely closed. Page
Contact an Authorized Mazda Dealer as soon as possible. To close the fuel-filler cap, turn it
clockwise until two or more clicks are heard. After electrically only when the ignition is washing
your Mazda or after it rains, wipe the switched ON. The sunshade can be opened and closed by
hand. Page Always keep a spare advanced key in case indicator light keeps illuminating or one
is lost. If an advanced key is lost, flashing, the system may have a consult an Authorized Mazda
Dealer as malfunction. Consult an Authorized soon as possible. Mazda Dealer. Page Go to an
Authorized Mazda Dealer and have it checked. If the engine is shut off while the indicator light is
flashing, you will not be able to restart it. Page Mazda Dealer as soon as possible. Consult an
Authorized your remaining keys and immobilizer Mazda Dealer. Mazda Dealer and have it
checked. If you The system operates only when the driver is shut off the engine while the light
is in the vehicle or within operational range flashing you will not be able to restart it. Locking
the doors with the inside door-lock If the system is triggered again, the lights knob will not arm
the system. Page Authorized Mazda Dealer. Mazda recommends that you affix it to the lower
rear corner of a front door window. Depress the mirror switch in the appropriate direction.
Otherwise, light sensor sensitivity will be affected and may not operate normally. Fuel and
Engine Exhaust Precautions Never add cleaning agents other than those specified by Mazda.
Other cleaning agents and additives may damage the system. Consult an Authorized Mazda
Dealer. Gasoline blended with oxygenates such as alcohol or ether compounds are generally
referred to as oxygenated fuels. If you smell exhaust gas inside your vehicle, keep all windows
fully open and contact an Authorized Mazda Dealer immediately. Do not run the engine when
inside an enclosed area: Running the engine inside an enclosed area, such as a garage, is
dangerous. Page Driving Tips Break-In Period Money-Saving Suggestions No special break-in is
necessary, but a few How you operate your Mazda determines precautions in the first 1, km how
far it will travel on a tank of fuel. Use miles may add to the performance, these suggestions to
help save money on economy, and life of your Mazda. Page Check local regulations before
using tire from the inch size to inch tires. Please consult an Authorized Mazda Dealer. Never tow
a trailer with your Mazda RX Starting and Driving NOTE Leaving the key or start knob in any
position If the engine still does accident and serious injury. Page Brake System Do not coast
with the engine stalled or qFoot Brake turned off, find a safe place to stop: Coasting with the
engine stalled or Your Mazda has power-assisted brakes turned off is dangerous. Braking will
that adjust automatically through normal require more effort, and the brake's use. Page Consult
an Authorized speed, tailgating following another Mazda Dealer as soon as possible even if the
vehicle too closely , driving on ice and brake light is no longer illuminated. Page Have the
vehicle towed to as if the vehicle had no ABS. Page Manual Transmission Operation As soon as
overrev when the tachometer needle enters the striped zone. The display of the variable red
zone in the tachometer changes according to the temperature of the engine coolant. Steering is
engine is running. If tire pressure is too low in one or more tires, the system will inform the
driver via the warning light in the instrument panel and by the warning beep sound. Page
Authorized Mazda Dealer or a tire repair station. Page Leaks need to be addressed by more than
simply refilling the trouble tire as leaks are dangerous - take it to an Authorized Mazda Dealer
which has all the equipment to fix tires, TPMS systems and order the best replacement tire for
your vehicle. Dealer, or the tire pressure sensors may be damaged. The display mode can be
changed Page We recommend illuminated because the engine could an Authorized Mazda
Dealer. Drive to the side of the road and park the engine oil level. The compact, high off the
right-of-way. Page If the check engine light remains on or Self-servicing or tampering with the
flashes continuously, do not drive at high systems is dangerous. Page : Flashing that their seat

belts are not fastened. For the : Beep safety of the driver and front passenger, Mazda
recommends not deactivating the belt Once the beep sound is heard, it continues reminder.
Page Continuing to drive your immediately and avoid sudden Mazda in this condition could
cause maneuvering and braking: damage to your transmission. If the tire pressure monitoring
system Consult an Authorized Mazda Dealer warning light illuminates or flashes, as soon as
possible. Page When the warning light flashes, there may the vehicle. Have the vehicle be a
system malfunction. Dealer as soon as possible. Authorized Mazda Dealer. The dynamic
stability control may have a malfunction. Page If the light remains illuminated after the If the
indicator light illuminates, contact engine is started, or illuminates while an Authorized Mazda
Dealer. NOTE To prevent discharging the battery, do not leave the lights on while the engine is
off unless safety requires them. Page In this case, the light turns off if the light switch is turned
to the OFF position. Page Do not replace the xenon fusion bulbs yourself Replacing the xenon
fusion bulbs yourself is dangerous. Because the xenon fusion bulbs require high voltage, you
could receive an electric shock if the bulbs are handled incorrectly. Consult an Authorized
Mazda Dealer when the replacement is necessary. NOTE If the headlights flicker, or the
brightness weakens, the bulb-life may be depleted and a replacement is necessary. To flash the
headlights, pull the lever fully towards you the headlight switch does qDaytime Running Lights
Canada not need to be on. The lever will return to the normal position when released. They help
you to see as well as to be seen. Mazda Dealer as soon as possible. Drive to the side of the road
and park off the right-of- Only use windshield washer fluid way. Wait until the weather clears
before trying mixed with anti-freeze protection in to drive with the wipers inoperative. Page page
If it's normal, stop operation. In this case, set the wiper consult an Authorized Mazda Dealer.
Press and hold the just-trained which can be individually selected and HomeLink button and
observe the programmed using the transmitters for indicator light. Page ON efficient. Consult
an Authorized Mazda when the engine is not running. Dealer for refrigerant inspection. Side
Vents To adjust the direction of airflow, open the vents and rotate them left and right. Check
your vehicle's climate control type and read the appropriate pages. Manual Type Air intake
selector 0 Fan off 1 Low speed 2 Medium low speed 3 Medium high speed 4 High speed Mode
selector switch This switch controls the source of air entering the vehicle. If cooler air is desired
at face level, set the mode selector switch at the position and adjust the temperature control dial
to Press the windshield defroster switch. When using the air conditioner while driving up long
hills or in heavy 2. Press the mode selector switch to the desired position. Condensation
phenomenon Immediately after turning on the heater when the vehicle is cold, the CD or If a
disc been designed to play CDs bearing the with rough edges is used, proper identification logo
as shown below. Volatile chemicals such as benzine and Do not use discs with cellophane tape
thinner can also damage the surface of adhering, partially peeled off labels, or This unit can
play MP3 files that have been recorded in bit rates of 8 kbps to kbps. Generally, the larger the
number of the transfer bit rate when compressing an MP3 file, the more information regarding
musical reproduction it carries, and therefore the better the sound quality. There are two types
of In-dash CD changers. Check which In-dash CD changer your vehicle is equipped with. Press
the audio control dial to select the function. Standard audio-equipped model 2. Turn the audio
control dial to adjust the selected functions as follows: Standard audio-equipped model
Indication Turn Left Turn Right The Depending on the type of audio unit, the selected mode will
be indicated. MP3 audio files can be played, however, MP3 audio files encoded with high
compression may result in poor sound quality. Otherwise, the unavailable because of a channel
update the updating procedure will be cancelled. SR bank number preset number channel
number ] are Lowest category displayed. NOTE 4. Three seconds later, it returns to normal
While all categories are selected, all channels display. If there is no short name, the display long
name is displayed. Page FAIL is displayed after button is being pressed. When pressing
pressing the ESN button for 1. Master code: The Master Code is used to initialize or re- 4.
Determine the new ID code which 5. Input the registered ID code using has been input by
pressing the auto channel preset buttons Press and hold the auto memory Err is displayed and
it returns to the button, then press channel preset button former display. Page If the message
track. Music scan This function scans the titles on a CD and plays 10 seconds of each song to
aid you in finding a song you want to listen to. Press and hold the CD eject button displayed.
Page CD for damage, dirt, or smudges, and then properly reinsert. If the message appears
again, take the unit to an Authorized Mazda Dealer for service. If you cannot clear the error
indication, take the vehicle to an Authorized Mazda Dealer. Indication Cause Solution
Depending on the Mazda has installed this system to prevent distraction while driving the
vehicle and using audio controls on the dashboard. Always make safe driving your first priority.
If servicing is required, contact an Authorized Mazda Dealer. Never operate the CD player with
the top case of the unit removed. Page Bluetooth Hands-Free However, even among these

operations while the vehicle is parked: Bluetooth phones are some which Performing
phonebook registration will not connect with your Mazda or while driving the vehicle could be a
will have limited function. Therefore, distraction to your driving and result consult Mazda
Bluetooth Hands-Free in an unexpected accident. Say: [Beep] Yes 4. Prompt: Select one of the
following: Pairing options, confirmation prompts, 5. Prompt: Please wait. Switching to select
phone, language, or passcode, or French phone book. Page For the operation of the mobile
telephone, priority X Priority number. Is this refer to its instruction manual. Select Mazda from
the device list Say: [Beep] Yes searched by the mobile phone. Prompt: Pairing complete Input
the 4-digit pairing code set in Step 9 to the mobile telephone. Prompt: Incoming call, press the
navigation system or a long press phone button to answer. Prompt: Dialing 2. Say: [Beep] Mute
off 3. Prompt: Microphone unmuted qEmergency Calls qTransferring a Call A call can be made
to the emergency phone number using the voice input Transferring a call from Hands-Free to
command. Prompt: Please say the name of the Ex. List names Say: [Beep] Erase all 5. John's
phone , Mary's 5. Prompt: Are you sure you want to phone, Bill's phone Voice guidance erase
everything from your Hands Free reads out the voice tags registered to system phone book?
Phone A, phone B, phone C The voice guidance reads qMobile Phone out the phone tags
registered to the hands-free system. Mobile phone registration For the registration of a
Bluetooth Prompt: Select one of the following: 3. Prompt: Select one of the following: pairing
options, confirmation prompts, pairing options, confirmation prompts, select phone, language,
or passcode Prompt: Passcode is enabled. Would 3. Prompt: Select one of the following: you
like to disable it? When the illuminated entry system Sunvisor operates, the overhead light
switch is in the DOOR position and the courtesy ON, the time is displayed. Page Ashtray To use,
open the cover. They may damage it or cause electrical failure. Use only a genuine Mazda
lighter or the equivalent. Never use a cup holder to hold hot liquids while the vehicle is moving:
Using a cup holder to hold hot liquids while the vehicle is moving is Keep storage boxes closed
when driving: Driving with the storage boxes open is dangerous. Front 1. Slide the lid while
pushing the button until you hear a click sound. Parking in an Emergency The hazard warning
lights warn other drivers that your vehicle is a traffic hazard and that they must take extreme
caution Page Perform the removal procedure in reverse. If an emergency tire repair is needed,
repair the flat tire with the emergency flat tire repair kit page If you require a temporary spare
tire, consult an Authorized Mazda Dealer. The emergency flat tire repair kit cannot be used in
the following cases. Purchase a new tire sealant kit at an Authorized Mazda Dealer. Pull out the
injection hose from the valve. Reinsert the valve core into the NOTE valve and turn it clockwise
to install Store the valve core in a place where it won't get dirty. Page Do not throw away the
empty tire sealant bottle after use. Return the empty tire sealant bottle to an Authorized Mazda
Dealer when replacing the tire. The empty tire sealant bottle will need to be used to extract and
dispose of the used sealant from the tire. Page , 3 bar, When the inflation pressure rises above
kPa 3. Page Changing The Tire page Have the tire sealant replaced at an Authorized Mazda
Dealer before the period of 1. Park on a level surface off the right-of- effective use has expired.
Turn on the hazard warning flasher. Have everyone get out of the vehicle 1. Loosen the lug nuts
by turning them and away from the vehicle and traffic. Page Before positions recommended in
this manual: removing the lug nuts, make sure your Attempting to jack the vehicle in Mazda is
firmly in position and that it positions other than those cannot slip or move. Page If you lose
qMounting the Tire this key, consult an Authorized Mazda Dealer or use the lock manufacturer's
1. Remove dirt and grime from the order form, which is with the registration mounting surfaces
of the wheel and card. Page Because the wheel studs and lug nuts Applying oil or grease to lug
nuts and on your Mazda have metric threads, bolts is dangerous. The lug nuts using a
non-metric nut is dangerous. With Tire Pressure Monitoring System A tire pressure sensor is
not installed to the temporary spare tire. Steam from an overheated engine is dangerous. The
escaping steam could 6. Make sure the cooling fan is operating, seriously burn you. Page
Carefully add coolant as required page The engine could be seriously damaged unless repairs
are made. It may damage the starter and drain the battery. If the engine still does not start using
the above procedure, have your vehicle inspected by an Authorized Mazda Dealer. So follow the
procedure carefully. If you feel unsure about jump-starting, we strongly recommend that you
have a competent service technician do the work. Hydrogen gas, produced during normal
battery operation, could ignite and cause the battery to explode. Remove the battery cover from
its rear Connect the other end to a solid, side. The vehicle being towed Page Emergency Towing
Towing Description Do not tow the vehicle pointed We recommend that towing be done only
forward with driving wheels on the by an Authorized Mazda Dealer or a ground. This may cause
internal commercial tow-truck service. They have been designed only for securing the vehicle to
a transport vessel during shipping. Make sure that the tiedown eyelet is securely tightened to
the bumper. The transmission is not designed for towing this vehicle on all 4 wheels. When

doing recreational towing refer to Towing Description page and Tiedown Hooks page and Page
Introduction Claims against the warranty resulting from lack of maintenance, as opposed to
defective materials or authorized Mazda workmanship, will not be honored. Any auto repair
shop using parts equivalent to your Mazda's original equipment may perform maintenance. But
we recommend that it always be done by an Authorized Mazda Dealer using genuine Mazda
parts. Repeated short-distance driving Driving in dusty conditions Driving with extended use of
brakes Driving in areas where salt or other corrosive materials are used Driving on rough or
muddy roads Page Owner Maintenance The owner or a qualified service technician should make
these vehicle inspections at the indicated intervals to ensure safe and dependable operation.
Bring any problem to the attention of an Authorized Mazda Dealer or qualified service technician
as soon as possible. Page Owner Maintenance Precautions Improper owner maintenance during
the warranty period may affect warranty coverage. For details, read the separate Mazda
Warranty statement provided with the vehicle. If you're unsure about any servicing or
maintenance procedure, have it done by an Authorized Mazda Dealer. It will continue running
for about 10 minutes after the ignition switch is turned to off. Remove the service cover. Except
U. Pull out the dipstick, wipe it clean, and must be on the label. Always add Inspect the
antifreeze protection and a proper coolant mixture. The brakes and clutch draw fluid from the
same reservoir. Mixing different fluids will also damage them. All moving points of the body,
such as door and hood hinges and locks, should be lubricated each time the engine oil is
changed. Page Wiper Blades Be careful not to pinch hands or fingers as it may cause injury, or
damage the wipers. When washing or servicing your Mazda, make sure the wiper lever is in the
OFF position. Contamination of either the windshield or the blades with foreign matter can
reduce wiper effectiveness. Read the following precautions carefully before using the battery or
inspecting to ensure safe and correct handling: Always wear eye protection when working near
the battery It could seriously affect ride, handling, ground clearance, tire clearance, and
speedometer calibration. This could cause you to have an accident. Page Do not use any part
for the tire valve cap that is not a Mazda- genuine part. Refer to the specification charts page If
these instructions aren't followed, Page Spare Tire wheel. If you require a spare tire, consult an
It is recommended damaged. Page Consult an Authorized to the left. Mazda Dealer when the
replacement 3. Turn the center section of the plastic is necessary. Page 6. Install the new bulb
in the reverse order of the removal procedure. If the halogen bulb is accidentally touched, it
should be cleaned with rubbing alcohol before being used. Make sure the ignition switch is
turned both hands. The entire light unit itself has to be replaced, therefore consult an
Authorized Mazda Dealer for a replacement light unit. Wrap the end of a flathead screwdriver in
a soft cloth and remove the trunk handle by inserting the flathead screwdriver in the position
shown in the figure and carefully prying the handle off. Press the tab on the bulb socket and 2.
Wrap the end of a flathead screwdriver remove the connector cord. Wrap a small flathead
screwdriver with 1. Remove the screws with a Phillips a soft cloth to prevent damage to the
screwdriver. Page Fuses If a fuse has blown, the inside element will be melted. If the same fuse
blows again, avoid using that system and consult an Authorized Mazda Dealer as soon as
possible. Install the new bulb in the reverse order of removal. Page If it does not fit tightly, have
an expert install it. We recommend an Battery cover Authorized Mazda Dealer. If you have no
spare fuses, borrow one NOTE of the same rating from a circuit not Incorrect replacement could
cause an electrical shock or a short circuit resulting in a fire. Page Appearance Care Prevention
Industrial pollutants and vehicle emissions drift into the air and mix with rain or dew It is
necessary to have your Mazda to form acids. These acids can settle on a washed and waxed to
preserve its finish according to the instructions in this vehicle's finish. Page The rings Chipped
paint can lead to rust forming on can damage your vehicle's finish. Before this happens, repair
the damage by using Mazda touch-up paint Prevention according to the instructions in this
section. Page Exterior Care When the wiper lever is in the AUTO position and the ignition switch
is in NOTE the ON position, the wipers may Mazda is not responsible for scratches move
automatically in the following caused by automatic car washes or cases: improper washing.
Page CAUTION as fuel lines, frame, floor pan, and exhaust system, even though these parts
may be If your Mazda is damaged and needs coated with anti-corrosive material. Special care is
needed lights, do not use gasoline, kerosene, to protect this coating. Otherwise its color Have
an Authorized Mazda Dealer will be affected, it can be stained easily, replace damaged seat
belts and its fire-resistance may be reduced. Page Customer Assistance Answers to many
questions, including how to locate or contact a local Mazda dealership in the U. E-mail: click on
Contact Us located on the Inside Mazda tab, or at the bottom of the page at As a final step to
ensure that your concerns are being fairly considered, Mazda North American Operations has
agreed to participate in a dispute settlement program administered by the Better Business
Bureau BBB system, at no cost to you the consumer. Page Mazda or one of our dealers, and a

statement of the relief you are seeking. Page AND the nonconformity has been subject to repair
two or more times by Mazda or its agents AND the buyer or lessee has directly notified Mazda of
the need for the repair of the nonconformity; OR Page Your complete and permanent
satisfaction is of primary concern to Mazda. All Authorized Mazda Dealers have both the
knowledge and tools to keep your Mazda in top condition. In our experience, any questions,
problems, or complaints regarding the operation of your Mazda or any other general service
transactions are most effectively resolved by your dealer. Page 1 Discuss the matter with an
Authorized Mazda Dealer. This is the quickest and best way to address the issue. Page Irvine,
CA U. Virgin Island outside U. Plaza Motors Corp. Mazda de Puerto Rico P. There might not be
an Authorized Mazda Dealer in the country you plan to take your vehicle. The Mazda warranty is
valid only in certain countries. These may fit your vehicle, but they are not approved by Mazda
for use with Mazda vehicles. When you install non-genuine parts or accessories, they could
affect your vehicle's performance or safety systems; National Highway Traffic Safety
Administration for grading tires by tread wear, traction, and temperature performance. Page
These grades will be added to the sidewalls of passenger vehicle tires over the next several
years according to a schedule established by the NHTSA and the tire manufacturers. The grade
of tires available as standard or optional equipment on Mazda vehicles may vary with respect to
grade. Page Tire Information U. Tire Labeling Federal law requires tire manufacturers to place
standardized information on the sidewall of all tires. This information identifies and describes
the fundamental characteristics of the tire and also provides a tire identification number for
safety standard certification and in case of a recall. Tread wear, traction and temperature grades
Here is an explanation of the various components of that tire size and load index rating. H is the
speed rating. The speed rating denotes the maximum speed for which the use of the tire is
rated. Letter Rating Speed Rating 99 mph Tread Wear, Traction and Temperature Grades Tread
wear: The tread wear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Temporary tires 2.
Nominal width of tire in millimeters 3. This two-digit number indicates the tire's ratio of height to
width. D is the tire construction symbol. D indicates diagonal ply construction. Location of the
Tire Label Placard You will find the tire label containing tire inflation pressure by tire size and
other important information on the driver's side B-pillar or on the edge of the rear door on the
driver's side. WARNING Always check the tire inflation pressures on a regular basis according
to the recommended tire inflation pressure on the tire label and in conjunction with the
information in this owner's manual: Driving your vehicle with under-inflated tires is dangerous.
Tire Identification Number TIN : A number on the sidewall of each tire providing information
about the tire brand and manufacturing plant, tire size, and date of manufacture. Tire
Maintenance Improper or inadequate vehicle maintenance can cause tires to wear abnormally.
Here are some important maintenance points: qTire Inflation Pressure Inspect all tire pressure
monthly including the spare when the tires are cold. CAUTION Rotate unidirectional tires and
radial tires that have an asymmetrical tread pattern or studs only from front to rear, not from
side to side. Tire performance will be weakened if rotated from side to side. NOTE Tires degrade
over time, even when they are not being used on the road. It is recommended that tires
generally be replaced when they are 6 years or older. Vehicle Loading WARNING Do not tow a
trailer with this vehicle: Towing a trailer with this vehicle is dangerous because it has not been
designed to tow a trailer and doing so will affect the drive system which could result in vehicle
damage. Base Curb Weight is the weight of the vehicle including a full tank of fuel and all
standard equipment. It does not include passengers, cargo, or optional equipment. Vehicle Curb
Weight is the weight of your new vehicle when you picked it up from your dealer plus any
aftermarket equipment. The cargo weight limit decreases depending on the number of vehicle
occupants. The cargo weight limit can be calculated by subtracting the total weight of the
vehicle occupants from the combination weight of occupants and cargo should never exceed
value on the tire label. GCWR Gross Combination Weight Rating is the maximum allowable
weight of the vehicle - including all cargo and passengers opgi nova
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that the vehicle can handle without risking damage. Page Irvine, California P. Page Service
Publications Factory-authorized Mazda service publications are available for owners who wish
to do some of their own maintenance and repair. When requesting any of our publications
through an Authorized Mazda Dealer, refer to the chart below. If they do not have what you need
in stock, they can order it for you. This is not a technician's manual. Identification Numbers The
number is on a plate attached to the left top side of the dashboard. When replacing tires, Mazda

recommends that you replace tires of the same type originally fitted to your vehicle. For details,
contact an Authorized Mazda Dealer. Check the tire pressure label for tire size and inflation
pressure. These settings can only be changed by an Authorized Mazda Dealer. Page Warning
light Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

