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Then it eventually died and the engine won't start. After waiting overnight, I cranked her up and
she started with no check engine light. Seems to be driving fine now. Dealership won't even
look at her because the check engine light is gone. Any help is appreciated. My Honda Civic
stalled with engine code P After an overnight wait, it works fine now-what is wrong? Seems to
be driving That code is very familiar to me. I encountered P on my 98 Civic last year. Other
resources will only tell you that it's misfiring or a problem with the ignition. However, the offical
Honda Civic service manual will tell you it's an intermittent interruption in the top dead center
circuit sensor. It is related to a sensor in the distributor responsible for detecting TDC top dead
center of the spinning rod across your engine. As your engine turns, everything from your
timing belt pulleys to the other end of your distributor must be in sync on when TDC has been
crossed for every revolution. This precise timing allows your sparkplugs to ignite the fuel to
perform proper combustion. If timing is off because TDC cannot be properly detected by the
sensors within your distributor, you can experience poor engine performance to stalls. My civic
ran okay after I disconnected the battery to clear the engine light, but the engine light would
return after several days. The engine also felt sort of rough during idle and would stall on some
occasions. I tried troubleshooting the sensors but failed so I ended up simply replacing the
whole distributor. After the replacement, my civic ran perfect, no stalls and no engine light
warnings. Trending News. For Tiger Woods, golf is secondary at this point. Poll: Partisan divide
over vaccine acceptance grows. Official on Woods: He's 'very fortunate' to be alive. State tax
changes could mean bigger refunds for some. Trudeau on Biden call: U. Chris Harrison's
'Bachelor' future up in the air. Mars rover's giant parachute carried secret message. Bucs GM
considering Tom Brady contract extension. Answer Save. Ceegster Lv 4. Here you go sir I hope
this helps. This Site Might Help You. Good luck! Still have questions? Get your answers by
asking now. P Honda Auto Trouble Code on vehicles with electronically controlled automatic
transmissions, the shift solenoid is responsible for actuating the hydraulic circuits to activate
clutches or bands that change gears inside the automatic transmission. Some problems such
as misfires and evaporative emission EVAP leaks can be very challenging to nail down. Misfires
can be caused by ignition problems, fuel problems or compression problems. The underlying
cause might be fouled spark plugs, bad plug wires, a weak ignition coil, dirty injectors, a
shorted or open injector, low fuel pressure, a vacuum leak, a leaky head gasket, burned exhaust
valve or a camshaft with a bad lobe. This DTC is set if the transition is not detected. With P
Honda code so start with the basics like a fuel pressure and fuel volume test. Or, you can start
on the electrical side by doing a voltage drop on both the power and ground connections for the
fuel pump. Some shops are reporting corrosion on the fuel pump ground that reduces power
and fuel pressure. All auto trouble codes with car brands. P Honda Auto Trouble Code P Honda
Auto Trouble Code on vehicles with electronically controlled automatic transmissions, the shift
solenoid is responsible for actuating the hydraulic circuits to activate clutches or bands that
change gears inside the automatic transmission. P U B C Example: P Honda Trouble Repair :
With P Honda code so start with the basics like a fuel pressure and fuel volume test. Example:
Then it eventually died and the engine won't start. After waiting overnight, I cranked her up and
she started with no check engine light. Seems to be driving fine now. Dealership won't even
look at her because the check engine light is gone. Any help is appreciated. My Honda Civic
stalled with engine code P After an overnight wait, it works fine now-what is wrong? Seems to
be driving That code is very familiar to me. I encountered P on my 98 Civic last year. Other
resources will only tell you that it's misfiring or a problem with the ignition. However, the offical
Honda Civic service manual will tell you it's an intermittent interruption in the top dead center
circuit sensor. It is related to a sensor in the distributor responsible for detecting TDC top dead
center of the spinning rod across your engine. As your engine turns, everything from your
timing belt pulleys to the other end of your distributor must be in sync on when TDC has been
crossed for every revolution. This precise timing allows your sparkplugs to ignite the fuel to
perform proper combustion. If timing is off because TDC cannot be properly detected by the
sensors within your distributor, you can experience poor engine performance to stalls. My civic
ran okay after I disconnected the battery to clear the engine light, but the engine light would
return after several days. The engine also felt sort of rough during idle and would stall on some
occasions. I tried troubleshooting the sensors but failed so I ended up simply replacing the
whole distributor. After the replacement, my civic ran perfect, no stalls and no engine light
warnings. Trending News. For Tiger Woods, golf is secondary at this point. Poll: Partisan divide
over vaccine acceptance grows. Official on Woods: He's 'very fortunate' to be alive. State tax
changes could mean bigger refunds for some. Trudeau on Biden call: U. Chris Harrison's
'Bachelor' future up in the air. AOC joins backlash over Biden child migrant camp. Mars rover's
giant parachute carried secret message. Answer Save. Ceegster Lv 4. Here you go sir I hope
this helps. This Site Might Help You. Good luck! Still have questions? Get your answers by

asking now. Performed a visual inspection of the engine compartment and found traces of
washer fluid on both of the top dead center sensor harness connectors. Traced the washer fluid
leak and found a broken windshield washer hose. Upon further inspection, found the damaged
windshield washer hose leaked washer fluid onto the top dead center sensor harness
connectors. Replaced the windshield washer hose and cleaned the top dead center sensor
harness connectors, cleared the codes, performed a road test and verified the vehicle operated
properly. The check engine light did not illuminate and no fault codes returned. Special Content
Video Webinars Podcasts. Magazine Current Issue Past Issues. Connect with us. Advertise
Subscribe Contact Us. By ImportCar Staff Writers. Correction: Replaced the windshield washer
hose and cleaned the top dead center sensor harness connectors, cleared the codes, performed
a road test and verified the vehicle operated properly. In this article: Honda. Click to comment.
Watch a webinar for free on-demand! Listen to the latest Import Car podcast. Stay up to date
with the latest Import Car news. By Zach Harkins. By Wayne Colonna. Recent Posts News:
Pandemic Technology. Video Series View More Videos. Sponsored Content. The car almost
stalled yesterday and check engine light came on. I pulled up the code: P Checked the sensor
connection and everything looked fine. Reset the light and the car drives fine for now. Is it time
for TDC sensor to be replaced or is there another cause for this? Do you. Hi Horiavese, Yes this
means the crankshaft position sensor is about to go out here are diagrams below to help you
see what you are in for when doing the job and step by steps guides to help walk you through it.
Please let us know if you need anything else to get the problem fixed. Cheers Images Click to
enlarge. Was this answer. I love this site. Hello, I just want to know the meaning and cause of
this code and also how can I fix it myself? Thank you so much and more power. Start the
engine. YES - Go to step 3. NO - Intermittent failure, system is OK at this time. Turn the ignition
switch OFF. Turn the ignition switch ON II. Is there battery voltage? YES - Go to step 7. Is there
about 5 V? YES - Go to step 8. NO - Go to step YES - Go to step 9. Is there continuity? Hv a
honda civic hx and got a reading P, the car turns over but wont star. Would that be the
crankshaft or camshaft sensor? P TDC1 sensor curcuit Was this answer. Dirty tdc sensor, faulty
tdc sensor or worn wiring harness to the sensor Was this answer. I have changed the camshaft
and crankshaft sensor. I still have the same problem. I have read in other forms that an air gap
has to be set in between the cam and senor had anybody else seen this? No air gap adjustment
is needed. THis code can come up if the timing belt is off one tooth how does the engine run?
Here is a guide so you can check the marks. Please login or register to post a reply. Sponsored
links. Ask a Car Question. It's Free! I got p and I don't know whats wrong with it anymore.
Engine code f23a4 Had a bad engine on it so I swap it with another 99 accord f23a4 engine. It
start up and run fine but it wont let me go pass rpm. I put in a new timing belt, water pump, cam
seal, crank seal, rear main seal and spark plugs. Yes I gaped it. One thing that I dont know why
is I put in 5 qts of oil and it only shows between low and full. I checked cooling system and it
was fine. Since I have that code I swap out the crank sensor from other engine and it still do the
same. I swap out the distributor and still do the same. I check all the connectors and it seem ok
to me. I checked compression 1, 2, and 4 psi 3 at psi. Do you. Check for loose wires and or
connector at crank sensor. It's an intermittent signal from crank sensor. You may need a new
connector but here is the sensor which I would replace first. Check out the diagrams Below.
Please let us know if you need anything else to get the problem fixed. Images Click to enlarge.
Was this answer. Thank u so much for the reply. I will do that today. I try another connector but
its still the same. What should I try next? Then you have to try resistance to computer, as it may
be a shorted wire, or a bad ecm which if you have anti theft. Thank you sir. I changed the sensor
all fixed! How Do I clear the codes? The code shows and the car cuts off but will start again but
cutover again? There is a problem with top dead center sensor circuit or sensor here is the
location so you can replace the sensor first. Thanks for this post I had to get a new sensor all
fixed! Last June my son bought a used one-owner Accord EX 4 door 5 speed manual
transmission and the F22B1 4 cylinder 2. The car has k miles on it and no rust. The engine went
sour in it this past summer. It developed a connecting rod knock. In the long run, it ended up
being cheaper and simpler to replace the bad engine with a used engine. We found a F22B1 with
89k miles on it, bought it and installed it. We carefully labeled all vacuum hose and wiring
connectors before separating the connections. There were no check engine lights in the car
prior to disassembly. We removed the distributors from both the new and old engines prior to
any lifting operations to protect the units. The new engine came from a car with an automatic
transmission. Since my son s car was free of check engine lights and all the electronics were
working, we elected to transplant the original intake manifold assembly and wiring to the new
engine. Wherever possible, we transplanted sensors and pickups from the old engine to the
new. The only sensor that we missed was the crankshaft position sensor. We discovered that
after the timing belts and accessories were already installed and decided to gamble that the

position sensor was OK. Some of the large connectors had dielectric grease put in them prior to
reassembly. We have tried rechecking and resetting the ignition timing and exchanged the
distributor assemblies between the old and the new engines. After scanning the codes with a
scanner and erasing the codes to put out the light, the engine runs fine smooth and no misfire
until it hits RPM. The check engine light comes on again and the rev limiter kicks in at RPM. We
disconnected all the multi-pin connectors and reinserted them with no avail. We also cleaned
out all the dielectric grease from the connectors with Freon TF degreaser. The light still
reappears after hitting RPM for the first time. My next step is to remove the distributor again
from the engine and clean the mating surfaces with the cylinder head to assure that there is not
a grounding problem causing the intermittence. I have looked around on the Net and have found
this Code many places but no one has ever posted how they fixed the problem. Although it is
possible, it is probably unlikely that I have 2 bad distributor assemblies. Do you have any
ideas? Did you put the ECU from the Auto in this vehicle? Bruce, Thanks for the fa
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st response. No, we did not put the ECU from the donor car into our car. It was not available.
Also, the donor car had an automatic transmission. Ours is a 5 speed, if that matters unknown,
although our wiring harness was slightly different. Backup light switch primarily. I considered
the crankshaft position sensor CPS alignment in relationship to the TDC sensor, like fisherman
mentioned but was not looking froward to removing the timing belts again. Although, maybe I
can remove the bottom belt cover and get at the CPS. However, the CPS that is in the engine
now is the one that came with the new engine and it has never, at least as long as we have had
it, been out of the car or adjusted. If the codes change, the CPS is likely out of adjustment, like
you said. Thanks, I'll try it, but probably not until the weekend when I have more time. Please
login or register to post a reply. Now I Am I Pulled The Dipstick Registers Code P, Cyl Misfire.
Sponsored links. Ask a Car Question. It's Free!

