Pontiac 3 4 engine diagram temp sensor

I forgot to list I also had my ECM reflashed so I believe there might be a problem with the ECM
not communicating with the body module and there is also a fuse it is a 15 amp ignition fuse it
is position 21 in the under hood fuse block I am NOT getting any power to either side of that
fuse checked with meter checked with test light no voltage going to. The fuse is not blown can
you please tell me where the source voltage comes from any help would be appreciated thank
you for your reply. I have done a lot of work on my 98 Pontiac Grand Prix 3. How do I reset it?
My 07 Pontiac grand prix 3. My car keep stopping. The Reduced engine power on I replace
throttle body acceleration pedal the two sensors traction control. Dont know what else t I have a
different car. Content submitted by Users is not endorsed by CarGurus, does not express the
opinions of CarGurus, and should not be considered reviewed, screened, or approved by
CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if CarGurus
becomes aware that it violates our policies. Report Follow. Best Answer Mark helpful. Mark
helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Pontiac
Grand Prix question. Sell Your Car Yourself With a simple, secure transaction. Get Started.
Search Pontiac Grand Prix Questions. CarGurus Experts. Know more, shop wisely Search.
Related Models For Sale. Used Cars for Sale. These problems result mainly from poor
combustion, which stifles the engine. So before replacing your engine parts, try Carbon
Cleaning. A dirty engine as the result of carbon deposits is the new threat to vehicle
performance. It changes resistance with the temperature. The Coolant Temperature sensor is
critical to many PCM functions such as fuel injection, ignition timing, variable valve timing, and
transmission shifting. Decarbonization allows to clean effectively your engine. Make your online
diagnosis. Symptoms of a Bad Coolant Temperature Sensor If your vehicle starts to use a lot
more gasoline than usual, or black smoke is starting to come from the exhaust pipe, these are
indicators that the coolant temperature sensor in your vehicle could be defective, and needs to
be replaced. If you start having trouble starting your vehicle after it has reached its normal
operating temperature, this is usually a very good sign that you need to have the coolant
temperature sensor checked. To confirm, you could run your vehicle through an emissions test.
If everything else is in order, failure in this test should be because of a faulty coolant
temperature sensor. Another telltale sign of your coolant temperature sensor not functioning
properly is if your engine is overheating frequently. This can possibly happen when the coolant
is leaking, causing the temperature sensor to behave erratically. In many vehicles, a faulty
coolant temperature system will trigger a check engine light or service engine light on your
car's dashboard. A quick trip to a qualified mechanic with a diagnostic computer will tell you if
the check engine light has anything to do with a coolant temperature sensor or not. Engine
Coolant Temperature Sensors replacement Most coolant temperature sensors are not replaced
unless they have failed. A coolant sensor that is shorted, open or reading out of range
obviously can't provide a reliable temperature signal and must be replaced for the engine
management system to function properly. But many experts also recommend installing a new
coolant sensor if you are replacing or rebuilding an engine. Because coolant sensors can
deteriorate with age and may not read as accurately as they did when they were new. Installing
a new sensor can eliminate a lot of potential problems down the road. It is also a good idea to
replace the coolant sensor and thermostat if the engine has experienced a case of severe
overheating. Abnormally high engine temperatures can damage these components and may
cause them to misbehave or fail prematurely. Replacing a coolant sensor requires draining
some of the coolant from the cooling system. You do not have to drain the entire radiator. Just
open the drain valve and let out enough coolant so the coolant level in the engine is below the
sensor. This would be a good time to check the condition of the coolant, and to replace it if the
coolant is more than three years old conventional coolant or five years old long life coolant. A
coolant change and a flush would also be a good idea if the coolant shows any signs of
contamination. The threads on the coolant sensor may be pre-coated with sealer to prevent
coolant leaks. Tighten the sensor carefully to prevent damage. Once the new sensor has been
installed, you can refill the cooling system. Make sure all the air is out of the cooling system. Air
trapped under the thermostat may cause the engine to overheat or the coolant sensor to not
read correctly. Find a center. Our centers worldwide. With the Carbon Cleaning solution, you
can help extend the life of your car engine without the need to replace so many expensive parts.
Locate a center near you :. As a member of the Carbon Cleaning network, you are an
independent vendor. To help you grow your business, we put all of our experience and
expertise at your disposal. Site map. Our team is available to answer all your questions. Phone :
Please send an Email. Typical engine data sensor and control component locations on the GM
3. Click on numbers below image for a description. Fuel pressure regulator 2. Mass Airflow
sensor MAF 4. Throttle Body 5. Fuel Injector 7. PCV Valve 8. Coolant Temp sensor ECT 9. Evap
Purge Solenoid EGR Valve Question: I have a Pontiac Grand Prix that stopped running, I have

put a new fuel pump, and new computer box on it, but it still wont start. Do you have spark, fuel
pressure, injector pulse, theft or security light on dash, etc. You need to start by diagnosing the
basics. Car stared missing, was told it was EVAP purge solenoid. Replaced it and drove fine for
short time and problem started again and again was told it was EVAP purge solenoid. Why is
this happening over and over again. What can I do? The purge solenoid would not be causing
an engine misfire. It would cause a check engine light yes, but not affect the way the engine
runs. I have a Buick Century and in the last month or so the engine started making a noise that
sounds as if it were literally was a diesel engine. When opening the hood one might there was
very little or no oil coming up to top end. This would also cause a misfire on that cylinder.
Removing valve covers for inspection seems the next step after checking oil pressure. How do I
remove the TPS shaft from the throttle body? It appears stuck from the right side as viewed
from the drivers side. The little piece will not come apart on that side to release the shaft. If you
are trying to remove the throttle plate shaft from the body, it cannot be done. If you have a
problem, the throttle body needs to be replaced as an assembly. The temperature sensor?
Cannot be the temperature sensor or thermostat. If the coolant is low, you have a leak and need
to get it inspected closely. If it is not low, then you may have a level sensor problem. The light
flashed low coolant all the time and it has plenty of coolant and its not running hot at all. The
low coolant level sensor is in the passenger side of the radiator. Below the radiator cap. It is a
square black sensor that snaps into the radiator and held with a clip. I have a chevy impala and
temp gauge rises to the red but I don't heard any over heating or boiling noises but I do hear a
kind of hissing noise. What could it be? The temp sensor I'm guessing. If the temp gauge is
going into the red, it is overheating whether you hear it or not. You'd have to try and find the
exact cause. It could be anything from a water pump, intake gasket, head gaskets or even
radiator. I highly doubt you just have a bad temp sensor. Get it checked out soon, or you'll end
up losing the engine. The security light isn't on but its not getting any spark and i cant hear the
fuel pump. Fuses and the ignition module isn't getting juice along with others. Replaced fuse
same result. You should re-check all your connections, and make sure all vacuum lines are
connected and routed properly. If it idled fine before you did the heads, it has to be something
you did in the reassembly process. If it seems like it running rough, you may have switched
push rod positions by accident, that will cause the car to die out or run rough. If the check
engine light is on, get the code scanned to see what might be causing the trouble. I have a Olds
Alero, 3. I have been having problems with the Temperature gauge working when it wants to. At
time it will work fine, other times it will completely drop out and the electric fans will kick on. It
will eventually come back on, on it's own. I've checked the fuses, they where good.. I've
replaced the Temp sensor and it's had the same issue. I've ohmmed out the harness and it is
good. The wires are not frayed or broken. I have no clue at what else to look at.. Any
suggestions??? You think it could be the gauge it's self? Probably not a problem in the dash
gauges, since the fans come on. The dash does not control the fans, the gauge shows what the
computer thinks the temperature is. Either a wiring problem or bad computer. My 3. It starts fine
when the engine is cold. I can barely step on the gas pedal when it is warm and it will start right
up. I have cleaned around the throttle body butterfly and this did no help. Any ideas what may
be causing this? I did also see when cleaning the butterfly that there is a opening just past the
butterfly about the size of a dime that goes down had some carbon build up coming out of it. I
cleaned it out what I could but did not help. That opening is the idle air passage for the control
valve IAC. Sounds like you have an idle valve that is not working. You could try to remove it and
clean it real good. What can I do to make my heater blow hot air at all time. First check the
coolant level. If it is OK, you could have one of several problems- A sticking thermostat,
plugged heater core, temperature door actuator motor in the dash, etc. Any one could be faulty.
Won't start yet have 40 psi fuel pressure at the fuel rail. Runs great when starting fluid is
sprayed up the intake so I have spark I have no idea whats wrong and it's driving me up the
wall. Sounds like you are loosing fuel injector pulse. This is controlled by the PCM. Check all
fuses, then check with a test light that the injectors are getting a signal to fire. Chevy Berreta 3. I
have replaced plugs,fuel filter, regulator egr valve,air filter cleaned port in intake that goes to
EGR. Any ideas. If you are sure it is running rich, the EGR has nothing to do with it. What codes
do you have stored. If it is rich and the fuel pressure regulator FPR did not fix it, then your car
probably has a leaking fuel injector. The car won't pull a hill in the higher gear, especially when
the car is warm. And even on a flat surface, I just can't take off and throttle as fast I want to. It's
a slow acceleration. Sounds like a possibly low fuel pressure condition or plugged catalytic
converter. Get the computer codes scanned first. May give a direction to the problem. Problems
with a Pontiac Grand Am It is just very difficult to start it sounds like if it is getting to much fuel,
because wen I push the gas half way it start. Although it does it with difficulty and for the first
seconds the engine sounds like it is going to turn of and it smokes black. Then it starts to

function very normal and acceleration is good. Does any body has any idea what can cause this
issue? Sounds like a leaking fuel pressure regulator causing a rich condition. Just pull the
vacuum hose off of it after it has been off for a few minutes and look for gas to come out of it. I
have a Buick Century press on gas loud whistling no power after half throttle noise goes away
can not get overt 30 mph could it be converter. The noise you are hearing is the exhaust trying
to escape but cannot because your car has a plugged catalytic converter. Rough idle, runs fine
otherwise. Gas smell in passenger compartment while driving. EGR issue? Fuel injector issue?
A leaking fuel pressure regulator FPR or a stuck open fuel
headlights for 2005 chevy impala
2006 chrysler pacifica alternator replacement
honda mower repair manual
injector causing a rich condition and smell of gas in the car. Chevy Monte Carlo Z34 when the
outside temp is less than 50 the cold car revs rpm then dies. This goes on until the car warms
up then it runs fine. It runs fine when the outside temp is over No codes are stored. Next thing
I'm going to look at, and probably should have looked at sooner is the Intake Air Temperature
sensor. If you have the dual overhead cam engine DOHC then you have a lower intake leaking
vacuum. Pontiac Aztec leaks coolant when the motor is warm back behind the back head up by
the valve cover behind the alternator there is no coolant in the oil but dont leak when the car is
cold and haven't been running cant find or see what would be causing this problem. The rear
head gasket is leaking. You should probably do both since it most likely has over heated. Where
are the O2 sensors Located on a V6, 3. One is in the rear exhaust manifold, the other is after the
catalytic converter. Q and A Main. How Things Work.

