S2000 o2 sensor

When searching for plush interior surroundings and low-priced design vehicles manufactured
by Honda can be counted on. When they need performance and long lasting service car buyers
seek out the engineering that goes every Honda vehicle. In recent years Honda has built a
reputation as a car manufacturer that puts safety and quality above all else. For machines that
are respected for fuel efficiency, quality and long lasting service life, vehicle buyers turn to
Honda. Honda is a reliable dealer of rock solid and dependable vehicles that also afford
innovative design. Honda autos have established a lingering and well-earned tradition of
creating A-list style. Your vehicle is outstanding due to its excellent performance and terrific
style, and to keep it humming in its best condition you want the ultimate in quality parts and
accessories. Whenever your vehicle's air-fuel ratio is not adequate, reduced engine function will
be the aftermath; conversely, a fuel-heavy mixture can lead to damage to your motor and
unwanted unburned fuel from your vehicle's exhaust pipe. Located in the exhaust manifold, the
Honda S Oxygen Sensor reports oxygen levels present in the vehicle's fuel system to the
computer. Your Honda S Oxygen Sensor is a component of the emissions control system and
assists with alterations to the air to fuel ratio, eliminating the need for constant altitude
adjustments. A correctly configured Honda S Oxygen Sensor examines how much oxygen
which is funneled your car or truck's engine cylinders. Your Honda S needs to be maintained in
peak condition and well-maintained; that can mean selecting the right new and OEM
components. They are available for the following Honda S years: , , , , , , , , , , 09, 08, 07, 06, 05,
04, 03, 02, 01, This part is also sometimes called Honda S O2 Sensor. Lowest price for the
manufacturer OEM part I needed. Excellent quality and fast painless shipping. I always use
partsgeek. I ordered this part at a price that was both affordable and with OEM specs approval.
Parts Geek got it right, sent my part in quick mail fashion, and in time for my wife's car to get
back on the road for the track! I highly recommend this company!!! Be thanks to Parts Geek.
Jim in Tennessee. Shipped quickly. Worked as advertised. Partsgeek is definitely the place to
find the best price and high quality products! Skip to main content Menu. Close X. Call To
Order: To return a part, simply submit a support ticket within 30 days of ordering and we will
issue you an RMA number to return your product. See customer service page for refund and
return details. We scour the web to make sure PartsGeek always has low prices. You can buy
with confidence! Click to Enlarge. Product SKU: W Shipping Options: Ground, Overnight, 2 Day.
Walker Products W Oxygen Sensor. Denso Oxygen Sensor. Quality Replacement Sensor.
Features: Designed to detect the amount of oxygen in the exhaust system Constructed from
high quality material Features double protection layer, aluminum oxide trap layer, PTFE filter
and stainless steel housing Manufactured with precision to meet OE standards Easy
installation. Features: NTK oxygen sensors heat up rapidly to meet requirements of the vehicle
to improve fuel economy and reduce emissions. NTK's proprietary ceramic element overcoat
protects against sensor failure. NTK oxygen sensors are equipped with OEM specified
connectors and attaching hardware for easy installation. Dual-coated platinum element to
increase longevity and ensure the quickest response time. NTK is constantly improving sensor
designs to provide excellent performance and improve resistance to failure. Features: Quality
Tested - built to a strict level of product standards. Direct Fit Replacement - Guaranteed to fit
and function for your specific application. Shipping Options: Free Ground Shipping. The
modern automobile bears only a passing resemblance to its earliest ancestor, the Benz Patent
Motorwagen of The modern automobile of the 21st Century have a great deal of sophisticated
technology that was not even dreamed of as recently as twenty years ago. Engines powered by
refined petroleum-based fuels such as gasoline and diesel have a bad tendency to emit noxious
fumes. If there was not a way to mitigate the situation. One of the devices that helps clean the
air for all of us is the S O2 sensor. Replacement periodically is necessary; when these devices
go bad, you will see the "Check Engine" light come on. While this is not necessarily a serious
problem, if it is not fixed, you will start seeing a noticeable drop in engine power and
performance - and more seriously, your car will be contributing to air pollution. The Function of
the S Primary O2 Sensor The O2 sensor is essentially a monitoring device that keeps track of
the ratio of air to fuel going into the injectors. This information is then passed on to your
vehicle's main computer the PCM or ECU , informing it when the fuel mixture is lean meaning it
contains more oxygen or rich there os more liquid gas or diesel. When the engine is cold or
running under a load such as climbing hills or pulling a trailer , it is preferable to have a rich
mixture in the old days, one would have pulled out the choke lever. Once the engine is up to
normal operating temperature however or you're on the open highway running on level ground
for long distances , that fuel mixture should be leaner. When the O2 sensors are malfunctioning
there is an S secondary O2 sensor as well as a primary one , your vehicle will lose power and
experience poor fuel economy. Symptoms of a Failing O2 Sensor Excessive fuel consumption is
one of the primary symptoms of a malfunctioning O2 sensor. You may get the Check Engine

light, and chances are that your vehicle will fail an emissions inspection. This can be diagnoses
with a high-impedence voltmeter if you have the knowledge - otherwise, it is best to have it done
professionally. You will have to know about the S primary O2 senor location and how to access
this. Fortunately, there are a number of online resources that can provide this information.
There, you will discover generous discounts on a wide range of auto parts and accessories, as
well as periodic specials on pricing and shipping. With an inventory of ten million automotive
components, chances are that if you can't find it at PartsGeek. Read more reviews. I love this
site, they're all about Business. Catalog: A. Vehicle Honda S Catalog: B. Vehicle Engine Honda
S Catalog: H. Catalog: C. Catalog: T. Catalog: Q. Oxygen sensors play a vital role in both engine
management and emissions control. Your S can exhibit symptoms when the Oxygen sensor has
gone bad. Or, it may exhibit none at all. Often enough, the only sign of the problem at all is the
service engine soon light being on. Most of the time, the check engine light will come on. The
trouble codes associated with the OBDII scan will reveal which sensor is at fault and why it is
bad at least what the computer thinks is wrong. It is very rare for there to be a problem with an
oxygen sensor, and not have the check engine light come on. More often than not, when an
oxygen sensor in your S goes bad, it will throw a diagnostic trouble code. There are many
oxygen sensor related codes. For instance, an oxygen sensor at bank 1 â€” sensor 1 would be:.
A bad oxygen sensor can affect the mixture greatly. There could also potentially be raw fuel that
enters the exhaust. This fuel can hurt the catalytic converter. One of the most common
symptoms that an oxygen sensor has gone bad is exhaust that does not smell good. This is
especially true if the mixture ends up too lean. While a rough running engine can be a sign of a
bad oxygen sensor, it is often a sign of a misfire as well. Without a check engine light, it can be
tough to lock down exactly what would cause the vehicle to fail, but oxygen sensors are one of
the more common causes. It is smart to use a scan tool to determine whether or not there is an
OBDII trouble code associated with any of the sensors. Good luck diagnosing your S! This
means that you need to look up the firing order for your particular model year and engine. Bad
Smelling Exhaust One of the most common symptoms that an oxygen sensor has gone bad is
exhaust that does not smell good. Skip to main content. Email to friends Share on Facebook opens in a new window or tab Share on Twitter - opens in a new window or tab Share on
Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this item also
viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Contact the seller.
Picture Information. Mouse over to Zoom - Click to enlarge. Get the item you ordered or get your
money back. Learn more - eBay Money Back Guarantee - opens in new window or tab. Seller
information gadget-dude Contact seller. See other items More See all. Item Information
Condition:. Sign in to check out Check out as guest. Add to Watchlist Remove from watch list.
Watch list is full. Longtime Member. May not ship to Ukraine - Read item description or contact
seller for shipping options. See details. Item location:. South Jordan, Utah, United States. Ships
to:. This amount is subject to change until you make payment. For additional information, see
the Global Shipping Program terms and conditions - opens in a new window or tab This amount
includes applicable customs duties, taxes, brokerage and other fees. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab. See
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or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
Condition is "Used". Shipping and handling. The seller has not specified a shipping method to
Ukraine. Contact the seller - opens in a new window or tab and request shipping to your
location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. Shipping to: United
States. No additional import charges at delivery! This item will be shipped through the Global
Shipping Program and includes international tracking. Learn more - opens in a new window or
tab. There are 1 items available. Please enter a number less than or equal to 1. Select a valid
country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time. Taxes may be
applicable at checkout. Learn more. Return policy. No returns or exchanges, but item is covered
by the eBay Money Back Guarantee - opens in a new window or tab. Payment details. Back to
home page Return to top. Back to home page. Listed in category:. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
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problems listed below, these type of problems can just be a passing phase. Your ECU has to
cope with changing ambient temps and pressures, and can simply be adjusting. If your problem
persists or gets worse then read on This is a common complaint. It has been said that the car
will kangeroo becuase of the light flywheel - I dont subscribe to that view. No car ive ever owned
does it this bad, and the ECU should easily be able to cope with the flywheel weight. I have
some logs from my PLX when the car was kangerooing and there was basically no fuel going in,
and some very screwy readings from both sensors. In my case I bought a new MAP sensor and
it was fine again, while others have cured it with intake snorkels and cooling mods. An intake
snorkle is a good idea anyway as it ensures the airbox only takes air from outside the engine
bay. Some people decide to live with it by revving the car before pulling away, which effectively
allows the engine to gulp a lot of warm air and clear the problem. Misfires are slightly different
but can have some similar causes more often than not its the MAP sensor if above rpm : Failed
or failing MAP sensor Blocked injectors Damaged coil packs Worn or damaged spark plugs
Valve clearances Damaged Crank Position Sensor Corroded ECU wires - this has been found on
a number of cars and isnt easy to detect or fix! Failed or failing O2 or lambda sensor Air leaks
on the vacuum side One thing to note regarding misfire codes is that they can be diagnosed

quite nicely by doing the following. If you have an error code on cylinder 1 and 3, then you can
find out if its a coil pack by swapping them around noting where you put them! Valve clearance
issues and blocked injectors seem to be the main culprit of misfire codes There are many
others faults which can crop up, but these tend to be the main ones. This guide should either
identify one of these problems as a cause, but if not then at least you have narrowed it down
and post up what issues you have! Ok now how to check what is causing the problem, to be
checked in this order If your car is hesitating, idling badly or misfiring, then the following
should be checked, and if you still get stuck then post up - but it would be helpful to check
these first! Have you got a CEL - check engine light? This is the amber light on your dash that
you can see when you turn the ignition on. The CEL is a bloody great invention and can be your
best clue at diagnosing a problem. Too many people just reset it and dont get the code Should
the ECU decide something is wrong, it will light up to tell you there is a problem. These codes
can be decoded by a dealer, normally for a charge, or you can get ECU code readers to plug into
the diagnostic OBDII port under the passenger side trim. PM if you need a code reader. Quite
often you can have a fault with the and no CEL will appear but getting these codes is vital in
diagnosing the problem. If it's just lit then I would say you can drive with caution and get the
error code as soon as you can. Some codes will go away once the ECU is happy again, often
within about 50 miles. This leads nicely onto the ECU reset Dont reset the ECU until you have
extracted any codes from it. If the car is misbehaving, an ECU reset can often put things right.
By resetting the ECU, it wipes its fuelling trim memory and idle control. My spin on this is to get
the car warm then park up. Switch the car off and pull the ECU fuse shown below for about 10
mins this removes power to the ECU Replace it, start the car up then go and find a long stretch
of road and give it redline through the gears. The ECU will quickly learn where to set its fuelling
and ignition timing. The next step is to get the idle sorted. You will notice the car really
struggles to idle and tries to cut out it shouldn't normally cut out, but comes close. To relearn,
park up and let the car go through 3 cycles of the cooling fan coming on and off. It will
eventaully learn anyway, but its quicker using the cooling fan method. Fuse can be found
behind the fuse cover inside the footwell: If you reset and your problem persists then onto the
following Ok, question time! These are things to check and I have tried to put them into the
easiest things first. Its quite common that something may have been nocked or not
re-connected which will casue you a few problems! Have a double check that all is well uner the
bonnet. If a sensor is disconnected it will generally give a CEL. Have any of the vac hoses been
pulled off? Quite easy for one to come loose. Notice I didnt use the word tight! The cable seems
to slacken off on these cars, which means when you touch the throttle, its not actually opening
the butterfly, so the engine doesnt try and pick up. The cable can be adjusted using the nuts on
the arm shown below. Unlikely but worth a check! They can get gummed up with oil mist etc, as
they are after the filter. Many have had success by giving the sensor a gentle tap - so this can
be worth a try. Its quite difficult to determine if this is broken without removing it and bench
testing it to see if it gives a linear output as you bring up the pressure. Can be atotal bast to find
but they can cause your idle a lot of problems! Normally a problem after a service or a
modification where you might have nocked something off, which is then a lot easier to spot. An
air leak can be a problem anywhere after the throttle body, right back to the exhaust, just before
the lambda sensor. Good luck finding it! There have been a number of issues with Denso plugs
tips coming off so my advice would be to stick with NGK Again, plugs can be moved from one
slot to another as a fault finding task. See this thread here for some help on cleaning these bits!
If the lambda or O2 sensor not these are one and the smae thing! To check this your best bet is
go to a dealer with an ECU monitor and ask them to look at the lambda voltage at idle. It should
slowly bounce back and forth from 0- about 0. You could also get an emissions check from an
MOT place, and if it fails this will indicate the o2 is at fault. You can buy monitors from people
like Greddy Infometer or Apexi etc and can be useful! The clearances can be checked yourself,
or by Honda or equivalent competent dealer. If you have a misfire code on one cylinder, you
could test it by removing an injector to a different cylinder to see if the problem moves to that
cylinder. There are quite a few outfits who will flowtest and refurbish your injectors but the
choice is yours as to whether you just go and buy new ones It's good practice to do it every
couple of years anyway. There have been quite a few reports of reccuring CEL codes popping
up and general car misbehaviour, caused by corossion of the ECU wires. I think at least 2 UK
owners have had this problem. Can be checked by resetting the ECU, getting the car stable at
idle, then wiggling the wires to the ECU in the engine bay, or under the passenger footwell.
Engine management stuff Next part is more for info, for those who are interested, to try and
explain how some of the components uder the bonnet function, which will help you understand
why the car will misbehave. Attatched to a modern engine are various sensors which all feed
into the ECU. The ECU lives under the passenger footwell as shown below. All the sensor wires

form into a loom, which comes through the bulk head into the ECU. The engine sensors mostly
work on sending voltage outputs to the ECU, which allows it to determine things like how much
fuel to put in, how much ignition timing to add or subtract, and to diagnose faults. Its an
extremely complex device and never fails to amaze me! The ECU uses this as an indication of
engine load, and will use it to decide how much fuel to put in. It would seem that these sensors,
like any, can have a limited life and I know replacing mine really imporved the behaviour of the
car. By now you can probably guess why im not a fan of this MAP whack business! You can
also probably appreciate why the car can hesitate when pulling away or misbehave on VTEC if
this sensor has a fault O2 or Lambda sensor The S has 2 of these. One in the exhaust manifold
and one in the catalytic convertor. The one in the cat has no input other than to tell you if it
thinks the 1st one is causing fuelling problems. The one in the manifold is the more important
one for us, as it has a big input into fuelling and idle control. The sensor is there to tell the ECU
how rich or lean the fuelling is based on oxygen content, so it feeds back a signal to the ECU,
from v volt, 0 being lean and 1 being rich. On our, and many cars the sensor is heated and takes
about a minute to become live when you start the car. If your issues idle etc happen before this
sensor is warm and active, its not the O2 sensor which is at fault. At idle or cruise the ECU tries
to achieve "stoichiometric mixture" which is To do this the ECU bounces back and forth either
side of this figure to try and get to optimum. This is where the fixed fuelling lookup tables come
it! When the O2 sensor is being used, it is called "closed loop" fuelling, and when the MAP
alone is being used it is called "open loop" fuelling. A broken O2 will often give a CEL. When
fully open, the spring turns and the resistance changes in the sensor and it will go to around 5v.
The problem with just using manifold pressure to tell how much air is being used, is that the
volume of air changes depending on ambient temps. By adding this input into the ECU it will
help judge the air volume right, therefore the fuelling will be more precise The IAT is the white
sensor plugged into the intake manifold, between the 3rd and 4th manifold branch. You can
follow the thread that it came from here They are supposed to be removed by the dealership as
part of the the pre-delivery prep. It's not unknown for this to get missed or for not all of them to
be removed. This is the card that Honda UK leaves in the car for the dealers. If the suspension
feels overly hard or the steering response is vague, then check to see if you have any or all of
the spacers left in! Pic 1 shows a spacer in situ in a rear spring. Pic 2 shows a spacer having
been removed. This is potentially highly dangerous and it's worth querying with your dealer at
the outset to see if this has been done! Normally a couple of light knocks with a rubber hammer
will sort any problems out. You can also remove it and blow on it to remove any dirt build up.
Please contact your dealer for details Another problem with similar symptoms is this A 'flat'
spot when starting it after it had been standing for minutes after it had been warmed up. It
refused to respond to the accelerator, kangarooed, jerked and lost ALL power. The solution to
this was A corroded wire near the scuttle on the passenger side, which was replaced. Auto
Window Function Fails When your battery is disconnected, the auto function on the drivers
window can stop working, this is because it then needs to be reset. The car has to be started!!
Premature Wearing of Roof A number of cars are suffering with premature roof wear. There is a
guide below with some preventative measures. It seems the arm that is doing the damage can
only do so when the hood is right down and it is pressed against the hood. Operation of the
hood and the movement of the car then causes it to rub against the hood and wear through,
possible bigger problem for those with hardtops. My first idea was to add a piece of black gaffa
tape at the wear point to protect the hood. Then I made a sleeve to go around the 'elbow' of the
frame that seems to cause the problems:- Added velcro hooks down the edge of a piece of
black bass box cloth 12 x 14cm and wrapped this around the elbow. It got to the point where my
left leg would ache after a drive, especially when encountering traffic every morning to work
along the M1 now. I mentioned it a few times to the dealer over that period and got responses of
1 Will have to take the clutch out to have a look. Having read in Under the Hood about sticky
clutches various people have had Master, Slave cylinders replaced and still have had the same
problem. Others have sprayed WD40 into the clutch housing not recommended and problems
have gone away for a while, but always come back WD40 doesn't have a high enough
temperature range for the job and also dissolves grease!! And others have managed to
re-grease the release fork, pivot and bearing contact point with release fork through the release
fork hole in the side of the gearbox using a piece of wire. With all this in mind and not wanting
to pay the dealer to diagnose and hence cost more than is required, I set about systematically
solving the problem myself. It was looking pretty black anyway, so needed doing just to
eliminate this as a problem. Still the clutch was stiff. This basically says, remove slave cylinder
and pull-out release fork. Grease release fork pivot, release fork which comes into contact with
release bearing and release fork to slave cylinder connection point. With grease in hand, slave
cylinder removed in 5 mins, and a quick tug on release fork note: release fork will not come out

of gearbox!! Using a flashlight and I went So using a piece of wire from a coat hanger I applied
grease to the relevent points and attempted to add some to the release bearing guide, but it was
very tight and you generally end up doing it blind. I done the best I could and put everything
back together and suddenly I had what felt like a brand new clutch. Smooth action when
applying the clutch and releasing, its amazing how such a small thing makes driving easier and
more pleasurable yes! The thing was I had the clutch replaced under warranty 54 clutch , so its
not just a problem straight from the factory. Honda know its a problem, hence service bulletin,
and my guess is their installation instructions may have been wrong at dealers and factory.
Either that or the areas in question get too hot for the grease and it just disappears over time.
Whatever you do don't let the dealer fool you into thinking it is something else before this
remedy is tried. With ramps etc, it should only take 30 mins to complete.. The other thing to
mention is that due to the restricted access it is very difficult to ensure everything gets greased,
so at a later date it may need to be done again. Clonking Suspension Symptons: Suspension
making anything between a clicking and a clonking noise at low speeds on rough ground.
Solution: There can be many causes of this but the first and cheapest thing you should be
looking to do with this problem is retorquing the suspension bolts. My dealer did this for free,
and it's a good thing to rule out before playing with dampers etc Squeaking Dashboard
Symptoms: A very annoying squeek that has been compared to having a mouse in the
dashboard! Solution: Check and oil the bonnet catch and also check the rear view mirror.
Puddle in Passenger Footwell There is a pipe connected to the bottom of the aircon unit in the
passenger footwell that takes the condensation out the car and drops it on the road. This can
become disconnected probably kicked off , takes 15 seconds to replace and problem solved.
Get yourselves down your local fish tank stockist and ask from some Fish tank tubing. I had to
buy a whole metre. Basically you only need about 2cms of the stuff. All you need to do is slip
this over the small metal knobbly bit technical jargon that protrudes from the striker the part
that is fixed to the roof quite difficult to explain really, but if you look at it, you will see where I
mean. This simply prevents a metal to metal contact, the small about of plastic is just enough to
tighten up the seal. These clutches can be replaced by the clutch under warranty. Honda's fix
for this is usually a new gearbox. Annoying 04 Headlamp Washers MY04 cars come with the
fantastic feature that means the headlamp washers come on when you clean the windscreen,
causing the passengers to get a soaking! There is a bulletin that covers the change from model
year. The symptom it corrects is when you activate the screen washers, the headlamp washers
also work, irrespective of whether the headlamps are on or not. Only certain chassis ranges are
afftected and the fix is customer complaint only and only for the duration of the manufacturers
waranty. If the sympton is one you are experiencing and your car is still under warranty, ask
your dealer to look up bulletin HUK dated This bulletin does not apply for 05 model year on as
they are already modified. When you press the windscreen washer on an 04 it also activates
your headlamp washers - brilliant To disable the headlamp washers on all models follow these
instructions stolen from Frenchie! Open up the bonnet. Look up by the windscreen on the
passenger side; there's a black box about 6" x 3" with its top just below the level of the wing,
between the battery and the wing. Squeeze the ends of the box to free the clips and lift off the
top. In the box, towards the front, is a 20 amp and a 30 amp fuse Pull the 30 amp fuse out and
store it in the empty space at the opposite end of the box. Replace the lid - job's done! Please
take good care of your S, keep it by your side for long and enjoy it from the bottom of your
heart. And share the quality and legacy of the S with many friends so that the legend of the S
will continue for long. And share the quality and legacy of the S with many friends so that the
legend of the S will continue for long Shigeru Uehara The father of the S This listing is for part
or sub-assembly number given below only. Package included: ONE piece of brand new oxygen
sensor. Oxygen sensors are designed to monitor the amount of oxygen that's in your car's
exhaust stream, as a marker of efficiency and to confirm the catalytic converters function
properly. That reading is then turned into a voltage signal that is sent back to the engine control
computer, which then adjusts fuel metering and timing to maintain an optimum mixture. While
older cars from the '80s and early '90s had oxygen sensors that were only good for about 60k
miles, cars after '96 can easily go k miles or more before the sensor needs replacement. They
are incredibly rugged, considering that they are constantly subject to horrendous temperatures
and conditions. So in other words, once your O2 sensor starts to fail, you'll know it because
your fuel economy and performance will drop off pretty drastically. In addition, your Check
Engine light will be illuminated because trouble codes relating to the O2 sensor will be stored in
your engine control computer. California Customers should pay more attention about it. PayPal
Only. This item is backed by our 1-year warranty. Refund will be given as money back or
replacement. Item must be returned in original pacakge and packing the same as received.
Buyers are responsible for the return shipping cost if the problem ids caused by buyer. We only

warranty cost of parts, any installation or other fees are non-refundable. Any problem fund, do
contact us please, a ny question or problem will be replied within 24 hours except the weekend
and holiday. Our Customer Service Team is always online to answer. Skip to main content.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist.
People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits
your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Get the item you
ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in new
window or tab. Seller information parthigh Contact seller. Visit store. See other items More See
all. Item Information Condition:. Add to Watchlist Remove from watch list. Watch list is full.
Does not ship to Ukraine See details. Item location:. Ontario, California, United States. Ships to:.
This amount is subject to change until you make payment. For additional information, see the
Global Shipping Program terms and conditions - opens in a new window or tab This amount
includes applicable customs duties, taxes, brokerage and other fees. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab. Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens
in a new window or tab Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored items.
Showing Slide 1 of 2 - Carousel. Report item - opens in a new window or tab. This translation
tool is for your convenience only. The accuracy and accessibility of the resulting translation is
not guaranteed. Note: The accuracy and accessibility of the resulting translation is not
guaranteed. Seller assumes all responsibility for this listing. My Garage. Go to My Garage.
Please wait. We were unable to complete your request. Please try again later. This part is not
compatible with this. Compatibility information is not available for this item. Oops, something
went wrong. This part is compatible with below vehicle s. This part is compatible with below
vehicle s matching this. A quantity of 2 is recommended. Portions of the information contained
in this table have been provided by parthigh. For Honda S 2. Contaminated fuel An engine that
has started to burn oil, leaving carbon deposits on the sensor External contamination such as
road salt, gasket material, undercoating material, chemicals Sensor has reached the end of its
service life cycle So in other words, once your O2 sensor starts to fail, you'll know it because
your fuel economy and performance will drop off pretty drastically. Only PayPal accept in this
selection. Refund will be given as money back or replacement Item must be returned in original
pacakge and packing the same as received. Store Home. Oxygen Sensors. Mass Air Flow
Sensors. Cooling System. Braking Parts. Roof Racks. Tonneau Covers. Window Visors. Bug
Shields. LED Headlight Assembly. Air Conditioning System. USD For Lexus GX 4. All rights
reserved. Shipping and handling. The seller has not specified a shipping method to Ukraine.
Contact the seller - opens in a new window or tab and request shipping to your location.
Shipping cost cannot be calculated. Please enter a valid ZIP Code. Shipping to: United States.
No additional import charges at delivery! This item will be shipped through the Global Shipping
Program and includes international tracking. Learn more - opens in a new window or tab. There
are 1 items available. Please enter a number less than or equal to 1. Select a valid country.
Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to Ukraine. Domestic
handling time. Taxes may be applicable at checkout. Learn more. Return policy. Payment
details. Payment methods. Back to home page Return to top. Back to home page. Listed in
category:. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter
- opens in a new window or tab Share on Pinterest - opens in a new window or tab Add to
Watchlist. Image not available Photos not available for this variation. Change country: -SelectUnited States There are 1 items available. Recently we are not experiencing any delays
processing and shipping orders. You can check back here anytime for updates or changes in
our operations. We will do our best to accommodate your needs and keep you up to date with
any changes. If you have any questions, don't hesitate to contact us. We encourage everyone to
do their part in slowing the spread of the virus. Keep your heads up and be strong. While this is
the time of great uncertainty, we are confident that by sticking together and supporting each
other, we will become stronger than ever before. Reviewed by Bentley P. Fast shipping
technical support of excellence easy install no adjustment needed. I gutted the cat on my
Persona that immediately tripped the FI light. The only nagging factor, it is not self powered and
you have to add 2 feet extra to the power wires but actually not a big of a deal. Thanks for
everything. Reviewed by joseph p. My part arrived really fast without any issue, I'm very happy
with my order. Reviewed by G. Company wanted me to buy another chip to make this work
good. Reviewed by kirk i. It gives you the option to remove your cats without struggling with

annoying ECM limp mode. Both product and service were just awesome and reps seemed to be
committed to providing you the most efficient support. Shipping was average a bit slower than
in normalcy but this might be due to covid. Reviewed by Galen Q. Kevin and overall the staff
was very nice and pleasant, helpful and kindly listened to my dilemma with hollowed cats and
polished headers. Specific connectors would make the hook up far more easy but everythnig is
fine and dandy as it was suppose to. Reviewed by g. I purchased o2 tune from removed but
their eliminator was nowhere near able to fit my car. Still works and turned off cat efficiency
codes has been present ever since I installed my new true dual catback. Worthy tech support
though. Reviews about simulators are all over the board on the net, I hope my goo experience
will deliver better cred to these devices. Shipping took a long time, item arrived finally in good
condition. Reviewed by brock g. I made an order, the website is very easy to navigate,
transaction was easy and smooth. The part was on stock and I received it after a week.
Reviewed by d. O2 bypass worked as it was supposed to and their willingness to keep the
customers satisfied was at the summit. Slight flaw at installation instructions but a five star
supplier overall with top of the line technical support. Reviewed by rickie r. Shipping didnt take
too long and I got tremendous benefits after PCM ceased to run in limp mode. Just a heads up
you need a total of 4 o2 bypasses if you installed headers that doesnt facilitate to allow you
spend more for other mods but discount given by CS made my purchase a bit more affordable
and actually might have talked me into another purchase in the not too distant future. Company
seems reliable and their more than willing to assist you even beforehand. Such customer
oriented approach is absent recently from today's market. Reviewed by Waheed D. Reviewed by
k. FYI your front sensor may be different type that needs precautions as the to compatible unit.
Reviewed by Abe S. Found this magnificent o2 fooler chip inadvertently and it works a way
better than expected. Shippnig to Guam was slow far behind ETA but most likely this spot is not
the best destination for usps. Reviewed by Antonino St. Delivered to my door earlier than
assumed, my mechanic hooked it up in a wink with no adjustment just on the original tune and
could immediately feel more power because of doing away with limp mode, I trust it wll not
come back. There is no reason to wait until your Car Truck SUV becomes retro, it is better to
consistently update the equipment and you will not have any problems in the future. Gain extra
low range hp and torque today. With the new oxygen sensor eliminator, your engine will last
longer and run more efficiently. Besides that, you can install your part easy with minimum to
zero assistance or very special tools or if you are not prepared with tooling a professional
installer can commit installation according to precise instructions. Feel free to visit magnum
review center to read customer reviews with an average rating of 4. Together with our reputable
staff and partners we put every wheel into motion to holistically test our new inventions, we
stand united in our enthusiasm passion for all things automotive. You won't regret even if you
are a consummate bigot. Claims warranted for your Honda O2 Sensor Eliminator. This Honda
Oxygen sensor bypass utilizes those upgrading opportunities are hidden in the modification of
the oxygen sensor signal. Thomas, you provided me a lot of help for my O2 Sensor Eliminator.
Thank you for being our valued customer, Magnum Tuning. Magnum Tuning is committed to the
well-being of our customers and employees. Customer service, returns and shipping
department is open, and ready to serve you. Magnum upgrades are not imported from Far East.
Previous Next. Q: A:. Customer Rating:. Ships within 4 business hours. Select Fitment 2. Select
Year Model not listed? Warranty Returns. Warranty Void? Honda S oxygen sensor simulator will
allow you to drive without catalyst converter and still keep the SES light off. A popular
modification is to decat the exhaust or install an aftermarket header, to free up the performance.
Exhaust gas is controlled through 2 to up to 4 air fuel sensors. The front sensor controls the
fuel management system and downstream monitors cat converter function. When headers are
installed or catalytic converters removed, the result is a catalyst efficiency engine management
code alerting the ECU that cat is missing or not working properly. Modified engine produces a
larger amount of exhaust gases than allowed. You do not want to drive in safe mode with
constant SES light, and your Honda S will not pass emission test in many US states and
countries. This O2 Sensor Bypass eliminates 1 up to 4-wire narrowband oxygen sensors only.
Please read Notes! When check the engine light is tripped, the engine runs in ECM Safe mode,
which results in sluggish acceleration and spoiled fuel mileage. Magnum EZ CEL Fix Oxygen
sensor simulator is available to all cars, trucks and SUV's fitted with 1 up to 4-wire narrowband
zirconia exhaust o2 sensors functioning in the standard 0 up to 1. Feel free to contact our
engineers prior to purchase, if you are unsure about your Honda S's air fuel sensor type. Notes
In case of a single oxygen sensor or dual pipe exhaust system fitted with two air fuel sensors
only, the oxygen sensor simulator connects to these ports. Headers require both up- and
downstream O2 sensor simulation. Slow signal of front lambda sensor may prevent the
downstream oxygen sensor emulator from working. Oxygen sensor simulator is a racing part. It

is not CARB approved. Please be aware of the bylaws and regulations, O2 sensor eliminator is
not street legal in several US states and countries. Honda S EZ CEL Fix Oxygen Sensor
Simulator is a must-have device if you are about remove the catalytic converter or even if you
installed aftermarket header, a performance catback system or performance catalyst. Are you
chasing after the ultimate solution for service engine soon light issue? No doubts, this oxygen
sensor emulator will fit your Honda S and rid you of the lambda sensor related check engine
codes. Although we cannot treat your problems free, the easy do-it-yourself setup and the
warranted results are worth the money. Download Installation Instructions. How can I figure out
my sensor is a zirconia type? Zirconia type oxygen sensors have 1 to 4 wires. In the case of 4
wires, two of the wires have to be identical for heater, whilst the rest two wires have to be
different for signal sender and signal ground. Always reference the sensor-side colors of the
wires coming out off of sensor head. ECU-side colors may convert through the plugs. How to
find out if it's a narrowband or wideband? Typically 1 to 4-wire sensors are narrowband. There
are exceptions though. A narrowband oxygen sensor's signal is constantly fluctuating in a
range of 0 to 1. Any oxygen sensor that produces higher voltages, is determined to be a
wideband oxygen sensor. Keep in mind, although a 4-wire O2 sensor can be wideband too, in
common sense only 5 or 6-wire sensors are called wideband. If your sensor has more than
4-wires, oxygen sensor is not applicable. Which sensor has to be tricked? In general: the
downstream but upstream has to work flawless in full range. If you intend to buy a simulator
hence decatting, header or modified exhaust, the downstream sensor has to be fooled by all
means. See position diagram. Headers or precat gutting requires upstream simulator as well.
Rest assured, all oxygen sensor signal related codes will be gone. Upstream sensor if any has
to be in good condition though. Please see prerequisites pertaining to sensor type and quantity
of simulators. Suitable fluctuating signal is fundamental to be delivered by the ECU. Zero volt
signal triggers another trouble code. MPG is also affected negatively. Heated simulator allows
you to remove or eliminate the stock oxygen sensor completely. They often don't work even on
early fuel injected cars. If your vehicle had been manufactured after or you drive an early model
controlled by a sensitive ECU, these gadgets won't help. The definite solution is a circuit
conditions realistic signal, as if a working oxygen sensor would be screwed in the factory
exhaust. Get rid of oxygen sensor related CEL issue yet today. Flat catalytic converter gutting
or plain-tube decats will spoil low- and mid-end torque hence ruined engine flush due to
inadequate exhaust back pressure and higher block temperature thus valves, cylinder head and
other engine parts are constantly being exposed to undesired extra heat. True enough,
maximum horsepower increases it still pertains to a higher RPM which perishes dynamic kick
out acceleration throughout the RPM range, mostly on automatic vehicles, therefore to save
money on fuel and enhance low and mid-end torque, highly recommended to install a reliable
Decat. Plain decatting is judged unprofessional among serious tuners and enthusiasts. These
sensors deliver the ECU fluctuating voltage according to the actual oxygen consistence of air
fuel mixture. When exhaust system is decatted or heavily modified, ECU is reading an oxygen
sensor signal being inconsistent with other engine sensor's signal, or signal is out of the range
yet accepted, an O2 sensor-related trouble code will be triggered ending up in check engine
light issue. While check engine light is on, ECU runs in so called lean limp mode. Safe mode
restricts both the fuel trim and the ignition timing and develops an overall limitation on
performance, until problem diagnosed and resolved definitely. Therefore if you modified your
engine with any upgrade causes the oxygen sensor deliver lower signal than normally, you
need to wire up an Oxygen Sensor Simulator. Although your ECU will be tweaked, mixture's air
fuel ratio still will remain incorrect hence decatting or any other exhaust modification.
Simulators help you remedy CEL problems but will not achieve that basic remapping is crucial
when decatting or modifying an exhaust. You might be interested in our further performance
chips in order to boost engine horsepower, improve fuel efficiency or both at the same time.
They boost the engine horsepower as well as improve fuel mileage. Magnum Tuning has been
dealing with manufacture of performance upgrades since Our experience warrants peak
performance, reliability perfect style. Simulators are made in Europe covered by year warranty.
Claims stated in this description are warranted by Magnum Tuning. Was this review helpful?
Yes No. FYI your front sensor may be different type that needs precautions as the to compatible
unit 3 of 17 people found this review helpful. Ensures trouble-free and cost-effective operation
with a useful life of up to four years. Factory calibration included at no additional charge. Upon
request, NIST calibration certificates available. Single and three range instruments are available.
Auto-ranging is a standard feature on all three range analyzers. Oxygen values are displayed
continuously on an easy-to-read, 0. The instrument can be purchased in a variety of mechanical
configurations ranging from a general-purpose, portable device, to a NEMA 7 explosion proof
system. The gas inlet and outlet connections on the sensor housing are quick connect types.

One-quarter inch stainless steel compression fittings are available upon request at no
additional charge. This sensor provides exceptional performance, accuracy, and stability. For
applications where carbon dioxide is present in the sample gas, the EES retards passivation of
the sensor anode by allowing the products of oxidation to dissolve in the electrolyte. In
addition, the enhanced mechanical design of the sensor ensures longer life and virtually
eliminates leakage of electrolyte, a nagging and expensive problem associated with sensors
that require periodic electrolyte maintenance. The eloquence of the Series Percent Oxygen
Analyzer is its ease of use. Each analyzer is equipped with three oxygen alarm relays and one
status alarm relay as standard equipment. Each relay is user configurable for fail-safe op
excursion parts
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eration. In addition to the alarm relays, the analyzer is equipped with a built-in audible alarm, as
well as three front panel LEDs for visual indication of an alarm condition. The the RS format is
capable of sending digital signals over greater distances, and controlling each monitor using
the same communication channel. Depending on the application, the Series can be equipped
with a number of options including; sample filters, sample pumps, pressure regulators, serial
communications, flow meters, etc. Ready to Purchase? Click for Pricing and Options. Custom
Quote or Large Quantity? Click here to submit a request. Request a Quote. Ensures the highest
level of protection and reliability. Factory Calibration Factory calibration included at no
additional charge. RSC or RS serial communication optional. User selectable for fail-safe or non
fail-safe. The AOI website uses cookies to ensure you get the best experience. By using this site
you consent to our Privacy Policy. Got it! Go to Top.

