Yamaha g1 golf cart governor adjustment

A golf cart governor is a mechanical device that helps in controlling the maximum speed of the
cart when it moves on flat ground. This device prevents the engine RPMs from increasing
beyond the recommended specifications. The governor on a golf cart can be adjusted easily by
loosening the tension on its springs using a wrench or screwdriver to get the golf cart going at
a relatively faster speed. In some cases, the adjustment can be done by turning the cable nut
that connects the cable to the throttle lever in the counter-clockwise direction. This type of
governor is often found in 2-cycle golf carts. The top speed of an EZGO golf cart is usually With
governor adjustment, the EZGO cart can go faster by 5 to 10mph. In other words, the 15mph
speed can be raised to 22mph with the adjustment. It usually takes only five minutes to get the
adjustment done. With some basic mechanical expertise and general-purpose tools, you can do
this yourself. The process is more or less the same in all golf carts. You may have to do steps 6
and 7 a few times before you get the desired speed for the golf cart. It must be noted that the
above steps apply only to gas golf carts. There is no governor in an electric golf cart. Most
EZGO golf carts have four-stroke engines. However, there are a few carts with other types of
engines. The governor adjustment process is different for both types of engines. Take care
when tightening the nut. Start with just a quarter turn. Also, check the specifications of the cart
for the maximum governed speed permissible. In modern all-electric golf carts, the spring and
cable are often not visible. This can make the adjustment process quite challenging. There are
instances when golf cart owners want to bypass the governor in their carts. Here are some ways
to do this using a few basic tools. This is an easy way to bypass the golf cart governor and is
supported by new model Yamaha golf carts that have a different setup from the G1 cart. This
process involves removing the threaded rod and 10mm nut from the governor. It must be noted
that that the above-mentioned spring flip method must not be carried out on a drive featuring a
team axle. Doing so will result in losing the function of the governor and a new input shaft will
have to be installed. Connect the gas pedal directly to the carburetor opening. Make sure that
the carburetor opens fully when the pedal is pressed and closes completely when the pedal is
released to avoid backfiring. At times, the bolt on the shaft housing the gas pedal will have to be
removed to pull the gas pedal and turn it in the direction of the notch in the shaft. The throttle
cable coming from the gas pedal generates a response to the spring-loaded linkage. This
linkage is counteracted by the governor in the golf cart. If you want to bypass the governor,
disconnect and reconnect the throttle cable once again without the intervening linkage. Ensure
that the return spring is secured properly. Check to see if there is a governor plate between the
engine and the carburetor. If there is such a plate, remove the plate along with its shaft. Close
the shaft holes with screws of appropriate size. You can also make use of an epoxy like
Marine-Tex sealant to close the holes. In a John Deere Gator golf cart, the governor is equipped
with two governor arms. The bypassing can be done by carrying out a zip-tie action on both the
governor arms. Wrap a zip-tie around the governor arm bolt and pull it as tight as possible. This
stimulates the same effect of tightening the locknut. Turn the 10mm nut inward until you get the
desired speed. It might also be a good idea to get a speed spring installed. Avoid
over-tightening the nut to keep off problems such as oil getting into the muffler and carburetor
because of the high speed. Compress or tighten the foot throttle cable spring using a wrench to
gain some extra speed. Take care not to over-rev the motor as this affects its life. If the governor
is a part of the ignition system, make a substitution with a signal ignition switch. The following
methods show you how to adjust the governor on your Club Car DS or Precedent golf cart.
Locate the governor above the gearbox and loosen or add slack to the spring by backing off the
spring tension. This makes the cart go at a slow speed. Skip to content Table of Contents.
Continue Reading What is a 9 Degree Driver? A 9 degree driver is a low loft driver and is most
convenient for golfers having fast swing speeds. These drivers create a positive angle of attack
and generate little spin. Continue Reading. Why is my golf cart horn not working? However, a
fault in the wiring can cause a short circuit [â€¦]. Adjusting the governor on a Yamaha golf cart
begins with detaching a spring adjustment cable from the carburetor. Use a screwdriver to turn
the bolts holding the governor clockwise to increase the speed. Run the cable on the gas pedal
to the carburetor and reattach it at the original position of the governor cable. Adjust the gas
pedal according to your needs. Start by locating and detaching the carburetor from the
governor. Turn the bolts that hold the carburetor in place clockwise if you want to increase the
speed of your vehicle. Allow direct flow of power from the gas pedal to the carburetor by
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the main cable nut in place using a screwdriver. Turn the nut anti-clockwise to elongate the
cable, thus increasing the speed of the cart. You can reduce your vehicle's speed by turning the
nut clockwise. Adjust the length of the gas pedal by removing the bolt on its shaft. After the
adjustment, refasten the bolt and press the pedal. Make adjustments according to your speed
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rod adjustment. Governor adjustment. Different types of Yamaha golf cart models have different
types of governors, which regulate the top speed of the golf cart over flat terrain. The three
types of governors in Yamaha models include spring adjustment, clutch cable, and spark
regulation governors. Each of these models has different procedures for proper adjustment,
and it is important to adhere to each procedure correctly to ensure you do not make changes
that could cause problems. Spark regulation governors cannot be adjusted, since they are
electronically programmed into the golf cart, but the other two types can and should be
adjusted periodically. Locate a spring adjustment governor at either the carburetor or sticking
out of the differentials. The governor will look like a spring loaded device coordinated with the
vehicle's accelerator. Use the screwdriver to turn the bolts that hold the governor in place.
Turning them clockwise will increase the tension, and turning them counter-clockwise will
decrease the tension. Increasing the tension will increase vehicle speed, and decreasing the
tension will decrease the vehicle's top speed. Locate the cable nut that holds the cable to the
throttle lever for a clu
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tch cable governor. Adjust the main cable nut, holding it in place with the screwdriver. Turning
the nut counter-clockwise will make the cable longer, allowing the cart to go faster. Turning the
nut clockwise will reduce the vehicle's top speed. Always consult the owner's manual for the
Yamaha golf cart model you have. Every model has limits to how fast it can physically go
without engine damage or failure resulting. To make a golf cart go faster, you can also consider
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